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Relace 


Intioduction 


The AlphaStation 600 Series Technical Reference Information is provided to assist pro¬ 
grammers writng operating system support code. It describes the AlphaStation 600 Sys¬ 
tem design from the system block diagram level, down to discusssions relating to individ¬ 
ual registers, software/firmware design information, and detailed major physical 
component layout designs, and signal paths. 


Doc ument C ontents 

The contents of this documents are organized as follows: 

• This preface, which includes an overview of the manual, a summary of its contents 
and a list of conventions used throughout the manual. 

• An overview of the AlphaStation 600 system that includes a system block diagram 
and information on cache sizes, memory capacity, number of 10 slots, and so on. 

• A high-level description of the basic ASIC functionality that includes basic system 
transactions (for example, CPU I/O read and write, DMA read and writes). 

• A describes the EV5 address space partitioning and how this space coexists with the 
PCI address space. Emphasis on dense- and sparse-space CPU I/O addressing and 
details of the DMA scatter/gather address translation. 

• A discussion of memory motherboard SIMM and I/O Subsystem Module configura¬ 
tions. 

• A physical description of the system that includes board layout diagrams, pin designa¬ 
tions/signals, and logic functions. 

• A description of all Control and Status registers. 

• A hardware description of the AlphaStation 600 interrupts and error strategy. The er¬ 
rors are defined from a hardware point of view (which bits in which error registers are 
set for the various errors). This includes the format of the AlphaStation 600 Machine 
Check logout to assist software developers write the machine check handler. 

• System hardware and firmware power-up, initialization, and reset. 

• A definition of the AlphaStation 600 I/O Subsystem Module bridge chip set, the com¬ 
ponent parts it uses (for example, arbiter, interrupt logic, etc.), and sugges¬ 
tions/requirements for programming the internal registers. 

• System coherency and instruction ordering for the conjunction of three architectures 
(EISA, PCI, and Alpha). An explanation is provided to clarify which architectural re¬ 
quirement subsumes the other architectures. Some issues are in the hardware do¬ 
main, but in certain cases, the architecture/hardware has specific requirements that 
the software must specify (for example, when to flush buffers; when I/O reads are re¬ 
quired to guarantee coherency). 
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Conventions 


Abbreviations 


The following conventions are used in this manual: 

• All Numbers Are Hex unless otherwise noted 

• UNP = stands for UNPredictable. 

• MBZ = stands for Must Be Zero. 

• 10 or I/O. The term 10 is used within technical terminology when a / is not appropri¬ 
ate in a number string. The I/O is used to reference the Input/Output functionality in 
text. 

• Word = 2 bytes 

• Longword = Doubleword (PCI term) = Dword = 4 bytes. 

• Ouadword = 8 bytes 


The following abbreviations are used throughout the manual. 


Symbol 

Description 

RO 

Read Only 

RW 

Read Write 

WO 

Write Only 

RWC 

Read, Write to Clear 
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AlphaSlatjon 600 Sysbem Oveiview 


Intioduction 


The AlphaStation 600 system is a high-performance, deskside workstation based on the 
EV5 impiementation of the Aipha architecture. It supports WNT, OSF/1, and OpenVMS 
operating systems. Figure 1-1 shows the AiphaStation 600 system. From the perspective 
of the system programmer, the AiphaStation 600 system is: 


• EV5 CPU with a 128 KB seriai boot ROM. Jumpers are provided so that one-of-eight 
aiternative seriai ROM patterns can be ioaded into the EV5 (mainiy for iab debug). 
The EV5 8 KB l-cache can be fuiiy ioaded by any of the seriai-ROM patterns. 


E\/5 chip summaiy 

Cycle time 

4.4 ns - 3.2 ns 

Address size 

43 bit virtual address, 40 bit physical address, 8 KByte page 

Pipeline depth 

size 

On-chip 1 cache: 

7 stage integer, 9 stage floating. 

On-chip Dcache: 

8 KB, virtual, direct-mapped 

On-chip Secondary cache 

8 KB, physical, direct-mapped 

On-chip TLB 

96 KB, physical, 3-way set-associative 

Write Buffer 

64-entry ITB and 48-entry DTB, 128 Address space numbers. 

1 ssue rate 

six 32-byte entries 


4 instructions per cycle (2 integer, 2 floating point). 


• EV5 speed bins: Simpie crystai swaps and seriai ROM changes are aii that are re¬ 
quired to support various EV5 speed bins. The AiphaStation 600 system is synchro¬ 
nous to the EV5 dock. 

Thus, the PCI clock, the cache timing and the memory timing are an integer multiple 
of the CPU frequency, as shown in the next table. Consequently, not all CPU frequen¬ 
cies will optimize the Bcache and system timing (for example, a 4 ns EV5 will result in 
a 7% slower PCI running at 32 ns). 


CPU speed 

Bcache timing 

System timing 

Mhz 

ns 

ns 

CPU cycles 

ns 

CPU cycles 

250 

4.00 

28 

7 

32 

8 

266.67 

3.75 

26.25 

7 

30 

8 

275 

3.636 

25.46 

7 

32.7 

9 

300 

3.333 

26.67 

8 

30 

9 

312.5 

3.20 

25.6 

8 

32 

10 
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• Direct-mapped, write-back, ECC protected, moduie-ievei Bcache. The Bcache is 
a plug-in option allowing various speed and size configurations. The Bcache is parti¬ 
tioned across 3 SIMMs which must all be inserted for the Bcache to function. The 
block size is fixed at 64 B. The AlphaStation 600 system does not support a duplicate 
TAG store. 

Current cache designs vary from 2 MB to 16 MB, with 4 MB as the "typical" size. The 
first Bcache design uses 15 ns SRAMs and achieves an access time of 24.9 ns^ for 
the first 128b and 21 ns thereafter for all subsequent, contiguous reads (called wave¬ 
pipelining). Faster Bcache designs will be available. 

DMA writes invalidate the Bcache. 

• System memory: 256-bit data-width, ECC protected. The system memory com¬ 
prises two Memory Motherboards into which the memory SIMMs are inserted. The Al¬ 
phaStation 600 system cannot be configured with only one memory motherboard; 
both must be resident and symmetrically populated with SIMMs. The memory latency 
with 60 ns SIMMs is 180 ns (timed from the EV5 requesting a fill, until the data is re¬ 
ceived by the EV5). Currently, there is only one memory motherboard variant 
planned. 

• Each motherboard tower holds up to 16 standard 36-bit SIMMs providing a capacity 
from 32 MB to 1 GB (and eventually 4 GB when 64-Mbit chips become available). 

• Maximum memory: Although the AlphaStation 600 system chip set can support 8 
GB of physical memory, the workstation implementation is limited to 4 GB. 

• The AlphaStation 600 system I/O modules. The system comes with three I/O cards: 
a PCI graphics card; the I/O Subsystem Module, PCI-based, SCSI/Ethernet card; and 
an ISA-based Audio card. The remainder of the system I/O (serial lines, etc.) are pro¬ 
vided on the SystemBoard. Table 1-1 summarizes the I/O arrangement. 


^ Depends on the EV5 frequency and the multiple selected for the cache loop time 
(for example, a 3.25 ns EV5 will have a 26 ns cache loop time). 
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1able 1-1 The AlphaStation 600 System I/O Summaty 


VUhat 

VUhere 

Additional infomriation 

Keyboard and Mouse 

System module (on theX-bus) 

1 ntel 8242 

Time of year (TOY) 

Dallas 1287 

Battery-backed SRAM-8 KB 

Dallas 1225 

Operator Control Panel 

PCD 8584 

Parallel Port 

Serial Port (2) 

Floppy 

IDE 

System module (E1SA bus) 

87312 Combo Chip 
(hardware auto-configured with 
FAR =11) 

Audio 

1 SA card 

Microsoft Sound or OAK Card 

Ethernet 

I/O Subsystem PCI option 
module 

TULIP - DC287 

Internal SCSI 

OlogicISP 1020 

External SCSI 

Graphics 

PCI option module 

TGA 


• I/O Subsystem Module Ethernet/SCSI PCI I/O module: The internal and external 
SCSI PCI devices, with the Ethernet device, are mounted on a separate I/O module. 
This allows for future upgrades (for example, better SCSI chip). This I/O module will 
occupy one of the 32-bit slots. The devices on this card are: 

— Qlogic ISP1020 PCI-SCSI - two chips 

— PCI-Ethernet chip (DECchip 21040 - Tulip) 

— PCI-PCI bridge chip (DECchip 21050 - PPB) 

• The AlphaStation 600 System uses the 87312 chip for serial/parallel I/O. This is 
hardware auto-configured with CFGn<4:0> = 1. 

• Industry standard ISA Audio Module - Microsoft Sound System or the OAK card. 

• No on-board graphics - Graphics arre provided by plug-in options. 

• 64-blt PCI - The AlphaStation 600 system generates and accepts 64-bit data but does 
not generate 64-bit PCI addresses. 

• 33Mhz PCI - The AlphaStation 600 system does not support the latest 66MHz incar¬ 
nation of the PCI. 

• Back-to-Back PCI cycles - The AlphaStation 600 system will issue and accept fast 
back-to-back PCI cycles in dense-space only (this logic can be disabled via a CSR). 

• 8 PCI and (E)ISA slots - The AlphaStation 600 system has four PCI slots, three 
(E)ISA slots and one shared PCI/EISA slot - see table below. Three 64-bit slots are 
provided. Two PCI slots are used for the graphics and the SCSI/Ethernet, and one 
(E)ISA slot is used for audio. Five slots remain for customer expansion. 
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Sot 

Type 

AlphaStation 600 reseived Usage 

1 

PCI - 64 bit 

Graphics 

2 

PCI - 64 bit 


3 

PCI - 64 bit 


4 

PCI - 32 bit 

PCI I/O module (ethernet/SCSI) 

5 

EISA/PCI (32bit) shared 
slot 


6 

(E)ISA 


7 

(E)ISA 


8 

(E)ISA 

Audio 


• PCI-EISA bridge chip set - Intel 82374EB (ESC chip) and Intel 82375EB (PCEB 
chip) 

• 1 MB Flash ROM and serial ROM - for console/diagnostics. 

• Scatter/gather PCI to memory addressing - as defined for the reference machine 
by the I/O task force. Thus both physical and virtual DMA capability are available. The 
CIA ASIC contains a 32-entry TLB for the PTEs (configured as 8 TLB entries of 4 con¬ 
tiguous PTEs). 

• Dense/Sparse space: as defined for the reference machine by the I/O task force. 


ASIC Summary 


The AlphaStation 600 system block diagram is shown in Figure 1 -1. The major compo¬ 
nents are:- 

• Five ASICS (2 designs): 4 Data Switch ASICs and 1 CIA ASIC: 

— The CIA - this ASIC accepts the address and command from the EV5 and drives 
the memory array with the address, RAS and CAS, signals, among others.. In ad¬ 
dition, it also provides an interface to the PCI bus. The current CIA is in a 383-pin 
PGA design. Other packages are being evaluated to reduce cost. 

— The DSW - this is the data slice ASIC and provides the data path between the 
EV5, memory and the CIA (for PCI data). It fits in a 208-pin POFP. When used in 
the AlphaStation 600 system, the DSW provides a 256-bit wide memory path; but 
the ASIC can also be configured for a 128-bit memory datapath. Four ASICs are 
always required, regardless of the memory width. 

• Miscellaneous ASIC - the GRU ASIC is on the lOD bus. This small ASIC handles 
the PCI-interrupt logic, the memory/cache presence detect logic, and generates the 
8-bit Lemmon Bus used to access the Flash ROMs and drive optional system LEDs. 

Hardware J umpers 

The following jumpers and DIP switches are for debugging prototypes. Details are not pro¬ 
vided since these are purely for lab use. 

• SROM code select. Used to select from one of the 8 stored patterns in the SROM. 
Only one jumper should be shorted at a time. 

• EV5 clock multiple DIP switch. This DIP switch will only be provided on the first few 
debug systemboards. This is used during reset time to select the EV5 system clock 
multiple. 
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Alpha Station 600 ASIC Overview 


Inboduction 


This chapter describes the AiphaStation 600 system data path and focuses on the inter- 
nais of the Controi, i/0 and Addressing (CiA) and Data SWitch (DSW) ASiCS. Figure 2-1 
shows a simpiified system biock diagram to heip piace the CiA and DSW in context: 

Figure 2-1 ^stem Block Diagram Showing CIA and 



Note that the i/0 Subsystem moduie is shown piugged into a 32-bit PCi. This is the pre¬ 
ferred iocation but, as the moduie is a standard PCi moduie, it can be inserted in any of 
the 64/32-bit siots. This chapter focuses on the main system data-path which is impie- 
mented in two ASiCs. 
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Ihe CIA ASIC 


Figure 2-2 shows the CIA internals pertaining to the CIA implementation used with a 64- 
bit PCI interface and 64-bit datapath to the DSW); the 32-bit PCI version of the CIA is not 
described. 

Hguie 2-2 Ihe CIA Block Diagtam 



Shading is used in the above figure to highlight the major datapaths and the major logical 
entities. For instance, the darkest shaded datapath (bullets L, A, Q, I) represents the path 
for data returning from the PCI bus to the DSW (that is, the DMA write and I/O read 
paths). All these highlighted paths sre described later in this chapter. The functional enti¬ 
ties shown partitioned into five shaded boxes are described next. These are: 

EVS Instruction and Address Region 

Conceptually, this logic accepts the commands from the EV5 and directs the instruction to 
the memory port (bullet D) or the I/O port (bullet C). The DMA read/write address (or the 
scatter/gather TLB miss servicing address) also have access to the memory port through 
the multiplexer at bullet E. A 3-deep CPU Instruction queue is provided to capture EV5 
commands should the memory/I/O port be busy. 
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For example, three addresses would be held If the EV5 Issues two read misses with, at 
most, one having a victim^ This accounts for the three-entry buffer. 


The Flush Address register (bullet H) Is used during DMA reads or writes to Interrogate 
the Bcache for the latest data (the Bcache Is a wrIte-back cache, and hence may have the 
only valid copy of the required data). 

PCI Datapath 

The CIA Is, In a PCI sense, the host-bridge. It generates/decodes the PCI addresses and 
supplles/recelves the data. Part of the PCI data path Is In the CIA chip, and the remainder 
resides In the DSW ASIC. The ECC generation and check logic Is provided here since the 
sliced nature of the DSW precludes placing ECC there. 

Separate buffers are provided In the CIA (bullet J and A) for DMA and I/O read/writes. 
These buffers are either 32B or 64B In size, and are shown partitioned Into 16B entitles 
(which corresponds to the width of the EV5 data bus). 

The PCI commands which the CIA responds/sends are listed In the following table: 

1able 2-1 CIA PCI CommaiKls 


PCI command 

Command type 

CIA slave 

CIA master 

0000 

Interrupt Ack 

No 

Yes 

0001 

Special cycle 

No 

Yes 

0010 

1 /O read 

No 

Yes 

0011 

I/O write 

No 

Yes 

0100 

reserved 

- 

- 

0101 

reserved 

- 

- 

0110 

M emory read 

Yes 

Yes 

0111 

Memory write 

Yes 

Yes 

1000 

reserved 

- 

- 

1001 

reserved 

- 

- 

1010 

Configuration read 

No 

Yes 

1011 

Configuration write 

No 

Yes 

1100 

Mem Read multiple 

Yes 

No 

1101 

Dual addr cycle 

Yes 

No 

1110 

Mem Read Line 

Yes 

No 

1111 

Mem Write and Inv 

Yes(l) 

No 

Note: (1) Aliased to Memory write 


CIA PCI features: 

• 64-blt PCI bus width 

• 64-blt PCI addressing (using DAC cycles) 

• Capability to Issue PCI fast back-to-back cycles In dense space 

Note that the DSW also has buffers for the DMA and I/O paths. This duplication simplifies 
control logic (the PCI control logic uses a buffer If the lOD bus to the DSW Is not free); 
simplifies handling PCI target stalls and retries; the ECC logic requires that 32-blt PCI 
data be built up to 64-blts; buffering Is required to compensate for the various bus widths 
(lOD Is either 32 or 64 bits, memory Is either 256 or 128 bits, and the EV5 bus Is 128 bits). 


victim is the cache block that has to be displaced to make room for the read miss (fiii) data. 


AlphaStation 600 A3C Overview 2-3 




Memory Logic 

This logic (bullet F) provides the row and column address for the memory banks as well 
as all the control signals (RAS, CAS, write enables, memory enable). The memory logic 
provides control signals to the DSW to inform it when to send/strobe the data to/from 
memory. Finally, this logic controls the memory refresh. 

The next few paragraphs describe how the AlphaStation 600 system eliminates RAS cy¬ 
cles for victim writes. This is a performance enhancement and is transparent to software. 

The AlphaStation 600 system design uses a special technique to eliminate RAS cycles on 
victim data. Instead of using the traditional approach of mapping the CPU address bit-for- 
bit to the memory address (see Figure 2-3), The AlphaStation 600 system shuffles the 
memory address bits so that the high-order CPU address bits (part of the Bcache Tag 
portion) become the memory column address and the low-order CPU address bits (part of 
the cache index portion) become the memory row address. Note that the high-order Tag 
bits are used for memory bank selects in both schemes^ 

Figure 2-3 Memoty Address Suvizzling 
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CPU physical address 


Block offset 


I Traditional memory address 


I "Almost" AlphaStation 600 memory address 


The reason for this method is apparent in Figure 2-4. Since a cache is much smaller than 
the available memory, multiple memory locations will alias to the same cache location - 
this is shown in the left-hand side of the figure below where data A1, B1, C1, etc. all map 
to the same cache location. Suppose that data A1 currently resides in the Bcache, but the 
CPU wishes to access data C1. A cache miss will occur which will fetch data C1 and 
overwrite A1 in the cache; if A1 is the only valid copy of the data (for example, if an earlier 
CPU write had previously updated A1) then A1 has to be written to memory before the 
requested data, C1, can overwrite A1. This displaced data is referred to as a victim, and is 
fairly common (around 50% of read misses suffer victim displacements). 

Referring again to Figure 2-4, note that in the traditional memory addressing scheme, the 
data (for example, data A1) and the potential victim (for example, data C1) are well sepa¬ 
rated in memory - they are separated by a multiple of the cache size^. This sparse distri¬ 
bution of potential victim locations means a read fill block and its victim may not reside in 
the same memory page-mode region. 


^This description is oniy a first order approximation: the actuai AiphaStation 600 system impiementation 
is a iittie different. 

y 

With a typicai AiphaStation 600 system Bcache size of 4 MB, this separation wiii be many, many mega¬ 
byes. 
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However, by interchanging the memory Row and Coiumn address bits, the potentiai victim 
iocations now reside in the same memory SIMMs and the same row within the SIMMs. 
Now the chance of a cache block and its victim residing in the same memory page-mode 
region increases astronomically. This will remove most, if not all, RAS cycles from victim 
writes. In fact, for any cache greater than 1 MByte, all victims will be able to share a RAS 
with the read Miss. 


Figure 2-4 Victim Aliasing 



However, this approach hinders DMA transactions: the figure above shows that consecu¬ 
tive blocks (for example, data A1, A2, A3) end up being scattered a page-mode region 
apart in the AlphaStation 600-type memory addressing scheme. This implies that con¬ 
secutive DMA read/write blocks will require a RAS cycle, constraining the attainable band¬ 
width. The traditional scheme does not suffer this problem. 

Hence, a compromise between the two schemes is used in the AlphaStation 600 system : 
four low-order bits of the index map straight to the low-order bits of the column address 
(just like in a traditional scheme), while the remaining high-order index bits go to the mem¬ 
ory row-address. The remainder of the column address uses the Tag-portion of the physi¬ 
cal address. 

Figute 2-5 AlphaStation 600 System Memory Addressing 


I TAG 


J CPU physical address 


Index 


Block offset 




Cache address 




BankT Select I Row >' Colurrin I y 

I 


1 


AlphaStation 600 memory address 


With this compromise scheme, a DMA transaction will march through four 64B blocks 
(that is, 64 longwords), on average, before requiring a RAS cycle. This constitutes a large 
DMA transfer, minimizing the RAS penalty. Although the AlphaStation 600 system was 
originally designed to take advantage of this scheme, it transpired that the simpler ap¬ 
proach of a RAS cycle on every DMA 64-byte block provides more than enough band¬ 
width for even a 64-bit PCI transfer (DMA read prefetch). 
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The logic which determines if a RAS cycle is required is shown by bullet F. The CPU-to- 
memory path needs to be checked in case the Bcache is disabled, or if the Bcache is too 
small.^ 

I/O Address Lx>gic 

This logic (bullet B) handles the I/O read/write addressing. The Address decode logic ex¬ 
tracts the PCI address from the dense/sparse space CPU address encodings (see Chap¬ 
ter 4, AlphaStation 600 Addressing, for more details). This logic also increments the cur¬ 
rent address each data cycle for two reasons: first, in case of a PCI retry, which will 
require the transaction to be resumed later, we need to start with the address of the 
aborted data; and second, to provide a pointer to the next data item to be loaded/sent 
from the I/O read/write buffers. 

The AlphaStation 600 system can queue up to six I/O writes: two of the I/O writes can be 
waiting in the CPU queue (bullet G); and four I/O writes can be sitting in the I/O address 
queue (bullet B - a three-entry I/O address queue is provided together with a single entry 
Current Address register). This allows six I/O writes to be outstanding (the DSW provides 
four corresponding I/O write data buffers - bullet 4 in Figure 2-6; and the CIA provides 
two more buffers - bullet J). These buffers are required to sustain maximum bandwidth 
for memory copy to I/O space. A bypass path is provided for certain dense-space I/O 
writes (that is, the longword valid bits for the first 16-bytes of data are either 1111, 1011, 
1010 and 1001 - these cases are optimized for a 64-bit PCI with at least two PCI data 
cycles). 

DMA Address Logic 

This logic converts the PCI’s address to the CPU memory address space. Two conversion 
methods are provided: a direct path where a base offset is concatenated with the PCI ad¬ 
dress; or a scatter/gather map which maps any 8 KB PCI page to any 8 KB memory 
space page (bullet P). See Chapter 3, AlphaStation 600 Addressing, for more details. The 
scatter/gather TLB is 8 entries deep; but each entry holds four consecutive PTEs. A TLB 
miss is handled by hardware; but software is required to invalidate stale entries by writing 
to the SG_TBIA CSR. 

A counter is used on the output of the PA register to generate the prefetch address for 
certain DMA read misses. An 8 KB detector prevents prefetching across page boundaries. 


Ihe DSW ASIC 


The DSW ASIC interfaces the data paths between the memory, EV5 and the CIA (for PCI 
data). The ASIC is composed of mainly data buffers and multiplexers- see Figure 2-6. All 
control for the DSW is supplied by the CIA (albeit, some encoding and simple sequencing 
is performed by the DSW). Features of the DSW design are: 

• Victim buffer - 64B 

• I/O read buffer - 32B 

• Four I/O write buffers - 4 * 32B 

• Two DMA buffer sets are provided for reads and writes. Each buffer set consists of 
three buffers: one for the memory data, one for the Bcache data and one for the PCI 
DMA write data (not used during DMA reads). The Bcache and memory data could 
have shared one buffer (since only one of these two will provide valid data), but two 

^As an example: a 1 MB Bcache the Tag bits are <32-.2Q>. The AlphaStation 600 system has 16 memory 
banks which are addressed by <32-.2'i>. This leaves <28:20> which is 2**9 =512 victim blocks. A IK-entry 
memory page corresponds to 512 blocks (the memory width is half a block) which will just hold all the 
victim blocks. A smaller 512 KB cache will have twice as many victims and would not fit. I n the AlphaSta¬ 
tion 600 system's case, the situation is slightly worse since the low-order address bits map straight to the 
column address. 
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buffers simplified the control logic. 


Quadword valid bits are provided for the DMA write buffer. These valid bits are used 
to merge the appropriate DMA write quadword with the memory/Bcache data. Finer 
granularity merging (for example, bytes) is performed in the CIA (because of ECC re¬ 
quirements) by looping the appropriate memory/Bcache quadword through the CIA 
and merging in the valid DMA write bytes (see bullet Q for this path in the CIA). 

No data is preserved in the buffers across transactions (that is, no DMA read pre¬ 
fetched data or posted DMA write data). Consequently, there are no coherency issues 
regarding DMA read/write data lingering in the buffers. 

Rash ROM 

A 1 MB Flash ROM is provided on the system module (see bullet 6 in Figure 2-6). The 
Flash ROM is visible to software by reading/writing certain CSRs in the GRU ASIC. 
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TO CIA ASIC 


CPU Memory Read 

The EV5 Read Miss command and address are sent to the CIA. If the CIA is idie the com¬ 
mand wiii be stored directiy in the memory port register (buiiet D in Figure 2-2); otherwise 
the command enters the three-deep CPU Instruction queue (buiiet G) and remains there 
untii the memory port is free. The CIA will accept one more subsequent Read Miss from 
the EV5 and store it in the CPU Instruction Queue. 

There are three paths to the memory port which have to be arbitrated for (bullet E): the 
two paths described above - namely the direct path and the CPU Instruction queue; and 
thirdly, the DMA read/write address path (which is also the path for scatter/gather TLB 
miss addresses). Note that, up-stream of the multiplexer at E, all instruction ordering from 
the EV5 is preserved; downstream, the ordering between I/O write transactions and CPU 
memory transactions is lost. This "post and run" I/O write coherency issue is discussed in 
Chapter 11, System Coherency. 

Once the CPU Read Miss gets into the memory port, the memory controller (bullet F) 
generates the RAS, CAS, and address signals for the memory array. 
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The memory controller then waits for the memory access delay before Instructing the 
DSW to accept the memory data. The memory width for the AlphaStatlon 600 system Is 
256-blts (32 B), and thus two memory cycles (typically 60 ns) are required to access the 
64 B block. 

The DSW clocks the data Into the Memory Data-In register (bullet 2 of Figure 2-6). This 
register Is clocked on a 15 ns clock (not a 30ns clock) In order to minimize memory la¬ 
tency. The data Is then sent to the EV5 through a further flip-flop (bullet 7) which synchro¬ 
nizes the data to the EV5 system clock (30 ns). The read data Is returned to the EV5 In 
wrapped-order. The block size for read data Is fixed at 64 bytes. 

CPU Memory Read with Victim 

This Is similar to the Read Miss case previously described except that the EV5 will also 
send out the victim block (that Is, the modified [dirty] block which will be displaced from 
the Bcache by the Read Miss data). 

The command and address for the Victim always follow the Read Miss command^ Con¬ 
sequently, the Read Miss command will get to the Memory port first and thus the Victim 
command and address are always written Into the CPU Instruction Queue (G). The victim 
block data Is saved In the Victim Buffer In the DSW (bullet 1). 

The memory controller In the CIA (bullet F) generates the memory write pulses and In¬ 
structs the DSW to send the victim data to memory. The victim data path Is straightfor¬ 
ward: the data Is sent out of the victim buffer (bullet 1) and through the Memory Data-Out 
register (bullet 2) to the two memory banks. 

The victim data Is written to memory after the read data has been fetched from memory 
(the CIA arbiter ensures that a read miss and victim write are an atomic operation). The 
row address portion of the victim address Is compared to the row address of the current 
read miss (bullet F). If they match then no memory RAS cycle Is required. Instead only 
CAS strobes are performed. The address bits for the memory have been carefully Inter¬ 
spersed to maximize the chance of a victim row address "hitting" the read address - this 
performance feature Is totally transparent to the software. 

The Victim buffer Is Invalidated If a DMA write (or DMA read with lock) "hits" the victim 
buffer. Until the EV5 has Its read data returned, the victim block Is still In the Bcache and 
Is still "owned" by the EV5 (even though the EV5 sent a copy of the victim data to the 
DSW). It Is possible for the Read-with-victim command from the EV5 to be stalled behind 
a DMA write. The DMA write could "hit" the victim block - In this case, the DMA write will 
Issue a FTL/SH command to the EV5, which will result In the EV5 providing the victim data 
to the DSW (to one of the Bcache buffers - bullet 5) and then the EV5 will Invalidate the 
victim block In the Bcache. Consequently, the victim data waiting In the victim buffer (bul¬ 
let 1) Is no longer valid and Is Invalidated by logic In the CIA. 


CPU I/O Read 


An I/O read by the CPU can be to one of five places: the PCI memory space; the PCI I/O 
space; the PCI configuration space; the GRU CSRs (which Includes the Flash ROM); and 
the CSRs In the CIA (there are no CSRs In the DSW). The address for the I/O read Is 
either In sparse space or dense space - for details please refer to Chapter 3, AlphaSta¬ 
tlon 600 Addressing. 

The I/O read command Is accepted by the CIA In a manner similar to a memory read ex¬ 
cept that the Instruction ends up In the I/O port (bullet C). All I/O read commands go to the 
I/O address queue (bullet B); no bypass path Is provided for dense space I/O reads. 

Decode logic Is provided on the output of the I/O address queue to extract the byte ad¬ 
dress for the PCI from the CPUs sparse space encoding, and to decode the address for 

^The EV5 must have "Victim first" disabied for theAiphaStation 600 system. 
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the correct region (PCI memory, I/O, configuration, CSR or Fiash ROM). We wiii oniy con¬ 
sider an I/O read destined for the PCI since this is the more interesting case. 

An incrementer is provided to increment the current iongword/quadword^ address stored 
in the Current address register each data cycie. This is needed in case of a PCI retry and 
is aiso used to index the next data item in the I/O write/read data buffers. The value in the 
Current Address register corresponds to the address of the data item on the PCI bus (it 
has the same canonical time as the PCI data-out register at bullet K). 

The I/O read address is sent to the PCI after any prior I/O writes have completed^ (that is, 
strict ordering is maintained). The PCI returns the requested data and places it in the I/O 
Read buffer (bullet A). The contents of this I/O read buffer are next copied to the I/O read 
buffer in the DSW (bullet 3) and then sent to the EV5. 

One may wonder why we have replicated the I/O read buffers. The I/O read buffer in the 
CIA is provided for the following reasons: first, because the path to the DSW may be busy 
with the tail end of a prior DMA write (especially if the data has to be merged with memory 
data to build it up to the ECC width); second, at least 64 bits of storage are required for 
ECC since the PCI can return 32 bits of data at a time; and finally, as a control conven¬ 
ience to handle the vagaries of the PCI protocol (for example, retries). The I/O read buffer 
in the DSW was provided to build the data up from 64-bits (width of the bus between the 
CIA and DSW) to the 128 bits required by the EV5. 

I/O reads from the EV5 are of an 8 B resolution and the CIA always returns 32 B. If a finer 
resolution is required, then sparse space must be used, the details of which are fully cov¬ 
ered in Chapter 3, AlphaStation 600 Addressing. Data is returned in the appropriate byte 
lanes. 


CPUI/O V\/Hte 


The EV5 issues uncached writes to its I/O space with a longword resolution. For a finer 
granularity, use sparse space (see Chapter 3, AlphaStation 600 Addressing). 

The data for I/O writes is captured in the I/O write buffer in the DSW (bullet 4). Four 32 B 
buffers are available in the DSW and a further two in the CIA: this number of entries al¬ 
lows AlphaStation 600 system to sustain maximum bandwidth on a large copy operation 
from memory through the CPU to I/O space. The data from these I/O Write buffers is sent 
to the two I/O write buffers in the CIA (bullet J): two buffers are provided, allowing one to 
be emptied to the PCI bus while the other is filled. Each 32B buffer in the CIA constitutes 
a separate PCI transaction (that is, no merging of the write buffers occurs). A secondary 
benefit for the CIA’s I/O write buffers is simpler data-flow management when an obnox¬ 
ious target PCI device stalls the I/O writes. 

The address for an I/O write is sent to the CIA I/O port (bullet C). Thence, for a 32B 
aligned dense space write, the I/O write is either sent directly to the PCI bus via the by¬ 
pass path, or queued up in the I/O address queue (bullet B). The fast, direct (bypass) path 
is used if: (1) there are no outstanding I/O commands; and (2) the command is an I/O 
write in dense space and the first 16-bytes^ are mostly valid (that is, 1111, 1011, 1010, 
1001 - see the CIA ASIC chip spec for details). Note that this command also goes into 
the I/O address queue, but only as a convenient path in the I/O addressing logic section, 
to get the address into the Current Address register. 

A total of six I/O write addresses can be queued: two in the CPU-queue, three in the I/O 
address queue, and the first I/O write in the Current Address register. The I/O address 
queue maintains strict ordering for I/O operations (but does not maintain strict ordering of 
I/O writes relative to any memory reads or writes - see Chapter 11, System Coherency, 
for the implications). 

^Depending if a 32- or 64-bit PCI transfer is in effect. 

■y 

Compieted means that the CIA has issued the writes on the PCI bus and the target devices have accepted 
them. 

^Since weoniy see 16B each cyciefrom theEV5. 
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DMA Transactions 


The PCI address and command are captured in the Address/Command register (buiiet M) 
and the data/address register (buiiet L). The address is compared against four address 
windows to determine if this PCI command should be accepted or ignored by the CIA\ 
Address windows are a requirement of the PCI specification and are software program¬ 
mable - they are described in detail in Chapter 3, AlphaStation 600 Addressing. All PCI 
commands destined for memory are accepted by the CIA. 

Implementation defa//; Two registers sample the incoming PCI bus. One is 
used to capture the address and command (bullet M), and to hold onto the 
values for the duration of the transaction; while the other (bullet L) is used to 
primarily capture data cycles, but will also strobe in the address. The Target 
Window logic is attached to the Data-in register (L) rather than the Address 
register (M). The reason for this is the case of a DMA Write Scatter/Gather 
TLB miss. The intention is to grab a buffer’s worth of data (64B) and then re¬ 
try the master PCI device should it have more data. Thus we have freed the 
PCI bus for further transactions; but as we are busy servicing the TLB miss, 
we need to hold the virtual address in the Address register (M). Should an¬ 
other PCI transaction occur while we are servicing the TLB miss, we must ac¬ 
cept that address and check it against our Target window. Consequently, the 
Target Window logic is attached to the free-running PCI data-in register (L). 


There are three registers associated with each of the four PCI Windows: 

• Window Base register: This defines the start of the Target Window. This register 
holds the SG bit which determines if the scatter/gather map is used for the translation. 

• Window Mask Register: This defines the size of the Window 

• Transiation Base register: This holds a Base address used to relocate the PCI ad¬ 
dress in the CPU memory space (for direct mapping); and is also used to hold the 
Scatter/Gather Map Base address for scatter/gather mapping. 

The Window Base register (see Chapter 3, AlphaStation 600 Addressing) SG bit deter¬ 
mines how the PCI address is translated: if SG is clear, then the address is directly 
mapped by concatenating theTranslation Base Register to it; otherwise the address is 
mapped through the scatter/gather table, allowing any 8 KB of PCI address to map to any 
8 KB of memory address. 


^DOS address space is decoded by the PCI-EISA bridge chip and signaied to the CIA via the MEMCS# 
wire. SeeChapter 3, AiphaStation 600 Addressing, for more information. 
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Hguie 2-7 Scatbei/GatherlLB 



Figure 2-7 illustrates this mapping. This Scatter/gather table is located in memory, but the 
CIA provides an 8-entry TLB which caches the most recent scatter/gather table entries. 
Each TLB entry holds 4 consecutive scatter/gather table entries (thus mapping a contigu¬ 
ous 32 KB of virtual PCI addresses to any four 8 KB memory pages). 

DMA Read 

The translated address stored in the PA register (bullet P) is sent to the EV5 through the 
Flush/Read Address register (bullet H), and also to memory via the memory port (bullet 
D). If an EV5 data cache contains valid (modified) data then a copy is sent to the Bcache- 
buffer portion of one of the two^ DMA buffers in the DSW (bullet 5); and the valid bit is set. 
Memory data is always fetched and lands in the Memory-buffer of the DMA buffer. The 
PCI-buffer part of the DMA buffer is not used for DMA reads (see Appendix A). 

As soon as the first valid QW is available in the DSW’s DMA buffer (bullet 5) it is sent to 
the DMA read buffer in the CIA (bullet J) via the multiplexers at bullets 5 and 8. Any ECC 
correction is done in the CIA (bullet I). From the DMA buffer in the CIA the data goes out 
on the PCI a cycle later (through the register at K). The DMA read data also takes the 
bypass path around the Big Multiplexer (bullet J) for as long as the PCI can accept this 
stream of data; once the PCI stalls then the buffers start to be used. 

DMA Read Refetc hing 

The PCI supports three types of memory read commands. The following is the use 
as specified in the PCI Local Bus specification: 

• Read command: used for small transfers (up to 1/2 a cache line) 

• Read Line command: used for medium transfers (1/2 to 3 cache lines) 

• Read Multiple: used for large transfers (more than 3 cache lines) 

Note that for the PCI environment most devices will tacitly assume an Intel processor 
cache of 32 bytes (compared to the AlphaStation 600 system’s cache line of 64 bytes). 
Hence, the AlphaStation 600 system’s prefetch strategy is: 


^PCI address<6>-the even/odd 64B block bit - determines which DMA buffer isused 
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1able 2-2 AlphaStation 600 Series Piefetch Strategy^ 


PCI memoiy lead command 

Prefetching 

Read 

None 

Read Line 

Prefetch 1 block 

Read multiple 

Prefetch till end of transaction 


The counter used to increment the memory block address for prefetching is shown by bul¬ 
let P. 

This address goes to the Bcache and memory as per a normal DMA read. The returned 
data is sent to the next free DMA buffer in the DSW. So as one buffer is being copied 
down to the CIA, the other is free to accept DMA prefetched data. At the completion of a 
transaction, all prefetched data in the DMA read buffers is ignored (that is, no prefetch 
caching is performed). Prefetching does not occur over an 8 KB page boundary. 

The 64B DMA read buffer in the CIA (bullet J) acts like two 32B halves during DMAs - as 
one half is emptying to the PCI bus the other half is being filled. 

DMAV\Aite 

The translated address stored in the PA register (bullet P) is sent to the Bcache through 
the Flush/Read Address register (bullet H), and also to memory via the memory port (bul¬ 
let D). If the Bcache contains valid (modified) data, then the data is sent to the Bcache- 
buffer portion of the DMA buffer in the DSW (bullet 5), and the Bcache data is invalidated. 
Memory data is always fetched and lands in the Memory-buffer of the DMA buffer (see 
Appendix A). 

The DMA write data is taken off the PCI bus and placed in the DMA write buffer (bullet A). 
If the data is a complete quadword then ECC is generated (bullet I) and the data is sent to 
the PCI-write portion of the DMA buffer in the DSW. If the data is an incomplete quadword 
then a merge operation has to be performed (bullet Q). The valid Bcache or memory 
quadword is sent to the CIA from the DMA buffer in the DSW, and the valid bytes of the 
DMA write data are merged in. This merged quadword then is ECC generated and is sent 
to the PCI-write buffer portion of the DMA buffer in the DSW. 

The DMA buffer in the DSW builds the data up to 64B (the block size) before sending the 
data to memory. The memory logic (bullet F) generates the memory write pulses. The 
memory address is read from the PA register (bullet P) using the mux at bullet E. Note 
that should the I/O port (bullet C) be busy with an I/O write/read transaction, the memory 
port (bullet D) will be available for DMA writes^. 

One reason for providing a copy of the DMA write buffer in the CIA is because the data 
path to the DSW may not be available at the start of a DMA write (it could be busy trans¬ 
ferring I/O write data from the DSW to the I/O write buffers if CPU I/O write had been re¬ 
ceived concurrently with a PCI DMA write). 

Note that the DMA write data is always written to memory, and never stored (cached) in 
the DMA write buffers across transactions. The complexity of caching was deemed too 
risky relative to the potential benefit gained. 


MB Insbuction 


The MB instruction can be disabled from leaving the EV5 (this is the expected AlphaSta¬ 
tion 600 mode). If MB instructions are allowed to the CIA, then the CIA will effectively treat 
the MBs as NOPs (that is, in accordance with the "posted-write" ECO to the Alpha SRM - 
see Chapter 11, System Coherency). 

^AnyPCI read can be mapped toany prefetch algorithm using theCIA_CTRL CSR. 

■y 

The memory port may be busy with a CPU operation; but once the CPU operation completes, the DMA 
will get through. 
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IDC K Insbuctions 


The AlphaStation 600 system has to contend with locks originating on either the CPU or 
the PCI. There are two cases which require that the EV5’s internal lock-state on a block 
be cleared (from a system point of view). The first is during a DMA write to the locked 
block, and the second is when a PCI device has established a lock. The things to consider 
about system lock behavior are: 

• DMA write case: The EV5 maintains its own lock flag and lock address in the EV5’s 
BIU. This state is correctly maintained, even if the locked block is displaced from the 
Scache, as long as the system sends all DMA write FLUSH commands to the EV5 
(that is, no duplicate cache tag). This is the case for the AlphaStation 600 system. 

• PCI lock established: A PCI device can only establish a lock on a 16B block of data 
during a DMA READ. Once the lock is established (by the read succeeding), the PCI 
device has exclusive access to that 16B block (although the PCI target - in this case, 
the AlphaStation 600 system - is at liberty to lock a larger block). This PCI lock allows 
the device to do an atomic read-modify-write on a 16B entity. 

The Alpha and PCI architectures have different mechanism for establishing a lock. 

For the PCI, it is a successful READ (with the PCI LOCK signal asserted) that estab¬ 
lishes a lock; for Alpha, it is a successful WRITE (STx_C) that establishes a lock. 
Hence, a PCI READ with LOCK must be treated by the EV5 as if it were a WRITE 
(that is, in terms of the Alpha architecture, it must have the same effect as would a 
write from some other processor). The figure below gives an example of the CPU and 
PCI vying for a memory flag: 



Both the EV5 and the PCI are attempting to do an atomic read-modify-write of a 
memory flag (for example, a semaphore). The EV5 starts first with the LDO_L but will 
not know if the update is successful until the STO_C completes successfully. How¬ 
ever, assume that the PCI obtains the lock to the memory flag before the STQ_C - 
with the READ/LOCK PCI command. For correct operation, the EV5’s STQ_C must 
fail, otherwise the EV5 and the PCI device will both believe they have successfully 
modified the flag (for example, obtained a semaphore). To achieve the correct opera¬ 
tion, the foilwing is required: 

Before a PCI lock is established, the EV5 must clear its lock flag. The only mecha¬ 
nism to do this is a system write/flush to the locked block. Normally the CIA will han¬ 
dle a DMA read by sending a READ command to the EV5. However, in this case, a 
FLUSH command is required (in order to clear any lock which may be set on that 
block in the EV5). This unfortunately means that the system must not only do a DMA 
read operation, but must also write the flushed-out block to memory . Once the CIA 
successfully sends data to the PCI device, the PCI lock is established. 

During the PCI lock, the CPU may attempt to refill the flushed-out block (this will hap¬ 
pen if it is in a loop repeatedly executing LDX_L - as depicted in the figure above). 

This requested block however cannot be provided by the system until the PCI lock 
has completed (because, once the block gets inside the EV5, the system loses control 
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of the block. The system could prevent the EV5 from setting Its Internal lock bit on the 
block Initially, by using the SYSTEM_LOCK_FLAG_H, but the next time around the 
LDx_L/STx_C loop, the EV5 will enjoy a cache hit on the block and will be oblivious to 
the system lock state; thus, the loop will succeed this second time around). 

The lock rules are: 

• The SYSTEM_LOCK_FLAG_H signal to the EV5 Is not used and Is always tied true. 

• All DMA write operations will result In the CIA Issuing a FLUSH command to the EV5 
(this Is normal AlphaStatlon 600 system behavior). 

• All DMA reads with the PCI LOCK asserted will result In the CIA Issuing a FLUSH 
command to the EV5; the CIA must write the flushed-out block to memory. The Inter¬ 
nal CIA Lock Address register will be set with the locking address. 

• If the EV5 requests a fill which hits the CIA lock address register then the fill Is stalled 
until the PCI lock Is relinquished by the PCI device. 

• The EV5 LOCK command will be a NOP In the AlphaStatlon 600 system (this com¬ 
mand Is only required for systems with duplicate TAGs). 

• The EV5 WRITE_BLOCK_LOCK will be treated as a WRITE BLOCK (that Is, a plain 
write). 


Lx>ckstD LhKached Space 

The AlphaStatlon 600 system does not support LDx_L and STx_C to uncached space; 
these are converted to plain LDx and STx. 


GRUASIC 


The GRU chip (DC7560A) contains sections of miscellaneous logic necessary for system 
operation. The major sections are: 

• Flash ROM Interface 

• Interrupt Logic 

• Configuration registers for Cache and Memory 

• System Reset 

Refer to the GRU ASIC Specification for details. 

lOD Interface 

The GRU Interfaces with the CIA ASIC via the low byte of the lOD bus and two control 
signals (GRU_SEL and GRU_ACK). CIA asserts GRU_SEL to pass a command on the 
lOD bus and GRU asserts GRU_ACK to Inform CIA that read data Is being returned. The 
commands are: 

• CSR Write: CIA sends a CMD (1 byte) to the GRU, followed by 4 bytes of data 

• CSR Read: CIA sends a CMD (1 byte) to the GRU, the GRU sends back 1 LW of data 

• Flash ROM Read: CIA sends a CMD (1 byte) to the GRU, and then 3 bytes of ad¬ 
dress, the GRU sends back 1 LW of data 

• Flash ROM Write: CIA sends a CMD (1 byte) to the GRU, and then 3 bytes of ad- 
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dress, followed by 4 bytes of data 


The command sent to the GRU Is based on the CSR_ADDR from the EV5 and whether 
the cycle Is a read or write. The format Is: 


BHtT] 

Bit[6] 

Bits[5:0] 

CSR/Flash 

Read/write 

Address 

1 =CSR 

0 = Flash ROM 

1 = Read 

0 =Write 

Address of internal CSR or partial address of the 
FROM 


GRU Addressing 

The physical address region 87.8000.0000 to 87.FFFF.FFFF Is used to access the GRU 
ASIC on the lOD bus. These addresses access a number of GSRs as well as external 
Flash ROM space. 
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Table 2-3 GRU Address Space 


CPU Address 

Selected Region 

Mnemonic 

87.8000.0000 

87.8000.0040 

87.8000.0080 

87.8000.00C0 

87.8000.0100 

Interrupt Request register 

Interrupt Mask register 

Interrupt Level/Edge Select register 

Interrupt Fligh/Low IRQ select register 

Interrupt Clear register 

INT REQ 

INT MASK 

INT EDGE 

INT HILC 
INT_CLEAR 

87.8000.0140 to 
87.8000.01 CO 

reserved 


87.8000.0200 

Cache and Memory Configuration register'' 

CACHE_CNFG 

87.8000.0240 to 
87.8000.02C0 

reserved 


87.8000.0300 

SET Configuration register' 

SCR 

87.8000.0340 to 
87.8000.07C0 

reserved 


87.8000.0800 

LEDs (not used in current theAlphaStation 600 
system) 

LED 

87.8000.0840 to 
87.8000.08C0 

reserved 


87.8000.0900 

Force System Reset 

RESET 

87.8000.0940 to 
87.8000.0BC0 

reserved 


87.8000.0Cxx to 
87.BFFF.FCxx 

Flash RCM bank 0 

256 KB byte-addressed by CPU address<29:12> 


87.8000.0Dxx to 
87.BFFF.FDxx 

Flash RCM bank 1 

256 KB byte-addressed by CPU address<29:12> 


87.8000.0Exx to 
87.BFFF.FExx 

Flash RCM bank 2 

256 KB byte-addressed by CPU address<29:12> 


87.8000.0Fxx to 
87.FFFF.FFxx 

Flash RCM bank 3 

256 KB byte-addressed by CPU address<29:12> 



Hash ROM Interface 

The GRU ASIC is controlled and addressed over the lOD bus. The GRU also has a bi¬ 
directional interface called the GRU_DAT<7:0> bus. The GRU_DAT bus attaches to 
1024 KByte of Flash ROM and LEDs. The Flash ROM is divided into four banks each 
having 256 KB. The Flash ROM addressing scheme is shown in Figure 2-8. Also refer to 
Table 2-3 for the GRU address space. 


^ This functionality is not provided in version 1.0 of the GRU asic 
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Figure 2-8 Flash ROM Address sc heme 


31 30 29 12 11 10 9 8 7 6 5 0 



The data read from the Flash ROM travels over the GRU_DAT bus and back to the CIA 
on the lOD bus. It travels the opposite direction for Flash ROM writes. In all cases the 
address Is sent to the Flash ROM from the GRU on a dedicated output bus 
(FROM_ADDR<17:0>). Also controlled from the GRU are the Flash ROM chip enable, 
output enable, and write enable signals. 

Intenupt Logic 

The Interrupt logic In the GRU Is controlled by the primary Interrupt Inputs (PCI Interrupts, 
CIA_ERROR Interrupt, NMI, TOY and CIAJNT) and the values of the Interrupt registers 
These registers Include the Interrupt Request register, the Interrupt Mask register, the In¬ 
terrupt Level/Edge register, the Interrupt High/Low register and the Interrupt Clear regis¬ 
ter. A block diagram of the Interrupt logic Is shown Figure 2-9 


Figute 2-9 G RU Intemipt Logic 
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Configuration Registers for Cache and Memory 

The GRU contains a Cache and Memory Configuration register (CACHE_CNFG) which 
contains the size and speed information for each individuai cache SIMM (see Figure 
2-10). Aiso inciuded is the SET Configuration register. This register contains the access 
rate (speed) information for each memory SIMM (see Figure 2-11). Both the registers are 
ioaded foiiowing system reset from the information on the presence detect pins of the 
SIMMs. 


Figure 2-10 Cache and Memory Configuiation Register 
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Figure 2-11 SETConfiguiation^ 
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Reset Logic 

The system reset signal (SYS_RST_L) is generated and output by the GRU. This signal 
resets all the chips on the module. Reset can be asserted asynchronously with the pri¬ 
mary inputs DC_OK_L or OCP_RESET_L. It can also be asserted synchronously by writ¬ 
ing a value of "OOOODEAD^ " into the Reset register in the GRU. In all cases 
SYS_RST_L is asserted for ^6 cycles and deasserted synchronously.. 

In the GRU, following reset, the presence detect logic begins shifting data bits from the 
module into the CACHE_CNFG register and the SCR. Control to the SIMMs to select the 
bits to be shifted in is output from the GRU on the GRU_DAT bus. 
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AlphaStation 600 PCI-BSA Bridge 

The PCI-EISA chip bridge set consists of the PCI to EISA bridge chip, the PCEB 
(82375EB); and the EISA system controller, the ESC (82374EB). These chips are essen¬ 
tially a collection of peripheral chip designs (such as interrupt logic, timers, DMA control, 
arbiters, etc.) coerced into two packages. 

Figure 2-12 shows the AlphaStation 600 system’s standard I/O busses and devices, and 
indicates how the PCI-EISA bridge is used and what devices are attached to the X-bus. 


Figure 2-12 AlphaStation 600 System Standaid I/O Busses 



^ This functionality is not provided in version 1.0 of the GRU asic 
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ESC functionality 

The stepping (revision) of the chip the AiphaStation 600 system wiii use at power-up is 
A-2. The AiphaStation 600 system’s use of the ESC chip is aimost a standard impiemen- 
tation. Some of the specific detaiis/features are: 

• Keyboard controller: This is based on the standard 8242. The mouse interrupt (the 
so caiied ABFULL# signai) is not wired to the ABFULL# input. Software shouid dis- 
abie its path to IRQ<12> via the ESC register CLKDIV bit<4>. 

• SERR and PERR: Software must NOT enabie these inputs to the NMI iogic in the 
ESC. 

• Interrupt logic: This iogic is used for the EISA interrupts. The ESC shouid disabie 
the connection of ABFULL# to irq<12>. The Reai Time Ciock is not wired to this inter¬ 
rupt iogic; instead it is wired directiy to an EV5 interrupt pin. 

• TOY - Real time clock: This is based on the Daiias 1287 and is wired to the X-bus in 
the conventionai manner. 

• Configuration RAM: 8 KByte of non-voiatiie RAM is provided on the X-bus for the 
EISA configuration space. 

• BIOS: There is NO BIOS ROM on the X-bus. Instead, the AiphaStation 600 system 
provides Flash ROM on the GRU_DAT bus. The GRU_DAT bus is "closer" to the 
CPU and thus a preferred location for this RAM (that is, serial ROM code needs to 
check less of the system before it is confident it can access the Flash RAM code). 

• Speaker: This is provided to enable the operating systems to signal the operator 
audibly. 

• General Purpose device. The Operator Control Panel interface chip (PCD8584) is 
wired to GPCS[0] - the GPCS[0] signal is gated with CMD_L just as the SABLE im¬ 
plementation to allow consecutive access of the PCD8584 - that is, software does 
not need to do anything special) 

PC EB Rjnc tiona IHy 

The AiphaStation 600 system’s use of the PCEB is relatively standard. 

PC l-tD- BSA Address Dec ode 

Subtractive decode must be used for the PCEB (negative decode does not work). 

PC Compatibility Addressing and Holes 

The PC architecture allows certain (E)ISA devices to respond to hardwired memory ad¬ 
dresses. For example, a VGA graphics devices that has its frame buffer located in mem¬ 
ory address region AOOOO - BFFFF Main memory must be made inaccessible for such 
memory-mapped regions, and this inaccessible region is called a PC compatibility hole 
(or "hole" for short). 

The EISA-PCI bridge provides access for (E)ISA devices to main memory (which is nor¬ 
mally behind a HOST-PCI bridge) via positive address decode. The lower 512 MB of 
EISA address range is partitioned into many sub-segments which can be enabled by the 
MCSTOM, MCSTOH, MCSBOH, EADC1, EADC2 registers. These registers allow main 
memory "holes" to be created. 

For more detail refer to the Intel 82375EB specification. 


This functionality is not provided in version 1.0 of the GRU ASIC 
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MEMCS# 


PCI window 0 in the CIA can be enabled to accept the MEMCS# signal as the PCI mem¬ 
ory decode signal. With this path enabled, the PCI window hit logic simply uses the 
MEMCS# signal (that is, if MEMCS# is asserted then a PCI window 0 hit occurs and the 
PCI DEVSEL signal is asserted). 

PC I Arbitaation 

The PCEB does not allow the use of an external arbiter; the internal PCI arbiter must be 
used. The AlphaStation 600 system has one PCI slot more than the PCEB can handle. 
This problem is solved by providing a sub-arbiter on the system module for the 32 bit slots 
in conjunction with the PCEBs arbiter. 

PC I Arbitaation - Power-Up 

The PCEB arbiter is initialized to provide round-robin arbitration but parks the host bridge 
(CIA) on the PCI. This means that the CIA normally is driving AD[31:0], C/BE[3:0] and 
PAR. The remaining 64-bit PCI signals are pulled up by resistors and need not be driven. 

Figute 2-13 AlphaStation 600Astern PCI aibiterscheme 



1able 2-4 Round-tobin PCI Aibitiation 
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Bank 2 

BankO 

Banks 

Bank 1 

Sub-arb 

Bank 2 

BankO 

Banks 

Bank 1 

Sub-arb 

Bank 0 

X 

Slot 1 

X 

X 

Slot 2 

Bank 3 

same 

Slot 2 

same 

same 

Bank 0 

X 

Slot 2 

X 

X 

Slot 1 

Bank 3 

same 

Slot 2 

same 

same 

Bank 3 

X 

X 

Sub-arb 

X 

CPU 

Bank 1 

same 

same 

CPU 

same 

Bank 3 

X 

X 

CPU 

Slots 

Slot 4 

Bank 1 

same 

same 

Sub-arb 

Slot 4 

Bank 3 

X 

X 

CPU 

Slot 4 

Slots 

Bank 1 

same 

same 

Sub-arb 

Slots 

Bank 1 

PCEB 

X 

X 

X 

SlotO 

Bank 0 

SlotO 

same 

same 

same 

Bank 1 

SlotO 

X 

X 

X 

PCEB 

Bank 0 

PCEB 

same 

same 

same 


Round-robin arbitration assumes all slots are requesting. If a bank or slot is not request¬ 
ing, the priority is passed on to the next slot or bank that is requesting. 


2-22 AlphaStation 600 ASIC Overview 
















Data Buffering in the PCEB 

The AlphaStation 600 system expects that the Line Buffer is enabied in the PCEB chip. 

The iatest errata from Intei requires that the PCEB Posted Write Buffer is disabied. This 
means that a PCI master requesting a PCI-to-EISA transfer is retried until the PCEB owns 
the EISA bus. Each PCI-to-EISA transfer must complete all the way to the EISA destina¬ 
tion before the next transfer may begin. In other words, performance through to EISA will 
be abysmal (and the fewer EISA options installed the better). 
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Alpha Sbtion 600 Addressing 


Intioduction 


This chapter describes the mapping of the 40-bit processor physicai address space into 
memory and i/0 space addresses; it expiains the transiation of processor initiated ad¬ 
dresses into a PCi address; and the transiation of a PCi initiated address into physicai 
memory address. 

Topics inciude dense and sparse address spaces; scatter/gather address transiation for 
DMA operations, PCi addressing, and EiSA requirements. 

Address Mapping Introduction 

The EV5 address space is divided into two regions using physicai address <39>: if ciear, 
then EV5 access is to the cached memory space; if set, then the accesses are not 
cached. This uncached space is used in the AiphaStation 600 system to access memory- 
mapped i/0 devices - it does not support maiiboxes. 

The uncached space for the AiphaStation 600 system contains the GSRs, uncached 
memory access (for diagnostics), and the PCi address space. The PCi defines three 
physicai address spaces: firstiy, a 64-bit PCi memory space; secondiy, a 4 GB PCi i/0 
space; and thirdiy, a 256B per device, PCi configuration space, in addition to these three 
address spaces on the PCi, the CPU’s uncached space is aiso used to generate PCi In¬ 
terrupt Acknowledge cycles and PCi Special cycles. 


Figure 3-1 Address Space Overview 



The CPU has visibiiity to the compiete address space: it can access cached memory, 
GSRs and aii the PCi memory, i/0 and configuration regions (see Figure 3-1). 
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The PCI devices have a restricted view of the address space and can oniy access any 
PCI device through the PCI memory or PCI I/O space. They have no access to the PCI 
configuration space. Furthermore, the AiphaStation 600 system restricts access to the 

system memory (for DMA operations) through four programmabie "windows" (that is, 
memory regions) in the PCI memory space - see Figure 3-1. Address "windows" are a 
PCI requirement (the window is defined via the Base register), and are impiemented 
(either directiy/indirectiy via positive/subtractive decode) by aii PCI devices. 

DMA access to the system memory is achieved in one of two ways: either "directiy- 
mapped" by concatenating an offset to a portion of the PCI address; or "virtually" through 
a scatter/gather translation map. This scatter/gather map allows any 8 KB PCI memory 
address region (page) to be redirected to any 8 KB cached memory page, as shown be¬ 
low. 



PC I Addressing 

The AiphaStation 600 system generates 32-bit PCI addresses but accepts both 64-bit ad¬ 
dress (DAC^) cycles and 32-bit PCI address (SAC^) cycles. However, the 64-bit address¬ 
ing support is constrained as follows: 

• The least-significant 40-bits of the PCI address are used in the window comparison 
logic, the remaining PCI address<63:40> must be zero; 

• Only one of the four PCI windows can be programmed to accept a 64-bit (DAC) PCI 
address; the remaining three windows only accept 32-bit (SAC) address cycles. 

• The AiphaStation 600 system does not generate DAC cycles; it only accepts DAC cy¬ 
cles. With a 4 GB DAC window and a 4 GB SAC window(s), a PCI agent can access 
all 8 GB of memory supported by the AiphaStation 600 system chip set. 

CPU Address Space 

Figure 3-3 shows an overview of the CPU address space and Table 3-2 defines the ad¬ 
dress regions in more detail. Figure 3-2 shows how the CPU address map translates to 
the PCI address space; and also shows how the PCI access the CPU memory space via 
DMAs. Note how the PCI memory space is double mapped via dense and sparse space. 

The rational behind the CPU I/O address map is as follows: 

• Limit the number of address pins sent to the pin constrained CIA. 

• Provide 4 GB of dense^ space to completely map the 32-bit PCI memory space. 

^DoubleAddress Cycle (PCI 64-bit address transfer) - only used if address <63:32>are non-zero. 

SingieAddress Cycie- used for 32-bit PCI addresses, or if <63:32> are zero for a 64-bit address. 
^Denseand Sparse-space are expiained iater in this chapter. 
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• Provide abundant PCI sparse^ memory space since sparse-space has byte granular¬ 
ity and is the safest memory-space to use (for example, no prefetching). Furthermore, 
the larger the space the less likely software will need to dynamically relocate the 
sparse space segments. The main problem with sparse space is that it is wasteful of 
CPU address space (for example, 16 GB of CPU address space maps to 512 MB of 
PCI sparse space). 

The AlphaStation 600 system provides 3 PCI memory, sparse-space regions, allowing 
704 MB of total sparse memory space. The three regions are relocatable via the 
HAE_MEM CSR, and the simplest configuration allows for 704 MB of contiguous 
memory space. 

— 512 MB region which may be located in any naturally-aligned 512 MB segment of 
the PCI memory space. Software may find this region sufficient for their needs and 
can ignore the remaining two regions. 

— 128 MB regions which may be located on any naturally-aligned 128 MB segment 
of the PCI memory space. 

— 64 MB region which may be located on any naturally-aligned 64 MB segment of 
the PCI memory space. 

• Limit the PCI I/O space to sparse space: although the PCI I/O space can handle 4 
GB, the Pentium chip can only access 64 KB. Consequently, most PCI devices will 
not exceed 64 KB for the foreseeable future. The AlphaStation 600 system provides 
64 MB of sparse I/O space because the hardware decode is faster. 

The AlphaStation 600 system provides two PCI 10 sparse-space regions: region A, 
which is 32 MB and is fixed in PCI segment 0-32 MB; and region B, which is also 32 
MB, but is relocatable using the HAEJO register. 

C PU Address <38:35> 

Pin constraints on the CIA ASIC prevent CPU address <38:35> from being used. The 
software must ensure that CPU address <38:35> is zero (strictly speaking, even parity); 
otherwise the CIA will induce a parity error interrupt. 


1 


Dense and Sparse-space are explained later in this chapter. 
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Hgute 3-2 CPU and DMA Reads and VUHtes 


EV5 memotv space 

Cached Memory 


PCI - Memory 
Dense Space 


PCI - Memory 
Sparse Space 


PCI - I/O space 



Figute 3-3 CPUAddtessing 


39 


SBZ 


Physical address 


♦ 0 0 


0: Cached 
Merrory 
Space 


t 

i 


1: UncachedI 
I/O 

Space 


1 0 0 X 

10 10 
10 11 
1 1 0 X 

1 1 1 X 


Reserved 


16 GB => 
512 MB 


4GB => 
128MB 


2GB => 64MB 


8 GB Cached Memory 


80.0000.0000 A 


84.0000.0000 


85.0000.0000 W 


PCI - Memory 
Sparse Space 
704 MB max 


85.8000.0000 

86 . 0000.0000 


87.0000.0000 


PCI 1/0 Sparse space - 64 MB 
PCI Memory Dense Space - 4 GB 
PCI Config,CIACSRs, Flash ROM. 
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1able3-l AlphaStation 600 Series CPU Address Space 


CPU address 

SizeO 

Selection 

00.0000.0000 - Ol.F F F F .F F F F 

8 

M ai n memory 




80.0000.0000 - 83.F F F F .F F F F 

16 

PCI Memory, 512 MB -SparseSpace - Region 0 

84.0000.0000 - 84.F F F F .F F F F 

4 

PCI Memory, 128 MB - Sparse Space - Region 1 

85.0000.0000 - 85.7F F F .F F F F 

2 

PCI Memory, 64 MB - Sparse Space - Region 2 




85.8000.0000 - 85.BFFF.FFFF 

1 

PCI I/O space, 32 MB - Sparse Space - Region A 

85.C000.0000 - 85.F F F F .F F F F 

1 

PCI I/O space, 32 MB - Sparse Space - Region B 




86.0000.0000 - 86.F F F F .F F F F 

4 

PCI Memory, 4GB -DenseSpace 




87.0000.0000 - 87.1F F F .F F F F 

0.5 

PCI Configuration, -SparseSpace 

87.2000.0000 - 87.3F F F .F F F F 

0.5 

PCI Speciai/I nt. Ack. - Sparse Space 

87.4000.0000 - 87.4F F F .F F F F 

0.25 

CIA Main CSRs, - Pseudo Sparse-*- 

87.5000.0000 - 87.5F F F .F F F F 

0.25 

CIA M emory control CSRs, - Pseudo Sparse-*- 

87.6000.0000 - 87.6F F F .F F F F 

0.25 

CIA PCI address translation, - Pseudo Sparse-*- 

87.7000.0000 - 87.7F F F .F F F F 

0.25 

Reserved 

87.8000.0000 - 87.F F F F .F F F F 

2 

Flash ROM, GRU asicCSRs- Pseudo Sparse**- 

N ote 1: Pseudo sparse space is a hardware-specific, restricted version of sparse-space 
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1able 3-2 AlphaSlation 600 Series Address Map 


CPU address 


Description 


39 34 33 5 



» 

SBZ 

» 

» 

Memory address 



AlphaStation 600 main memory - 8 GB 

All accesses are cache block (64B) aligned 
and are cached by the E V5. 

I stream and Dstream access. 


34 


1 SBZ 


0 


PCI Memory LW addr. 


Size 


000 


Size = used to generate byte enables 
and PCI address <2:0> 


PCI sparse mem space - 512 MB 
Region 1 

Uncached EV5 access. Byte, word, tri-byte, 
LW, QW read/write allowed. No read 
prefetching. 


39 


34 33 32 31 7 

6 5 4 3 

2 1 0 


0 

SBZ 

0 

a 

a 

PCI Memory LW addr. 

Size 

000 


PCI sparse mem space -128 MB 
Region 2 


39 


34 33 32 31 30 


76543210 


SBZ 


10 10 


PCI I/O LW addr. 


Size 


000 


PCI sparse mem space - 64 MB 
Region 3 


39 


34 33 32 31 30 

1 7 

6 5 4 3 

2 1 0 


0 

SBZ 

0 

a 

a 

a 

a 

PCI I/O LW addr. 

Size 

000 


PCI I/O sparse space - 32 MB 
Region A 

Uncached EV5 access. Byte, word, tri-byte, 
LW, QW read/write allowed. No read 
prefetching. 

U sed to address (E )l SA devices. 


39 


34 33 32 31 30 

1 7 

6 5 4 3 

2 1 0 


0 

SBZ 

0 

a 

a 

0 

a 

PCI I/O LW addr. 

Size 

000 


PCI I/O sparse space - 32 MB 

Region B 

Relocatable via HAE 10 


39 


34 33 32 31 7 6 5 4 3 2 1 0 


1 

SBZ 

a 

a 

a 

PCI Memory LW addr. 

00 


PCI dense memory space - 4 GB 

U ncached EV5 access 

Used for devices with access granularity 

greater or equal to a LW. Read Prefetching 

is allowed, and thus reads can have no side 

effects. 


39 34 33 32 31 28 


76543210 



PCI configuration space. 

U ncached EV5 access 
Sparse space 

Byte, word, tri-byte, LW, QW read/write 
No read prefetching 


CPU addr 

31 30 29 28 


Size 

GB 


0 0 0 

PCI 

0.5 

PCI Configuration Space 

0 0 1 

0.5 

PCI lACK/Special cycle 

0 10 0 

CIA 

CSRs 

0.25 

CIA main CSRs 

0 10 1 

0.25 

Memory Control 

0 110 

0.25 

Scatter/Gather T ranslation 

0 111 

0.25 

reserved 

1 X X X 

Mi sc. 

2.0 

Flash RQM, GRU asicCSRs 


CIA CSRs (including Flash ROM) 

U ncached EV5 access. The CSRs addresses 
are chosen for hardware convenience. See 
CSR section for specific addresses. 
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Cacheable Memory Space 

This is iocated in the range: 00 0000 0000 to 01 FFFF FFFF. 

The AiphaStation 600 chip set recognizes the first 8 GB to be in cacheabie memory 
space. The biock size is fixed at 64B. Read and Fiush commands to the EV5 caches oc¬ 
cur for DMA traffic. 

PCi Dense Memory Space 

This is iocated in the range: 86 0000 0000 to 86 FFFF FFFF. 

PCi dense memory space is typicaiiy used for "memory-iike" data buffers such as a video 
frame buffer or a non-voiatiie RAM. Dense space does not aiiow byte or word access un- 
iike sparse space (see iater), but enjoys the foiiowing advantages (over sparse space): 

• Memory model: some software, for exampie, WNT defauit graphics routines, require 
memory-iike accesses, it cannot use sparse space addressing, since it requires ac¬ 
cesses on the PCi bus to be at adjacent Aipha addresses, instead of being wideiy 
separated as in sparse space. As as resuit, if the user-mode driver uses sparse-space 
for its frame-buffer manipuiation, it cannot "hand over" the buffer to the common Win¬ 
dows NT graphics code. 

• Higher bus bandwidth: PCI bus burst transfers are not usable in sparse space apart 
from a two-longword burst for quadword writes. Dense space is defined to allow both 
burst reads and writes. 

• Efficient read/write buffering: In sparse space, separate accesses use separate 
read or write buffer entries. Dense space allows separate accesses to be "collapsed" 
in read and write buffers (this is exactly what the EV5 does). 

• Few memory barriers (MBs): In general, sparse space accesses are separated by 
memory barriers to avoid read/write buffer collapsing. Dense space accesses only re¬ 
quire barriers when explicit ordering is required by the software. 

Dense space is provided for CPU addresses accessing PCI memory space only, and not 
for accessing PCI lO space. Dense space has the following characteristics: 

• There is a one-to-one mapping between CPU addresses and PCI addresses: a long- 
word address from the CPU will map to a longword on the PCI with no shifting of the 
address field. Hence the term dense space (as compared to sparse space, which 
maps a large chunk of CPU memory space (for example, 32B) to a byte on the PCI - 
see section on the PCI sparse space). 

• The concept of dense space (and sparse space) is only applicable to generated ad¬ 
dresses. There is no such thing as dense space (or sparse space) for PCI generated 
address. 

• Byte or word accesses are NOT possible in cacheable space. The minimum access 
granularity is a longword on writes and a quadword on reads. The maximum transfer 
length is 32 bytes (performed as a burst of 8 longwords on the PCI). Any combination 
of longwords may be valid on writes. Valid longwords surrounding an invalid long- 
word(s) (called a "hole") are required to be handled correctly by all PCI devices. The 
AiphaStation 600 system allows such combinations to be issued. 

• Reads will always be performed as a burst of two or more longwords on the PCI be¬ 
cause the minimum granularity is a quadword. The processor can request a longword 
but the AiphaStation 600 system will always fetch a quadword that is, prefetch a long¬ 
word. Hence this space cannot be used for devices which have read side effects. Al¬ 
though a longword may be prefetched the prefetch buffer is not treated as a cache 
and thus coherency is not an issue. Note that a quadword read is not atomic on the 
PCI - that is, the target device is at liberty to force a retry after the first longword of 
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data is sent, and then allow another PCI device in\ 

The EV5 merges uncached reads up to 32B maximum. The largest dense space read 
is thus 32B from the PCI bus. 

• Writes to this space are buffered in the EV5 chip. The AlphaStation 600 system sup¬ 
ports a burst length of 8 on the PCI, corresponding to 32B of data. In addition, the CIA 
ASIC provides four 32B write buffers to maximize 10 write performance. These four 
buffers are strictly ordered (See Chapter 11, System Coherency, for information on 
coherency issues). 


The address generation in dense space is as follows: 

Figure 3-4 Dense Space Address Genetation 



31 5 4 3 2 1 0 


CPU address<31:5> is directly sent out on PCI address <31:5>. CPU address<4:2> is not 
sent out of the EV5 and instead is inferred from the Int4_valid pins; however, for software 
concerns, this is a mere implementation detail. PCI address<4:3> is a copy of CPU ad- 
dress<4:3>. For a read transaction, the PCI_address<2> is zero (that is, minimum read 
resolution in uncached space is a quadword). For a write PCI address<2> equals CPU 
address<2>. 

PCI Sparse Memory Space 

The AlphaStation 600 system provides three regions of contiguous CPU address space 
which maps to PCI sparse memory space. The total CPU range is from 80 0000 0000 to 
85 7FFF FFFF. 

The Alpha instruction set can express only aligned longword and quadword data refer¬ 
ences. The PCI bus requires the ability to express byte, word, tri-byte, longword (double- 
word) and quadword references. Furthermore, Intel processors are also capable of gener¬ 
ating unaligned references, and it should be possible to emulate the resulting PCI 
transactions to insure compatibility with PCI devices designed for Intel-based systems. 

For an Alpha architecture, it is necessary to encode the size of the data transfer (byte, 
word, etc.) and the byte enables in the CPU address. Address bits <6:3> are used for this 
purpose, leaving the remaining bits <31:7> This loss of address bits has resulted in a 
"sparse" 22 GB CPU 32-bit address space that maps to only 704 MB of address space on 
the PCI. 

The rules for accessing sparse space are as follows: 

• Sparse space supports all the byte encodings which may be generated in an Intel sys¬ 
tem to ensure compatibility with PCI devices/drivers. The results of some references 
are not explicitly defined - these are the missing entries in Table 3-3 (for example, 
word size with address<6:5> = 11). The hardware will complete the reference but the 
reference is not required to produce any particular result nor will the AlphaStation 600 
system report an error. The error strategy is defined in the Hardware Exceptions and 
Interrupts chapter. 

^TheAlphaStation 600 system does not drive the PCI LOCK signal and thus cannot ensure atomicity. This 
istrueof all current alpha platforms. 
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• Software must use longword load or store instructions (LDL/STL) to perform a refer¬ 
ence which is of longword length or less on the PCI bus. The bytes to be transferred 
must be positioned within the longword in the correct byte lanes as indicated by the 
PCI byte enables. The hardware will do no byte shifting within the longword. Quad- 
word loads and stores must only be used to perform a quadword transfer. Use of 
STQ/LDQ instructions for any other references will produce unpredictable results. 

• Read-ahead (prefetch) is not performed in sparse space by the AlphaStation 600 sys¬ 
tem hardware since the read-ahead may result in detrimental side-effects. 

• Programmers are required to insert MB instructions between sparse space accesses 
to prevent collapsing in the EV5 write buffer. However, this is not always required: for 
instance, consecutive sparse space addresses will be separated by 32B (and will not 
be collapsed by the EV5). 

• Programmers are required to insert MB instructions if the sparse space address syno¬ 
nyms to a dense space address (that is, if ordering/coherency is to be maintained). 

• The encoding of the EV5 address for sparse space read accesses to PCI space is 
shown in Table 3-3. An important point to note is that CPU address[33..5] are directly 
available from the processor chip pins. On read transactions the processor sends out 
address bits [4.3] indirectly on the Int4_valid pins. CPU address [2:0] are required to 
be zero: accesses with [2:0] non-zero will produce unpredictable results. 

• The relation between Int4_valid[3:0] and CPU address[4:3] for a sparse space write is 
shown below. The important point is that all other int4_valid patterns will produce un¬ 
predictable results - for example, as a result of collapsing in the EV5 write buffer; or 
by issuing a STQ when a STL was required. 


EVSData cycle 

liit4_Valid3:0> 

Addiess<4:3> 


00 01 

00 

First 

00 10 

00 


01 00 

01 


10 00 

01 


00 01 

1 0 

Second 

00 10 

1 0 


01 00 

11 


10 00 

11 


11 00 (STQ) 

11 

Note: (1) All other 1 nt4_valid patterns result in unpredictable 
results. 

(2) Only one valid STQ case is allowed. 


Table 3-3 defines the low-order PCI sparse memory address bits. CPU address<7:3> is 
used to generate the length of the PCI transaction in bytes, the byte enables, and address 
bits<2:0>. CPU address<30:8> correspond to the quadword PCI address and is sent out 
on PCI address <25:3>. 

The high-order PCI address bits <31:26> are obtained from either the Hardware Exten¬ 
sion Register (HAE_MEM) or the CPU address depending on sparse space regions, as 
shown in Table 3-4. The HAE_MEM is described in the next section and is a CSR in the 
CIA ASIC. Figures 3-5 through 3-7 shows the mapping for the three regions. 
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1able 3-3 PCI Memoty Spatse Space Read/VUHte BKodings 


Size 

Byte Offset 

CPU 

Insbuction 

allowed 


PCI 

Addr 

<2:0> 

see 

notes 

PCI 

Byte 

Enable 

Data in Register 
byte lanes 

63 31 0 

rrm rrm 


CPU Addr 

<4:3> 

CPU Addr 
<6:5> 

Byte 

00 

00 

LDL, STL 


A<7>,0 

0 

1110 

rrm 

01 

A<7>,0 

0 

1101 

rrm 

10 

A<7>,0 

0 

1011 

□inn 

11 

o 

< o 

0111 

rrm 


Word 

01 

00 

LDL, STL 


A<7>,0 

0 

1100 

rrm 

01 

A<7>,0 

0 

1001 

rrm 

10 

A<7>,0 

0 

0011 

□HID 


Byte 

10 

00 

LDL, STL 


o 

< o 

1000 

rrm 

01 

o 

A‘ 

< o 

0001 

rrm 


Long- 

11 

00 

LDL, STL 

A<7>,0 

0000 


Word 




0 


rrm 


Quad- 

11 

11 

LDQ, STQ 

000 

0000 


Word 






rrm rrm 


Note: A<7> = CPU_address<7>. 

Byte Enable set to 0 indicates that byte lane carries meaningful data. 

In PCI sparse memory space, PCI Address<L:0> is always zero. 

Missing entries (for example, word size with CPU address <6:5> = 11) enjoy 
UNPREDICTABLE results. 


1abie 3-4 High-oiderSpaise S^iace bits 


CPU address 

ROM 

PC l_ Address 

31 

30 

29 

28 

27 

26 

80.0000.0000 - 
83.FFFF.FFFF 

1 

HAE ME 
M<31> 

HAE ME 
M<30> 

HAE ME 
M<29> 

CPU<33 

> 

CPU<32 

> 

CPU<31 

> 

84.0000.0000 - 
84.FFFF.FFFF 

2 

HAE ME 
M<L5> 

HAE ME 
M<14> 

HAE ME 
M<L3> 

HAE ME 
M<L2> 

HAE ME 
M<11> 

CPU<31 

> 

85.0000.0000 - 
85.7FFF.FFFF 

3 

HAE ME 
M<7> 

HAE ME 
M<6> 

HAE ME 
M<5> 

HAE ME 
M<4> 

HAE ME 
M<3> 

HAE ME 
M<2> 
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Figure 3-5 Cl Memoty Spatse Space Address Generation - Region 1 



Figure 3-6 FCI Memoty Spatse Space Address Generation - Region 2 



Figure 3-7 FCI Memoty Spatse Space Address Generation - Region 3 
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Hardware Extension Registers (HAE) 

In sparse space, CPU_Address[7:3] are "wasted" on encoding byte enables, size and the 
low-order PCI address<2:0>. This means that there are now 5 fewer address bits avail¬ 
able to generate the PCI physical address. This problem is solved in the EV4 based sys¬ 
tems (Sable, APECS, and LCalpha) by a Hardware Extension register (HAE^), which is 
used to provide the missing high-order bits. The HAE registers are intended to be system 
specific and are not defined by the Reference Implementation. The expectation is that the 
HAE registers are set by POST^ software and thereafter never modified. 

Compared to the EV4, the EV5 provides six extra physical address bits <39:34>. These 
extra bits could be use to back-fill the "lost" sparse space bits. However, the CIA ASIC is 
pin-constrained and the high-order address bits <38:35> are not available. 

Furthermore, other EV5 platforms use these high-order bits in different ways (encoding 
multiple PCI ports for instance), and so for easier software portability these bits are best 
not used. The Sable/APECS/LC-alpha designs effectively provide two address regions for 
sparse PCI memory access: one region has CPU address bits <31:29> = 0 (lower 16 
MB of the PCI sparse address range) which is not relocated; and a second region, when 
bits <31:29> are non-zero, which is relocated using bits <31:29> of the HAE register. 

The AlphaStation 600 system provides more PCI sparse memory space than the other 
designs and consequently has a different address decode scheme: the AlphaStation 600 
system provides three sparse space PCI memory regions. Furthermore, It allows all three 
sparse space regions to be relocated via bits in the HAE_MEM register. This provides 
software with far greater flexibility. 

Finally, to complete this section on HAE registers, we will note that a similar technique is 
used for the PCI 10 sparse space. Two regions are provided: region A addresses the 
lower 32 MB of PCI 10 space and is never relocated. This region will be used to address 
the (E)ISA devices. Region B, is used to address a further 32 MB of PCI 10 space and is 
relocatable using HAEJO. More details will be found in Chapter 7, Control and Status 
Registers. 


^generally pronounced hay 

y 

Power-on Self Test (PCI-speak for firmware). 
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PCI Sparse I/O Space 

PCI sparse I/O space is located in the range: 85 8000 0000 to 85 FFFF FFFF and has 
similar characteristics to the PCI Sparse Memory Space. This 2 GB CPU address seg¬ 
ment maps to two 32 MB regions of PCI I/O address space. A read or write to this space 
causes a PCI I/O read or write command. 

The high order PCI address bits are handled as follows: 

• Region A: This region has CPU address<34:30> = 10110 and addresses the lower 
32 MB of PCI sparse I/O space; thus PCI address<31:25> isset to zero by the hard¬ 
ware (see top of Figure 3-9). This region is used for (E)ISA addressing (the EISA 64 
KB I/O space cannot be relocated). 

• Region B: This region has CPU address<34:30> = 10111 and addresses a relocat¬ 
able 32 MB of PCI sparse I/O space. This 32 MB segment is relocated by assigning 
PCI address <31:25> to equal HAE_IO<31:25>. 

The remainder of the PCI I/O address is formed in the same way for both regions. 

• PCI address<24:3> are derived from CPU address<29:8> 

• PCI_address<2:0> are defined in Table 3-5. 

The (E)ISA devices have reserved the lower 64 KB of this space. Hence all PCI devices 
should be relocated above this region. The four AlphaStation 600 system (E)ISA slots are 
hardwired through the AEN* allocating 4 KB per slot (as per EISA standard) - the first slot 
is reserved for the EISA system board (that is, X-bus addressing, Interrupt controller, etc). 
Figure 3-8 shows the PCI and (E)ISA I/O map for the AlphaStation 600 system. 

Hgute 3-8 AlphaStation 600 ^stem PCI and (E)ISA I/O Map 


CPU address 

PCI addr 

Range (KB) 

Selection 

85.8000.0000 

0000.0000 

0- 4 

EISA system board (X-bus, I/O ports, etc) 

85.8002.0000 

0000.1000 

4- 8 

EISA slot 1 

85.8004.0000 

0000.2000 

8-12 

EISA slot 2 

85.8006.0000 

0000.3000 

12-16 

EISA slot 3 

85.8008.0000 

0000.4000 

16-20 

EISA slot 4 

85.800A.0000 

0000.5000 

20-24 

Reserved 

85.800C.0000 

0000.6000 

24-28 

Reserved 

85.800E .0000 

0000.7000 

28-32 

Reserved 

85.8010.0000 

0000.8000 

32-36 

Reserved 

85.8012.0000 

0000.9000 

36-64 

Reserved 

85.801F.FFFF 

OOOO.FFFF 



85.8020.0000 

0001.0000 

64 KB to 

32 MB 

PCI I/O area - fixed 

85.BFFF.FFFF 

OIFF.FFFF 



85.C000.0000 

0200.0000 

32 MB 

PCI I/O area - relocatable 

85.FFFF.FFFF 

03FF.FFFF 




4 


EISA 
0-64 KB 
region 


t 


A 


PCI 

region 


t 


WARNING: A quadword access to the PCI sparse I/O space will result in a 2 longword 
burst on the PCI. However, PCI devices may not support bursting in I/O space. 
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1able 3-5 PCI Spaise I/O Space Read/VUHte Encodings 


Size 

Byte Ofiset 

CPU 

Instfuction 

allowed 


PCI Addr 

< 2 : 0 > 
see notes 

PCIByte 

Biable 

Data in Register 
byte lanes 

63 31 0 

rrm rrm 


CPU Addr 

«a4:3> 

CPU Addr 

<6:5> 

Byte 

00 

00 

LDL, STL 


A<7>,00 

1110 

rrm 

01 

A<7>,01 

1101 

rrm 

10 

A<7>,10 

1011 

rrm 

11 

A<7>,11 

0111 

rrm 




00 



A<7>,00 

1100 

rrm 

Word 

01 

01 

LDL, STL 


A<7>,01 

1001 

rrm 



10 



A<7>,10 

0011 

rrm 


00 


A<7>,00 


1000 


Tri- 

Byte 


10 


01 


LDL, STL 


A<7>,01 


0001 


rrm 


rrm 


Long- 

11 

00 

LDL, STL 


A<7>,00 

0000 

Word 








Quad- 

11 

11 

LDQ, STQ 


000 

0000 


Word 







rrm rrm 


Note: A<7> = CPU_address<7>. 

Byte Enable set toO indicates that byte lane carries meaningful data. 

Missing entries (for example, word size with CPU address <6:5> = 11) haveUNPREDICTABLE 
results. 
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Figure 3-9 PCI spatse I/O Space Address Translation 


1 39 34 33 32 31 30 29 8 7 6 5 4 3 2 1 0 I 

1 SBZ 1 0 1 

1 0 



CPU address 

B/5 

<29:8> 


CPUaddr<4:3> mustbe inleried 
f YalicI/ ^ in14_valid pins. 


r ^ 


4 3 

] 

^ Lengin in byles 

(refer to table 
f Tor translation) 

PCI address 0000000 


00 



31 25 24 3 2 1 0 


Address translation for lower 32 MB of PCI sparse 10 space 



Address translation for remainder of PCI sparse 10 space 


PCI Configuration Space 

This is located in the range: 87 0000 0000 to 87 1FFF FFFF. Software is advised to clear 
CIA_CTRL<fill_err_en> when probing for PCI devices via configuration space reads. This 
will prevent the CIA from generating an ECC error if no device responds to the configura¬ 
tion cycle (and garbage data is on the PCI bus). 

A read or write access to this space causes a Configuration read or write cycle on the 
PCI. There are two classes of targets, which are selected based on the value of the CFG 
CSR. 

• Type 0: These are targets on the primary 64-bit the AlphaStation 600 system PCI 
bus. These are selected by making the CSR CFG<1:0> = 0. 

• Type 1 : These are targets on the secondary 32-bit AlphaStation 600 system PCI bus 
(that is, behind a PCI-PCI bridge). These are selected by making CFG<1:0> = 1. 

• CFG<1:0> = 10 or 11 are reserved (by the PCI spec). 

Software must first program the CFG register before running a configuration cycle. Note 
that the AlphaStation 600 system uses the CFG<1:0> instead of unused CPU address 
bits <38:35> to be compatible with Sable and the APECS chip set. 

Sparse address decoding is used. CPU address<6:3> is used to generate both the length 
of the PCI transaction in bytes and the byte enables. PCI Address bits <1:0> are obtained 
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from CFG <1:0>. CPU address<28:7> corresponds to PCI address<23:2> and provides 
the configuration command information (for exampie, which device to seiect). The high- 
order PCI address bits <31:24> are aiways zero. 

Figute 3-10 PCI Configuiation S^ace Definition 


39 34 31 28 20 16 15 13 12 7 6 5 4 3 2 1 0 



Peripherais are seiected during a PCI configuration cycie if: (a) their IDSEL pin is as¬ 
serted; (b) the PCI bus command indicates a configuration read or write; and (c) address 
bits <1:0> are 00. Address bits <7:2> seiect a dword (iongword) register in the periph- 
erai’s 256-Byte configuration address space. Accesses can use byte masks. 

Peripherais that integrate muitipie functionai units (for exampie, SCSI and ethernet) can 
provide configuration space for each function. Address bits <10:8> can be decoded by the 
peripherai to seiect one of eight functionai units. 

PCI Address bits <31:11> are avaiiabie to generate the IDSELs (note that IDSELs behind 
a PCI-PCI bridge are determined from the Device fieid encoding of a type 1 access). The 
IDSEL pin of each device is connected to a unique PCI address bit from the set <31:11>. 
The binary vaiue of CPU address <20:16> is used to seiect which PCI address <31:11 > is 
asserted, as foiiows: 


C PU Address <20:16> 

PCI address <31:11>- IDSB. 

00000 

0000 0000 0000 0000 0000 1 

00001 

0000 0000 0000 0000 0001 0 

00010 

0000 0000 0000 0000 0010 0 

00011 

0000 0000 0000 0000 0100 0 

10011 

0100 0000 0000 0000 0000 0 

10100 

1000 0000 0000 0000 0000 0 

10101 

0000 0000 0000 0000 0000 0 

11111 

(No device selected) 


WARNING: If a quadword access is specified for the configuration cycie then the ieast 
significant bit of the register numberf\e\6 (that is, PCI address<2>) must be zero - that 
is, quadword accesses must access quadword aiigned registers. 

If the PCI cycle is a configuration read or write cycle but the PCI address<1:0> are 01 
(that is, a type 1 transfer), then a device on a hierarchical bus is being selected via a 
PCI/PCI bridge. This cycle is accepted by the PCI/PCI bridge for propagation to its secon¬ 
dary PCI bus. During this cycle <23:16> select a unique bus number, and address <15:8> 
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selects a device on that bus (typically decoded by the PCI/PCI bridge to generate the sec¬ 
ondary PCI address pattern for IDSEL), and address <7:2> selects a Dword (longword) in 
the devices configuration space. 

Figure 3-11 PCI Configuiation S^ace Read/VUHte Encodings 


Size 


CPU_Addr 

<4:3> 


Byte onset 


CPU_Addr 

<6:5> 


CPU 

Instruction 

Allowed 


PCIAddr 

< 1 : 0 > 


PCI 

Byte 

Biable 


Data in Register 
Byte lanes 

63 31 0 

rrm rrm 


Byte 


00 


00 


01 


10 


11 


CFG<L:0> 


1110 


CFG<L:0> 


1101 


LDL, STL 


CFG<L:0> 


1011 


CFG<L:0> 


0111 


rrm 


rrm 


rrm 


rrm 


CFG<L:0> 

1100 

mm 

CFG<a:0> 

1001 

mm 

CFG<L:0> 

0011 

mm 


Word 


01 


00 


01 


10 


LDL, STL 


Tri- 

Byte 


10 


00 


01 


LDL, STL 


CFG<L:0> 


CFG<L:0> 


1000 


0001 


rrm 


rrm 


Long- 

Word 


11 


00 


LDL, STL 


CFG<L:0> 


0000 


rrm 


Quad- 

Word 


11 


11 


LDQ, STQ 


CFG<L:0> 


0000 


rrm rrm 


Note: A<7> = CPU_address<7>. 

Byte Enable set toO indicates that byte lane carries meaningful data. 

Missing entries (for example, word size with CPU address <6:5> = 11) have UN PREDICTABLE 
results. 


Each PCI/PCI bridge can be configured via PCI configuration cycles on its primary PCI 
interface. Configuration parameters in the PCI/PCI bridge will identify the bus number for 
its secondary PCI interface, and a range of bus numbers that may exist hierarchically be¬ 
hind it. 

If the bus number of the configuration cycle matches the bus number of the bridge chips 
secondary PCI interface, it will accept the configuration cycle, decode it, and generate a 
PCI configuration cycle with address <1:0> = 00 on its secondary PCI interface. If the bus 
number is within the range of bus numbers that may exist hierarchically behind its secon¬ 
dary PCI interface, the bridge chip passes the PCI configuration cycle on unmodified (ad¬ 
dress <1:0> = 01). It will be accepted by a bridge further downstream. 
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Figure 3-12 shows the AlphaStation 600 system’s PCI hierarchy. The IDSEL iines are sig¬ 
nificant in Type 0 Configuration cycies, and the PCI nodes are connected as tabulated in 
Table 3-6. (The choice of address bit assignments to the IDSEL lines was because of a 
module ECO) 


Hgute 3-12 AlphaStation 600 System PCI Bus hieiarchy 



\ 


PCI to EISA 
Bridge 


Data 

Switch 


CIA Asic 


Mem 


I 


64-bit PCI bus 


64-bit Slots 


U U U 

ttt 


PCI 

Graphics 


It 


I/O Subsysterm module I/O board 


A (E)ISAbus 32 


Slot slo 
Slot 
Slot 
Audio 


PCI to PCI 
Bridge 


Internal PCI 


bit 

s 


I t 


SCSI 

SCSI 

Ether- 



net 


table 3-6 Mmaiy 64'bitPCI Slotto IDSELMapping 


SIOT 

PCI Address 
used as IDSEL 

Sot location on system 

Module 

Reference 

PCI9ot 

Number 

(Firmware) 

64-bit PCI slotO 

<18> 

N ext to M emory board 

J 11 

7 

64-bit PCI slot 1 

<23> 

t 

JIO 

12 

64-bit PCI slot 2 

<22> 

J9 

11 

32-bit PCI slot 3 

<19> 

J8 

8 

32-bit PCI slot 4 

<20> 

Next to EISA slots 

J7 

9 

PCI/EISA Bridge 

<21> 



10 


PCI Special/lntenuptCycles 

PCI Special/Interrupt Cycles are located in the range 87 2000 0000 to 87 3FFF FFFF. 

The Special cycle command provides a simple message broadcasting mechanism on the 
PCI. The Intel processor uses this cycle to broadcast processor status; but in general it 
may be used for logical sideband signaling between PCI agents. 

The Special cycle contains no explicit destination address, but is broadcast to all agents. 
The AlphaStation 600 system will drive all zero’s as the Special cycle address. Each re¬ 
ceiving agent must determines if the message contained in the data field is applicable to 
it. 
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A write access in the range 87.2000.0000 to 87.3FFF.FFFF causes a speciai cycle on the 
PCI. The CPU’s write data will be passed unmodified to the PCI. Software must write the 
data in longword 0 of the hexword with the following field: 

• Byte 0 and 1 contain the encoded message 

• Bytes 2 and 3 are message dependent (optional) data field. 

A read of the same address range will result in an Interrupt Acknowledge cycle on the PCI 
and return the vector data provided by the PCI-EISA bridge to the CPU. 


Hardware Specific and Miscellaneous Register Space 

This register space is located in the range: 87 4000 0000 to 87 FFFF FFFF. 


table 3-7 Hardwate Specific Register Address Map 


CPU Address 
<39:28> 

Selected Region 

CPU Address 
<27:6> 

CPU Address 
<5:0> 

1000 0111 0100 

CIA control, diagnostic, error registers 

LW address 

000000 

1000 0111 0101 

CIA Memory Control registers. 

LW address 

000000 

1000 0111 0110 

CIA: PCI Address Translation (S/G, Windows, 
etc) 

LW address 

000000 

1000 0111 0111 

Reserved 



1000 0111 Ixxx 

Flash RAM, GRU asic CSRs 

Byte address 

000000 


The address space here is a hardware-specific variant of sparse space encoding. For the 
CSRs, CPU address bits <27:6> specify a longword address where CPU address <5:0> 
must be zero. All the CIA registers are accessed with a LW granularity. For more specific 
details on the CIA CSRs please refer to the CSR chapter. 

For the Flash ROM, CPU address <30:6> defines a byte address; please refer to the CSR 
chapter. The fetched byte is always returned in the first byte lane (bits <7:0>). 

A number of CSRs in the GRU ASIC (for example, the main interrupt registers) are ac¬ 
cessed in this region. 

PCI to Physical Memoiy Addressing 

Incoming PCI addresses (32-bit or 64-bit) have to be mapped to the CPU cached memory 
space (8 GB). The AlphaStation 600 system provides four programmable address win¬ 
dows that control access of PCI peripherals to system memory^ The mapping from the 
PCI address to the physical address can be direct mapped (physical mapping with an ad¬ 
dress offset) or Scatter/Gather mapped (virtual mapping). These four address windows 
are referred to as the PCI target Windows. 

Each window has three registers associated with it. These are: 

• Window Base (W BASE) register 

• Window Mask (W MASK) register 

• Transiated Base (T_BASE) register 

In addition, there is an extra register associated with Window 3 only. This is the Window 
DAC register and is used for PCI 64-bit addressing (that is, the Dual Address Cycle 
mode). 

^DOS compatibility is included later in thischapter. 
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The Window Mask register provides a mask corresponding to bits <31:20> of an incoming 
PCI address. The size of each window can be programmed to be from 1 MB to 4 GB in 
powers of two, by masking bits of the incoming PCI address using the Window Mask reg¬ 
ister as shown in Tabie 3-8 (note that the Mask fieid pattern was chosen to speed-up tim¬ 
ing criticai hardware iogic). 

1able 3-8 PCI laigetVUiiKlow MASK Register 


PCI_MASK<31:20> 

Sze of Window 

Value of n 

0000 0000 0000 

1 M egabyte 

20 

0000 0000 0001 

2 M egabyte 

21 

0000 0000 0011 

4 M egabyte 

22 

0000 0000 0111 

8 M egabyte 

23 

0000 0000 1111 

16 M egabyte 

24 

0000 0001 1111 

32 M egabyte 

25 

0000 0011 1111 

64 M egabyte 

26 

0000 0111 1111 

128 M egabyte 

27 

0000 1111 1111 

256 M egabyte 

28 

00011111 1111 

512 M egabyte 

29 

001111111111 

1 Gigabyte 

30 

01111111 1111 

2 Gigabyte 

31 

111111111111 

4 Gigabyte 

32 

other 

Unpredictable 

— 

Only the incoming PCI address bits <31:n>are compared with <31:n>of 

the Window Base register as shown in figure 3-14. If n=32 no comparison 

is performed. 



Windows are not allowed to overlap. 



Based on the vaiue of the Window Mask register, the unmasked bits of the incoming PCI 
address are compared with the corresponding bits of each window’s Window Base regis¬ 
ter. If one of the Window Base registers and the incoming PCI address match, then the 
PCI address has hit the PCI target window; otherwise it has missed the window. A window 
enabie bit WENB, is provided in each window’s Window Base register to aiiow windows to 
be independentiy enabied (WENB = 1) or disabied (WENB = 0). 

If a hit occurs in any of the four windows that are enabied, then the CIA will respond to the 
PCI cycle by asserting the DEVSEL signal. The PCI target windows must be programmed 
so that their address ranges do not overlap (otherwise the hardware gets confused and 
results are undefined). 

The Window base address must be on a naturally aligned address boundary de¬ 
pending on the size of the window . This restriction is not particularly onerous, since 
the address space of any PCI device can be located anywhere in the PCI’s 4 GB memory 
space. This scheme is also compatible with the PCI specification: 

• A PCI device specifies the amount of memory space it requires via the Base registers 
in its configuration space. The Base Address registers are implemented such that, the 
address space consumed by the device is a power of two in size, and is naturally 
aligned on the size of the space consumed. 

A PCI device need not use all the address range it consumes (that is, the size of the PCI 
address window defined by the Base Address); nor need it respond to unused portions of 
the address space. The one exception to this is a PCI-bridge which requires two addi¬ 
tional registers (the Base and Limit address registers). These registers accurately specify 
the address space which the bridge device will respond to^ and are programmed by the 
POST code. The CIA, as a PCI host-bridge device, does not have BASE and LIMIT regis- 

^for example, a 4 MB window cannot start at address 1 MB; it must start at addresses 4 MB, SMB, 12 MB, 
etc. 

a bridge responds toaii addresses in the range: Base <= address < Limit. 
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ters\ but does respond to all the addresses defined by the Window Base register (that Is, 
all addresses within a window.) 

Figure 3-13 PCI DMA Addressing Example 



Figure 3-13 shows how the DMA address ranges of a number of PCI devices are ac¬ 
cepted by the AlphaStatlon 600 system PCI-wIndow ranges. Note that PCI devices are al¬ 
lowed to have multiple DMA address ranges (for example, device 2). The example also 
shows that the AlphaStatlon 600 system window can be larger than the corresponding de¬ 
vices DMA address range (see device 0). Device 1 and device 2 have address ranges 
which are accepted by one AlphaStatlon 600 system window. Each window determines 
whether direct- or scatter/gather-mappIng Is used to access physical memory (see S/G-bIt 
later) 


Figure 3-14 FCI laigetVUindowCompare 


63 40 39 32 31 n n-1 20 0 



Window Mask 

registers 
(1 per Window) 



The Maskregistersdetermines n 
foreach Window -- the drawing 
showsdifferent n valuesforthe 4 
windows 


Figure 3-14 depicts the PCI window logic. The comparison logic associated with PCI ad¬ 
dress bits <63:32> Is only used for the DAC^ mode; and only If enabled by a bit In the 
Window Base register for Window 3. This logic Is only applicable to Window 3; the re¬ 
maining Windows only recognize 32-blt PCI addresses (that Is, SAC^ cycles). For a hit to 
occur In a DAC address, address bits <63:40> must be zero; blts<39:32> must match the 
Window DAC Base register; and the low-order address bits <31:20> must also hit. This 

^Host-bridges, si nee they are under system controi, are free to violate the ruies! 

Duai-Address cycie- oniy issued if <63:32>are non-zero for a 64-bit PCI address. 

^Single Address cycle-all 32-bit addresses. A PCI device must use SAC if <63:32> = 0 of a 64-bit address. 
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scheme allows a naturally aligned, 1 MB-4 GB PCI window to be placed anywhere In the 
first 1TB of a 64-blt PCI address. 

When an address match occurs with a PCI Target Window, the CIA ASIC translates the 
32-blt PCI address to a memory address <33:0>. The translated address Is generated In 
one of two ways as determined by the SG (Scatter/Gather) bit of the Window’s PCI BASE 
register. 

Direct-mapped Addiessirig 

If the SG bit Is cleared, the DMA address Is direct mapped, and the translated address Is 
generated by concatenating bits from the matching window’s Translated Base register 
(T_BASE) with bits from the Incoming PCI address. The bits Involved In the concatenation 
are defined by the Window Mask register as shown In Table 3-9 . Note that the unused 
bits of the Translated Base register as Indicated In Table 3-9 must be cleared (that Is, the 
hardware performs an AND-OR for the concatenation). Since memory Is located In the 
lower 8 GB of the CPU address space, the AlphaStatlon 600 chip-set ensures (Implicitly) 
that address <39:33> Is always zero. 

Note that since the Translated Base Is simply concatenated to the PCI address, then the 
direct mapping Is to a naturally-aligned memory region. For example, a 4 MB direct- 
mapped window will map to any 4 MB region In main memory which falls on a 4 MB 
boundary (for Instance, It Is not possible to map a 4 MB region to the main memory region 
1 MB-5 MB). 
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Hgute 3-15 Ditect-mapped Ttanslation 


63 


40 39 32 31 


n n-1 20 


Winrinw / Compare 

Hit I Logic 


Window 
DAC Base 


Used for 64-bit 
PCI addressing 
Window 3 only 


33 


Translated 

Base 


T BASE determined by 


which window hit 




Physical 

Memory 

Address 


^-► 


;i n: 

:n-1 20 


XXXXX 1j^ 

■■ ■ ^11 



00000000 



Window Base 


Window Mask 


n-11 10 




000000000 

ft 




: 1 

f } 

n 

0 

r 




7 


3 0 


0000000000000000000 




□ 


PCI address 


Mask <31:20> 

n 

0000 0000 0000 

20 

0000 0000 0001 

21 

0000 0000 0011 

22 

0000 0000 0111 

23 

0000 0000 1111 

24 

0000 00011111 

25 

011111111111 

31 

111111111111 

32 


32- \ 

L-n-l A 2 




Sc atbei/G ather Addressing 

If the SG bit of the PCI Base register is set, then the translated address is generated by a 
table lookup. This table is referred to as a Scatter/Gather Map. Figure 3-18 shows the 
scatter/gather addressing scheme - full details of this scheme are provided later in this 
section; but for now a quick description is provided: The incoming PCI address is com¬ 
pared to the PCI Window addresses for a hit. The Translated Base register, associated 
with the PCI-window which hit, is used to specify the starting address of the Scat¬ 
ter/Gather map table in memory. Bits of the incoming PCI address are used as an offset 
from this starting address, to access the scatter/gather PTE. This PTE in conjunction with 
the remaining, least-significant PCI address bits, forms the required memory address. 

Each Scatter Gather (SG) map entry maps an 8 KB page of PCI address space into an 8 
KB page of the processor’s address space. This offers a number of advantages to soft¬ 
ware: 

• Performance: ISA devices map to the lower 16 MB of memory. NT currently copies 
data from here to user space. The Scatter/Gather map avoids this copy. 

• User 10 buffers cannot be counted on to be physically contiguous nor contained within 
a page. Without scatter/gather, the software needs to manage the "scattered" nature 
of the user buffer by copies. 

In the PC world, the term scatter/gather is not an address translation scheme but instead 
is used to signify a DMA transfer list. An element in this transfer list contains the DMA 
address and the number of data items to transfer. The DMA device fetches each item of 
the list until the list is empty. Many of the PCI devices (for example, EISA bridge) support 
this form of scatter/gather . 

Each SG entry (PTE) is a quadword and has a valid bit in bit position 0. Address bit 13 is 
at bit position 1 of the map entry. Since the AlphaStation 600 chip set only implements 
valid memory addresses up to 8 GB, then bits <63:21 > of the SG map entry must be pro¬ 
grammed to 0. Bits <20:1 > of the SG map entry are used to generate the physical page 
address. This is appended to the bits <12:5> of the incoming PCI address to generate the 
memory address. 
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Hgute 3-16 Scattei/Gather PIE Fbimat 


63 


Must be zero 


21 20 _ 

F^ge addiess<32:13> 


1 0 


Valid bit 


The size of the Scatter/Gather Map table is determined by the size of the PCI Target Win¬ 
dow as defined by the Window Mask register as shown in Table 3-10. The number of en¬ 
tries is the Window size divided by the page size (8 KB). The size of the table is simply 
the number of entries multiplied by 8B. 

The Scatter/Gather map table address is obtained from the Translated Base register and 
the PCI address as shown in Table 3-10. 


table 3-10 Sc attei/Gather Mapped PCI taigetAddiess Translation. 


WINDOW MASK 

Size of 

SG Map 

Sc after Gather Map Address<33:3> 

<31:20> 

Window 

Tabie size 



0000 0000 0000 

1 MB 

1 KB 

0000 0000 0001 

2 MB 

2 KB 

0000 0000 0011 

4 MB 

4 KB 

0000 0000 0111 

8 MB 

8 KB 

0000 0000 1111 

16 MB 

16 KB 

0000 0001 1111 

32 MB 

32 KB 

0000 0011 1111 

64 MB 

64 KB 

0000 0111 1111 

128 MB 

128 KB 

0000 1111 1111 

256 MB 

256 KB 

0001 1111 1111 

512 MB 

512 KB 

0011 1111 1111 

1 GB 

1 MB 

0111 1111 1111 

2 GB 

2 MB 

11111111 1111 

4 GB 

4 MB 


32 

10 19 

13 

1 1 1 

32 

11 20 

13 


32 

12 21 

13 


32 

13 22 

13 

1 1 1 

32 

14 23 

13 


32 

15 24 

13 


32 

16 25 

13 

1 r 1 

32 

17 26 

13 


32 

18 27 

13 


32 

19 28 

13 


32 

20 29 

_13 

32 

21 30 

13 


32 

22 31 

13 


I | T BASE I I PCI address 


Note: unused bits of the Translated Base register must be zero for correct operation. 


Sc atbe 1/G ather HB 

An eight-entry Translation-lookaside Buffer (TLB) is provided in the CIA for Scatter/Gather 
map entries. The TLB is a fully associative cache and holds the eight most recent Scat¬ 
ter/Gather map look-ups. Four of these entries can be "locked" preventing their displace¬ 
ment by the hardware TLB-miss handler. Each of the eight TLB entries holds a PCI ad¬ 
dress for the tag, and four consecutive 8 KB CPU page addresses as the TLB data (see 
Figure 3-17). 
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Figure 3-17 Sc atbei/ Gather Associative ILB 


DAC 



Each time an incoming PCI address hits in a PCI Target Window which has scatter/gather 
enabied, bits <31:15> of the PCI address are compared with the 32KB PCI page address 
in the TLB tag. If a match is found, the required CPU page address is one of the four 
items provided by the data of the matching TLB entry. PCI address <14:13> selects the 
correct 8 KB CPU page from the four fetched. 

With a TLB hit, the Scatter/Gather map table look-up in memory is avoided, resulting in 
enhanced performance. If no match is found in the TLB, the Scatter/Gather map lookup is 
performed and four PTE entries are fetched and written over an existing entry in the TLB. 
The TLB entry to be replaced is determined by a round robin algorithm on the "unlocked" 
entries. Coherency of the TLB is maintained by software writes to the SG_TBIA (scatter 
gather translation buffer invalidate all) CSR. 

The TAG portion contains a DAC flag to indicate that the PCI Tag address <31:15> corre¬ 
sponds to a 64-bit DAC address. Only one bit is required instead of the high-order PCI 
address bits <39:32> since only one window is assigned to a DAC cycle, and the Window- 
hit logic has already performed a comparison of the high-order bits against the PCI DAC 
BASE register. 

Figure 3-18 shows the entire translation from PCI address to physical address on a win¬ 
dow that implements scatter/gather. Both paths are indicated: the right side shows the 
path for a TLB hit, while the left side shows the path for a TLB miss. The Scatter/Gather 
TLB is shown in a slightly simplified, but functionally equivalent form. 

The process for a Scatter/gather TLB hit is as follows: 

• The Window compare logic determines if the PCI address has hit in one of the four 
windows, and the PCI BASE<SG> bit determines if the scatter/gather path should be 
taken. If Window 3 has DAC mode enabled, and the PCI cycle is a DAC cycle, then a 
further comparison is made between the high-order PCI bits and the PCI DAC BASE 
register. 

• PCI address <31:13> is sent to the TLB associative Tag together with the DAC-HIT 
indication. If the address and DAC bits match in the TLB then the corresponding CPU 
8 KB page-address is read out of the TLB. If this entry is valid then a TLB hit has oc¬ 
curred and this page-address is concatenated with PCI address <12:2> to form the 
physical memory address. If the data entry is invalid, or if the TAG compare failed, 
then a TLB miss occurs (see Chapter 8, Control and Status Registers). 
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The process for a scatter/gather TLB miss is as foiiows: 

• The reievant bits of the PCI address (as determined by the Window Mask register) are 
concatenated with the reievant TRANSLATED BASE register bits to form the address 
used to access the Scatter/Gather map entry from a tabie iocated in main memory. 

• Bits <20:1 > of the map entry (that is, the PTE from memory) are used to generate the 
physicai page address, which is appended to the page offset to generate the physicai 
memory address. The TLB is aiso updated at this point (round-robin aigorithm) with 
the four PTE entries which correspond to the 32 KB PCI page address which first 
missed the TLB. The Tag portion of the TLB is ioaded with this PCI page address and 
the DAC bit is set if this PCI cycle is a DAC cycle. 

• If the requested PTE is marked invalid (bit 0 clear) then a TLB invalid entry exception 
is taken (see Chapter 9, Hardware Exceptions and Interrupts). 


Hguie 3-18 Scatbei/Gather Map Translation 


63 40 39 32 31 

n 

n-1 20 

13 

12 2 

0000000000000000000 


l: 

□ 



Offset 


PCI LW address 


Mask <31:20> 

n 

0000 0000 0000 

20 

0000 0000 0001 

21 

0000 0000 0011 

22 

0000 0000 0111 

23 

0000 0000 1111 

24 

0000 00011111 

25 

0111 11111111 

31 

111111111111 

32 


PCI address <31:13> is sent to the TLB 
if PCI address hit in a PCI windows. 

DAC indication also sent to differentiate 
between 32-bit and 64-bit PCI addresses. 



Physical _ 
Memory f 
Address I 


PCI V\lindowSuggested Use 

Figure 3-19 shows the power-up PCI window assignment (configured by firmware) and 
Table 3-11 tabulates the details. PCI window 0 was chosen for the 8 MB-16 MB "EISA" 
region since this window incorporates the MEMCS# logic. PCI window 3 was avoided 
since this window incorporates the DAC-cycle logic. Of the remaining two windows, PCI 
window 1 was chosen arbitrarily for the 1 GB direct-mapped region, and PCI window 2 is 
not assigned. 
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Hgute 3-19 Default PC I VUindow Allocation 


C PU memory space 


PCI memoivspace 



1able 3-11 PCI VUindow POSTConfiguiation 


PCI 

window 

Assignment 

Size 

Comments 

0 

Scatter/Gather 

SMB 

Not used by firmware. MEMCS disabled 

1 

Direct mapped 

1 GB 

M apped to 0-1 G B of mai n memory 

2 

Disabled 

3 

Disabled 


PC Compatibility Addressing and Holes 

The PC architecture allows certain (E)ISA devices to respond to hardwired memory ad¬ 
dresses. An example is a VGA graphics device which has its frame buffer located in 
memory address region AOOOO-BFFFF. Such devices, pepper memory space with " 
holes", which are collectively known as PC compatibility holes. 

This is described in more detail in the PCI-EISA bridge chapter. This bridge chip decodes 
PCI addresses and generates a signal, MEMCS#, which takes into account the various 
PC compatibility holes. 

MEMCS# 

The PCEB chip of the PCI-EISA bridge provides address decode logic with considerable 
attributes and features (for example, read only, write only, VGA frame buffer, memory 
holes, BIOS shadowing) to help manage the EISA memory map and PC compatibility 
holes. This is known as main memory decoding in the PCEB chip, and results in the gen¬ 
eration of the MEMCS# (MEMory Chip Select) signal. The CIA uses this signal if enabled 
via the PCI BASE register for window 0. 
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In Figure 3-21 the MEMOS# range is shown shaded lightiy; the two main hoies are shown 

shaded darkiy. This range is subdivided into numerous portions (for exampie, BIOS ar¬ 
eas) which are individuaiiy enabied/disabied using various registers. 

• The MCSTOM (top of memory) register. This has a 2 MB granuiarity and can be pro¬ 
grammed to seiect the regions from 1 MB up to 512 MBs. 

• The MCSTOH (top of hoie) and MCSBOH (bottom of hoie) registers define a memory 
hoie region where MEMOS# is not seiected. The granuiarity of the hoie is 64 KB. 

• The MARI ,2,3 registers. These enabie various BIOS regions. 

• The MOSOON (controi) register. This register enabies the MEMOS# decode iogic, 
and seiects a number of regions (for exampie, 0-512 KB). 

• The VGA memory hoie region never asserts MEMOS#. 


For more detaii refer to the Intei 82375EB specification. 

POI window 0 in the OIA can be enabied to accept the MEMOS# signai as the POI mem¬ 
ory decode signai. With this path enabied, the POI window hit iogic simpiy uses the 
MEMOS# signai (that is, if MEMOS# is asserted then a POI window 0 hit occurs and the 
POI DEVSEL signal is asserted). 
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Oonsequently, the POI BASE address must be large enough to encompass the MEMOS 
region programmed into the POI-EISA bridge. The remaining window attributes are still 
applicable and required: 

• The SG bit in the POI BASE determines if scatter/gather or direct-mapping is applica¬ 
ble. 

• The MASK register size information must match the MEMOS# size (in order for the 
S/G and direct mapping algorithms to correctly use the Translated Base register). 

• The MEMGS_Enable bit in the W BASEO GSR takes precedence over the POI win¬ 
dow enable bit (that is, W_BASE<W_EN>). 
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4 Modules 


Memory MotherBoard 

There are two Memory MotherBoards (MMBs) in the AlphaStation 600 system. 

Each MMB supplies 144 bits of data (128 bits + ecc) making a total of 288 bits. Thus, 
there must be at least four industry-standard 36 bit SIMMs on each MMB, making the total 
minimum memory requirement eight SIMMs. Each MMB supports a maximum of sixteen 
SIMMs. 

The AlphaStation 600 system supports 1M x 36, 2M x 36, 4M x 36, 8M x 36, 16M x 36, 
and 32M x 36 SIMMs. However the first implementation of the MMB does not support the 
16M X 36, and 32M x 36 SIMMs. 

The maximum memory is calculated as 32 x (8M x 36) = 1 GByte. 

Hgute 4-1 MMB Layout 
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Data[107:14c 



VWWWWWWWWWWWWM 

LXXXXXXXXXXXXXXXXXXXXXXXXX1 

WVWWWWWWWWWWWM 

HlXXXXXXXXXXXXXXXXXXXXXXXXVI 


Address 

and 

Control 

Fanout 



KVVVVVVVVVVVVVVVVVVVVVVVVM 
IV VV VV VV VV VV VV VV VV VV VV VV VVM 


Data[35:0] 


Data[107:72] 


Figure 4-1 shows the layout of the MMB. 

The address and control signals are routed to the center of the module and data to each 
end. Each MMB receives two copies of the ADDRESS, CAS, RAS and WE and one copy 
of the SET SELECTs. The ADDRESS, CAS and WE are fanned out so that each SIMM 
gets its own copy. RAS is gated with SET SELECT and fanned out four times such that a 
SET SELECT drives a set of four SIMMs. Each SIMM receives two copies of RAS (each 
gated by a unique SET SELECT), one to drive side 0 and the other to drive sidel. 

The sets are organized from the bottom of each quadrant towards the top of the module 
(see Figure 4-2 SIMM Population Order). Single sided SIMMs contain one set and double 
sided SIMMs have two sets. Starting with SET 0, 1 at the bottom and SET 6, 7 at the top. 


Modules 4-1 














Figure 4-2 SIMM Population Older 


Both MMBs must be populated with the same type of SIMMs in each set 



Resence Detect Bits 

Each MMB provides presence detect bits to the GRU. 

Two of the Presence Detect (PD) bits of each SIMM 0 (bits[4:3]) from each set are wired 
to a multiplexor. At power up, these bits are muxed out serially into the GRU. The mux 
selects are generated by the GRU and the output data is sampled at the relevant time. 
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Table 4-1 shows the various SIMM speeds. The size of the DRAMs on each SIMM and 
whether there are one or two sets per SIMM is determined by firmware during initializa¬ 
tion. 


Table 4-1 SIMM S^eed 


PD[4] 

PD[3] 

DRAM Speed 

0 

0 

60/100 ns 

0 

1 

80 ns 

1 

0 

70 ns 

1 

1 

60 ns 


Cache SIMM 


There are three Cache SIMMs in each AlphaStation 600 system. Each SIMM contains 
SRAMs to store 48 data bits and eight tag bits. This provides 144 data bits (= 16 Bytes -i- 
4 Bytes of ECC) and 24 tag bits total. The data bits were assigned to the Cache SIMMs 
on an individual bit basis so there is not necessarily a correlation between bit number and 
a particular SRAM. The AlphaStation 600 system uses less than 24 tag bits so some bits 
are not connected. 

The initial version of cache SIMM configurations using different SRAM speeds and sizes 
are: 


• 4 MByte SIMM - 13 (128K x 8) SRAMs (7 on side 0, 6 on side 1) 

• 2 MByte SIMM - 7 (128K x 8) SRAMs ( 7 on side 0) 

The larger variant WIRE-ORs two SRAMs to each data bit. The smaller version does not. 
When suitable SRAMs become available, 8 MByte and 16 MByte versions will be offered. 

The EV5 supplies the INDEX_H which is fanned out as the SRAM address. The data 
SRAMs use INDEX_H[21:4] (mapped to INDEX[17:0] at the connector) and the tag 
SRAMs use INDEX_H[21:6] (tag address does not change within a cache block). 

The 4 MByte SIMM uses INDEX_H[22] to select between the WIRE-ORed SRAMs (a true 
copy is fanned out to one side output enable and an inverse copy fanned out to the other 
output enable). It also uses INDEX_H[22] as an extra tag address bit. 

Each variant of Cache SIMM is defined by a coded placement of zero ohm resistors to 
form the PD_CACHE[4:0] field. At power up, these bits from Cache SIMM 0 are loaded 
into the GRU so they can be used by firmware during initialization (see CACHE_CNFG 
register - address 87.8000.0200). Firmware will assume all Cache SIMMs are the same 
variant as Cache SIMM 0. The encodings are shown in Table 4-2 and Table 4-3. 
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PD_CACHg:i:0] 

Cache RAM Speed 

00 

8 ns 

01 

10 ns 

10 

12 ns 

11 

15 ns 
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PD_C AC 1^4:2] 

Cache RAM Size 

000 

No Cache Present 

001 

reserved 

010 

2 M byte Total 

oil 

4 Mbyte Total 

100 - 111 

reserved 


I/O Subsystem Module 

The I/O Subsystem module is a PCI option card intended for the AiphaStation 600 system 
and Sabie famiiies, but it couid be considered for any PCI-based system. It allows for sig¬ 
nificant system expansion by providing four I/O ports in one PCI slot. The module features 
two high performance fast/wide SCSI controllers and an Ethernet controller which can be 
connected to twisted-pair, thickwire (AUl), or thinwire network. 

The block diagram is shown in Figure 4-3. 

Major C omponents 

The major components of the module are : 

• PCI - PCI Bridge (DECchip 21050) 

• PCI - Ethernet Controller (DECchip 21040) 

• PCI - SCSI Controller (QLogic ISP1020) (two) 

• DEC Standard 134-0, Rev-B, Version 2.0.0 
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Figure 4-3 I/O Subsystem Module Block Diagtam 
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5 PovuerUp and 


Intioduction 


This chapter describes the power up signal sequences and the halt and reset se¬ 
quences. 


Power Up 

The power supply outputs two signals, PRESENT_L and DC_OK_L. These four signals 
produce two signals SYS_DC_OK and SYS_DC_OK_L. If a power supply asserts PRE- 
SENT L then it must assert DC_OK_L before SYS_DC_OK and SYS_DC_OK_L will be 
asserted. 

The DECchip 21164-AA takes SYS_DC_OK and the GRU and CS on the cache RAMs 
take SYS_DC_OK_L. This protects the cache RAMs during power up. While 
SYS_DC_OK is deasserted, the DECchip 21164-AA tristates every output and bi¬ 
directional and weakly pulls them to ground. 

Halt and Reset 

The OCP outputs two signals, OCP_RESET_L and OCP_HALT_L., from the control 
panel. OCP_RESET_L goes to the GRU. OCP_HALT_L is inverted and then goes to the 
DECchip 21164-AA as MCH_HLT_IRQ_H on the DECchip 21164-AA. 

SYS_DC_OK_L and OCP_RESET_L are synchronized in the GRU through a two-stage 
synchronizer. The output of the synchronizers are ORed with the input to provide an 
asynchronously asserting, synchronously deasserting master reset signal. 

SYS_DC_OK_L asserts the master reset when it is deasserted. OCP_RESET_L asserts 
the master reset when it is asserted. 

The master reset initializes the reset counter in the GRU and asserts SYS_RST_L. The 
reset counter counts 256 cycles. While counting, SYS_RST_L remains asserted. While 
SYS_RST_L is asserted, the GRU internal reset, GRU_RESET_L, is also asserted. The 
GRU outputs CLK_DIV<3:0> onto IRQ<3:0> three cycles after SYS_RST_L is asserted 
and for three cycles after it is deasserted. SYS_RST_L is input into the DECchip 21164- 
AA, DSW, SROM counters, and CIA. 

The DECchip 21164-AA takes SYS_RST_L into the input SYS_RESET_L. While in reset, 
the DECchip 21164-AA reads sysclock configuration parameters from the interrupt pins, 
IRQ_H<3:0>. It also reads delay configuration parameters for SYS_CLK_OUT2_x from 
the SYS_MCH_CHK_IRQ_H, PWR_FAIL_IRQ_H, and MCH_HLT_IRQ_H pins. This 
clock is not used by this system, so no special attention is given to the value of the signals 
during reset. For the values of the sysclock configuration and internal state after reset, 
see the DECchip 21164-AA Functional Specification. 

The four DSW’s take SYS_RST_L into the asynchronous clear pin of an FD2. This pro¬ 
vides an asynchronously asserting, synchronously deasserting reset signal, RESET_L. 
While RESET_L is asserted, the internal state of the DSW is reset. The SROM counter is 
cleared when reset is asserted. 
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The CIA takes SYS_RST_L and synchronizes it with a two-stage synchronizer. The out¬ 
put of the synchronizers are ORed with the input to provide an asynchronousiy asserting, 
synchronousiy deasserting reset signai, RESET_L. Whiie RESET_L is asserted, the in- 
ternai state is reset to its defauit state. The CIA asserts RST_L, the PCI reset signal, until 
software sets the PCI enable in the CIA_CNTL register. 

The following is a table of the CIA output and bi-directional signals and their state during 
reset: 


Signal 

Reset 

Stale 


Signal 

Reset 

Sbte 

ADDR_CMD_PAR 

z 


PAR 

z 

ADDR39 

z 


PAR64 

z 

ADDR[34:4] 

z 


REQ64_L 

0 

CMD[3:0] 

z 


ACK64_L 

z 

ADDR_BUS_REQ 

z 


FRAME_L 

z 

CACK 

z 


1RDY_L 

z 

DACK 

z 


DEVSEL_L 

z 

FILL 

z 


TRDY_L 

z 

FILLJD 

z 


STOP_L 

z 

FILL_ERROR 

z 


PERR_L 

z 

IDLE_BC 

z 


SERR_L 

z 

TAG_DIRTY 

z 


REQ_L 

1 

TAG_CTL_PAR 

z 


RST_L 

0 

MEM_ADDR[12:0] 

X 


CMC[8:0] 

0 

SET_SEL[15:0] 

0 


IOC[6:0] 

52 

RAS[3:0] 

0 


IOD[63:0] 

z 

CAS[3:0] 

0 


IOD_E[7:0] 

z 

MEM_WE_L[1:0] 

3 


INT 

0 

MEM_EN 

1 


ERROR 

0 

AD[63:0] 

z 


TEST_OR_SCAN_OUT 

0 

CBE_L[7:0] 

z 





RST L is distributed to the ESC, EISA System Component, the PCEB, PCI-EISA Bridge, 
and to the PCI slots through an FCT805 buffer. 

The ESC takes RST_L and resets its internal state and asserts RSTDRV, which is the ISA 
hardware reset signal. The PCEB takes RST_L and resets its internal state. 

RSTDRV resets the TOY, 8242, and 87312. 
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Alpha Station 600 Physical Partitioning 


Inboduction 

This chapter describes the physicai partitioning of the AiphaStation 600 system, which is 
based on the EV5 impiementation of the Aipha architecture. Refer to Figure 6-1 for the 
AiphaStation 600 system biock diagram.. 

The widths of the AiphaStation 600 system busses shown in the biock diagram are shown 
in Tabie 6-1. 


1able 6-1 AiphaStation 600 ^stem Busses 


Bus Name 

Description 

Data Width 

ECC Width 

Cycle Time 

CPU_DAT 

CPU/Bcache Bus 

128 bits 

16 bits 

25/30 ns 

iV|EiV|_DAT 

Memory Data Bus 

256 bits 

32 bits 


iOD 

DSW/CiA/GRU i/0 Bus 

64 bits 

8 bits 

30 ns 

AD 

PCi Address/Data Bus 

64/32 bits 

2/1 (Parity) 

30 ns 

SD 

EiSA Data Bus 

32 bits 

None 

120 ns 

LA 

E i SA Latched Address 

32 bits 

None 

120 ns 

SA 

EiSA SiaveAddress 

20 bits 

None 

120 ns 

XD 

X-Bus Data 

8 bits 

None 

120 ns 


Haidware J umpeis 

There are various jumpers and DiP switches on the Systemboard which are mainiy for 
Prototype debugging. 

Fan Fail Detect J umpers 

The Fan Faii Detect circuit is design to operate in both the AiphaStation 600 "Tower" and 
the "Wide Tower". Wide Tower systems have two fans, and Tower systems have one. 

Both systems have a power suppiy fan as weii. The Fan Faii Detect circuit senses the 
power used by each fan. if the fan stops or is disconnected the circuit triggers a faiiure. 

Fans 1 and 2 are piugged into headers, J24 or J26. The system can work if FAN1 is 
piugged into either J24 or J26, and FAN2 (Wide Tower oniy) piugged into the other 
header. 

The fan cabie connectors are poiarized and have wires in oniy 2 of 3 sockets. Therefore, if 
properiy assembied, FAN1 connects to pins 1 and 2 of J24 and FAN2 connects to pins 2 
and 3 of J26. The biack wire is aiways on pin 2. Pin 1 of J24 and J26 and aii jumpers is 
ciosest to the top of the moduie as oriented in Figure 6-3. 

The iogic on the system board detects a fan faiiure and initiates a power system shut¬ 
down. if the fan faiiure occurs on power up, the power-on iight wiii be on for a haif second. 


AiphaStation 600 Physicai Partitioning 6-1 




The power light being on for a half second could indicate that the power supply detected a 
short. In the case of a fan failure the Fan Fail Detect LED will be on for a half second. 

The "Fan Fail Detect" logic for FAN1, which is in both the Tower and Wide Tower enclo¬ 
sures, is enabled by installing a jumper between pins 1 and 2 of W11. (Manufacturing can 
disable this circuit by connecting a jumper from pin 2 to pin 3.) 

The Fan Fail Detect logic for FAN2 should be disabled in Tower systems and enabled in 
Wide Tower systems. The FAN2 detect logic is disabled by installing a 2-pin jumper on 
W9 (connecting a jumper between pin 2 and pin 3) . It will be enabled if no jumper is used. 

Manufacturing will leave the W11 jumper in the enable position and the W9 jumper in the 
disable position (in the Wide Tower the W9 jumper must be enabled). 

Hash ROM \Nnlte J umper 

The Flash ROM Write Jumper, W13, enables or disables writes to all four Flash ROMs. 
Writes are enabled when a 2-pin jumper is installed between pins 2 and 3 and disabled 
when installed between pins 1 and 2. Manufacturing will normally leave the jumper in the 
disable position. 

AHemate Console J umper 

The Alternate Console Jumper, W17, is used to report boot information through the serial 
port instead of through the graphics device. The alternate console is enabled by connect¬ 
ing a jumper from pins 1 and 2 of W17 and disabled by connecting a jumper from pins 2 
and 3. Manufacturing will normally leave the jumper in the disable position. 


Secure Console J umper 

When enabled , the Secure Console jumper, W14, disables all privileged console com¬ 
mands . This security feature is enabled by connecting a jumper between pins 1 and 2. 
When enabled, BOOT, START, CONTINUE and LOGIN are the only commands allowed. 
All console commands are enabled when W14’s jumper is connected between pins 2 and 
3 (Secure Console disabled). Manufacturing will normally leave the jumper in the disable 
position. 

SROM Code Select] umper 

Jumpers W1-W8 are used to select boot or test code stored in the SROM. Only one 
jumper can be installed at a time. The contents are outlined below : 


• W1 - normal power up flow. SROM will default to floppy boot if Flash ROM is not 
loaded. 

• W2 - mini-console with initialized system interface 

• W3 - floppy boot 

• W4 - memory test 

• W5 - normal power up flow with only set 1 of SCache enabled 

• W6 - normal power up flow with only set 2 of SCache enabled 

• w7 - normal power up flow with only set 3 of SCache enabled 

• W8 - non-initialized mini-console with un-initialized system interface (requires user to 
type uppercase U before any output is seen) 

For normal system operation, W1 is selected. Manufacturing will normally leave the 
jumper in the W1 position. 


6-2 AlphaStation 600 Physical Partitioning 




B/5 c loc k multiple DIP swHc h 

This DIP switch will only be provided on the first few debug systemboards. This is used 
during reset time to select the EV5 system clock multiple. 

Physical Organization 

The base model of the AlphaStation 600 system is physically organized into six modules, 
of three different types. There is one system board, into which the other five modules fit. 
There are two MMB modules, which hold the memory SIMMs (not included in this count), 
and there are three cache SIMM modules. A real AlphaStation 600 system, however, is 
likely to include other modules, including memory SIMMs, PCI options for graphics and 
disk/ethernet access, EISA options for disks, audio, etc. Figure 6-2 shows the AlphaSta¬ 
tion 600 system board layout, and the organization of logical functions on the system 
board. The following list provides a description of the functional areas shown in Figure 
6-3. 


^stem Board Rjnctional Areas 

1 An EV5 Alpha CPU, running at 266 MHz for prototype machines, and 300-1- MHz for 
later implementations 

2 SROM interface to allow serial loading of the EV5 from onboard EPROM, and serial 
communication via an SROM/RS-232 adapter card plugged into a special 10-pin con¬ 
nector. 

3 A configurable third-level BCache, organized into three Cache SIMMs plugged into 
the system board. Cache SIMMs can be single or double sided, allowing 2 MB or 4 
MB of cache, respectively. Next generation SRAMS will allow 8 MB and 16 MB 
cache sizes. 

4 A data switch, composed of four custom ASIC chips, called DSW in a sliced configu¬ 
ration. The data switch allows data from the I/O and memory systems to get to and 
from the CPU. Total width of the data paths through the data is as follows: Memory - 
256 bits, CPU/cache - 128 bits, I/O - 64 bits. All paths carry error correction code bits 
(ECC) 

5 A control chip (CIA) which controls the PCI system and acts as a data path from PCI 
to the data switch, controls main memory and Bcache operations, and controls the 
system support chip, GRU. 

6 A system support chip (GRU) which provides access to the four Flash ROMs used to 
store system firmware, provides access to the presence detect bits which are used to 
size memory and cache, and gathers system interrupts and sends them to the CPU. 

7 A set of two memory motherboards (MMBs) which plug into the System Board. Both 
MMBs must be present for main memory to work; together they provide up to 1.0 GB 
of memory with current technology (4Mx4) DRAMS. The system board is designed to 
accommodate later versions of the MMB which could support up to 4 GB of main 
memory. 

8 A PCI I/O system, consisting of three 64 bit PCI slots, and two 32 bit PCI slots. One 
of the two 32 bit slots is a "shared" slot with EISA, meaning that the slot can be occu¬ 
pied by a PCI option, or a neighboring EISA option, but not both simultaneously. 

9 An EISA I/O system, which is connected off the PCI I/O system via the Intel 
82374/82375 (Mercury) chip set. This chip set provides a bridge between the PCI 
and EISA busses, and ISA support functions for ISA devices such as TOY clock, 
NVRAM, and other ISA I/O devices. 
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10 An ISA / X-bus I/O system, which includes two serial ports, one parallel port, a key¬ 
board/mouse port, floppy drive port, and Operator Control Panel (OCP) port. 

11 Miscellaneous support functions, implemented directly on the System Board. These 
include generation of DC_OK for the system from signals supplied by one or two 
power supplies, fan fail detect logic, clock distribution. 
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ALCOR SYSTEM BOARD BLOCK DIAGRAM 
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The function map shows roughly what logic functions are in what area of the system 
board. Another useful map showing logical/physical relationships is the Cache/Memory 
map. Figure 6-4 shows the AlphaStation 600 system cache, data switch, CPU, and mem¬ 
ory in their approximate physical locations on the system board. The numbers shown in¬ 
side the components represent the CPU words that reside in that physical entity. In the 
case of EV5, cache and memory, the order in which the words are shown roughly corre¬ 
sponds to where the bits of the given word are pinned. A table of word versus bit range is 
also given as a reference in Table 6-2. This is useful when looking at schematics to deter¬ 
mine which bits fall into which words, etc. 


1able 6-2 Data VUbtd / Bit Range Map 


VUbid Number 

Data Bits Only 

ECC BHsOnly 

Data and ECC 
(mem data) 

0 

15:0 

1:0 

17:0 

1 

31:16 

3:2 

35:18 

2 

47:32 

5:4 

53:36 

3 

63:48 

7:6 

71:54 

4 

79:64 

9:8 

89:72 

5 

95:80 

11:10 

107:90 

6 

111:96 

13:12 

125:108 

7 

127:112 

15:14 

143:126 

8 

143:128 


161:144 

9 

159:144 


179:162 

10 

175:160 


197:180 

11 

191:176 


215:198 

12 

207:192 


233:216 

13 

223:208 


251:234 

14 

239:224 


269:252 

15 

255:240 


287:270 
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Figure 6-4 Memoiy Data Mapping 



[Cached 


E2,W2,E6,P6,E3,W3,E7,P7 




(ElO) 



Key: 

Mn = mem word n 
(including ECC) 

VUh = CPU word n 
lYi = partial CPU woid n 
Bi =ECC forCPUword n 

Xn= I/O WDid n (Inc. ECC) 

(ref.) = Refdes 
O = pin 1 



Figure 6-4 shows how CPU, memory, and I/O data is connected to the EV5, DSW, mem¬ 
ory, cache, and CIA chip. Finer detaii of exact bit assignments shouid be referenced from 
the AiphaStation 600 System Board schematics, MDA fiie 
B_CS_5423242_0_0_AX02_ALL.PS, or succeeding revision. 

This map is intended to roughiy show how data is routed on the system board; actuai rout¬ 
ing paths or nets are not shown. 

The mapping shown above is the resuit of severai constraints, mostiy physicai in nature, 
which drove the assignment of data switch, memory, and cache pinning, as weii as the 
orientation of the CPU. Some of these constraints are: 

• Due to pinning constraints, the data is siiced among four physicai DSW chips. The 
same chip design must be used in aii four chips, thus each DSW chip must have 1/4 
of every bus: I/O, CPU, and memory. 
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• The I/O system must have access to the lower 64 bits of the EV5 data, that is, words 
3-0. This, aiong with the previous constraint, caused words 0,1,2,3 to be sent to dif¬ 
ferent data switches. 

• Keeping cache address iines short required rotation of EV5 into the current position; a 
more optimai data routing position wouid be -i-90 degrees, to aiiow data to travei hori- 
zontaiiy across without crisscrossing in the verticai. However, doing so iengthens the 
address iines enough to offset any gain in timing. 

• Cache SIMM bit assignments were picked in order to minimize the overaii CPU data 
iine iength. Word positions were chosen to be as ciose as possibie to the DSW pins 
with the same word. 

• Memory assignments were chosen based on the need to keep words within a set to¬ 
gether, and the desire not to have memory iines crossing the aiready congested 
cache area (that is, DSWs taik to the MMB that is ciosest to them). Words are aiso 
organized to minimize memory data etch iength; DSWs taik to the ciosest side of the 
MMB to them. 

I/O Subsystem Organization 

The AiphaStation 600 I/O subsystem is mostiy confined to the system board, but some I/O 

functions reside on PCI or EISA/ISA option cards. The tabie beiow summarizes the Ai¬ 
phaStation 600 system I/O physical and logical locations: 


I/O Function 

C onnector toe ation 

Driven By 

Bus Name 

Keyboard 

System Board (J 28) 

8242 (E14) 

X-BUS (ISA subset) 

Mouse 

System Board (J 28) 

8242 (E14) 

X-BUS (ISA subset) 

Serial Ports (2) 

System Board (J 6) 

87312 (E37) 

ISA Bus (EISA subset) 

Parallel Port 

System Board (J 5) 

87312 (E37) 

ISA Bus (EISA subset) 

Floppy Drive 

System Board (J 18) 

87312 (E37) 

ISA Bus (EISA subset) 

Operator Control Panel 
(OCP) 

System Board (J 22) 

8584 (E 28) 

I2C Bus (via X-BUS) 

Graphics 

TGAx graphics 


PCI 

Ethernet 

I/O Subsystem Card 

I/O 

Subsystem 

PCI 

SCSI 

I/O Subsystem card 

I/O 

Subsystem 

PCI 

Sound/Multimedia 

Microsoft Audio 


ISA 
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Alpha station 600 Module Overview 

Astern Board 

The AlphaStation 600 system board is the motherboard for the AlphaStation 600 system, 
and serves as a central interconnect for other AlphaStation 600 system components. The 
following is a brief summary of the major components of the AlphaStation 600 system 
board: 

The AlphaStation 600 system board contains all the power, I/O, and module connectors 
for the system. These connectors are listed in the table below, along with their DEC Part 
Numbers, and their reference designators. 


1able 6-3 AlphaStation 600 Interconnect Reference 


C onnector Ra it Number 

Function 

Designator 

12-38939-01 

Serial Port 

J6 

12-32998-02 

Parallel Port 

J5 

12-14978-02 

Fan Conn. 

J 24, j 26 

12-27247-05 

Floppy Connector 

J18 

12-14630-03 

Test Port 

J 17 

12-14434-33 

Speaker Connector 

J23 

12-19039-03 

OCP Connector 

j 22 

12-29570-06 

Power Connector 5V 

J19 

12-29570-08 

Power Connector 3V 

J 20 

12-29570-11 

Power Control 

J21 

12-33538-02 

EISA 32 bit 

J 1-J4 

12-39839-06 

PCI 32 bit 

J7,j8 

12-39839-10 

PCI 64 bit 

J 9-J 11 

12-39839-11 

Cache Connector 

J 13-j 15 

12-39839-12 

Memory Connector 

j 12,J 16 


The following sections briefly describe the major components of the system board: 

Memory Motherboard 

The Memory Motherboard (MMB) provides physical space for SIMM connectors, 
as well as fanout drivers for memory control lines. These MMB modules are similar in 
form factor and function to the MMB modules used on previous Alpha workstations, but 
there are several significant differences, described in Table 6-4. 
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1able 6-4 AlphaSlation 600 MMB Feature Comparison 


Feature 

AlphaStation 600 
MMB 

MMB 

MMB layers / etch width 

8/5 

8/5 

SMT technology 

Double sided SMT 

Singlesided SMT 

M M B's per system (min/max) 

2/2 

4/4 

SI M M s per M M B (mi n/max) 

4/16 

2/8 

Total System Memory Capacity Using 16 M B RAMs 

1.0 GB 

1.0 GB 

Logical Sets (AlphaStation 600) or Banks per 

System 

8 

8 

SI MMs per Set (or Bank) per MMB 

4 

2 

System Memory Data Bus 

256 bits-l-ECC 

256 bits-l-ECC 

Minimum Data write size 

128 bits 

32 bits 

Memory Data Bus cycle time 

30ns 

40 ns 


Cache SIMM 

The AlphaStation 600 system supports a third-level, direct-mapped write-back cache (also 
called BCache) in the form of SIMM modules on the system board. The system board 
has three cache SIMMs, which function together as a single logical unit; three SIMMs 
must always be in place for the BCache to function. SIMMs can use different sized 
SRAMs, and can be full or half populated, allowing different cache sizes. See Table 6-5 
for a summary of Bcache features. 

table 6-5 BCache Features 


Feature 

AlphaStation 600 Cache 

SIMM Layers/Etch Width 

8/5 

SI M M s per System 

3 

Cache Memory Size (min/max) 

2 M B/4 M B (8/16 M B future) 

Cache data width 

128 bits 

CPU read cycle time (min) 

25 ns 


PCI Options 

The AlphaStation 600 system supports up to three 64-bit PCI options and two 32-bit PCI 
options. One of the 32-bit option slots is shared with an EISA slot (that is, either an EISA 
or PCI option may occupy that position in the cabinet, but not both simultaneously. The 
PCI system is controlled from the CIA, and also includes a bridge chip at the end of the 
PCI bus which connects to the EISA I/O system (see below). The PCI options plug into 
the system board via connectors at the lower left area of the system board (J7-J11); 64-bit 
options must plug in to the upper three connectors (J9-J11), while 32-bit options may plug 
in anywhere, in a 64-bit or 32-bit slot. All system board connectors are wired for 5 volt PCI 
options (connector orientation is the 5V system variety; 3V is supplied to the options, how¬ 
ever). 

PCI options are identified by their ID Select lines (IDSEL). Each option has its ID select 
tied to a different PCI address line so that it can be identified uniquely during configura¬ 
tion. The table below shows the PCI address for the various slots in the AlphaStation 600 
system. 
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1able 6-6 PCI Sot Assignments 


Slot 

Designator 

Size 

PCI AD [31:0] (hex) 

SO 

J9 

64B 

0040 0000 (ID^D22) 

SI 

JIO 

64B 

0080 0000 (ID^D23) 

S2 

J 11 

64B 

0100 0000 (ID=AD24) 

S3 

J7 

32B 

0200 0000 (ID^D25) 

S4 

J8 

32B 

0400 0000 (ID^D26) 

PCEB 

Ell 

32B 

0800 0000 (ID=AD27) 


For more information about PCI pinouts and operation, see the PCI System Specification 
V2.0. 

□SA Options 

The AiphaStation 600 system supports an EISA/ISA subsystem, inciuding up to four EISA 
or ISA plug-in option cards. There are four EISA connectors, J1-J4, in the lower left cor¬ 
ner of the system board, one of which (J4) is a shared connector with a PCI slot. (See 
Table 6-6). EISA I/O operations are controlled from the Intel PCI/EISA bridge chip set. 


AiphaStation 600 SystemBoard - ASICs 

In the pinouts that follow, the key is: l=lnput, 0=0utput, B=Bi-directional, N=Not Con¬ 
nected, P=Power. All pinouts for ASICs and connectors are shown top view. 

EV5CPU 

The EV5 CPU is a follow-on to the EV4 processor, the Alpha processor used in previous 
workstations and PC’s. There are many architectural differences between the two; EV5 
is a new design, not simply a scaling of the current design (like EV45). Some important 
differences from the system perspective: 

• More pins - EV5 has 499 pins in the package, compared to (431) for EV4. 

• The EV5 package is an interstitial pin grid array, where pins are 100 mils apart from 
each other in a row, and the rows are offset by 50 mils from each other, and sepa¬ 
rated by 50 mils from each other. Compared to the EV4 package, which had a stan¬ 
dard 100x100 mil PGA grid, the pin density is higher. The result is a package with 
more pins, in a smaller footprint than EV4. This allows good signal integrity character¬ 
istics, increased pin count, etc. in the same footprint. On the down side, routing is 
more difficult, and debug probing is much tighter. 

• External Cache now has a private set of address lines (INDEX) so that the cache 
does not have to share loading with other system components. 

• A third level of cache. The external cache on EV5 is a third level, as opposed to EV4 
second level cache. The EV5 has an onboard "S-cache", which is broken into three 
sets. Total S-cache capacity is 96K bytes. The third level cache can be up to 16 MB 
in size on an AiphaStation 600 system. 
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Figute 6-5 EV5CPU F^ckage - 1bp View 


A7 A9 All A13 A15 A17 A19 A21 A23 A25 A27 A29 A31 A33 A35 A37 A39 A41 

B8 BIO B12 B14 B16 B18 B20 B22 B24 B26 B28 B30 B32 B34 B36 B38 B40 B42 

C7 C9 C11 C13 CIS C17 C19 C21 C23 C25 C27 C29 C31 C33 C35 C37 C39 C41 C43 

DS D10 D12 D14 D16 D18 D20 D22 D24 D26 D2S D30 D32 D34 D36 D38 D40 D42 

E7 E9 E11 E13 E15 E17 E19 E21 E23 E25 E27 E29 E31 E33 E35 E37 E39 E41 E43 

F8 F10 FI 2 FI 4 FI 6 FI 8 F20 F22 F24 F26 F28 F30 F32 F34 F36 F38 F40 F42 

n9 C11 C13 CIS C17 C19 C91 C23 CCS C97 C29 C31 C33 CSS C3 7 G39 G41 G43 
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BA 


B6 
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C3 


CS 



D2 


DA 


D6 

E1 


E3 


E5 



F2 


PA 


F6 

G1 


G3 


GS 



H2 


HA 


H6 

J1 


JS 


J5 



K2 


KA 


K6 

E1 


E3 


ES 



M2 


M4 


M6 

N1 


NS 


N5 

1 


P2 


PA 


P6 

R1 


RS 


R5 

1 


T2 


TA 


T6 

U1 


US 


U5 

1 


V2 


V4 


V6 

W1 


WS 


W5 



Y2 


Y4 


Y6 

AA1 

AA3 

■ AA5 A 

ABO 

L ABA AB6 

AG1 

ACS 

. ACS A 



E* 

PGA499 



1 


AD2 AD4 AD6 

AE1 AES AES kVJ 

AF2 AF4 AF6 

AG1 AGS AGS A(;7 

AH2 AH4 AH6 

AJ1 AJ3 AJ5 A. 7 

AK2 aka AK6 

AL1 AL3 AL5 ALA 

AM2 AM4 AM6 

AN1 AN3 AN5 ALI7 

AP2 AP4 AP6 

API AR3 APS AF!7 

AT2 AT4 AT6 

AU1 AU3 AU5 ALO_ ADO AU11 ALUS ALUS A[)17 AU19 AU71 AU23 AU2S AU27 AU29 AU31 AU33 ALISS ALll S 

AV2 AV4 AV6 AV8 AV10 AVI 2 AVI 4 AVI 6 AVIS AV20 AV22 AV24 AV26 AV28 AV30 AV32 AV34 AV36 AV38 AV40 AV42 

AW1 AW3 AW5 AW7 AW9 AW1 1 AW13 AW15 AW17 AW19 AW21 AW23 AW25 AW27 AW29 AW31 AW33 AW35 AW37 AW39 AW41 AW43 

AY2 AY4 AY6 AYS AY10 AY12 AY14 AY16 AY18 AY20 AY22 AY24 AY26 AY28 AY30 AY32 AY34 AY36 AY38 AY40 AY42 

BA1 BAS BAS BA7 BA9 BA11 BA13 BA15 BA17 BA19 BA21 BA23 BA25 BA27 BA29 BA31 BA33 BASS BA37 BA39 BA41 BA43 

BB2 BB4 BB6 BBS BB10 BB12 BB14 BB16 BB18 BB20 BB22 BB24 BB26 BB2S BB30 BB32 BB34 BB36 BBSS BB40 BB42 

BG3 BC5 BC7 BC9 BC11 BG13 BG15 BG17 BG19 BC21 BC23 BC25 BC27 BC29 BC31 BC33 BG35 BG37 BG39 BG41 


AN| 


ARl 


H38 H40 H42 

997 J39 J41 J43 

K38 KAO K42 
L37 L39 L41 E43 

MSS MAO M42 
NS7 NS9 N41 NAS 
P38 P40 P42 

R37 R39 R41 R43 

T38 T40 T42 

U37 U39 U41 U43 

V38 V40 V42 

W37 W39 W41 WAS 

Y38 Y40 Y42 

AA37 AAS9 AA41 AA4S 
AB38 AB40 AB42 
AC37 AC39 AC41 AC43 
AD38 AD40 AD42 
AE37 AES9 AEA1 AE4S 
AF38 AF40 AF42 
AG37 AG39 AG41 AG43 
AH38 AHAO AH42 
AJ37 AJ39 AJA1 AJ4S 
AK38 AK40 AK42 
AL37 AL39 AL41 ALAS 
AM38 AM40 AMA2 
N37 ANS9 AN41 ANAS 
ARS8 AR40 AR42 
R37 ARS9 AR41 AR4S 
AT38 ATAO AT42 
lJs7 AUS9 AU41 AU4S 
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Table 6-7 EV5 PIN OUT- Sorted by Pin 
Number 


PIN 

SIGNAL 

USE 

PIN 

SIGNAL 

USE 

All 

TAG_DATA_H [32] 

B 

AGl 

DATA_H [99] 

B 

A13 

TAG_DATA_H [36] 

B 

AG3 

DATA_H[100] 

B 

A15 

TAG SHARED H 

B 

AG37 

GND 

P 

A17 

SCACHE_SET_H[1] 

0 

AG39 

DATA_H [38] 

B 

A19 

CIV|D_H[1] 

B 

AG41 

DATA_H [36] 

B 

A21 

TAG RAM WE H 

0 

AG43 

DATA_H [35] 

B 

A23 

DATA_RAM_WE_H 

0 

AG5 

DATA H[102] 

B 

A25 

FILL_ERROR_H 

1 

AG7 

GND 

P 

A27 

IDLE BC H 

1 

AH2 

PWR3 

P 

A29 

INDEX_H [4] 

0 

AH 38 

data H[41] 

B 

A3 

GND 

P 

AH4 

GND 

P 

A31 

INDEX H[9] 

0 

AH 40 

GND 

P 

A 33 

INDEX_H[13] 

0 

AH 42 

PWR3 

P 

A 35 

INDEX_H[17] 

0 

AH6 

DATA_H[105] 

B 

A 37 

INDEX H[21] 

0 

AJ 1 

DATA_H[103] 

B 

A 39 

INDEX_H [25] 

0 

AJ3 

DATA H[104] 

B 

A41 

GND 

P 

AJ 37 

PWR3 

P 

A43 

GND 

P 

AJ 39 

DATA_H [42] 

B 

A5 

TAG_DATA_H [20] 

B 

AJ 41 

data H[40] 

B 

A7 

TAG_DATA_H [24] 

B 

AJ 43 

DATA_H [39] 

B 

A9 

TAG DATA H[28] 

B 

AJ5 

DATA_H[106] 

B 

AAl 

DATA_H[89] 

B 

AJ7 

PWR3 

P 

AA3 

DATA_H[88] 

B 

AK2 

DATA_H[107] 

B 

A A 37 

GND 

P 

AK38 

DATA_H [46] 

B 

A A 39 

DATA_H[23] 

B 

AK4 

PWR3 

P 

AA41 

DATA_H[24] 

B 

AK40 

PWR3 

P 

AA43 

DATA H[25] 

B 

AK42 

DATA_H [43] 

B 

AA5 

DATA_H[87] 

B 

AK6 

DATA H[110] 

B 

AA7 

GND 

P 

ALl 

DATA_H[108] 

B 

AB2 

PWR3 

P 

AL3 

DATA_H[109] 

B 

AB38 

DATA_H[26] 

B 

AL37 

GND 

P 

AB4 

PWR3 

P 

AL39 

DATA_H [47] 

B 

AB40 

PWR3 

P 

AL41 

DATA_H [45] 

B 

AB42 

PWR3 

P 

AL43 

data H[44] 

B 

AB6 

DATA_H[90] 

B 

AL5 

DATA_H[111] 

B 

ACl 

DATA H[91] 

B 

AL7 

GND 

P 

AC3 

DATA_H[92] 

B 

AM2 

PWR3 

P 

AC37 

GND 

P 

AM 38 

DATA_H [50] 

B 

AC39 

DATA H[29] 

B 

AM4 

GND 

P 

AC41 

DATA_H[28] 

B 

AM 40 

GND 

P 

AC43 

DATA_H[27] 

B 

AM 42 

PWR3 

P 

AC5 

DATA H[93] 

B 

AM6 

DATA_H[114] 

B 

AC7 

GND 

P 

ANl 

DATA H[112] 

B 

AD2 

DATA_H[94] 

B 

AN3 

DATA_H[113] 

B 

AD38 

DATA H[31] 

B 

AN 37 

PWR3 

P 

AD4 

GND 

P 

AN 39 

DATA H[51] 

B 

AD40 

GND 

P 

AN41 

DATA_H [49] 

B 

AD42 

DATA H[30] 

B 

AN 43 

DATA_H [48] 

B 

AD6 

DATA_H[95] 

B 

AN5 

DATA H[115] 

B 

AEl 

DATA_H[96] 

B 

AN7 

PWR3 

P 

AE3 

DATA H[97] 

B 

AP2 

GND 

P 

AE37 

PWR3 

P 

AP38 

DATA H[54] 

B 

AE39 

DATA_H[34] 

B 

AP4 

PWR3 

P 

AE41 

DATA H[33] 

B 

AP40 

PWR3 

P 

AE43 

DATA_H[32] 

B 

AP42 

GND 

P 

AE5 

DATA_H[98] 

B 

AP6 

DATA_H[118] 

B 

AE7 

PWR3 

P 

ARl 

DATA_H[116] 

B 

AF2 

GND 

P 

AR3 

DATA H[117] 

B 

AF38 

DATA_H[37] 

B 

AR37 

GND 

P 

AF4 

PWR3 

P 

AR39 

DATA_H [55] 

B 

AF40 

PWR3 

P 

AR41 

DATA H[53] 

B 

AF42 

GND 

P 

AR43 

DATA_H [52] 

B 

AF6 

DATA_H[101] 

B 

AR5 

DATA H[119] 

B 
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PIN 

SIGNAL 

USE 

PIN 

SIGNAL 

AR7 

GND 

P 

AW35 

ADDR_H [27] 

AT2 

PWR3 

P 

AW37 

ADDR H[23] 

AT38 

DATA_H[58] 

B 

AW39 

DATA_H[63] 

AT4 

GND 

P 

AW41 

DATA_H[61] 

AT40 

GND 

P 

AW43 

DATA H[60] 

AT42 

PWR3 

P 

AW5 

DATA_H[127] 

AT6 

DATA_H[122] 

B 

AW7 

ADDR_H [20] 

AUl 

DATA H[120] 

B 

AW9 

ADDR H[16] 

AUll 

PWR3 

P 

AY 10 

PWR3 

AU13 

GND 

P 

AY 12 

GND 

AU15 

PWR3 

P 

AY 14 

PWR3 

AU17 

GND 

P 

AY 16 

GND 

AU19 

PWR3 

P 

AY 18 

PWR3 

AU21 

CLK MODE H[0] 

1 

AY 2 

PWR3 

AU23 

DC_OK_H 

1 

AY20 

PORT_MODE_H [0] 

AU25 

MCH_HLTJRO_H 

1 

AY 22 

GND 

AU27 

IRQ H[l] 

1 

AY24 

GND 

AU29 

PWR3 

P 

AY 26 

PWR3 

AU3 

DATA_H[121] 

B 

AY 28 

GND 

AU31 

GND 

P 

AY 30 

PWR3 

AU33 

PWR3 

P 

AY 32 

GND 

AU35 

GND 

P 

AY 34 

PWR3 

AU37 

PWR3 

P 

AY 36 

GND 

AU39 

DATA_H[59] 

B 

AY 38 

PWR3 

AU41 

DATA_H[57] 

B 

AY 4 

GND 

AU43 

DATA H[56] 

B 

AY 40 

GND 

AU5 

DATA_H[123] 

B 

AY 42 

PWR3 

AU7 

PWR3 

P 

AY 6 

PWR3 

AU9 

GND 

P 

AYS 

GND 

AVIO 

ADDR_H[15] 

B 

BIO 

GND 

AV12 

ADDR_H[11] 

B 

B12 

PWR3 

AV14 

ADDR H[7] 

B 

B14 

TAG DATA H[37] 

AV16 

TEST_STATUS_H[1] 

0 

B16 

PWR3 

AVIS 

TMS_H 

1 

B18 

GND 

AV2 

GND 

P 

B2 

GND 

AV20 

SROM_PRESENT_L 

1 

B20 

ADDR_CMD_PAR_H 

AV22 

GND 

P 

B22 

PWR3 

AV24 

SYS CLK OUT2 H 

0 

B24 

DACK H 

AV26 

PWR FAIL IRQ H 

1 

B26 

GND 

AV28 

NC 

N 

B28 

PWR3 

AV30 

ADDR H[36] 

B 

B30 

INDEX H[8] 

AV32 

ADDR_H [32] 

B 

B32 

PWR3 

AV34 

ADDR_H [28] 

B 

B34 

GND 

AV36 

ADDR H[24] 

B 

B36 

PWR3 

AV38 

DATA_H[62] 

B 

B38 

GND 

AV4 

PWR3 

P 

B4 

PWR3 

AV40 

PWR3 

P 

B40 

PWR3 

AV42 

GND 

P 

B42 

GND 

AV6 

DATA_H[126] 

B 

B6 

GND 

AV8 

ADDR H[19] 

B 

B8 

PWR3 

AWl 

DATA_H[124] 

B 

BAl 

GND 

AWll 

ADDR_H[12] 

B 

BAll 

ADDR_H[10] 

AW13 

ADDR H[8] 

B 

BA13 

ADDR H[6] 

AW15 

TEMP_SENS_H 

1 

BA15 

TEST_STATUS_H [0] 

AW17 

TCK_H 

1 

BA17 

TDO_H 

AW19 

SROM OE L 

0 

BA 19 

SROM CLK H 

AW21 

GND 

P 

BA21 

GND 

AW23 

SYS_CLK_0UT1_H 

0 

BA23 

CLK_MODE_H[l] 

AW25 

REF CLK IN H 

1 

BA25 

CPU CLK OUT H 

AW27 

1 R0_H [3] 

1 

BA27 

SYS_MCH_CHKJRO_H 

AW29 

PERF_MON_H 

1 

BA29 

1 R0_H [0] 

AW3 

DATA H[125] 

B 

BA3 

PWR3 

AW31 

ADDR_H [35] 

B 

BA31 

ADDR_H [37] 

AW33 

ADDR H[31] 

B 

BA33 

ADDR_H [33] 




BA35 

ADDR H[29] 




BA37 

ADDR H[25] 


USE 

B 
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BPIN 

SIGNAL 

USE 

PIN 

SIGNAL 

USE 

BA41 

PWR3 

P 

C41 

PWR3 

P 

BA43 

GND 

P 

C43 

GND 

P 

BA5 

PWR3 

P 

C5 

PWR3 

P 

BA7 

ADDR_H[18] 

B 

Cl 

TAG DATA H[23] 

B 

BA9 

ADDR H[14] 

B 

C9 

TAG_DATA_H [27] 

B 

BBIO 

GND 

P 

DIO 

PWR3 

P 

BB12 

PWR3 

P 

D12 

GND 

P 

BB14 

ADDR H[4] 

B 

D14 

PWR3 

P 

BB16 

PWR3 

P 

D16 

GND 

P 

BB18 

GND 

P 

D18 

PWR3 

P 

BB2 

GND 

P 

D2 

PWR3 

P 

BB20 

PORT_MODE_H[l] 

1 

D20 

GND 

P 

BB22 

OSC_CLKJN_L 

1 

D22 

PWR3 

P 

BB24 

SYS CLK OUTl L 

0 

D24 

GND 

P 

BB26 

GND 

P 

D26 

PWR3 

P 

BB28 

PWR3 

P 

D28 

GND 

P 

BB30 

ADDR H[39] 

B 

D30 

PWR3 

P 

BB32 

PWR3 

P 

D32 

GND 

P 

BB34 

GND 

P 

D34 

PWR3 

P 

BB36 

PWR3 

P 

D36 

GND 

P 

BB38 

GND 

P 

D38 

PWR3 

P 

BB4 

PWR3 

P 

D4 

GND 

P 

BB40 

PWR3 

P 

D40 

GND 

P 

BB42 

GND 

P 

D42 

PWR3 

P 

BB6 

GND 

P 

D6 

PWR3 

P 

BB8 

PWR3 

P 

D8 

GND 

P 

BCl 

GND 

P 

El 

DATA_CHECK_H[15] 

B 

BCll 

ADDR_H [9] 

B 

Ell 

TAG DATA H[29] 

B 

BC13 

ADDR H[5] 

B 

E13 

TAG_DATA_H [33] 

B 

BC15 

TRST_L 

1 

E15 

TAG_DATA_H [38] 

B 

BC17 

TDI_H 

1 

E17 

TAG DIRTY H 

B 

BC19 

SROM DAT H 

1 

E19 

CMD_H[3] 

B 

BC21 

OSC_CLKJN_H 

1 

E21 

VICTIM PENDING_H 

0 

BC23 

PWR3 

P 

E23 

ADDR BUS REQ H 

1 

BC25 

SYS CLK OUT2 L 

0 

E25 

DATA BUS REQ H 

1 

BC27 

SYS_RESET_L 

1 

E27 

NC 

N 

BC29 

1 RQ_H [2] 

1 

E29 

INDEX H[7] 

0 

BC3 

GND 

P 

E3 

INT4_VALID_H [3] 

0 

BC31 

ADDR_H[38] 

B 

E31 

INDEX_H[12] 

0 

BC33 

ADDR_H[34] 

B 

E33 

INDEX H[16] 

0 

BC35 

ADDR H[30] 

B 

E35 

INDEX_H [20] 

0 

BC37 

ADDR_H [26] 

B 

E37 

INDEX H[24] 

0 

BC39 

ADDR_H [22] 

B 

E39 

NC 

N 

BC41 

GND 

P 

E41 

INT4_VALID_H[1] 

0 

BC43 

GND 

P 

E43 

DATA CHECK H[7] 

B 

BC5 

ADDR_H [21] 

B 

E5 

NC 

N 

BC7 

ADDR H[17] 

B 

E7 

TAG_DATA_H [21] 

B 

BC9 

ADDR_H[13] 

B 

E9 

TAG_DATA_H [25] 

B 

Cl 

GND 

P 

FIO 

TAG DATA H[26] 

B 

Cll 

TAG DATA H[31] 

B 

F12 

TAG_DATA_H [30] 

B 

C13 

TAG_DATA_H [35] 

B 

F14 

TAG_DATA_H [34] 

B 

C15 

TAG_DATA_PAR_H 

B 

F16 

TAG VALID H 

B 

C17 

SCACHE SET H[0] 

0 

F18 

TAG_CTL_PAR_H 

B 

C19 

CIV1D_H[2] 

B 

F2 

GND 

P 

C21 

TAG RAM OE H 

0 

F20 

CMD H[0] 

B 

C23 

NC 

N 

F22 

DATA_RAM_OE_H 

0 

C25 

CFAIL_H 

1 

F24 

FILLJD_H 

1 

C27 

ADDR_RES_H [0] 

0 

F26 

ADDR RES H[l] 

0 

C29 

INDEX H[5] 

0 

F28 

INDEX_H [6] 

0 

C3 

PWR3 

P 

F30 

INDEX_H[11] 

0 

C31 

INDEX H[10] 

0 

F32 

INDEX H[15] 

0 

C33 

INDEX H[14] 

0 

F34 

INDEX_H[19] 

0 

C35 

INDEX_H[18] 

0 

F36 

INDEX_H [23] 

0 

C37 

INDEX_H [22] 

0 

F38 

INT4 VALID H[0] 

0 

C39 

PWR3 

P 

F4 

PWR3 

P 




F40 

PWR3 

P 
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PIN 

SIGNAL 

USE 

PIN 

SIGNAL 




G1 

DATA CHECK H[ll] 

F42 

GND 

P 

G3 

DATA_CHECK_H[12] 

F6 

INT4 VALID H[2] 

0 

H6 

DATA_CHECK_H[13] 

F8 

TAG_DATA_H[22] 

B 

G5 

DATA CHECK H[14] 

G1 

DATA_CHECK_H[11] 

B 

El 

DATA_CHECK_H[15] 

Gil 

PWR3 

P 

K38 

DATA_CHECK_H[1] 

G13 

GND 

P 

J39 

DATA CHECK H[2] 




G43 

DATA_CHECK_H[3] 




G41 

DATA_CHECK_H[4] 

1able 6-8 

EV5 HNS - Alphabetic Older 

H38 

DATA CHECK H[5] 




G39 

DATA_CHECK_H[6] 

PIN 

SIGNAL 

USE 

E43 

DATA_CHECK_H[7] 




J 3 

DATA CHECK H[8] 

E23 

ADDR_BUS_REO_H 

1 

K6 

DATA_CHECK_H[9] 

B20 

ADDR CMD PAR H 

B 

J 43 

DATA_H [0] 

BAll 

ADDR_H[10] 

B 

AG3 

DATA H[100] 

AV12 

ADDR_H[11] 

B 

AF6 

DATA_H[101] 

AWll 

ADDR H[12] 

B 

AGS 

DATA_H[102] 

BC9 

ADDR_H[13] 

B 

AJ 1 

DATA H[103] 

BA9 

ADDR_H[14] 

B 

AJ 3 

DATA_H[104] 

AVIO 

ADDR H[15] 

B 

AH6 

DATA_H[105] 

AW9 

ADDR_H[16] 

B 

AJ 5 

DATA H[106] 

BC7 

ADDR_H[17] 

B 

AK2 

DATA_H[107] 

BA7 

ADDR H[18] 

B 

ALl 

DATA_H[108] 

AV8 

ADDR_H[19] 

B 

AL3 

DATA H[109] 

AW7 

ADDR_H [20] 

B 

R39 

DATA_H[10] 

BC5 

ADDR H[21] 

B 

AK6 

DATA_H[110] 

BC39 

ADDR_H [22] 

B 

AL5 

DATA H[lll] 

AW37 

ADDR_H [23] 

B 

ANl 

DATA_H[112] 

AV36 

ADDR H[24] 

B 

AN3 

DATA_H[113] 

BA37 

ADDR_H [25] 

B 

AM6 

DATA H[114] 

BC37 

ADDRH [26] 

B 

AN5 

DATA_H[115] 

AW35 

ADDR H[27] 

B 

ARl 

DATA_H[116] 

AV34 

ADDR_H [28] 

B 

AR3 

DATA H[117] 

BA35 

ADDR_H [29] 

B 

AP6 

DATA_H[118] 

BC35 

ADDR H[30] 

B 

AR5 

DATA_H[119] 

AW33 

ADDRH [31] 

B 

T38 

DATA H[ll] 

AV32 

ADDR_H [32] 

B 

AUl 

DATA_H[120] 

BA33 

ADDR H[33] 

B 

AU3 

DATA_H[121] 

BC33 

ADDR_H [34] 

B 

AT6 

DATA H[122] 

AW31 

ADDR_H[35] 

B 

AU5 

DATA_H[123] 

AV30 

ADDR H[36] 

B 

AWl 

DATA_H[124] 

BA31 

ADDR_H [37] 

B 

AW3 

DATA H[125] 

BC31 

ADDR_H [38] 

B 

AV6 

DATA_H[126] 

BB30 

ADDR H[39] 

B 

AW5 

DATA_H[127] 

BB14 

ADDR_H [4] 

B 

R41 

DATA H[12] 

BC13 

ADDR_H[5] 

B 

R43 

DATA_H[13] 

BA13 

ADDR H[6] 

B 

U39 

DATA_H[14] 

AV14 

ADDR_H[7] 

B 

V38 

DATA H[15] 

AW13 

ADDR_H [8] 

B 

U41 

DATA_H[16] 

BCll 

ADDR H[9] 

B 

U43 

DATA_H[17] 

C27 

ADDR_RES_H [0] 

0 

W39 

DATA H[18] 

F26 

ADDR_RES_H[1] 

0 

W41 

DATA_H[19] 

G21 

CACK H 

1 

L39 

DATA_H[1] 

C25 

CFAIL_H 

1 

W43 

DATA H[20] 

AU21 

CLK_MODE_H[0] 

1 

Y38 

DATA_H [21] 

BA23 

CLK MODE H[l] 

1 

Y42 

DATA_H [22] 

F20 

CMD_H [0] 

B 

A A 39 

DATA H[23] 

A19 

CMD_H[1] 

B 

AA41 

DATA_H [24] 

C19 

CMD H[2] 

B 

AA43 

DATA_H [25] 

E19 

CMD_H [3] 

B 

AB38 

DATA H[26] 

BA25 

CPU_CLK_OUT_H 

0 

AC43 

DATA_H [27] 

B24 

DACK H 

1 

AC41 

DATA_H [28] 

E25 

DATA_BUS_REO_H 

1 

AC39 

DATA H[29] 

J41 

DATA_CHECK_H [0] 

B 

M38 

DATA_H [2] 

J5 

DATA_CHECK_H[10] 

B 

AD42 

DATA_H [30] 




AD38 

DATA_H [31] 


USE 


B 

B 
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PIN 

SIGNAL 

USE 

PIN 

SIGNAL 

USE 

AE43 

DATA_H[32] 

B 

AY 30 

PWR3 

P 

AE41 

DATA_H[33] 

B 

AY 34 

PWR3 

P 

AE39 

DATA H[34] 

B 

AY 38 

PWR3 

P 

AG43 

DATA_H[35] 

B 

AY 42 

PWR3 

P 

AG41 

DATA_H[36] 

B 

AY 6 

PWR3 

P 

AF38 

DATA H[37] 

B 

B12 

PWR3 

P 

AG 39 

DATA_H[38] 

B 

B16 

PWR3 

P 

AJ 43 

DATA_H[39] 

B 

B22 

PWR3 

P 

L41 

DATA H[3] 

B 

B28 

PWR3 

P 

AJ 41 

DATA_H[40] 

B 

B32 

PWR3 

P 

AH 38 

DATA_H[41] 

B 

B36 

PWR3 

P 

AJ 39 

data H[42] 

B 

B4 

PWR3 

P 

AK42 

DATA_H[43] 

B 

B40 

PWR3 

P 

E41 

INT4_VALID_H[1] 

0 

B8 

PWR3 

P 

F6 

INT4 VALID H[2] 

0 

BA3 

PWR3 

P 

E3 

INT4_VALID_H[3] 

0 

BA39 

PWR3 

P 

BA29 

1 RQ_H [0] 

1 

BA41 

PWR3 

P 

AU27 

IRQ H[l] 

1 

BA5 

PWR3 

P 

BC29 

IRQ H[2] 

1 

BB12 

PWR3 

P 

AW27 

IRQ_H[3] 

1 

BB16 

PWR3 

P 

AU25 

MCH HLT IRQ H 

1 

BB28 

PWR3 

P 

AV28 

NC 

N 

BB32 

PWR3 

P 

C23 

NC 

N 

BB36 

PWR3 

P 

E27 

NC 

N 

BB4 

PWR3 

P 

E39 

NC 

N 

BB40 

PWR3 

P 

E5 

NC 

N 

BB8 

PWR3 

P 

BC21 

OSC CLK IN H 

1 

BC23 

PWR3 

P 

BB22 

OSC_CLKJN_L 

1 

C3 

PWR3 

P 

AW29 

PERF_MON_H 

1 

C39 

PWR3 

P 

AY 20 

PORT MODE H[0] 

1 

C41 

PWR3 

P 

BB20 

PORT_MODE_H[l] 

1 

C5 

PWR3 

P 

G33 

PWR 

P 

DIO 

PWR3 

P 

AB2 

PWR3 

P 

D14 

PWR3 

P 

AB4 

PWR3 

P 

D18 

PWR3 

P 

AB40 

PWR3 

P 

D2 

PWR3 

P 

AB42 

PWR3 

P 

D22 

PWR3 

P 

AE37 

PWR3 

P 

D26 

PWR3 

P 

AE7 

PWR3 

P 

D30 

PWR3 

P 

AF4 

PWR3 

P 

D34 

PWR3 

P 

AF40 

PWR3 

P 

D38 

PWR3 

P 

AH2 

PWR3 

P 

D42 

PWR3 

P 

AH 42 

PWR3 

P 

D6 

PWR3 

P 

AJ 37 

PWR3 

P 

F4 

PWR3 

P 

AJ7 

PWR3 

P 

F40 

PWR3 

P 

AK4 

PWR3 

P 

Gll 

PWR3 

P 

AK40 

PWR3 

P 

G15 

PWR3 

P 

AM2 

PWR3 

P 

G19 

PWR3 

P 

AM 42 

PWR3 

P 

G29 

PWR3 

P 

AN 37 

PWR3 

P 

G37 

PWR3 

P 

AN7 

PWR3 

P 

G7 

PWR3 

P 

AP4 

PWR3 

P 

H2 

PWR3 

P 

AP40 

PWR3 

P 

H42 

PWR3 

P 

AT2 

PWR3 

P 

K4 

PWR3 

P 

AT42 

PWR3 

P 

K40 

PWR3 

P 

AUll 

PWR3 

P 

L37 

PWR3 

P 

AU15 

PWR3 

P 

L7 

PWR3 

P 

AU19 

PWR3 

P 

M2 

PWR3 

P 

AU29 

PWR3 

P 

M42 

PWR3 

P 

AU33 

PWR3 

P 

P4 

PWR3 

P 

AU37 

PWR3 

P 

P40 

PWR3 

P 

AU7 

PWR3 

P 

R37 

PWR3 

P 

AV4 

PWR3 

P 

R7 

PWR3 

P 

AV40 

PWR3 

P 

T2 

PWR3 

P 

AY 10 

PWR3 

P 

T42 

PWR3 

P 

AY 14 

PWR3 

P 

V4 

PWR3 

P 

AY 18 

PWR3 

P 

V40 

PWR3 

P 

AY 2 

PWR3 

P 




AY 26 

PWR3 

P 
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PIN 

SIGNAL 

USE 

W37 

PWR3 

P 

W7 

PWR3 

P 

AV26 

PWR_FAILJRQ_H 

1 

AW25 

REF_CLKJN_H 

1 

C17 

SCACHE SET H[0] 

0 

A17 

SCACHE_SET_H[1] 

0 

BA 19 

SROM_CLK_H 

0 

BC19 

SROM DAT H 

1 

AW19 

SROM_OE_L 

0 

AV20 

SROM_PRESENT_L 

1 

G27 

SYSTEM LOCK FLAG H 

1 

AW23 

SYS_CLK_0UT1_H 

0 

BB24 

SYS_CLK_0UT1_L 

0 

AV24 

SYS CLK OUT2 H 

0 

BC25 

SYS_CLK_OUT2_L 

0 

BA27 

SYS_MCH_CHKJRO_H 

1 

BC27 

SYS RESET L 

1 

F18 

TAG_CTL_PAR_H 

B 

A5 

TAG_DATA_H[20] 

B 

E7 

TAG DATA H[21] 

B 

F8 

TAG_DATA_H[22] 

B 

C7 

TAG_DATA_H[23] 

B 

A7 

TAG DATA H[24] 

B 

E9 

TAG_DATA_H[25] 

B 

FIO 

TAG_DATA_H[26] 

B 

C9 

TAG DATA H[27] 

B 

A9 

TAG_DATA_H[28] 

B 

Ell 

TAG_DATA_H[29] 

B 

F12 

TAG DATA H[30] 

B 

Cll 

TAG_DATA_H[31] 

B 

All 

TAG_DATA_H[32] 

B 

E13 

TAG DATA H[33] 

B 

F14 

TAG_DATA_H[34] 

B 

C13 

TAG_DATA_H[35] 

B 

A13 

TAG DATA H[36] 

B 

B14 

TAG_DATA_H[37] 

B 

E15 

TAG_DATA_H[38] 

B 

C15 

TAG DATA PAR H 

B 

E17 

TAG_DIRTY_H 

B 

C21 

TAG_RAM_OE_H 

0 

A21 

TAG RAM WE H 

0 

A15 

TAG_SHARED_H 

B 

F16 

TAG_VALID_H 

B 

AW17 

TCK H 

1 

BC17 

TDI_H 

1 

BA17 

TDO_H 

0 

AW15 

TEMP SENS H 

1 

BA15 

TEST_STATUS_H [0] 

0 

AV16 

TEST_STATUS_H[1] 

0 

AV18 

TMS H 

1 

BC15 

TRST_L 

1 

E21 

VICTIM PENDING H 

0 
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Table 6-10 D^HN OUT-Sotted by Pin 
Number 


PIN 

SIGNAL 

USE 

PIN 

SIGNAL 

1 

PWR5 

P 

65 

CPU_DAT[11] 

2 

IOD[0] 

B 

66 

PWR5 

3 

CPU DAT[0] 

B 

67 

MEM DAT[20] 

4 

CPU_DAT[1] 

B 

68 

MEM_DAT[21] 

5 

GND 

P 

69 

MEM_DAT[22] 

6 

MEM DAT[0] 

B 

70 

MEM DAT[23] 

7 

MEM_DAT[1] 

B 

71 

GND 

8 

MEM_DAT[2] 

B 

72 

IOD[6] 

9 

MEM DAT[3] 

B 

73 

CPU DAT[12] 

10 

PWR5 

P 

74 

CPU_DAT[13] 

11 

IOD[l] 

B 

75 

PWR5 

12 

CPU DAT[2] 

B 

76 

MEM DAT[24] 

13 

CPU_DAT[3] 

B 

77 

MEM_DAT[25] 

14 

GND 

P 

78 

MEM_DAT[26] 

15 

MEM DAT[4] 

B 

79 

MEM DAT[27] 

16 

MEM_DAT[5] 

B 

80 

GND 

17 

MEM_DAT[6] 

B 

81 

IOD[7] 

18 

MEM DAT[7] 

B 

82 

CPU DAT[14] 

19 

PWR5 

P 

83 

CPU_DAT[15] 

20 

IOD[2] 

B 

84 

PWR5 

21 

CPU DAT[4] 

B 

85 

MEM DAT[28] 

22 

CPU_DAT[5] 

B 

86 

MEM_DAT[29] 

23 

GND 

P 

87 

MEM_DAT[30] 

24 

MEM DAT[8] 

B 

88 

MEM DAT[31] 

25 

MEM_DAT[9] 

B 

89 

GND 

26 

MEM_DAT[10] 

B 

90 

IOD[8] 

27 

MEM DAT[11] 

B 

91 

CPU DAT[16] 

28 

PWR5 

P 

92 

CPU_DAT[17] 

29 

IOD[3] 

B 

93 

PWR5 

30 

CPU DAT[6] 

B 

94 

MEM DAT[32] 

31 

CPU_DAT[7] 

B 

95 

MEM_DAT[33] 

32 

GND 

P 

96 

MEM_DAT[34] 

33 

MEM DAT[12] 

B 

97 

MEM DAT[35] 

34 

MEM_DAT[13] 

B 

98 

GND 

35 

MEM_DAT[14] 

B 

99 

CMC[4] 

36 

MEM DAT[15] 

B 

100 

CMC[3] 

37 

PWR5 

P 

101 

CMC[2] 

38 

IOC [6] 

1 

102 

CMC[1] 

39 

IOC[5] 

1 

103 

CMC[0] 

40 

IOC [4] 

1 

104 

PWR5 

41 

IOC [3] 

1 

105 

PLL_CLK 

42 

IOC [2] 

1 

106 

GND 

43 

IOC[l] 

1 

107 

PLL_LP2 

44 

GND 

P 

108 

PWR5 

45 

IOC[0] 

1 

109 

PEL AGND 

46 

MEM_EN 

1 

110 

PLL_VSS 

47 

TEST_MODE[0] 

1 

111 

GND 

48 

TEST MODE[l] 

1 

112 

PEL VDD 

49 

CONFIG[0] 

1 

113 

PLL_LP1 

50 

CONFIG[l] 

1 

114 

PWR5 

51 

TEST OR SCAN OUT 

0 

115 

RESET L 

52 

PWR5 

P 

116 

CMC[5] 

53 

GND 

P 

117 

CMC[6] 

54 

IOD[4] 

B 

118 

CMC[7] 

55 

CPU_DAT[8] 

B 

119 

CMC[8] 

56 

CPU_DAT[9] 

B 

120 

GND 

57 

PWR5 

P 

121 

MEM DAT[39] 

58 

MEM_DAT[16] 

B 

122 

MEM_DAT[38] 

59 

MEM_DAT[17] 

B 

123 

MEM_DAT[37] 

60 

MEM DAT[18] 

B 

124 

MEM DAT[36] 

61 

MEM_DAT[19] 

B 

125 

PWR5 

62 

GND 

P 

126 

CPU_DAT[19] 

63 

IOD[5] 

B 

127 

CPU DAT[18] 

64 

CPU DAT[10] 

B 

128 

IOD[9] 




129 

GND 
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PIN 

SIGNAL 

USE 

130 

MEIV|_DAT[43] 

B 

131 

|VIEM_DAT[42] 

B 

132 

MEM DAT[41] 

B 

133 

MEM_DAT[40] 

B 

134 

PWR5 

P 

135 

CPU DAT[21] 

B 

136 

CPU DAT[20] 

B 

137 

IOD[10] 

B 

138 

GND 

P 

139 

MEM_DAT[47] 

B 

140 

MEM_DAT[46] 

B 

141 

MEM DAT[45] 

B 

142 

MEM_DAT[44] 

B 

143 

PWR5 

P 

144 

CPU DAT[23] 

B 

145 

CPU_DAT[22] 

B 

146 

IOD[ll] 

B 

147 

GND 

P 

148 

MEM_DAT[51] 

B 

149 

MEM_DAT[50] 

B 

150 

MEM DAT[49] 

B 

151 

MEM_DAT[48] 

B 

152 

GND 

P 

153 

CPU DAT[25] 

B 

154 

CPU DAT[24] 

B 

155 

IOD[12] 

B 

156 

PWR5 

P 

157 

PWR5 

P 

158 

IOD[13] 

B 

159 

CPU DAT[26] 

B 

160 

CPU_DAT[27] 

B 

161 

GND 

P 

162 

MEM DAT[52] 

B 

163 

MEM_DAT[53] 

B 

164 

MEM_DAT[54] 

B 

165 

MEM DAT[55] 

B 

166 

PWR5 

P 

167 

IOD[14] 

B 

168 

CPU DAT[28] 

B 

169 

CPU_DAT[29] 

B 

170 

GND 

P 

171 

MEM_DAT[56] 

B 

172 

MEM_DAT[57] 

B 

173 

MEM_DAT[58] 

B 

174 

MEM_DAT[59] 

B 

175 

PWR5 

P 

176 

IOD[15] 

B 

177 

CPU_DAT[30] 

B 

178 

CPU_DAT[31] 

B 

179 

GND 

P 

180 

MEM_DAT[60] 

B 

181 

MEM_DAT[61] 

B 

182 

MEM_DAT[62] 

B 

183 

MEM_DAT[63] 

B 

184 

PWR5 

P 

185 

IOD[16] 

B 

186 

CPU_DAT[32] 

B 

187 

CPU_DAT[33] 

B 

188 

GND 

P 

189 

MEM_DAT[64] 

B 

190 

MEM_DAT[65] 

B 

191 

MEM_DAT[66] 

B 

192 

MEM_DAT[67] 

B 

193 

PWR5 

P 

194 

IOD[17] 

B 

195 

CPU_DAT[34] 

B 

196 

CPU_DAT[35] 

B 


PIN 

SIGNAL 

USE 

197 

GND 

P 

198 

MEM_DAT[68] 

B 

199 

MEM_DAT[69] 

B 

200 

MEM_DAT[70] 

B 

201 

MEM_DAT[71] 

B 

202 

PWR5 

P 

203 

SCAN_IN 

1 

204 

SPARE1_OR_COUNT_OUT 

0 

205 

SPARE2 

1 

206 

SPARE3 

1 

207 

SPARE4 

1 

208 

GND 

P 
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Table 6-11 D^HN OUT-Sotted 
Alphabetically 


PIN 

SIGNAL 

USE 

PIN 

SIGNAL 

USE 

103 

CMC[0] 

1 

44 

GND 

P 

102 

CMC[1] 

1 

5 

GND 

P 

101 

CMC[2] 

1 

53 

GND 

P 

100 

CMC[3] 

1 

62 

GND 

P 

99 

CMC[4] 

1 

71 

GND 

P 

116 

CMC[5] 

1 

80 

GND 

P 

117 

CMC[6] 

1 

89 

GND 

P 

118 

CMC[7] 

1 

98 

GND 

P 

119 

CMC[8] 

1 

45 

IOC[0] 

1 

49 

CONFIG[0] 

1 

43 

IOC[1] 

1 

50 

CONFIG[1] 

1 

42 

IOC[2] 

1 

3 

CPU_DAT[0] 

B 

41 

IOC[3] 

1 

64 

CPU_DAT[10] 

B 

40 

IOC[4] 

1 

65 

CPU_DAT[11] 

B 

39 

IOC[5] 

1 

73 

CPU_DAT[12] 

B 

38 

IOC[6] 

1 

74 

CPU_DAT[13] 

B 

2 

IOD[0] 

B 

82 

CPU_DAT[14] 

B 

137 

IOD[10] 

B 

83 

CPU_DAT[15] 

B 

146 

IOD[11] 

B 

91 

CPU_DAT[16] 

B 

155 

IOD[12] 

B 

92 

CPU_DAT[17] 

B 

158 

IOD[13] 

B 

127 

CPU_DAT[18] 

B 

167 

IOD[14] 

B 

126 

CPU_DAT[19] 

B 

176 

IOD[15] 

B 

4 

CPU_DAT[1] 

B 

185 

IOD[16] 

B 

136 

CPU_DAT[20] 

B 

194 

IOD[17] 

B 

135 

CPU_DAT[21] 

B 

11 

IOD[1] 

B 

145 

CPU_DAT[22] 

B 

20 

IOD[2] 

B 

144 

CPU_DAT[23] 

B 

29 

IOD[3] 

B 

154 

CPU_DAT[24] 

B 

54 

IOD[4] 

B 

153 

CPU_DAT[25] 

B 

63 

IOD[5] 

B 

159 

CPU_DAT[26] 

B 

72 

IOD[6] 

B 

160 

CPU_DAT[27] 

B 

81 

IOD[7] 

B 

168 

CPU_DAT[28] 

B 

90 

IOD[8] 

B 

169 

CPU_DAT[29] 

B 

128 

IOD[9] 

B 

12 

CPU_DAT[2] 

B 

6 

MEM_DAT[0] 

B 

177 

CPU_DAT[30] 

B 

26 

MEM_DAT[10] 

B 

178 

CPU_DAT[31] 

B 

27 

MEM_DAT[11] 

B 

186 

CPU_DAT[32] 

B 

33 

MEM_DAT[12] 

B 

187 

CPU_DAT[33] 

B 

34 

MEM_DAT[13] 

B 

195 

CPU_DAT[34] 

B 

35 

MEM_DAT[14] 

B 

196 

CPU_DAT[35] 

B 

36 

MEM_DAT[15] 

B 

13 

CPU_DAT[3] 

B 

58 

MEM_DAT[16] 

B 

21 

CPU_DAT[4] 

B 

59 

MEM_DAT[17] 

B 

22 

CPU_DAT[5] 

B 

60 

MEM_DAT[18] 

B 

30 

CPU_DAT[6] 

B 

61 

MEM_DAT[19] 

B 

31 

CPU_DAT[7] 

B 

7 

MEM_DAT[1] 

B 

55 

CPU_DAT[8] 

B 

67 

MEM_DAT[20] 

B 

56 

CPU_DAT[9] 

B 

68 

MEM_DAT[21] 

B 

106 

GND 

P 

69 

MEM_DAT[22] 

B 

111 

GND 

P 

70 

MEM_DAT[23] 

B 

120 

GND 

P 

76 

MEM_DAT[24] 

B 

129 

GND 

P 

77 

MEM_DAT[25] 

B 

138 

GND 

P 

78 

MEM_DAT[26] 

B 

14 

GND 

P 

79 

MEM_DAT[27] 

B 

147 

GND 

P 

85 

MEM_DAT[28] 

B 

152 

GND 

P 

86 

MEM_DAT[29] 

B 

161 

GND 

P 

8 

MEM_DAT[2] 

B 

170 

GND 

P 

87 

MEM_DAT[30] 

B 

179 

GND 

P 

88 

MEM_DAT[31] 

B 

188 

GND 

P 

94 

MEM_DAT[32] 

B 

197 

GND 

P 

95 

MEM_DAT[33] 

B 

208 

GND 

P 

96 

MEM_DAT[34] 

B 

23 

GND 

P 

97 

MEM_DAT[35] 

B 

32 

GND 

P 

124 

MEM_DAT[36] 

B 
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PIN 

SIGNAL 

USE 

PIN 

123 

MEM_DAT[37] 

B 

113 

122 

MEM_DAT[38] 

B 

107 

121 

MEM_DAT[39] 

B 

112 

9 

MEM_DAT[3] 

B 

110 

133 

MEM_DAT[40] 

B 

1 

132 

MEM_DAT[41] 

B 

10 

131 

MEM_DAT[42] 

B 

104 

130 

MEM_DAT[43] 

B 

108 

142 

MEM_DAT[44] 

B 

114 

141 

MEM_DAT[45] 

B 

125 

140 

MEM_DAT[46] 

B 

134 

139 

MEM_DAT[47] 

B 

143 

151 

MEM_DAT[48] 

B 

156 

150 

MEM_DAT[49] 

B 

157 

15 

MEM_DAT[4] 

B 

166 

149 

MEM_DAT[50] 

B 

175 

148 

MEM_DAT[51] 

B 

184 

162 

MEM_DAT[52] 

B 

19 

163 

MEM_DAT[53] 

B 

193 

164 

MEM_DAT[54] 

B 

202 

165 

MEM_DAT[55] 

B 

28 

171 

MEM_DAT[56] 

B 

37 

172 

MEM_DAT[57] 

B 

52 

173 

MEM_DAT[58] 

B 

57 

174 

MEM_DAT[59] 

B 

66 

16 

MEM_DAT[5] 

B 

75 

180 

MEM_DAT[60] 

B 

84 

181 

MEM_DAT[61] 

B 

93 

182 

MEM_DAT[62] 

B 

115 

183 

MEM_DAT[63] 

B 

203 

189 

MEM_DAT[64] 

B 

204 

190 

MEM_DAT[65] 

B 

205 

191 

MEM_DAT[66] 

B 

206 

192 

MEM_DAT[67] 

B 

207 

198 

MEM_DAT[68] 

B 

47 

199 

MEM_DAT[69] 

B 

48 

17 

MEM_DAT[6] 

B 

51 

200 

MEM_DAT[70] 

B 


201 

MEM_DAT[71] 

B 


18 

MEM_DAT[7] 

B 


24 

MEM_DAT[8] 

B 


25 

MEM_DAT[9] 

B 


46 

MEM_EN 

1 


109 

PLL_AGND 

1 


105 

PLL_CLK 

1 



SIGNAL USE 

PLL_LP1 I 

PLL_LP2 I 

PLL_VDD I 

PLL_VSS I 

PWR5 
PWR5 
PWR5 
PWR5 
PWR5 
PWR5 
PWR5 
PWR5 
PWR5 
PWR5 
PWR5 
PWR5 
PWR5 
PWR5 
PWR5 
PWR5 
PWR5 
PWR5 
PWR5 
PWR5 
PWR5 
PWR5 
PWR5 

PWR5 P 

RESET_L I 

SCAN_IN I 

SPARE1_0R_C0UNT_0UT O 
SPARE2 I 

SPARES I 

SPARE4 I 

TEST_MODE[0] I 

TEST_MODE[1] I 

TEST_OR_SCAN_OUT O 
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GRU ASIC 


The GRU ASIC is a single support chip that implements miscellaneous system functions 
that normally require additional system board parts. These functions include Flash ROM 
control, gathering of presence detect bits (PD bits) from memory, gathering/masking of in¬ 
terrupt bits from the CIA and I/O subsystem, assertion of the system clock divisor to the 
EV5, and creation of the system reset pulse from the DC_OK signal. 


1able 6-12 GRUFeatuies 


Fealuie 

GRU ASIC 

Vendor 

LSI Logic 

Technology 

LSI lOOK CMOS 

Package type 

144 Pin POFP 

Number of I/O pins 

88 

Gate Count 

6K gates 

Supply Voltage 

5V 

Clocking Scheme 

Single ended input; internal PLL circuit 

External Clock cycle time 

30ns 

Internal Clock cycle time 

15/30 ns 

Chips per AlphaStation 600 system 

1 


Figute 6-7 GRU Pinout- Ibp View 
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Table 6-13 GRU HN OUT-Sorted by Pin 
Number 


PIN 

1 

2 

3 

4 

5 

6 

7 

8 

9 

10 
11 
12 

13 

14 

15 

16 

17 

18 

19 

20 
21 
22 

23 

24 

25 

26 

27 

28 

29 

30 

31 

32 

33 

34 

35 

36 

37 

38 

39 

40 

41 

42 

43 

44 

45 

46 

47 

48 

49 

50 

51 

52 

53 

54 

55 

56 

57 

58 

59 

60 
61 
62 
63 


SIGNAL USE 

PWR5 P 

FROM_ADDR[0] O 

FROM_ADDR[1] O 

FROM_ADDR[2] O 

FROM_ADDR[3] O 

FROM_ADDR[4] O 

FROM_ADDR[5] O 

GND P 

PWR5 P 

FROM_ADDR[6] O 

FROM_ADDR[7] O 

FROM_ADDR[8] O 

FROM_ADDR[9] O 

FROM_ADDR[10] O 

FROM_ADDR[11] O 

PWR5 P 

GND P 

GND P 

GND P 

FROM_ADDR[12] O 

FROM_ADDR[13] O 

FROM_ADDR[14] O 

FROM_ADDR[15] O 

FROM_ADDR[16] O 

FROM_ADDR[17] O 

PWR5 P 

GND P 

SYS_RST_L O 


TEST_OUT_OR_COUNT_OUT O 
CIA_INT I 

CIA_ERROR I 


SCAN_IN I 

GRU_ACK O 

GRU_SEL I 

IOD[0] B 

PWR5 P 

PWR5 P 

GND P 

IOD[1] B 

IOD[2] B 

IOD[3] B 

IOD[4] B 

IOD[5] B 

IOD[6] B 

IOD[7] B 


INT[0] 

INT[1] 

INT[2] 

INT[3] 

INT[4] 

INT[5] 

INT[6] 


GND P 

PLL_CLK I 

GND P 

PWR5 P 


INT[7] 

INT[8] 

INT[9] 

INT[10] 

INT[11] 

INT[12] 

INT[13] 


PIN 

SIGNAL 

64 

GND 

65 

INT[14] 

66 

1NT[15] 

67 

INT[16] 

68 

INT[17] 

69 

INT[18] 

70 

1NT[19] 

71 

INT[20] 

72 

PWR5 

73 

PWR5 

74 

PLL_LP2 

75 

PLL_AGND 

76 

PLL_VSS 

77 

PLL_VDD 

78 

PLL_LP1 

79 

INT[21] 

80 

INT[22] 

81 

INT[23] 

82 

INT[24] 

83 

INT[25] 

84 

INT[26] 

85 

INT[27] 

86 

1NT[28] 

87 

INT[29] 

88 

INT[30] 

89 

INT[31] 

90 

GND 

91 

GND 

92 

GND 

93 

PWR5 

94 

TOY 

95 

IRQ[0] 

96 

IRQ[1] 

97 

IRQ[2] 

98 

IRQ[3] 

99 

NMl 

100 

GND 

101 

PWR5 

102 

GRU_DATA[0] 

103 

GRU_DATA[1] 

104 

GRU_DATA[2] 

105 

GRU_DATA[3] 

106 

GRU_DATA[4] 

107 

GRU_DATA[5] 

108 

PWR5 

109 

PWR5 

110 

GRU_DATA[6] 

111 

GRU_DATA[7] 

112 

PD_CACHE[0] 

113 

PD_CACHE[1] 

114 

PD_CACHE[2] 

115 

PD_CACHE[3] 

116 

PD_CACHE[4] 

117 

PWR5 

118 

GND 

119 

PD_MEM[0] 

120 

PD_MEM[1] 

121 

DC_OK_L 

122 

TEST_MODE[0] 

123 

TEST_MODE[1] 

124 

OCP_RESET_L 

125 

PWR5 

126 

GND 

127 

GND 


USE 

P 
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PIN 

SIGNAL 

USE 

PIN 

SIGNAL 

USE 

128 

GND 

P 




129 

USERJNT 

1 

55 

GND 

P 

130 

CLK_DIV[3] 

1 

64 

GND 

P 

131 

CLK_DIV[2] 

1 

8 

GND 

P 

132 

CLK_DIV[1] 

1 

90 

GND 

P 

133 

CLK_DIV[0] 1 


91 

GND 

P 

134 

FROM_CE3_L 

0 

92 

GND 

P 

135 

FROM_CE2_L 

0 

33 

GRU_ACK 

0 

136 

PWR5 

P 

102 

GRU_DATA[0] 

B 

137 

GND 

P 

103 

GRU_DATA[1] 

B 

138 

FROM_CE1_L 

0 

104 

GRU_DATA[2] 

B 

139 

FROM_CEO_L 

0 

105 

GRU_DATA[3] 

B 

140 

FROM_WE_L 

0 

106 

GRU_DATA[4] 

B 

141 

FROM_OE_L 

0 

107 

GRU_DATA[5] 

B 

142 

SCAN_OUT 

0 

110 

GRU_DATA[6] 

B 

143 

SYS_MCHK 

0 

111 

GRU_DATA[7] 

B 

144 

PWR5 

p 

34 

GRU_SEL 

1 




46 

INT[0] 

1 




60 

INT[10] 

1 

Table 6-14 

GRU PIN&Soited 


61 

INT[11] 

1 


Alphabetically 


62 

63 

INT[12] 

1NT[13] 

1 

1 




65 

1NT[14] 

1 

PIN 

SIGNAL 

USE 

66 

INT[15] 

1 

31 

CIA_ERROR 

1 

67 

INT[16] 

1 

30 

CIA_INT 

1 

68 

INT[17] 

1 

133 

CLK_DIV[0] 

1 

69 

INT[18] 

1 

132 

CLK_DIV[1] 

1 

70 

INT[19] 

1 

131 

CLK_DIV[2] 

1 

47 

INT[1] 

1 

130 

CLK_DIV[3] 

1 

71 

INT[20] 

1 

121 

DC_OK_L 

1 

79 

INT[21] 

1 

2 

FROM_ADDR[0] 

0 

80 

INT[22] 

1 

14 

FROM_ADDR[10] 

0 

81 

INT[23] 

1 

15 

FROM_ADDR[11] 

0 

82 

INT[24] 

1 

20 

FROM_ADDR[12] 

0 

83 

INT[25] 

1 

21 

FROM_ADDR[13] 

0 

84 

1NT[26] 

1 

22 

FROM_ADDR[14] 

0 

85 

INT[27] 

1 

23 

FROM_ADDR[15] 

0 

86 

INT[28] 

1 

24 

FROM_ADDR[16] 

0 

87 

INT[29] 

1 

25 

FROM_ADDR[17] 

0 

48 

INT[2] 

1 

3 

FROM_ADDR[1] 

0 

88 

INT[30] 

1 

4 

FROM_ADDR[2] 

0 

89 

INT[31] 

1 

5 

FROM_ADDR[3] 

0 

49 

INT[3] 

1 

6 

FROM_ADDR[4] 

0 

50 

INT[4] 

1 

7 

FROM_ADDR[5] 

0 

51 

1NT[5] 

1 

10 

FROM_ADDR[6] 

0 

52 

INT[6] 

1 

11 

FROM_ADDR[7] 

0 

57 

1NT[7] 

1 

12 

FROM_ADDR[8] 

0 

58 

INT[8] 

1 

13 

FROM_ADDR[9] 

0 

59 

INT[9] 

1 

139 

FROM_CEO_L 

0 

35 

IOD[0] 

B 

138 

FROM_CE1_L 

0 

39 

IOD[1] 

B 

135 

FROM_CE2_L 

0 

40 

IOD[2] 

B 

134 

FROM_CE3_L 

0 

41 

10D[3] 

B 

141 

FROM_OE_L 

0 

42 

10D[4] 

B 

140 

FROM_WE_L 

0 

43 

IOD[5] 

B 

100 

GND 

p 

44 

IOD[6] 

B 

118 

GND 

p 

45 

IOD[7] 

B 

126 

GND 

p 

95 

IRQ[0] 

0 

127 

GND 

p 

96 

IRQ[1] 

0 

128 

GND 

p 

97 

IRQ[2] 

0 

137 

GND 

p 

98 

IRQ[3] 

0 

17 

GND 

p 

99 

NMI 

1 

18 

GND 

p 

124 

OCP_RESET_L 

1 

19 

GND 

p 

112 

PD_CACHE[0] 

1 

27 

GND 

p 

113 

PD_CACHE[1] 

1 

8 

GND 

p 

114 

PD_CACHE[2] 

1 

53 

GND 

p 

115 

PD_CACHE[3] 

1 
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PIN 

SIGNAL 

USE 

PIN 

SIGNAL 

USE 

116 

PD_CACHE[4] 

1 

37 

PWR5 

P 

119 

PD_MEM[0] 

1 

56 

PWR5 

P 

120 

PD_MEM[1] 

1 

72 

PWR5 

P 

75 

PLL_AGND 

1 

73 

PWR5 

P 

54 

PLL_CLK 

1 

9 

PWR5 

P 

78 

PLL_LP1 

1 

93 

PWR5 

P 

74 

PLL_LP2 

1 

32 

SCAN_IN 

1 

77 

PLL_VDD 

1 

142 

SCAN_OUT 

0 

76 

PLL_VSS 

1 

143 

SYS_MCHK 

0 

1 

PWR5 

P 

28 

SYS_RST_L 

0 

101 

PWR5 

P 

122 

TEST_MODE[0] 

1 

108 

PWR5 

P 

123 

TEST_MODE[1] 

1 

109 

PWR5 

P 

29 

TEST_OUT_OR_ 

COUNT_OUT 0 

117 

PWR5 

P 

94 

TOY 

1 

125 

PWR5 

P 

129 

USERJNT 

1 

136 

PWR5 

P 




144 

PWR5 

P 




16 

PWR5 

P 




26 

PWR5 

P 




36 

PWR5 

P 
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CIA ASIC 


The CIA is the control ASIC for the AlphaStation 600 System; it controls PCI, Cache, and 
Memory transactions. The CIA also controls the data switch (DSW) and support chip 
(GRU) operations. Table 6-15 summarizes CIA features: 


1able6-l5 CIA Features 


Featuie 

CIA ASIC 

Vendor 

LSI Logic 

Technology 

LSI BOOK CMOS 

Package type 

383 Pin Ceramic PGA 

Number of I/O pins 

292 

Gate Count 

105K gates 

Supply Voltage 

5V 

Clocking Scheme 

Single ended input; internal PLL circuit 

External Clock cycle time 

30ns 

Internal Clock cycle time 

15/30 ns 

Chips per AlphaStation 600 

System 

1 
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Figure 6-8 CIA Pinout- Ibp View 
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Table 6-16 

CIAHNOUT- 

Number 

Sorted by Pin 

PIN 

SIGNAL 

USE 

A10 

GND 

P 

All 

PWR5 

P 

A12 

GND 

P 

A13 

PWR5 

P 

A14 

GND 

P 

A15 

PWR5 

P 

A16 

GND 

P 

A17 

GND 

P 

A18 

GND 

P 

A19 

PWR5 

P 

A2 

GND 

P 

A20 

GND 

P 

A21 

GND 

P 

A22 

PWR5 

P 

A3 

PWR5 

P 

A4 

GND 

P 

A5 

GND 

P 

A6 

GND 

P 

A7 

PWR5 

P 

A8 

GND 

P 

A9 

PWR5 

P 

AAl 

PWR5 

P 

AAIO 

AD[15] 

B 

AAll 

AD[14] 

B 

AA12 

AD[13] 

B 

AA13 

AD[12] 

B 

AA14 

AD[10] 

B 

AA15 

AD [39] 

B 

AA16 

AD [38] 

B 

AA17 

AD[35] 

B 

AA18 

AD[33] 

B 

AA19 

CBE L[0] 

B 

AA2 

AD[29] 

B 

AA20 

CBE_L[1] 

B 

AA21 

PERR_L 

B 

AA22 

GND 

P 

AA3 

AD[28] 

B 

AA4 

AD[26] 

B 

AA5 

AD[55] 

B 

AA6 

AD[53] 

B 

AA7 

AD[51] 

B 

AA8 

AD[18] 

B 

AA9 

AD [48] 

B 

ABl 

PWR5 

P 

ABIO 

PWR5 

P 

ABll 

PWR5 

P 

AB12 

GND 

P 

AB13 

GND 

P 

AB14 

PWR5 

P 

AB15 

GND 

P 

AB16 

PWR5 

P 

AB17 

GND 

P 

AB18 

GND 

P 

AB19 

GND 

P 

AB2 

GND 

P 

AB20 

PWR5 

P 

AB21 

GND 

P 

AB22 

PWR5 

P 

AB3 

GND 

P 

AB4 

PWR5 

P 

AB5 

GND 

P 

AB6 

PWR5 

P 

AB7 

GND 

P 

ABB 

PWR5 

P 

AB9 

GND 

P 


PIN 

SIGNAL 

USE 

B1 

GND 

P 

BIO 

IOD[0] 

B 

Bll 

RES[1] 

1 

B12 

IOC[5] 

0 

B13 

IOC[3] 

0 

B14 

CMC[8] 

0 

B15 

CMC[3] 

0 

B16 

CMC[1] 

0 

B17 

VICTIIV|_PENDING 

1 

B18 

CMD[0] 

B 

B19 

ADDR[32] 

B 

B2 

PWR5 

P 

B20 

IDLE_BC 

0 

B21 

CACK 

0 

B22 

PWR5 

P 

B3 

PEL LPl 

1 

B4 

IOD[22] 

B 

B5 

IOD[17] 

B 

B6 

IOD[13] 

B 

B7 

IOD[9] 

B 

B8 

IOD[6] 

B 

B9 

IOD[3] 

B 

Cl 

PWR5 

P 

CIO 

IOD[l] 

B 

Cll 

IOC[6] 

0 

C12 

IOC[4] 

0 

C13 

IOC[l] 

0 

C14 

CMC[5] 

0 

C15 

CMC[2] 

0 

C16 

INT4 VALID[1] 

1 

C17 

CMD[2] 

B 

CIS 

ADDR[34] 

B 

C19 

FILL 

0 

C2 

lOD E[3] 

B 

C20 

SET SEL[2] 

0 

C21 

SET_SEL[4] 

0 

C22 

GND 

P 

C3 

lOD E[l] 

B 

C4 

AUX VDD 

P 

C5 

IOD[20] 

B 

C6 

IOD[15] 

B 

C7 

IOD[ll] 

B 

C8 

IOD[7] 

B 

C9 

IOD[5] 

B 

D1 

GND 

P 

DIO 

RES[0] 

1 

Dll 

TEST MODE[l] 

1 

D12 

IOC[2] 

0 

D13 

CMC[7] 

0 

D14 

CMC[0] 

0 

D15 

INT4 VALID[3] 

1 

D16 

CMD[3] 

B 

D17 

ADDR39 

B 

D18 

ADDR_BUS_REQ 

B 

D19 

GND 

P 

D2 

IOD[35] 

B 

D20 

SET SEL[5] 

0 

D21 

SET_SEL[8] 

0 

D22 

PWR5 

P 

D3 

IOD[32] 

B 

D4 

PLL_VSS 

1 

D5 

AUX VSS 

P 

D6 

IOD[19] 

B 

D7 

IOD[14] 

B 

D8 

IOD[12] 

B 
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PIN 

SIGNAL 

USE 

PIN 

SIGNAL 

D9 

I0D[8] 

B 

H4 

I0DI41] 

El 

PWR5 

P 

H5 

IODI39] 

ElO 

I0D[2] 

B 

H6 

IODI36] 

Ell 

TEST MODE[0] 

1 

J 1 

GND 

E12 

IOC[0] 

0 

J 17 

SET SELI14] 

E13 

CMC[4] 

0 

J18 

RASIO] 

E14 

INT4_VALID[0] 

1 

J19 

RAS[2] 

E15 

ADDR CMD PAR 

B 

J2 

I0DIS4] 

E16 

ADDR[31] 

B 

J 20 

MEM_ADDR[0] 

E17 

TEST_OR_SCAN_OUT 

0 

J21 

MEM_ADDR[2] 

E18 

SPARES 

1 

J 22 

GND 

E19 

SET_SEL[6] 

0 

J3 

I0DIS2] 

E2 

IOD[40] 

B 

J4 

IODI49] 

E20 

SET SEL[10] 

0 

J5 

IODI47] 

E21 

SET_SEL[13] 

0 

J6 

I0DI4S] 

E22 

GND 

P 

K1 

GND 

E3 

IOD[37] 

B 

K17 

MEM ADDRIl] 

E4 

IOD[33] 

B 

K18 

MEM_ADDR[3] 

E5 

PLL_VDD 

P 

K19 

MEM ADDRI6] 

E6 

PEL AGND 

0 

K2 

I0DIS7] 

E7 

I0D[21] 

B 

K20 

MEM_ADDR[4] 

E8 

I0D[18] 

B 

K21 

MEM_ADDR[S] 

E9 

IOD[10] 

B 

K22 

PWRS 

FI 

GND 

P 

K3 

I0DIS6] 

FIO 

I0D[4] 

B 

K4 

I0DIS8] 

Fll 

PEL CLK 

1 

K5 

lODISS] 

F12 

CMC[6] 

0 

K6 

I0DIS3] 

F13 

INT4_VALID[2] 

1 

El 

PWRS 

F14 

CMDIl] 

B 

L17 

INT 

F15 

ADDR[33] 

B 

L18 

SYS_RST_L 

F16 

DACK 

0 

L19 

SCAN IN 

F17 

SET SEL[0] 

0 

L2 

I0DIS9] 

F18 

SET_SEL[3] 

0 

L20 

MEM_ADDR[8] 

F19 

SET_SEL[11] 

0 

L21 

MEM ADDRI7] 

F2 

IOD[44] 

B 

L22 

PWRS 

F20 

SET SEL[15] 

0 

L3 

IODI60] 

F21 

CAS[1] 

0 

L4 

SPARE4 

F22 

GND 

P 

L5 

GRU SEE 

F3 

IOD[42] 

B 

L6 

GRU_ACK 

F4 

IOD[38] 

B 

Ml 

GND 

F5 

lOD E[0] 

B 

M17 

FILL ERROR 

F6 

I0D[31] 

B 

M18 

MEM_WE_L[1] 

F7 

PEL LP2 

P 

M19 

MEM ADDRI12] 

F8 

IOD[23] 

B 

M2 

I0DI61] 

F9 

I0D[16] 

B 

M20 

MEM_ADDR[10] 

G1 

GND 

P 

M21 

MEM_ADDR[9] 

G17 

SET SEL[1] 

0 

M22 

GND 

G18 

SET SEL[9] 

0 

M3 

IODI62] 

G19 

CASIO] 

0 

M4 

IODI30] 

G2 

IODI48] 

B 

MS 

lOD E[4] 

G20 

CAS[3] 

0 

M6 

I0D_E[6] 

G21 

RASIl] 

0 

N1 

PWRS 

G22 

GND 

P 

N17 

ADDRI8] 

G3 

IODI46] 

B 

N18 

ADDRI4] 

G4 

IODI43] 

B 

N19 

TAG DIRTY 

G5 

IODI34] 

B 

N2 

IODI63] 

G6 

I0D_E[2] 

B 

N20 

MEM_WE_L[0] 

HI 

PWR5 

P 

N21 

MEM_ADDR[11] 

H17 

SET SEL[7] 

0 

N22 

GND 

H18 

SET SELI12] 

0 

N3 

lOD E[S] 

H19 

CAS[2] 

0 

N4 

IODI24] 

H2 

I0DI51] 

B 

NS 

IODI29] 

H20 

RAS[3] 

0 

N6 

IODI27] 

H21 

|V1EM_EN 

0 

PI 

GND 

H22 

PWR5 

P 

P17 

ADDRI16] 

H3 

IODI50] 

B 

P18 

ADDRI12] 


USE 

B 
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PIN 

SIGNAL 

USE 

PIN 

SIGNAL 

P19 

ADDR[10] 

B 

V2 

PAR64 

P2 

lOD E[7] 

B 

V20 

ADDR[20] 

P20 

FILLJD 

B 

V21 

ADDR[17] 

P21 

TAG_CTL_PAR 

0 

V22 

PWR5 

P22 

PWR5 

P 

V3 

CBE_L[6] 

P3 

IOD[25] 

B 

V4 

RE064 L 

P4 

IOD[26] 

B 

V5 

SPARE6 

P5 

ERROR 

0 

V6 

AD[61] 

P6 

REO_L 

0 

V7 

AD[58] 

R1 

PWR5 

P 

V8 

AD[24] 

R17 

ADDR[21] 

B 

V9 

AD[20] 

R18 

ADDR[18] 

B 

W1 

PWR5 

R19 

ADDR[9] 

B 

WIO 

AD[46] 

R2 

SPARE3 

1 

Wll 

TRDY L 

R20 

ADDR[6] 

B 

W12 

AD[9] 

R21 

ADDR[5] 

B 

W13 

AD[41] 

R22 

GND 

P 

W14 

AD[5] 

R3 

SPARE2 

1 

W15 

AD[37] 

R4 

MEM_ACK_L 

0 

W16 

AD[3] 

R5 

PAR 

B 

W17 

AD[32] 

R6 

COUNT_OUT 

0 

W18 

CBE L[3] 

T1 

GND 

P 

W19 

GND 

T17 

ADDR[27] 

B 

W2 

CBE L[4] 

T18 

ADDR[23] 

B 

W20 

ADDR[25] 

T19 

ADDR[14] 

B 

W21 

ADDR[22] 

T2 

IOD[28] 

B 

W22 

GND 

T20 

ADDR[11] 

B 

W3 

SERR L 

T21 

ADDR[7] 

B 

W4 

GND 

T22 

PWR5 

P 

W5 

AD[27] 

T3 

SPARE7 

1 

W6 

AD[56] 

T4 

MEM REQ L 

1 

W7 

AD[22] 

T5 

CBE L[5] 

B 

W8 

AD[23] 

T6 

AD[62] 

B 

W9 

AD[19] 

U1 

GND 

P 

Y1 

GND 

UlO 

AD[17] 

B 

YIO 

AD[47] 

Ull 

SPARE 1 

1 

Yll 

AD[45] 

U12 

AD[42] 

B 

Y12 

AD[44] 

U13 

AD[6] 

B 

Y13 

AD[11] 

U14 

AD[2] 

B 

Y14 

AD[40] 

U15 

LOCK_L 

1 

Y15 

AD[7] 

U16 

RST L 

0 

Y16 

AD[36] 

U17 

ADDRI30] 

B 

Y17 

AD[34] 

U18 

ADDR[29] 

B 

Y18 

AD[0] 

U19 

ADDR[19 

B 

Y19 

STOP L 

U2 

MEM_CS_L 

1 

Y2 

AD[63] 

U20 

ADDR[15] 

B 

Y20 

ADDR[28] 

U21 

ADDR[13] 

B 

Y21 

CBE L[2] 

U22 

GND 

P 

Y22 

PWR5 

U3 

GNT_L 

1 

Y3 

AD[31] 

U4 

CBE L[7] 

B 

Y4 

AD[59] 

U5 

ACK64 L 

B 

Y5 

AD[25] 

U6 

AD [30] 

B 

Y6 

AD[54] 

U7 

AD [60] 

B 

Y7 

AD[52] 

U8 

AD[57] 

B 

Y8 

AD[50] 

U9 

AD[21] 

B 

Y9 

AD[49] 

VI 

GND 

P 



VIO 

AD[16] 

B 



Vll 

IRDY_L 

B 



V12 

AD [43] 

B 



V13 

AD[8] 

B 



V14 

AD[4] 

B 



V15 

AD[1] 

B 



V16 

ADDR[26] 

B 



V17 

DEVSEL_L 

B 



V18 

FRAME L 

B 



V19 

ADDR[24] 

B 
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Table 6-17 CIA PIN OUT- Sorted 
Alphabetically 


PIN 

SIGNAL 

USE 

PIN 

SIGNAL 

USE 

U5 

ACK64_L 

B 

AA17 

AD[35] 

B 

D17 

ADDR39 

B 

Y16 

AD [36] 

B 

P19 

ADDRIlO] 

B 

W15 

AD[37] 

B 

T20 

ADDRIll] 

B 

AA16 

AD[38] 

B 

P18 

ADDR[12] 

B 

AA15 

AD [39] 

B 

U21 

ADDR[13] 

B 

W16 

AD[3] 

B 

T19 

ADDR[14] 

B 

Y14 

AD [40] 

B 

U20 

ADDR[15] 

B 

W13 

AD[41] 

B 

P17 

ADDR[16] 

B 

U12 

AD[42] 

B 

V21 

ADDR[17] 

B 

V12 

AD [43] 

B 

R18 

ADDR[18] 

B 

Y12 

AD [44] 

B 

U19 

ADDR[19 

B 

Yll 

AD[45] 

B 

V20 

ADDR[20] 

B 

WIO 

AD [46] 

B 

R17 

ADDR[21] 

B 

YIO 

AD[47] 

B 

W21 

ADDR[22] 

B 

AA9 

AD [48] 

B 

T18 

ADDR[23] 

B 

Y9 

AD [49] 

B 

V19 

ADDR[24] 

B 

V14 

AD[4] 

B 

W20 

ADDR[25] 

B 

Y8 

AD[50] 

B 

V16 

ADDR[26] 

B 

AA7 

AD[51] 

B 

T17 

ADDR[27] 

B 

Y7 

AD[52] 

B 

Y20 

ADDR[28] 

B 

AA6 

AD[53] 

B 

U18 

ADDR[29] 

B 

Y6 

AD[54] 

B 

U17 

ADDR[30] 

B 

AA5 

AD[55] 

B 

E16 

ADDR[31] 

B 

W6 

AD[56] 

B 

B19 

ADDR[32] 

B 

U8 

AD[57] 

B 

F15 

ADDRI33] 

B 

V7 

AD[58] 

B 

C18 

ADDR[34] 

B 

Y4 

AD[59] 

B 

N18 

ADDR[4] 

B 

W14 

AD[5] 

B 

R21 

ADDR[5] 

B 

U7 

AD [60] 

B 

R20 

ADDR[6] 

B 

V6 

AD[61] 

B 

T21 

ADDR[7] 

B 

T6 

AD[62] 

B 

N17 

ADDR[8] 

B 

Y2 

AD [63] 

B 

R19 

ADDR[9] 

B 

U13 

AD[6] 

B 

D18 

ADDR_BUS_REQ 

B 

Y15 

AD[7] 

B 

E15 

ADDR CMD PAR 

B 

V13 

AD[8] 

B 

Y18 

AD[0] 

B 

W12 

AD[9] 

B 

AA14 

AD[10] 

B 

C4 

AUX VDD 

P 

Y13 

AD[11] 

B 

D5 

AUX_VSS 

P 

AA13 

AD[12] 

B 

B21 

CACK 

0 

AA12 

AD[13] 

B 

G19 

CAS[0] 

0 

AAll 

AD[14] 

B 

F21 

CAS[1] 

0 

AAIO 

AD[15] 

B 

H19 

CAS[2] 

0 

VIO 

AD[16] 

B 

G20 

CAS[3] 

0 

UlO 

AD[17] 

B 

AA19 

CBE_L[0] 

B 

AA8 

AD[18] 

B 

AA20 

CBE L[l] 

B 

W9 

AD[19] 

B 

Y21 

CBE L[2] 

B 

V15 

AD[1] 

B 

W18 

CBE_L[3] 

B 

V9 

AD[20] 

B 

W2 

CBE_L[4] 

B 

U9 

AD[21] 

B 

T5 

CBE L[5] 

B 

W7 

AD[22] 

B 

V3 

CBE L[6] 

B 

W8 

AD[23] 

B 

U4 

CBE L[7] 

B 

V8 

AD[24] 

B 

D14 

CMC[0] 

0 

Y5 

AD[25] 

B 

B16 

CMC[1] 

0 

AA4 

AD[26] 

B 

C15 

CMC[2] 

0 

W5 

AD[27] 

B 

B15 

CMC[3] 

0 

AA3 

AD[28] 

B 

E13 

CMC[4] 

0 

AA2 

AD[29] 

B 

C14 

CIVIC[5] 

0 

U14 

AD[2] 

B 

F12 

CMC[6] 

0 

U6 

AD[30] 

B 

D13 

CMC[7] 

0 

Y3 

AD[31] 

B 

B14 

CMC[8] 

0 

W17 

AD[32] 

B 

B18 

CMD[0] 

B 

AA18 

AD[33] 

B 

F14 

CMD[1] 

B 

Y17 

AD [34] 

B 

C17 

CMD[2] 

B 
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PIN 

SIGNAL 

USE 

PIN 

SIGNAL 

USE 

D16 

CMD[3] 

B 

F13 

INT4_VALID[2] 

1 

R6 

COUNT_OUT 

0 

D15 

INT4 VALID[3] 

1 

F16 

DACK 

0 

E12 

IOC[0] 

0 

V17 

DEVSEL_L 

B 

C13 

IOC[l] 

0 

P5 

ERROR 

0 

D12 

IOC[2] 

0 

C19 

FILL 

0 

B13 

IOC[3] 

0 

Ml? 

FILL_ERROR 

0 

C12 

IOC[4] 

0 

P20 

FILLJD 

B 

B12 

IOC[5] 

0 

V18 

FRAME L 

B 

Cll 

IOC[6] 

0 

A10 

GND 

P 

BIO 

IOD[0] 

B 

A12 

GND 

P 

E9 

IOD[10] 

B 

A14 

GND 

P 

C7 

IOD[ll] 

B 

A16 

GND 

P 

D8 

IOD[12] 

B 

A17 

GND 

P 

B6 

IOD[13] 

B 

A18 

GND 

P 

D7 

IOD[14] 

B 

A2 

GND 

P 

C6 

IOD[15] 

B 

A20 

GND 

P 

F9 

IOD[16] 

B 

A21 

GND 

P 

B5 

IOD[17] 

B 

A4 

GND 

P 

E8 

IOD[18] 

B 

A5 

GND 

P 

D6 

IOD[19] 

B 

A6 

GND 

P 

CIO 

IOD[l] 

B 

A8 

GND 

P 

C5 

IOD[20] 

B 

AA22 

GND 

P 

E7 

IOD[21] 

B 

AB12 

GND 

P 

B4 

IOD[22] 

B 

AB13 

GND 

P 

F8 

IOD[23] 

B 

AB15 

GND 

P 

N4 

IOD[24] 

B 

AB17 

GND 

P 

P3 

IOD[25] 

B 

AB18 

GND 

P 

P4 

IOD[26] 

B 

AB19 

GND 

P 

N6 

IOD[27] 

B 

AB2 

GND 

P 

T2 

IOD[28] 

B 

AB21 

GND 

P 

N5 

IOD[29] 

B 

ABB 

GND 

P 

ElO 

IOD[2] 

B 

AB5 

GND 

P 

M4 

IOD[30] 

B 

AB7 

GND 

P 

F6 

IOD[31] 

B 

AB9 

GND 

P 

D3 

IOD[32] 

B 

B1 

GND 

P 

E4 

IOD[33] 

B 

C22 

GND 

P 

G5 

IOD[34] 

B 

D1 

GND 

P 

D2 

IOD[35] 

B 

D19 

GND 

P 

H6 

IOD[36] 

B 

E22 

GND 

P 

E3 

IOD[37] 

B 

FI 

GND 

P 

F4 

IOD[38] 

B 

F22 

GND 

P 

H5 

IOD[39] 

B 

G1 

GND 

P 

B9 

IOD[3] 

B 

G22 

GND 

P 

E2 

IOD[40] 

B 

J1 

GND 

P 

H4 

IOD[41] 

B 

J 22 

GND 

P 

F3 

IOD[42] 

B 

K1 

GND 

P 

G4 

IOD[43] 

B 

Ml 

GND 

P 

F2 

IOD[44] 

B 

M22 

GND 

P 

J6 

IOD[45] 

B 

N22 

GND 

P 

G3 

IOD[46] 

B 

PI 

GND 

P 

J5 

IOD[47] 

B 

R22 

GND 

P 

G2 

IOD[48] 

B 

T1 

GND 

P 

J4 

IOD[49] 

B 

U1 

GND 

P 

FIO 

IOD[4] 

B 

U22 

GND 

P 

H3 

IOD[50] 

B 

VI 

GND 

P 

H2 

IOD[51] 

B 

W19 

GND 

P 

J3 

IOD[52] 

B 

W22 

GND 

P 

K6 

IOD[53] 

B 

W4 

GND 

P 

J2 

IOD[54] 

B 

Y1 

GND 

P 

K5 

IOD[55] 

B 

U3 

GNT_L 

1 

K3 

IOD[56] 

B 

L6 

GRU_ACK 

1 

K2 

IOD[57] 

B 

L5 

GRU SEE 

0 

K4 

IOD[58] 

B 

B20 

IDLE_BC 

0 

L2 

IOD[59] 

B 

L17 

INT 

0 

C9 

IOD[5] 

B 

E14 

INT4 VALID[0] 

1 

L3 

IOD[60] 

B 

C16 

INT4 VALID[1] 

1 

M2 

IOD[61] 

B 
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PIN 

SIGNAL 

USE 

PIN 

SIGNAL 

M3 

IOD[62] 

B 

H1 

PWR5 

N2 

IOD[63] 

B 

H22 

PWR5 

B8 

IOD[6] 

B 

K22 

L1 

PWR5 

PWR5 

C8 

IOD[7] 

B 

L22 

PWR5 

D9 

IOD[8] 

B 

N1 

PWR5 

B7 

IOD[9] 

B 

P22 

PWR5 

F5 

IOD_E[0] 

B 

R1 

PWR5 

C3 

IOD_E[l] 

B 

T22 

PWR5 


V22 

PWR5 

G6 

lOD E[2] 

B 

W1 

PWR5 

C2 

IOD_E[3] 

B 

Y22 

PWR5 

M5 

IOD_E[4] 

B 

J18 

RAS[0] 

N3 

lOD E[5] 

B 

G21 

RAS[1] 

M6 

IOD_E[6] 

B 

J19 

RAS[2] 

P2 

IOD_E[7] 

B 

H20 

V4 

RAS[3] 

REQ64_L 

Vll 

IRDY L 

B 

P6 

REQ_L 

U15 

LOCK_L 

I 

D10 

RES[0] 

R4 

MEM_ACK_L 

0 

B11 

RES[1] 

J 20 

MEM ADDR[0] 

0 

U16 

RST_L 

M20 

MEM_ADDR[10] 

0 

L19 

W3 

SCANJN 

SERR_L 

N21 

MEM_ADDR[11] 

0 

F17 

SET_SEL[0] 

M19 

MEM ADDR[12] 

0 

E20 

SET_SEL[10] 

K17 

MEM_ADDR[1] 

0 

F19 

SET_SEL[11] 

J21 

MEM_ADDR[2] 

0 

H18 

SET_SEL[12] 

K18 

MEM ADDR[3] 

0 

E21 

J17 

SET_SEL[13] 

SET_SEL[14] 

K20 

MEM_ADDR[4] 

0 

F20 

SET_SEL[15] 

K21 

MEM_ADDR[5] 

0 

G17 

SET_SEL[1] 

K19 

MEM ADDR[6] 

0 

C20 

SET_SEL[2] 

L21 

MEM_ADDR[7] 

0 

F18 

SET_SEL[3] 

L20 

MEM_ADDR[8] 

0 

C21 

D20 

SET_SEL[4] 

SET_SEL[5] 

M21 

MEM ADDR[9] 

0 

E19 

SET_SEL[6] 

U2 

MEM_CS_L 

I 

H17 

SET_SEL[7] 

H21 

MEM_EN 

0 

D21 

SET_SEL[8] 

T4 

MEM REQ L 

I 

G18 

SET_SEL[9] 

N20 

MEM_WE_L[0] 

0 

U11 

SPARE1 

M18 


0 

R3 

SPARE2 

MEM_WE_L[1] 

R2 

SPARE3 

R5 

PAR 

B 

L4 

SPARE4 

V2 

PAR64 

B 

E18 

SPARES 

AA21 

PERR_L 

B 

V5 

SPARES 

E6 

PEL AGND 

0 

T3 

SPARE7 

Fll 

PLL_CLK 

I 

Y19 

L18 

STOP_L 

SYS_RST_L 

B3 

PLL_LP1 

I 

P21 

TAG_CTL_PAR 

F7 

PEL LP2 

P 

N19 

TAG_DIRTY 

E5 

PLL_VDD 

P 

E11 

TEST_MODE[0] 

D4 

PLL_VSS 

I 

D11 

TEST_MODE[1] 

All 

PWR5 

P 

E17 

W11 

TEST_OR_SCAN_OUT 

TRDY_L 

A13 

PWR5 

P 

B17 

V!CTIM_PENDING 

A15 

PWR5 

P 



A19 

PWR5 

P 



A22 

PWR5 

P 



A3 

PWR5 

P 



A7 

PWR5 

P 



A9 

PWR5 

P 



AAl 

PWR5 

P 



ABl 

PWR5 

P 



ABIO 

PWR5 

P 



ABll 

PWR5 

P 



ABM 

PWR5 

P 



AB16 

PWR5 

P 



AB20 

PWR5 

P 



AB22 

PWR5 

P 



AB4 

PWR5 

p 



AB6 

PWR5 

P 



AB8 

PWR5 

P 



B2 

PWR5 

P 



B22 

PWR5 

p 



C1 

PWR5 

p 



D22 

PWR5 

p 



E1 

PWR5 

P 




USE 

P 

P 

P 

P 

P 

P 

P 

P 

P 

P 

P 

P 


I 

I 

O 

B 

I 
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AlphaSlation 600 I/O & External Interconnect 

The AlphaStation 600 system has a number of connectors that provide I/O, control, 
power, and diagnostic interfaces to the system. These interconnects, outlined briefly in 
the physical description, are described in more detail in this section. Connector pinout 
drawings and tables are listed for most connectors, especially nonstandard ones. All con¬ 
nector pinout drawings are shown from a side 1 (top) view. 

Serial Ports 

The AlphaStation 600 system has two serial port connectors, which are arranged in a 
stacked configuration in the I/O area at the upper left of the system board. Figure 6-9 
shows the pinning of the serial port connector as viewed from the top of the connector. 


Figute 6-9 Serial PoitConnectDr 



Parallel Port 

The AlphaStation 600 SystemBoard contains one 25-pin parallel port, intended for use as 
a printer port or other compatible Centronix device. The parallel Port is located at the up¬ 
per left hand area of the SystemBoard, and is identified as J5 on the UA drawing. 

Both the serial and Parallel ports have standard I/O pin assignments. See the RS232 or 
Centronics specs for pinout information, or the AlphaStation 600 System Board schemat¬ 
ics. 
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Figute 6-10 F^rallel PoitConnectDr 



Keyboard/Mouse Connectors 

The AlphaStation 600 system provides a keyboard/mouse connector in a stacked, mini- 
DIN configuration. Both the keyboard and mouse connectors accept industry standard 
PC-compatibie keyboards and mice. The Keyboard/Mouse connector is designated as 
J28, in the upper ieft hand corner of the system board. The pinout organization of the 
connector is shown in Figure 6-11 


Figuie 6-11 Kieyboa id/Mouse 
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PCI Connector 


lable 6-18 PCI Pin Out-Sotted by pin 
number 


PIN# 

PIN NAME 

PIN TYPE 

PIN# 

PIN NAME 

PIN TYPE 

A1 

TRST_L 

Bl 

B11 

PRSNT2_L 

Bl 

A15 

RST_L 

IN 

B16 

CLK 

IN 

A17 

GNT_L 

Bl 

B18 

REQ_L 

Bl 

A20 

AD[30] 

Bl 

B2 

TCK 

Bl 

A22 

AD[28] 

Bl 

B20 

AD[31] 

Bl 

A23 

AD[26] 

Bl 

B21 

AD[29] 

Bl 

A25 

AD[24] 

Bl 

B23 

AD[27] 

Bl 

A26 

IDSEL 

IN 

B24 

AD[25] 

Bl 

A28 

AD[22] 

Bl 

B26 

CBE_L[3] 

Bl 

A29 

AD[20] 

Bl 

B27 

AD[23] 

Bl 

A3 

IMS 

Bl 

B29 

AD[21] 

Bl 

A31 

AD[18] 

Bl 

B30 

AD[19] 

Bl 

A32 

AD[16] 

Bl 

B32 

AD[17] 

Bl 

A34 

FRAME_L 

Bl 

B33 

CBE_L[2] 

Bl 

A36 

TRDY_L 

Bl 

B35 

IRDY_L 

Bl 

A38 

STOP_L 

Bl 

B37 

DEVSEL_L 

Bl 

A4 

TDI 

Bl 

B39 

LOCK_L 

Bl 

A40 

SDONE 

Bl 

B4 

TDO 

Bl 

A41 

SBO_L 

Bl 

B40 

PERR_L 

Bl 

A43 

PAR 

Bl 

B42 

SERR L 

Bl 

A44 

AD[15] 

Bl 

B44 

CBE_L[1] 

Bl 

A46 

AD[13] 

Bl 

B45 

AD[14] 

Bl 

A47 

AD[11] 

Bl 

B47 

AD[12] 

Bl 

A49 

AD[9] 

Bl 

B48 

AD[10] 

Bl 

A52 

CBE L[0] 

Bl 

B52 

AD[8] 

Bl 

A54 

AD[6] 

Bl 

B53 

AD[7] 

Bl 

A55 

AD[4] 

Bl 

B55 

AD[5] 

Bl 

A57 

AD[2] 

Bl 

B56 

AD[3] 

Bl 

A58 

AD[0] 

Bl 

B58 

AD[1] 

Bl 

A6 

INTA_L 

Bl 

B60 

ACK64_L 

Bl 

A60 

REQ64 L 

Bl 

B65 

CBE_L[6] 

Bl 

A64 

CBE_L[7] 

Bl 

B66 

CBE L[4] 

Bl 

A65 

CBE_L[5] 

Bl 

B68 

AD[63] 

Bl 

A67 

PAR64 

Bl 

B69 

AD[61] 

Bl 

A68 

AD[62] 

Bl 

B7 

INTB L 

Bl 

A7 

INTC_L 

Bl 

B71 

AD[59] 

Bl 

A70 

AD[60] 

Bl 

B72 

AD[57] 

Bl 

A71 

AD[58] 

Bl 

B74 

AD[55] 

Bl 

A73 

AD[56] 

Bl 

B75 

AD[53] 

Bl 

A74 

AD[54] 

Bl 

B77 

AD[51] 

Bl 

A76 

AD[52] 

Bl 

B78 

AD[49] 

Bl 

Ml 

AD[50] 

Bl 

B8 

INTD_L 

Bl 

A79 

AD[48] 

Bl 

B80 

AD[47] 

Bl 

A80 

AD[46] 

Bl 

B81 

AD[45] 

Bl 

A82 

AD[44] 

Bl 

B83 

AD[43] 

Bl 

A83 

AD[42] 

Bl 

B84 

AD[41] 

Bl 

A85 

AD[40] 

Bl 

B86 

AD[39] 

Bl 

A86 

AD[38] 

Bl 

B87 

AD[37] 

Bl 

A88 

AD[36] 

Bl 

B89 

AD[35] 

Bl 

A89 

AD[34] 

Bl 

B9 

PRSNT1 L 

Bl 

A91 

AD[32] 

Bl 

B90 

AD[33] 

Bl 
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Table 6-19 PCI Pin Out-Sotted by Signal 
Name 


PIN# 

PIN NAME 

PIN TYPE 

PIN# 

PIN NAME 

PIN TYPE 

B60 

ACK64_L 

Bl 

A73 

AD[56] 

Bl 

A58 

AD[0] 

Bl 

B72 

AD[57] 

Bl 

B48 

AD[10] 

Bl 

A71 

AD[58] 

Bl 

A47 

AD[11] 

Bl 

B71 

AD[59] 

Bl 

B47 

AD[12] 

Bl 

B55 

AD[5] 

Bl 

A46 

AD[13] 

Bl 

A70 

AD[60] 

Bl 

B45 

AD[14] 

Bl 

B69 

AD[61] 

Bl 

A44 

AD[15] 

Bl 

A68 

AD[62] 

Bl 

A32 

AD[16] 

Bl 

B68 

AD[63] 

Bl 

B32 

AD[17] 

Bl 

A54 

AD[6] 

Bl 

A31 

AD[18] 

Bl 

B53 

AD[7] 

Bl 

B30 

AD[19] 

Bl 

B52 

AD[8] 

Bl 

B58 

AD[1] 

Bl 

A49 

AD[9] 

Bl 

A29 

AD[20] 

Bl 

A52 

CBE L[0] 

Bl 

B29 

AD[21] 

Bl 

B44 

CBE_L[1] 

Bl 

A28 

AD[22] 

Bl 

B33 

CBE_L[2] 

Bl 

B27 

AD[23] 

Bl 

B26 

CBE L[3] 

Bl 

A25 

AD[24] 

Bl 

B66 

CBE_L[4] 

Bl 

B24 

AD[25] 

Bl 

A65 

CBE_L[5] 

Bl 

A23 

AD[26] 

Bl 

B65 

CBE L[6] 

Bl 

B23 

AD[27] 

Bl 

A64 

CBE_L[7] 

Bl 

A22 

AD[28] 

Bl 

B16 

CLK 

IN 

B21 

AD[29] 

Bl 

B37 

DEVSEL_L 

Bl 

A57 

AD[2] 

Bl 

A34 

FRAME_L 

Bl 

A20 

AD[30] 

Bl 

A17 

GNT_L 

Bl 

B20 

AD[31] 

Bl 

A26 

IDSEL 

IN 

A91 

AD[32] 

Bl 

A6 

INTA_L 

Bl 

B90 

AD[33] 

Bl 

B7 

INTB_L 

Bl 

A89 

AD[34] 

Bl 

A7 

INTC_L 

Bl 

B89 

AD[35] 

Bl 

B8 

INTD_L 

Bl 

A88 

AD[36] 

Bl 

B35 

IRDY_L 

Bl 

B87 

AD[37] 

Bl 

B39 

LOCK_L 

Bl 

A86 

AD[38] 

Bl 

A43 

PAR 

Bl 

B86 

AD[39] 

Bl 

A67 

PAR64 

Bl 

B56 

AD[3] 

Bl 

B40 

PERR_L 

Bl 

A85 

AD[40] 

Bl 

B9 

PRSNT1_L 

Bl 

B84 

AD[41] 

Bl 

B11 

PRSNT2_L 

Bl 

A83 

AD[42] 

Bl 

A60 

REQ64 L 

Bl 

B83 

AD[43] 

Bl 

B18 

REQ_L 

Bl 

A82 

AD[44] 

Bl 

A15 

RST_L 

IN 

B81 

AD[45] 

Bl 

A41 

SBO_L 

Bl 

A80 

AD[46] 

Bl 

A40 

SDONE 

Bl 

B80 

AD[47] 

Bl 

B42 

SERR_L 

Bl 

A79 

AD[48] 

Bl 

A38 

STOP_L 

Bl 

B78 

AD[49] 

Bl 

B2 

TCK 

Bl 

A55 

AD[4] 

Bl 

A4 

TDI 

Bl 

Ml 

AD[50] 

Bl 

B4 

TOO 

Bl 

B77 

AD[51] 

Bl 

A3 

IMS 

Bl 

A76 

AD[52] 

Bl 

A36 

TRDY_L 

Bl 

B75 

AD[53] 

Bl 

A1 

TRST_L 

Bl 

A74 

AD[54] 

Bl 




B74 

AD[55] 

Bl 
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□SA Connector 


Table 6-20 BSA Pin Out-Sorted by Pin 
Number 


PIN# 

PIN NAME 

PIN TYPE 

PIN# 

PIN NAME 

PIN TYPE 

A1 

lOCHK L 

OUT 

06 

LA[19 

Bl 

A10 

CHRDY 

Bl 

07 

LA[18 

Bl 

A11 

AEN 

IN 

08 

LA[17 

Bl 

A12 

SA[19] 

Bl 

09 

MRDC L 

IN 

A13 

SA[18 

Bl 

D1 

M16 L 

IN 

A14 

SA[17 

Bl 

D10 

DAK L[5] 

IN 

A15 

SA[16 

Bl 

D11 

DRQ[5] 

OUT 

A16 

SA[15 

Bl 

D12 

DAK L[6] 

IN 

A17 

SA[14 

Bl 

D13 

DRQ[6] 

OUT 

A18 

SA[13 

Bl 

D14 

DAK L[7] 

IN 

A19 

SA[12 

Bl 

D15 

DRQ[7] 

OUT 

A2 

D[7] 

Bl 

D17 

MASTER16 L 

OUT 

A20 

SA[11] 

Bl 

D2 

I016 L 

OUT 

A21 

SA[10] 

Bl 

D3 

IRO[10] 

OUT 

A22 

SA[9] 

Bl 

D4 

IRQ[1T 

OUT 

A23 

SA[8 

Bl 

D5 

IRQ[12 

OUT 

A24 

SA[7 

Bl 

D6 

IRQ[15 

OUT 

A25 

SA[6 

Bl 

D7 

IR0[14 

OUT 

A26 

SA[5 

Bl 

D8 

DAK LO] 

IN 

A27 

SA[4 

Bl 

D9 

DRQ[0] 

OUT 

A28 

SA[3 

Bl 

E1 

CMD L 

IN 

A29 

SA[2 

Bl 

E10 

WR 

Bl 

A3 

D[6] 

Bl 

E17 

BE_L[1] 

Bl 

A30 

SA[1] 

Bl 

E18 

LA L[31] 

Bl 

A31 

SA[0] 

Bl 

E2 

START L 

Bl 

A4 

D[5] 

Bl 

E20 

LA L[30] 

Bl 

A5 

D[4 

Bl 

E21 

LA L[28] 

Bl 

A6 

D[3 

Bl 

E22 

LA L[27] 

Bl 

A7 

D[2 

Bl 

E23 

LA L[25] 

Bl 

A8 

D[1 

Bl 

E26 

LA[15] 

Bl 

A9 

D[0 

Bl 

E27 

LA[13 

Bl 

B11 

SMWTC L 

IN 

E28 

LA[12 

Bl 

B12 

SMRDC L 

IN 

E29 

LA[11 

Bl 

B13 

lOWC L 

IN 

E3 

EXRDY 

Bl 

B14 

lORC L 

IN 

E31 

LA[9] 

Bl 

B15 

DAK L[3] 

IN 

E4 

EX32 L 

Bl 

B16 

DRQ[3] 

OUT 

E7 

EX16 L 

Bl 

B17 

DAK L[1] 

IN 

E8 

SLBURST L 

Bl 

B18 

DRQ[1] 

OUT 

E9 

MSBURST L 

Bl 

B19 

REFRESH L 

Bl 

F10 

MIO 

Bl 

B2 

RESDRV 

IN 

F11 

LOCK L 

Bl 

B20 

BCLK 

IN 

F15 

BE L[3] 

Bl 

B21 

IRQ[7] 

OUT 

F17 

BE L[2] 

Bl 

B22 

IRQ[8 

OUT 

F18 

BE L[0] 

Bl 

B23 

IRQ[5 

OUT 

F21 

LA L[29] 

Bl 

B24 

IRQ[4 

OUT 

F23 

LA L[26] 

Bl 

B25 

IRQ[8 

OUT 

F24 

LA L[24] 

Bl 

B26 

DAK L[2] 

IN 

F26 

LA[16] 

Bl 

B27 

TC 

Bl 

F27 

LA[14] 

Bl 

B28 

BALE 

IN 

F31 

LA[10] 

Bl 

B30 

OSC 

IN 

G1 

LA[7] 

Bl 

B4 

IRQ[9] 

OUT 

G10 

D[22 

Bl 

B6 

DRQ[2] 

OUT 

G12 

D[25 

Bl 

B8 

NOWS L 

OUT 

G13 

D[26 

Bl 

Cl 

SBHE L 

Bl 

G14 

D[28 

Bl 

C10 

MWTC L 

Bl 

G17 

D[30 

Bl 

C11 

D[8] 

Bl 

G18 

D[31 

Bl 

C12 

D[9] 

Bl 

G19 

MREQ L 

OUT 

C13 

D[10] 

Bl 

G3 

LA[4] 

Bl 

C14 

D[11 

Bl 

G4 

LA[3 

Bl 

C15 

D[12 

Bl 

G7 

D[17 

Bl 

C16 

D[18 

Bl 

G8 

D[19 

Bl 

C17 

D[14 

Bl 

G9 

D[20 

Bl 

C18 

D[15 

Bl 

H1 

LA[8 

Bl 

C2 

LA[23] 

Bl 

H10 

D[2T 

Bl 

C3 

LA[22 

Bl 

H11 

D[23 

Bl 

C4 

LA[21 

Bl 

H12 

D[24 

Bl 

C5 

LA[20 

Bl 

H14 

D[27 

Bl 




H16 

D[29 

Bl 




H19 

MAK L 

IN 




H2 

LA[6] 

Bl 




H3 

LA[5^ 

Bl 




H5 

LA[2^ 

Bl 




H7 

D[16' 

Bl 




H8 

D[18 

Bl 
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1able 6-21 BSA Pin Outsorted by Signal 
Name 


PIN# 

PIN NAME 

PIN TYPE 

PIN# 

PIN NAME 

PIN TYPE 

A11 

AEN 

IN 

E29 

LA[11] 

Bl 

B28 

BALE 

IN 

E28 

LA[12 

Bl 

B20 

BCLK 

IN 

E27 

LA[13 

Bl 

F18 

BE L[0] 

Bl 

F27 

LA[14 

Bl 

E17 

BE L[1 

Bl 

E26 

LA[15 

Bl 

F17 

BE L[2 

Bl 

F26 

LA[16 

Bl 

F15 

BE L[3 

Bl 

08 

LA[17 

Bl 

A10 

CHRDY 

Bl 

07 

LA[18 

Bl 

E1 

CMD L 

IN 

06 

LA[19 

Bl 

D8 

DAK L[0] 

IN 

05 

LA[20 

Bl 

B17 

DAK L[1 

IN 

04 

LA[21 

Bl 

B26 

DAK L[2 

IN 

03 

LA[22 

Bl 

B15 

DAK L[3 

IN 

02 

LA[23 

Bl 

D10 

DAK L[5 

IN 

H5 

LA[2] 

Bl 

D12 

DAK L[6 

IN 

G4 

LA[3 

Bl 

D14 

DAK L[7 

IN 

G3 

LA[4 

Bl 

D9 

DRQ[0] 

OUT 

H3 

LA[5 

Bl 

B18 

DRQ[1 

OUT 

H2 

LA[6 

Bl 

B6 

DRQ[2 

OUT 

G1 

LA[7 

Bl 

B16 

DRQ[3 

OUT 

HI 

LA[8 

Bl 

D11 

DRQ[5 

OUT 

E31 

LA[9 

Bl 

D13 

DRQ[6 

OUT 

F24 

LA L[24] 

Bl 

D15 

DRQ[7 

OUT 

E23 

LA L[25 

Bl 

A9 

D[0] 

Bl 

F23 

LA L[26 

Bl 

C13 

D[10] 

Bl 

E22 

LA L[27 

Bl 

C14 

D[11 

Bl 

E21 

LA L[28 

Bl 

C15 

D[12 

Bl 

F21 

LA L[29 

Bl 

C16 

D[13 

Bl 

E20 

LA L[30 

Bl 

C17 

D[14 

Bl 

E18 

LA L[31 

Bl 

C18 

D[15 

Bl 

F11 

LOCK L 

Bl 

H7 

D[16 

Bl 

D1 

M16 L 

IN 

G7 

D[17 

Bl 

H19 

MAK L 

IN 

H8 

D[18 

Bl 

D17 

MASTER16 L 

OUT 

G8 

D[19 

Bl 

F10 

MIO 

Bl 

A8 

D[1] 

Bl 

09 

MRDC L 

IN 

G9 

D[20] 

Bl 

G19 

MREQ L 

OUT 

H10 

D[21 

Bl 

E9 

MSBURST L 

Bl 

G10 

D[22 

Bl 

CIO 

MWTC L 

Bl 

H11 

D[23 

Bl 

B8 

NOWS L 

OUT 

H12 

D[24 

Bl 

B30 

OSC 

IN 

G12 

D[25 

Bl 

B19 

REFRESH L 

Bl 

G13 

D[26 

Bl 

B2 

RESDRV 

IN 

H14 

D[27 

Bl 

A31 

SA 0] 

Bl 

G14 

D[28 

Bl 

A21 

SA 10] 

Bl 

H16 

D[29 

Bl 

A20 

SA 11 

Bl 

A7 

D[2] 

Bl 

A19 

SA 12 

Bl 

G17 

D[30] 

Bl 

A18 

SA 13 

Bl 

G18 

D[31] 

Bl 

A17 

SA 14 

Bl 

A6 

D[3] 

Bl 

A16 

SA 15 

Bl 

A5 

D[4 

Bl 

A15 

SA 16 

Bl 

A4 

D[5 

Bl 

A14 

SA 17 

Bl 

A3 

D[6 

Bl 

A13 

SA 18 

Bl 

A2 

D[7 

Bl 

A12 

SA 19 

Bl 

C11 

D[8 

Bl 

A30 

SA 1] 

Bl 

C12 

D[9 

Bl 

A29 

SA 2 

Bl 

E7 

EX16 L 

Bl 

A28 

SA 3 

Bl 

E4 

EX32 L 

Bl 

A27 

SA4 

Bl 

E3 

EXRDY 

Bl 

A26 

SA 5 

Bl 

D2 

1016 L 

OUT 

A25 

SA 6 

Bl 

A1 

lOCHK L 

OUT 

A24 

SA7 

Bl 

B14 

lORC L 

IN 

A23 

SA 8 

Bl 

B13 

lOWC L 

IN 

A22 

SA 9 

Bl 

D3 

IRQ[10] 

OUT 

01 

SBHE L 

Bl 

D4 

IRQ[11 

OUT 

E8 

SLBURST L 

Bl 

D5 

IRQ[12 

OUT 

B12 

SMRDC L 

IN 

D7 

IRQ[14 

OUT 

B11 

SMWTC L 

IN 

D6 

IRQ[15 

OUT 

E2 

START L 

Bl 

B25 

IRQ[3] 

OUT 

B27 

TO 

Bl 

B24 

IRQ[4 

OUT 

E10 

WR 

Bl 

B23 

IRQ[5 

OUT 




B22 

IRQ[6 

OUT 




B21 

IRQ[7 

OUT 




B4 

IRQ[9 

OUT 




F31 

LA[10 

Bl 





AlphaStation 600 Physical Partitioning 6-43 



Power C onnec tors 


The SystemBoard has three power connectors, each connectors is keyed to prevent re¬ 
versal and all three are different sizes to prevent mixing connector and plug. The three 
connectors supply the following voltages: -i-5.0, -1-3.3 -1-12.0, -5.0, -12.0. The primary volt¬ 
ages (that is, significant current supplied) are -i-5 and -i-3 volts. One connector is dedi¬ 
cated to -1-5.OV, another to -I-3.3V, while the final connector supplies the remaining volt¬ 
ages, and the control signals to the power supply. The AlphaStation 600 system is 
designed to accommodate dual power supplies for additional power requirements (not as 
a redundancy feature). The current AlphaStation 600 configurations will only use a single 
supply, however. Table 6-22 lists the signal pinout and description for the third (control) 
power connector. 

Figute 6-12 Control Power Connector Pinout 
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1able 6-22 Conbol Power Connector Pinout 


RN 

SIGNAL 

DESCRPnON 

1 

FAN_P 

Positive Fan Power (actually GN D) 

2 

GND 

System GND 

3 

PWR12 

+ 12.0 Volts 

4 

PWR-12 

-12.0 Volts 

5 

PWR5 

+5.0 Volt Sense Line 

6 

GND 

+5.0 Volt Sense Return 

7 

FAN_FAULT_H 

0=Fan OK, l=Fan Failure (shutdown supply) 

8 

DC_OKl_H 

Power supply 1 DC OK. (l=power OK, 0 =bad) 

9 

DC_OK2_H 

Power supply 2 DC OK. (as above) 

10 

NC 

Reserved for future use 

11 

NC 

Reserved for future use 

12 

FAN_M 

Negative Fan Power (actually-12V) 

13 

PRESENT_L1 

Power Supply 1 Present (0=not present, 1= present) 

14 

PRESENT_L2 

Power Supply 2 Present (as above) 

15 

NC 

Reserved for future use 

16 

PWR-5 

-5.0 Volts 

17 

PWR3 

+3.3 Volt Sense line 

18 

GND 

+3.3 Volt Sense Return 

19 

DC_ENABLE_L 

0= DC power off, 1 = DC power on 

20 

NC 

Reserved for future use 

21 

NC 

Reserved for future use 

22 

NC 

Reserved for future use 


The other two power connectors (J19 and J20) supply +5.0 and +3.3 Volts respectively; 
the connector keying and pin numbering Is Identical to J21, except for the pin count. 

Pinout for these Is as follows: 

• J19 : pins 1-12 = GND (Ground), pins 13-24 = PWR5 (+5.0 Volts) 

• J20 : pins 1-10 = GND (Ground), pins 11-20 = PWR3 (+3.3 Volts) 


Fan Connec tors 

The AlphaStatlon 600 SystemBoard has connectors for two fans, which run off a sepa¬ 
rately supplied voltage from the control power connector (J21). This voltage varies from 
-6.0V to -12.0V depending on thermal conditions. There are two keyed connectors on the 
SystemBoard (J24, J26) for fan power. Into which the fan cables connect. The System- 
Board monitors the current being drawn through these connectors and asserts 
FAN_FAULT_H If either fan stops running, causing the power supply to shut down the 
system. Pinning for J24, J26 Is as follows: 

• Pin 1 = FAN_P (ground) 

• Pin 2 = FAN_M (-12.0 Volts) 
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OCP Connector 

The Operator Control Panel (OCP) plugs Into the SystemBoard via a connector at the bot¬ 
tom of the SystemBoard (J22). The OCP Is a liquid crystal display panel and push-button 
switch assembly which Is located at the front of the cabinet. The following functions are 
controlled from the OCP: 

• System Power (DC_ENABLE Is connected to the leftmost of the OCP switches) 

• CPU Halt (the EV5 Halt Interrupt Is connected to the middle OCP switch) 

• System Reset (OCP_RESET, which Is combined to form SYS_RST Inside the GRU, 

Is connected to the rightmost OCP switch) 

• Status display via the LCD panel. This panel Is driven from an I2C controller which 
sits on the X-BUS, a utility bus controlled from the PCI/EISA bridge chips. The con¬ 
sole uses the OCP to display system status. 
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A 



table 6-23 OCPConnc 


Pin 

Signal 

1 

PWR12 

2 

PWR5 

3 

GND 

4 

PWR5 

5 

GND 

6 

OCP_HALT_L 

7 

OCP_RESET_L 

8 

SDA 

9 

SCL 

10 

DC_ENABLE_L 


Description 

+12.0 Volts 
+5.0 Volts 
Ground 
+5.0 Volts 
Ground 

System Halt, inverted & sent to EV5 

System Reset button, sent to GRU and then to EV5 

Serial Data out to OCR display panel 

Serial Clock out to OCR display panel 

Rower supply enable switch (0=power on) 


AlphaStation 600 Physical Partitioning 6-47 




Floppy Connector 

The AlphaStation 600 System Board supports an internal floppy drive, which connects to 
the system board via a standard 34-pin floppy connector at the lower right corner of the 
board (J18). 

The floppy drive is controlled from a National 87312 Super-I/O controller, which acts as an 
ISA device in the system. 

Hguie 6-14 Hoppy Connector Pinout 


Jf 


’ 00000006000500060 ^' 

,□00000000000000005 

-aewss—^ ^- 


1able 6-24 Floppy Connector Pinout (Signals only) 


Pin 

Signal 

2 

DENSEL 

6 

DRATEO 

8 

INDEX_L 

10 

MTR0_L 

12 

DRSELl 

14 

DRSELO 

16 

MTR1_L 

18 

DIR_L 

20 

STEP_L 

22 

WRDATA_L 

24 

WGATE_L 

26 

TRK0_L 

28 

WP_L 

30 

RDDATA_L 

32 

HDSEL_L 

34 

DISKCH_L 


Pins 1,3,5,7,9,11,13,15,19,21,23,25,29,31,33 areGND (ground) 
Pins 4,17,27 are not connected 
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Serial ROM Connector 

A serial ROM port connector is provided to allow downline loading of code directly into 
EV5 ICache, and also functions as a serial communication port to allow mini-console pro¬ 
grams to communicate without using the system’s serial I/O features. The SROM port is 
a "standard" 10 pin interface, which has been used previously on other workstation prod¬ 
ucts. Pinout is shown in Figure 6-15 and listed in Table 6-25. 


Figute 6-15 SROM Pott Connector Pinout 






1able 6-25 SROM Poit Connector Pinout 


Pin 

Signal 

Description 

1 

PWR5 

-ES.OVdts 

2 

GND 

Ground 

3 

PWR12 

-1-12.0 Volts 

4 

GND 

Ground 

5 

GND 

Ground 

6 

GND 

Ground 

7 

VSDETECT 

Power supply sense line 

8 

PWR5 

-ES.OVdts 

9 

SROM_CLK 

SROM clock & EVSDataXMlT 

10 

SROM_DAT 

SROM data & EV5 Data RCV 
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System Testability Features 

The AlphaStation 600 system has a number of built-in test hooks for chip and module 
level testing. The list that follows provides a brief overview of these features. 

• The EV5 SROM interface allows direct communication with EV5, allowing mini¬ 
console or diagnostic programs to be run in EV5 with a minimum set of hardware run¬ 
ning. 

• SROM diagnostics can be run by selecting different positions for the SROM jumpers. 
The AlphaStation 600 system can select among 8 programs in SROM. 

• EV5 contains a JTAG port which can be used in In-Circuit-Test or during chip testing. 
The AlphaStation 600 system board does not provide a JTAG connector to this port, 
however. 

• The GRU, and CIA have scan capability, and outputs can be tri-stated for ICT testing. 
TEST_MODE bit values are defined in table 6-26. 

• Vendor supplied chips, such as the PCEB, ESC, Super I/O, and 8242 controller, have 
varying degrees of test features. Output enables on these devices have soft grounds, 
and test outputs have been brought out to via sites accessible from both sides of the 
module. 

• PCI options slots have JTAG test pins, which are accessible for ICT testing. The Al¬ 
phaStation 600 system does not chain the JTAG ports together or provide any JTAG 
support logic. 

• PAL devices are tri-state-able. There is only one PAL in the AlphaStation 600 sys¬ 
tem; it provides PCI arbitration and I2C bus decoding. The PAL has an output enable 
to allow tri-stating. 

Table 6-26 describes the values of the TEST MODE bits on the CIA, DSW, and GRU 
ASICs. These pins are tied via resistors to the "Normal Operation" setting (01). They can 
be pulled up/down during In-Circuit test to select Scan mode or to Tri-State the outputs of 
the device. 


table 6-26 ASIC test Mode Settings 


n 

TO 

Description 

0 

0 

Tri-Stateall Outputs 

0 

1 

Normal Operation Mode 

1 

0 

SCAN mode 

1 

1 

P L L Test M ode 


The AlphaStation 600 system has incorporated a number of features to minimize system 
noise transmission to the outside environment (in order to comply with FCC regulations), 
to prevent outside noise from getting in, and to prevent internal noise coupling (crosstalk) 
Some of these features are outlined below: 

• The external I/O area of the board (upper left corner of the system board) has been 
isolated from the rest of the system with an all-layer void of 100 mils. Signals cross¬ 
ing this void do so over in-line choke devices. 

• The AlphaStation 600 system board provides a set of plated slots, connected to the 
I/O area ground plane, for use with an attachable I/O shield. The shield is used to 
keep EMI noise from leaking through gaps in the cabinet from the I/O connectors. 

• Transorb components and capacitors have been added to external I/O lines to help 
suppress line transients that may be induced from the outside environment. 
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The serial, parallel, keyboard, and mouse ports all reside in the plane split area and 
share this protection. 

MMB modules serve as an EMI barrier between the high speed section (top), and the 
I/O area (bottom). MMB modules are connected to chassis via a conductive outer 
edge, and have shunts to ground on the system board at selected locations; spring 
clips are used to contact EMI landing pads on the system board to close off the gap 
below the MMB modules in order to reduce EMI noise. 

Selected mounting holes on the system board have been plated to allow the system 
board ground plane to be attached directly to the chassis for EMI reduction purposes. 
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7 Conbol and Status Registets 


Registerlypes 

All registers are on naturally aligned 64-byte addresses. There are several categories of 
AlphaStatlon 600 system registers. 


table 7-1 AlphaSlation 600 Register Categories 


Calegoiy 

nimaiy User. 

PCI Control registers 

Scatter/Gather Address Translation registers 

Error Reporting Registers 

Hardware Configuration Registers 

Diagnostic Registers 

software 

hardware, software, 
software, firmwar^diagnostics 
firmware/diagnostics 
hardware debug, diagnostics 


Most of the GSRs can be read/written by the software. Some of the Diagnostic registers 
are reserved for hardware debug and should not be touched by software (that Is, these 
registers should only be manipulated In a well-controlled environment (for example, 
power-up)). 

Register Addressing 

The GSRs and Flash ROM are located In the range: 87 4000 0000 to 87 FFFF FFFF: 


table 7-2 Haidwate Specific Register Address Map 


Start address 

Selected Region 

87.4000.0000 

CIA General Control, Diagnostic, Performance Monitoring, and Error 
Logging registers 

87.5000.0000 

CIA Memory Control registers. 

87.6000.0000 

CIA: PCI Address Translation (S/G, Windows, etc) 

87.7000.0000 

reserved 

87.8000.0000 

Flash ROM,CSRsintheGRU ASIC, LEDs 


The address space Is a hardware-specific variant of sparse space encoding. For the 
GSRs, GPU address bits <27:6> are used as a longword address and GPU address <5:0> 
must be zero. All the GIA registers are accessed with a LW granularity. 

For the Flash ROM, GPU address <30:6> defines a byte address. The fetched byte Is al¬ 
ways returned to the GPU In the first byte lane (bits <7:0>). 
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General Registers 


Table 7-3 Genetal CIA CSRs (Base =87.4000.0000 Hex) 


Name 

Mnemonic 

Offset 

CIA Revision 

CIA_REV 

080 

PCI Latency 

PCI_LAT 

OCO 

CIA Control Register 

CIA_CTRL 

100 




Hardware Address Extension Sparse memory 

HAE_MEM 

400 

Hardware Address Extension Sparse I/O space 

HAEJO 

440 

Configuration Register 

CFG 

480 




CIA Acknowledgment Control Register 

CACK_EN 

600 


table 7-4 Diagnostic Regisbets (Base =87.4000.0000 Hex) 


Name 

Mnemonic 

Off^t 

CIA Diagnostic Control Register 

CIA_DIAG 

2000 

Diagnostic Check Register 

DIAG_CHECK 

3000 


table 7-5 Peifbimance MonHoring Registeis (Base = 87.4000.0000 Hex) 


Name 

Mnemonic 

Offset 

Performance Monitor Register 

PERF MONITO 

R 

4000 

Performance Monitor Control Register 

PERF CONTRO 

L 

4040 


table 7-6 Enor Registeis (Base = 87.4000.0000 Hex) 


Name 

Mnemonic 

Off^t 

CPU Error 1 nformation Register 0 

CPU_ERR0 

8000 

CPU Error Information Register 1 

CPU_ERR1 

8040 

CIA Error Register 

CIA_ERR 

8200 

CIA Status Register 

CIA_STAT 

8240 

CIA Error Mask Register 

ERR_MASK 

8280 

CIA Syndrome Register 

CIA_SYN 

8300 

CIA Memory Port Status Register 0 

MEM_ERR0 

8400 

CIA Memory Port Status Register 1 

MEM_ERR1 

8440 

PCI Error Status Register 0 

PCI_ERR0 

8800 

PCI Error Status Register 1 

PCI_ERR1 

8840 

PCI Error Status Register 2 

PCI_ERR2 

8880 
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Memoiy Conbol Registers 


1able 7-7 ^stem Configuiation Regisbeis 

(Base Address = 87.5000.0000 Hex) 


Name 

Mnemonic 

Oflset 

Memory Configuration Register 

MCR 

000 

Memory Base Address Register 0 

MBAO 

600 

Memory Base Address Register 2 

MBA2 

680 

Memory Base Address Register 4 

MBA4 

700 

Memory Base Address Register 6 

MBA6 

780 

Memory Base Address Register 8 

MBAS 

800 

Memory Base Address Register 10 

MBAA 

880 

Memory Base Address Register 12 

MBAC 

900 

Memory Base Address Register 14 

MBAE 

980 

Memory Timing Information Register 0 

TMGO 

BOO 

Memory Timing Information Register 1 

TMGl 

B40 

Memory Timing Information Register 2 

TMG2 

B80 


PCI Address-related Registers 

1able 7-8 PCI Addressand Scatbei/GatherRegisteis 
(Base Address = 87.6000.0000 Hex) 


Name 

Mnennonic 

Oflset 

Scatter/Gather Translation Buffer 1 nvalidate 

TBIA 

100 

Window BaseO 

WO BASE 

400 

Window MaskO 

WO MASK 

440 

Translated BaseO 

T0_BASE 

480 

Window Basel 

W1 BASE 

500 

Window Maskl 

W1 MASK 

540 

Translated Basel 

T1_BASE 

580 

Window Base2 

W2 BASE 

600 

Window Mask2 

W2 MASK 

640 

Translated Base2 

T2_BASE 

680 

Window BaseB 

W3 BASE 

700 

Window Masks 

W3 MASK 

740 

Translated BaseB 

T3_BASE 

780 

Window DAC Base 

DAC 

7C0 
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Scatter/Gather Address Translation Registers 


table 7-9 AddtessTranslation Regisbeis 

(Base Addtess = 87.6000.0000 Hex) 


Name 

Mnemonic 

Offset 

Lockable Translation Buffer TagO 

LTB TAGO 

800 

Lockable Translation Buffer Tagl 

LTB TAGl 

840 

Lockable Translation Buffer Tag2 

LTB TAG2 

880 

Lockable Translation Buffer Tag3 

LTB_TAG3 

8C0 

TransI ati on B uffer TagO 

TB TAGO 

900 

TransI ati on B uffer Tagl 

TB TAGl 

940 

TransI ati on B uffer Tag2 

TB TAG2 

980 

TransI ati on B uffer Tag3 

TB_TAG3 

9C0 

Translation Buffer 0 PageO 

TBO PAGEO 

1000 

Translation Buffer 0 Pagel 

TBO PAGEl 

1040 

Translation Buffer 0 Page2 

TBO PAGE2 

1080 

Translation Buffer 0 Page3 

TB0_PAGE3 

lOCO 

Translation Buffer 1 PageO 

TBl PAGEO 

1100 

Translation Buffer 1 Pagel 

TBl PAGEl 

1140 

Translation Buffer 1 Page2 

TBl PAGE2 

1180 

Translation Buffer 1 Page3 

TB1_PAGE3 

IICO 

Translation Buffer 2 PageO 

TB2 PAGEO 

1200 

Translation Buffer 2 Pagel 

TB2 PAGEl 

1240 

Translation Buffer 2 Page2 

TB2 PAGE2 

1280 

Translation Buffer 2 Page3 

TB2_PAGE3 

12C0 

Translation Buffer 3 PageO 

TB3 PAGEO 

1300 

Translation Buffer 3 Pagel 

TB3 PAGEl 

1340 

Translation Buffer 3 Page2 

TB3 PAGE2 

1380 

Translation Buffer 3 Page3 

TB3_PAGE3 

13C0 

Translation Buffer 4 PageO 

TB4 PAGEO 

1400 

Translation Buffer 4 Pagel 

TB4 PAGEl 

1440 

Translation Buffer 4 Page2 

TB4 PAGE2 

1480 

Translation Buffer 4 Page3 

TB4_PAGE3 

14C0 

Translation Buffer 5 PageO 

TB5 PAGEO 

1500 

Translation Buffer 5 Pagel 

TB5 PAGEl 

1540 

Translation Buffer 5 Page2 

TB5 PAGE2 

1580 

Translation Buffer 5 Page3 

TB5_PAGE3 

15C0 

Translation Buffer 6 PageO 

TB6 PAGEO 

1600 

Translation Buffer 6 Pagel 

TB6 PAGEl 

1640 

Translation Buffer 6 Page2 

TB6 PAGE2 

1680 

Translation Buffer 6 Page3 

TB6_PAGE3 

16C0 

Translation Buffer 7 PageO 

TB7 PAGEO 

1700 

Translation Buffer 7 Pagel 

TB7 PAGEl 

1740 

Translation Buffer 7 Page2 

TB7 PAGE2 

1780 

Translation Buffer 7 Page3 

TB7 PAGE3 

17C0 
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Flash ROM Space 

The region 87.8000.0000 to 87.FFFF.FFFF is used to access the GRU ASIC on the lOD 
bus. The GRU has a number of GSRs for the interrupt iogic and the memory/cache pres¬ 
ence detect iogic. The GRU sources the Lemmon bus on which are attached 1024 KB of 
Fiash ROM, (optionai) LEDs and (possibiy) some jumpers. 

This section describes the software visibie features (registers, Fiash ROM, etc). For more 
detaiis on the lOD bus protocoi to the GRU, piease refer to the GRU ASIC specification. 

Addressing 

For hardware convenience, a simpiified version of sparse-space is used to address this 
region. CPU address <5:0> must be zero. The remainder of the CPU address space de¬ 
pends on whether the CSRs or the Fiash ROM is being accessed: 

• CSRs: CPU address <29:6> is used as a iongword address for the various CSRs 
(see Tabie 7-10). 

• FLASH ROM: The address is defined in Figure 7-1 and is tabuiated in Tabie 7-10. 

• Fiash ROM address scheme 


Figure 1-1 Flash ROM Address Scheme 



There is a jumper to enabie the VPP pin the Fiash ROMs and aiso the FROM_WRT_EN 
bit <0> of CIA DIAG must be set before the FROM can be programmed or erased. For 
more detaiis of how to program the FROM see the 23000Z4-01 EPROM 256Kx8 CMOS 
Fiash specification. 
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1able 7-10 GRU Space - (Base Address = 87.8000.0000 Hex) 


CPU Address 

Selected Region 

Mnemonic 

87.8000.0000 

87.8000.0040 

87.8000.0080 

87.8000.00C0 

87.8000.0100 

1 nterrupt Request register 

Interrupt Mask register 

1 nterrupt Level/edge select register 

1 nterrupt FI igh/Low 1 RQ select register 

1 nterrupt Clear register 

INT REO 

INT MASK 

INT EDGE 

INT HILO 
INT_CLEAR 

87.8000.0140 

to 

87.8000.01C0 

reserved 


87.8000.0200 

Cache and memory configuration register 

CACHE_CNFG 

87.8000.0240 

to 

87.8000.02C0 

reserved 


87.8000.0300 

SET Configuration Register 

SCR 

87.8000.0340 

to 

87.8000.07C0 

reserved 


87.8000.0800 

LEDs (not used in current AlphaStation 600 
systems) 

LED 

87.8000.0840 

to 

87.8000.08C0 

reserved 


87.8000.0900 

F orce System Reset 

RESET 

87.8000.0940 

to 

87.8000.0BC0 

reserved 


87.8000.0Cxx 

to 

87.BFFF.FCxx 

Flash ROM bank 0 

256 KB byte-addressed by CPU address<29:12> 


87.8000.0Dxx 

to 

87.BFFF.FDxx 

Flash ROM bank 1 

256 KB byte-addressed by CPU address<29:12> 


87.8000.0Exx 

to 

87.BFFF.FExx 

Flash ROM bank 2 

256 KB byte-addressed by CPU address<29:12> 


87.8000.0Fxx 

to 

87.BFFF.FFxx 

Flash ROM bank 3 

256 KB byte-addressed by CPU address<29:12> 


87.C000.00xx 

to 

87.FFFF.FFxx 

reserved 
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E\/5 Configuration Registers 

E\/5 Registers 

Detailed descriptions of the EV5 registers are available in the EV5 specificationV The reg¬ 
isters specific to the The AlphaStation 600 system implementation are described in Table 
7-11. 


1abie 7-11 EV5 Sysbem Specific Registeis 


Name 

Mnemonic 

ScacheControl Register 

SC_CTL 

BCacheControl Register 

BC_CONTROL 

BCacheConfiguration Register 

BC_CONFIG 


^DECchip 21164-AA (EV5 CPU) Functional Specification 
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General CIA Registers - Description 

CIA Revison Register (CIA REV) 

Access: 

Read only, 87.4000.0080 

Format: 

31 8 7 0 


0 


CIA REV 


Description: 

The CIA revision Register (CIA_REV) contains the CIA revision. 


lable 7-12 CIA Revision Register(CIA REV) 


Name 

Bcterit Access InitStete 

CIA_REV 

<7:0> RO ASIC rev 

CIA_REV specifies the revision oftheCIA ASIC 

• 0000.0000 is pass 1 Cl A. 1 ntetnded for early debug and initial software debug 

• 0000.0001 is pass 2 Cl A. Works at speed, fixed bugs found in first pass 

reserved 

<31:8> RO 0 
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PCI Latency Register (PCI_LA1) 

Access: 


ReadAVrite, 87.4000.00C0 

Format: 

31 16 15 870 


0 

0 

0 


LATENCY 


Description: 

The PCI Latency Register (PCI_LAT) contains the PCI master latency timeout value. 


1able 7-13 CIA Configuiation Register(CIA CNPG) 


Name 

Bctent 

Access 

InitStete 

reserved 

<7:0> 

RO 

0 

LATENCY 

<15:8> 

RW 

0 


PCI master Latency Timer in PCI clock cycles 

reserved 

<31:16> 

RO 

0 
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CIA Contiol Register(CIA CIRU 

Access: 

Read/Write, 87.4000.0100 

Format: 

31 0 


see Table 7-14. 


Description: 

The CIA_CTRL register is a general control register for the CIA. 
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Table 7-14 CIA Conbol Regisber (CIA_C'IRU 


Name 

Extent Access InitState 

PCI_EN 

<0> RW 0 

0: Cl A asserts reset to the PCI 

1: CIA does not assert reset to the PCI 

PCI_LOCK_EN 

<L> RW 0 

0: CIA will not lock when the PCI tries to lock it 

1: CIA will lock when the PCI tries to lock it 

PCI_LOOP_EN 

<2> RW 0 

0: Cl A will not respond as a target when it is the master 

1: CIA will respond as a target when it is the master 

FST_BB_EN 

<3> RW 0 

0: CIA will not initiate fast back-to-back PCI transactions 

1: CIA will initiate fast back-to-back PCI transactions 

PCI_MST_EN 

<4> RW 0 

0: CIA will not initiate PCI transactions 

1: CIA will initiate PCI transactions 

PCI_MEM_EN 

<5> RW 0 

0: Cl A will not respond to PCI transactions 

1: CIA will respond to PCI transactions 

PCI_REQ64_EN 

<6> RW 0 

0: CIA will not request 64-bit PCI data transactions 

1: CIA will request 64-bit PCI data transactions 

PCI_ACK64_EN 

<7> RW 0 

0: Cl A will not accept 64-bit PCI data transactions 

1: CIA will accept 64-bit PCI data transactions 

ADDR_PE_EN 

<8> RW 0 

0: CIA will not check PCI address parity errors 

1: CIA will check PCI address parity errors 

PERR_EN 

<9> RW 0 

0: CIA will not check PCI data parity errors 

1: CIA will check PCI data parity errors 

FILL_ERR_EN 

<L0> RW 0 

0: CIA will not assert FILL_ERROR 

1: CIA will assert FI LL_ERROR, if an error occurs during a EV5 read miss 

MCHK_ERR_EN 

<L1> RW 0 

0: CIA will not assert the ERROR Pin 

1: C1A wi 11 assert the E RROR pin to report system machine check 
conditions 

ECC_CHK_EN 

<L2> RW 0 

0: CIA will not check lOD Data 

1: CIA will check the lOD Data 

ASSERTJDLE_BC 

<L3> RW 0 

0: CIA will not assert 1 DLE_BC pin when asserting ADDR_BUS_REQ pin 

1: CIA will assert 1 DLE_BC pin when asserting ADDR_BUS_REQ pin 

CONJDLE_BC 

<L4> RW 0 

0: CIA may generate a non-contiguous 1 DLE_BC 

1: CIA will guananteethat 1 DLE_BC is contiguous 
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1able 7-14 CIA Conbol Register(CIA CIRU (continued) 


CSR_IOA_BYPASS 


IO_FLUSHREQ_EN 


<15> RW 0 

0: CIA will not bypass the I/O address queue 
1: CIA will bypass the I/O address queue 

<16> RW 0 

Used in combination with CPU_FLUSHREO_EN. The two bits control theCIA's 
responsetoa PCI master asserting FLUSFI_REO- 


IO_RJLJSH_REQ 

CPU_RJLJSH_REQ 

Response 

0 

0 

Assert MEM_ACK immediately. 

0 

1 

Assert MEM_ACK immediately. And 
do not allow new CPU commads to 
proceed. 

1 

0 

1 llegal. 

1 

1 

Wait until lOA queue is empty, then 
assert MEM_ACK. And don't allow 
new CPU commads to proceed. 


CPU_FLUSHREO_EN 


ARB_EV5_EN 


EN ARB LINK 


RD TYPE 


reserved 
RL TYPE 


reserved 
RM TYPE 


reserved 

EN DMA RD PERF 


<17> RW 0 

SeelO_FLUSHRE0_EN above. 

<18> RW 0 

0: Disable the bypass path from the EV5 i nto the M emory and IOA queue. 

1: Enable the bypass path from the EV5 i nto the M emory and I OA queue. 

<19> RW 0 

0: Disable CPU Memory Readsfrom linking (sharing a common FlASstrobe) 
1: Enable C PU Memory Readsto link (sharing a common FtASstrobe) 

<21:20> RW 0 

This field controls the prefech algorithm used for PCI memory read command. 
SeeTable 7-15, PCI Read Prefetch Algorithm 

<23:22> RO 0 

<25:24> RW 0 

This field controls the prefech algorithm used for PCI memory read line 
command. SeeTable 7-15, PCI Read Prefetch Algorithm 

<27:26> RO 0 

<29:28> RW 0 

This field controls the prefech algorithm used for PCI memory read multiple 
command. SeeTable 7-15, PCI Read Prefetch Algorithm 

<30> RO 0 

<31> RW 1 

0: Disable the DMA Read performance logic. 

1: Enable the DMA Read performance logic. 
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Table 7-15 PCI READ Plefetch Algorithm 


Value 

Preletc h a Igorithm 

00 

Short 

Fetch requested LW/QW and remainder of cache block 

01 

Medium 

Prefetch next block and no more. Will not cross 8 KB page boundary 

10 

Long 

Keep prefetching until PCI transaction completes. Will not cross 8 KB 

11 

reserved 

page. 


Hardware Address Extension Register (HAE MEM) 

Access: 

Read/Write, 87.4000.0400 

Format: 


31 29 28 16 

15 11 7 2 0 

0 

0 

0 

0 

0 

0 


Region 1 I — Region 2 I— Region 3 


Description: 

This HAE MEM Hardware Address Extension Register is used to extend a PCI Sparse- 
space memory address up to the fuii 32-bit PCI address. In Sparse Addressing mode, the 
CPU address provides the iow-order PCI addresses bits, whiie the HAE MEM provides 
the higher order bits. 

The high-order PCI address bits <31:26> are obtained from either the Hardware Exten¬ 
sion Register (HAE_MEM) or the CPU address depending on sparse space regions, as 
shown in Tabie 7-16. See Chapter 3, AiphaStation 600 Addressing for more detaiis. 

Initiaiizing HAE_MEM to 0000.2028, wiii make aii 3 regions contiguous starting at PCI 
address 0. 

Table 7-16 High-oiderSpaise Space Bits 


CPU address 

Region 

PC l_ Address 

31 

30 

29 

28 

27 

26 

80.0000.0000 to 
83.FFFF.FFFF 

1 

HAE ME 
M<31> 

HAE ME 
M<30> 

HAE ME 
M<29> 

CPU<33 

> 

CPU<32 

> 

CPU<31 

> 

84.0000.0000 to 
84.FFFF.FFFF 

2 

HAE ME 
M<15> 

HAE ME 
M<14> 

HAE ME 
M<13> 

HAE ME 
M<12> 

HAE ME 
M<11> 

CPU<31 

> 

85.0000.0000 to 
85.7FFF.FFFF 

3 

HAE ME 
M<7> 

HAE ME 
M<6> 

HAE ME 
M<5> 

HAE ME 
M<4> 

HAE ME 
M<3> 

HAE ME 
M<2> 


table 7-17 Hatdwate Address Extension Register (HAE MEM) 


Name 

Extent 

Access 

Init State 

Region 1 

<31:29> 

RW 

0 

reserved 

<28:16> 

RO 

0 

Region 2 

<15:11> 

RW 

0 

reserved 

<10:8> 

RO 

0 

Region 3 

<7:2> 

RW 

0 

reserved 

<1:0> 

RO 

0 
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Hardware Address Extension Register (HAEJO) 

Access: 

Read/Write, 87.4000.0440 

Format: 

31 25 24 


0 


HAE lO 


Description: 

This HAEJO Hardware Address Extension Register is used to extend a PCi Sparse- 
space iO address up to the fuii 32-bit PCi address, in Sparse Addressing mode, the CPU 
address provides the PCi addresses up to bit<24> and HAEJO provides bits<31:25>. 

On power-up this register is set to zero, in this case, Sparse i/0 region A and region B 
both map to the iower 32 MB of sparse i/0 space. Setting HAEJO to 200.000 (hex) wiii 
make region A and region B consecutive in the iower 64 MB of PCi i/0 space. 


1abie 7-18 Hardware Address Extension Register (HAE IO) 


Name 

Extent Access InitState 

reserved 

<24:0> RO 0 

HAEJO 

<31:25> RW 0 
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Configuration type Register (CFG) 

Access: 

Read/Write, 87.4000.0480 


Format: 

31 2 10 



Description: 


The CFG bits are used as the low two address bits during an access to PCI Configuration 
space. 


1able7-l9 CFG Register 
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CIA AcknowledgementContiol Register (CACK EN) 

Access: 

Read/Write, 87.40000.0600 


Format: 

31 4 3 0 


0 

F 


_ CACK_EN 


Description: 

This register has the bits that enabie the CiA’s response to EV5 commands, if a bit is set, 
this enabies the CiA to send a CACK to the EV5. if a bit is ieft cieared ("0"), then the 
corresponding EV5 command wiii be ignored by the CiA. 


1able 7-20 CIA AcknowledgementContiol Register (C AC KEN) 


Name 

Extent 

Access Init State 

CACK_EN 

<3:0> 

RW 

F 



Bit5<^:0> 

Meaning 




xxxl 

controis LOCK enabie 




xxlx 

controis M B enabie 




xlxx 

controis SET_Di RTY enabie 




Ixxx 

controis BC_ViCTiM enanbie 


reserved 

<31:4> RO 

0 
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Diagnostic Registers - description 


CIA Diagnostic Control Register(CIA DIAG) 


Access: 

Read/Write, 87.4000.2000 

Format: 


3130 29 2827_2 1 0 


0 


0 

0 

0 

0 




FPF pr.i 



L 



FROM_WRT_EN 
USE CHECK 


Description: 

The CIA force error register is a diagnostic/debug register to aiiow various errors to be 
tested. 


table 7-21 CIA Diagnostic Control Register (CIADIAG) 


Name 

Bctent; Access^ Init State 

FROM_WRT_EN 

<0> RW 0 

The FROM can only be programmed when this bit set. A write to the Flash 
ROM when this bit isn't set, results in a System MachineCheck. 

USE_CHECK 

<L> RW 0 

When set, DMA Write cycles usethe value in the DIA_CHECK for ECC sent 
on the 1OD bus. 

reserved 

<27:2> RO 0 

FPE_PCI 

<29:28> RW 0 

00: Normal parity is output to the PCI 

01: Bad parity is forced onto the low 32 bits of the PCI during data cycles 

10: Bad parity is forced onto the high 32 bits of the PCI during data cycles 

11: Bad parity is forced onto the high and low 32 bits of the PCI during 
address and data cycles 

reserved 

<30> RO 0 

FPE_TO_EV5 

<31> RW 0 

When FPE_CPU_EV5 is set, a parity error is forced on the CPU 
address/CMD bus when the Cl A is the bus master. 
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Diagnostic C hec k Register (DIAG_C HEC IQ 

Access: 

Read/Write, 87.4000.3000 

Format: 

31_8^ 


X 


■DIAG CHECK 


Description: 

The DIAG_CHECK is used for diagnostic DMA writes to write a known ECC pattern into 
memory. This register provides the ECC that gets written to memory if the USE_CHECK 
bit is set in the CIA DIAG CSR. 


table 7-22 Diagnostic Check Register (DIAGC HEC IQ 


Name 

Extent Access Ink Stole 

DIAG 

CHECK 

<7:0> RW Undefined 

For diagnostic DMA writes, the Dl AG_CHECK register provides the 
quadword ECC. 

reserved 

<31:8> RO 0 


7-18 Control and Status Registers 






CIA Perfbimance Monitor Register (PERF MONnOI^ 

Access: 

Read Only, 87.4000.4000 

Format: 


2^ _ 101.^ _a 


0 

0 


- high_count 

— low_count 


FPE_TO_EV5 

Description: 

The PERF_MONITOR CSR is really two 16-bit counters that can be programmed to count 
a variety of events. Setting up the counters is done via the PERF_CONTROL CSR. Each 
counter can be programmed to count events such as EV5 Read Misses revceived by CIA 
or DMA Writes. The PERF_MONITOR can also be set-up as a single 32-bit counter (by 
telling the high_count to count the low_counter overflow). 


1able 7-23 CIA Perfbimance Monitor Register (PERFMONnOIQ 


Name 

Extent Access Init State 

low_count 

<L5:0> RO 0 

This is the value of the low counter. 

high_count 

<31:16> RO 0 

This isthe value of the high counter. 
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CIA Perfbimance Contiol Register(PERF CONIROU 

Access: 

Read/Write, 87.4000.4040 

Format: 


31 30 29 


24 23 


16 15 14 13 


8 7 


0 

0 

0 

0 

0 

0 

0 

0 

0 

0 



I— hlah count cir 



I— low_count_clr 


high err stop 



low err stop 
low count .citart 

I - high count start 


high select 


low select 


Description: 

Performance Monitor Control register 


1able 7-24 CIA Peifbimance Conbol Regisber(PERF_COI\nROU 


Name 

Extent Access Init State 

low_select 

<7:0> RW 0 

See Table 7-25 for decoding of these bits 

reserved 

<12:8> RO 0 

low_count_clr 

<13> WO 0 

write a 1 to clear the low counter 

low_err_stop 

<14> RW 0 

If Cl A detects an error and this bit is set, then stop counting. 

low_count_start 

<15> RW 0 

0: don't count, keep current values 

1: start counting 

high_select 

<23:16> RW 0 

See Table 7-25 for decoding of these bits 

reserved 

<28:24 RO 0 

high_count_clr 

<29> WO 0 

write a 1 to clear the high counter 

high_err_stop 

<30> RW 0 

If Cl A detects an error and this bit is set, then stop counting. 

high_count_start 

<31> RW 0 

0: don't count, keep current values 

1: start counting 
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1able 7-25 PERF CONlROLRegisberlow/high selectsEncoding 


low_select<7:0> 

and 

high_select<23:16> 

Description 

0000 0000 

for low_select: The value of is reserved 

for high_seiect: make 32-bit counter, The high 

0000 0001 

counting clock cycles, always increment 

0000 0010 

counting refresh cycles 

0001 0000 

counting #of EV5 cmd's acknowledged 

0001 0001 

counting #of EV5 Reads (modify or not) 

0001 0010 

counting #of EV5 Read miss (not modify) 

0001 0011 

counting #of EV5 Read Miss Modify 

0001 0100 

counting #of EV5 BCACHE_VICTI M cmd's that are acknowledged by CIA 

0001 0101 

counting #of EV5 Locks that are acknowledged by CIA 

0001 0110 

counting #of EV5 Memory Barrier that are acknowledged by CIA 

0001 0111 

counting#ofEV5 FETCH or FETCH_M 

00011000 

counting #of EV5 Write Blocks (lock or not) 

0010 0000 

counting #of EV5 memory cmd's 

0010 0001 

counting #of EV5 I/O cmd's 

0010 0010 

counting #of EV5 I/O read cmd's 

0010 0011 

counting #of EV5 I/O write cmd's 

0010 0100 

counting #of CIA system commands issued (read/flush) 

0010 0101 

counting #of EV5 system Read commands issued 

0010 0110 

counting #of EV5 system Flush commands issued 

0010 0111 

counting #of times Cl A received NOACK as a response 

0010 1000 

counting #of times Cl A received Scache ACK as a response 

0010 1001 

counting #of times CIA received BcacheACK as a response 

0011 0000 

counting #of DMA Reads (total) 

0011 0001 

counting #of DMA Reads (read command) 

0011 0010 

counting #of DMA Reads (read line command) 

0011 0011 

counting #of DMA Reads (read multiple command) 

0011 0100 

counting #of DMA Writes (total) 

0011 0101 

counting #of DMA Writes (write command) 

0011 0110 

counting #of DMA Writes (write and invalidate command) 

0011 0111 

counting #of DMA Dual Address cycle 

00111000 

counting #of DMA cycles that CIA issued a retry to 

00111001 

counting #of I/O cycles that Cl A got a retry on 

0100 0000 

counting #of times PCI bus LOCK was established 

0100 0001 

counting #of times EV5 tried to access block that was locked 

0100 0010 

counting #of times DMA (that caused a flush) hit on the victim address 

0101 0000 

counting #of times CIA had to refill theTLB 

0110 0000 

counting #of single bit ECC error detected 

all others 

Reserved/unused, not counting 
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CPU ErrorInfoimation Register0 (CPU_ERRO) 

Access: 

Read Only, 87.4000.8000 


Format: 

31_4 3 0 


X 

0 


- ADDR<31:4> 


Description: 

The low-order address bits of the CPU Address/CMD bus are locked Into this register 
when the CIA detects an error event. Clearing all the error bits In the CIA_ERR register 
unlocks this register. When the register Is not locked the contents of this register are not 
defined. 

The Information In the CPU_ERR0 and CPU_ERR1 registers Is only related to EV5 bus 
parity errors detected by the CIA ASIC (CIA_ERR<2>). 


1able 7-26 C PU Bror Infoimation Register0 (C PU ERRO) 


Name 

Extent 

Access 

Init State 

reserved 

<3:0> 

RO 

0 

ADDR<31:4> 

<31:4> 

RO 

Undefined 


Contains address bits <31:4>of the current address on the CPU 
address/CM D bus upon an EV5 1 nterface error. 
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C PU Error Information Register 1 (C PU_ERR1) 

Access: 

Read Only, 87.4000.8040 

Format: 


31 30 29 22 21 20_16 15 12 11 8 7 6_32_0 


X 

X 

0 

X 

0 

X 

X 

X 

0 

X 


1-ADDR_CMD_PAR 
- FPE_2_EV5 

-CPU PE 


I — ADDR<39> 1—ADDR<34:32> 

- CMD 

- INT 4 VALID 


Description: 

The mask and command field and the remaining address field on the CPU Address/CMD 
bus are locked Into the ERR1 register upon the CIA detecting an error event. Clearing all 
the error bits In the CIA_ERR register unlocks this register. When the register Is not 
locked, the contents of this register are not defined. 

The Information In the CPU_ERR0 and CPU_ERR1 registers Is only related to EV5 bus 
parity errors detected by the CIA ASIC (CIA_ERR<2>). 


table 7-27 C PU Bior Infotmation Register 1 (C PU ERRl) 


Name 

E)cterit 

Access 

Init Stele 

ADDR<34:32> 

<2:0> 

RO 

U ndefi ned 


Contains address bits <34:32>from the CPU address/CMD bus. 

reserved 

<6:3> 

RO 

0 

ADDR<39> 

<7> 

RO 

U ndefi ned 


Contains address bit <39>from theCPU address/CMD bus. 

CMD 

<11:8> 

RO 

U ndefi ned 


Contains the command from the CPU address/CM D bus. 

INT_4_VALID 

<15:12> 

RO 

U ndefi ned 


Contains the 1 NT_4_VALI D bits from the CPU address/CMD bus. 

reserved 

<20:16> 

RO 

0 

ADDR_CMD_PAR 

<21> 

RO 

U ndefi ned 


Contains the Parity bit from the CPU address/CM D bus. 

reserved 

<29:22> 

RO 

0 

FPE_2_EV5 

<30> 

RO 

U ndefi ned 


Copy of the csr bit to force bad parity to the E V5. 

CPU_PE 

<31> 

RO 

U ndefi ned 


If set, indicates that the CPU interface detected a parity error. 
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CIA Error Register (CIA_ERR) 

Access: 


Read/Write to Clear, 87.4000.8200 


Format: 

31 30 2827 21 20 19 16 15 12 11 0 


0 

0 

0 

0 

0 

0 

0 


'— Error Bits (see table) 
-Lost Error Bits (see table) 

-Lost Error Bits (see table) 

ERR VALID 


Description: 

The CIA_ERR Is used by the CIA to log Information pertaining to an error condition de¬ 
tected In the CIA ASIC. All bits of the CIA_ERR, except the LOST bits will be locked until 
the CIA_ERR register Is cleared by a software write. The LOST bits will be set whenever 
the CIA_ERR Is already locked and another error Is detected. The CIA_ERR register will 
remain locked until the CIA_ERR Is written to and all the Individual error bits are cleared 
(write 1 to clear). 
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Table 7-28 C IA_BTor Regisber (C IA_ERI^ 


Name 

Extent Access Init Slate 

COR_ERR 

<0> RWIC 0 

Correctable (single bit) ECC error detected. This error cannot occur 
for a CPU to memory read/write (CPU/mem read ECC errors are 
detected by the E V5; CPU/mem writes are not checked). This error is 
applicabletoa DMA, S/G TLB miss, or an I/O Write from the EV5.. 

UN_COR_ERR 

<1> RWIC 0 

Uncorrectable ECC error detected. This error cannot occur for a CPU 
to memory read/write (CPU/mem read ECC errors are detected by the 
EV5. CPU/mem writes are not checked). This error is applicableto a 
DMA, a S/G TLB miss, or an I/O write from the EV5. 

CPU_PE 

<2> RWIC 0 

EV5 bus parity error detected 

MEM_NEM 

<3> RWIC 0 

Access to non-existent memory detected. 

PCI_SERR 

<4> RWIC 0 

PCI bus SERR detected. 

PERR 

<5> RWIC 0 

PCI bus Data Parity error detected. 

PCI_ADDR_PE 

<6> RWIC 0 

PCI bus Address Parity error detected. 

RCVD_MAS_ABT 

<7> RWIC 0 

PCI master state machine generated master abort. 

RCVD_TAR_ABT 

<8> RWIC 0 

PCI master state machine rcvd targert abort. 

PA_PTEJNV 

<9> RWIC 0 

Invalid PageTable entry on Scatter/Gather access. 

FROM_WRT_ERR 

<10> RWIC 0 

Write to Flash ROM attempted without setting FROM_WRT_EN 

IOA_TIMEOUT 

<11> RWIC 0 

I/O timeout occurred. I/O read/write failed to get executed in 1 
second. 

reserved 

<15:12> RO 0 
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lable 7-28 ClA Enor Register (CIA ERI^ (continued) 


Name 

Bctent Access InitState 

lost_COR_ERR 

<L6> RO 0 

WhileCI A_ERR CSR was locked, a correctable ECC error was 
detected. 

lost_UN_COR_ERR 

<L7> RO 0 

WhileCI A_ERR CSR was locked, an uncorrectable ECC error was 
detected. 

lost_CPU_PE 

<L8> RO 0 

WhileCI A_ERR CSR was locked, a CPU parity error was detected. 

lost_MEM_NEM 

<L9> RO 0 

WhileCI A_ERR CSR was locked, an access to non-existent memory 
was detected. 

reserved 

<20> RO 0 

lost_PERR 

<21> RO 0 

WhileCI A_ERR CSR was locked, a PCI Data Parity error was 
detected. 

lost_PCI_ADDR_PE 

<22> RO 0 

WhileCI A_ERR CSR was locked, a PCI Address Parity error was 
detected. 

lost_RCVD_MAS_ABT 

<23> RO 0 

WhileCI A_ERR CSR was locked, the PCI master state machine 
generated a Master Abort. 

lost_RCVD_TAR_ABT 

<24> RO 0 

WhileCI A_ERR CSR was locked, the PCI master state machine 
recveived a target abort. 

lost_PA_PTEJNV 

<25> RO 0 

WhileCIA_ERR CSR was locked, an Invalid PageTable entry on 
Scatter/Gather access occurred. 

lost_FROM_WRT_ERR 

<26> RO 0 

WhileCI A_ERR CSR was locked, a write to Flash ROM with out 
setting F ROM_WRT_E N was attempted. 

lostJOA_TIMEOUT 

<27> RO 0 

WhileCI A_ERR CSR was locked, an I/O timeout occurred. An I/O 
read/write failed to get executed in 1 second. 

reserved 

<30:28> RO 0 

ERR_VALID 

<31> RO 0 

An error has been detected and the Cl A error registers are all locked. 
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CIA Status Register(CIA SIAI) 

Access: 

Read Only, 87.4000.8240 

Format: 


31 18 

; 17 16 

15 12 

11 

10 8 

7 4 

3 

2 

1 0 

0 

X 

X 

0 

0 

0 

0 

0 

0 


L PCLSTATUS <1:0> 

L MEM_SOURCE 
L|OA_VALID<3:0> 

LcPU_QUEUE<2:0> 
l-TLB_MISS 
L DM_ST<3:0> 

- PA CPU RES<1:0> 


Description: 

This register contains status information related to the error stored in the CIA_ERR regis¬ 
ter. The intent is to provide a snapshot of the status (state) of the CIA when the error was 
detected. 
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Table 7-29 CIA Status Register (CIA_SIAD 


Name 

Extent Access Init State 

PCI_STATUS<0> 

<0> RO 0 

If set, then the PCI target state machine is active. 

PCI_STATUS<1> 

<L> RO 0 

If set, then the PCI master state machine is active. 

reserved 

<2> RO 0 

MEM_SOURCE 

<3> RO 0 

0: source of the memory cycle is the EV5 

1: source of the memory cycle is the PCI 

IOA_VALID<3:0> 

<7:4> RO 0 

valid bits for the 10 command/address queue 

CPU_QUEUE<2:0> 

<a0:8> RO 0 

valid bits for theCPU command/address queue 

TLB_MISS 

<L1> RO 0 

If set, then a TLB MISS refill was in progress when the error occurred. 

DM_ST<3:0> 

<15:12> RO Undefined 


These bits represent the state of the logic that moves data between the 
CIA and the DSW ASICs. 


DM_Sr=3:0> 

Definition 

0000 

idle 

0001 

restarting DSW lOW buffers 

0010 

I/O Write 

0110 

DMA Read or TLB miss 

0111 

DMA Write 

1000 

I/O Write to the GRU ASIC 

1001 

I/O Read to the GRU ASIC 

1010 

I/O Read to an internal CIA CSR 

1011 

I/O Read to the PCI bus (32-bit/64-bit) 

others 

reserved 


PA_CPU_RES<1:0> <L7:16> RO 0 

EV5 response for the DMA. 00 =no response, 01 =noack, 10 =SCache 
hit, 11 =BCachehit 

reserved <31:18> RO 0 
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CIA Error Mask Register (ERR_MASK) 

Access: 

Read/Write, 87.4000.8280 


Format: 

31 1211 0 


0 

0 




Error Mask (see table) 


Description: 

The ERR_MASK is used to disable the logging and reporting of errors. On power-up the 
default is for error logging to be disabled (ERR_MASK = 0). For each bit a zero (0) dis¬ 
ables the logging/reporting of that error, a one (1) enables the corresponding error logging 
and reporting. 


Table 7-30 CIA Enor Mask Register (ERR_MASIQ 


Name 

Extent Access Init State 

COR_ERR 

<0> RW 0 

Disable/enable error logging/reporting for correctable ECC errors. 

UN_COR_ERR 

<L> RW 0 

Disable/enable error logging/reporting for un-correctable ECC errors. 

CPU_PE 

<2> RW 0 

Disable/enable error logging/reporting for CPU Parity errors. 

MEM_NEM 

<3> RW 0 

Disable/enable error logging/reporting for Non-Existant Memory 
access errors. 

PCI_SERR 

<4> RW 0 

Disable/enable error logging/reporting for PCI SERR errors. 

PERR 

<5> RW 0 

Disable/enable error logging/reporting for PCI Data Parity errors. 

PCI_ADDR_PE 

<6> RW 0 

Disable/enable error logging/reporting for PCI Address Parity errors. 

RCVD_MAS_ABT 

<7> RW 0 

Disable/enable error logging/reporting for PCI Master Abort Errors. 

RCVD_TAR_ABT 

<8> RW 0 

Disable/enable error logging/reporting for PCI Target Abort errors. 

PA_PTEJNV 

<9> RW 0 

Disable/enable error logging/reporting for invald PTE errors. 

FROM_WRT_ERR 

<L0> RW 0 

Disable/enable error logging/reporting for FROM write errors. 

WIOA_TIMEOUT 

<L1> RW 0 

Disable/enable error logging/reporting for I/O Timeout errors. 
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CIA Error^ndrome Register(CIA SYN) 

Access: 

Read Only, 87.4000.8300 

Format: 


31 


87 


X 


ECC Sl'NDROME 


Description: 

The CIA_SYN register is used by the CIA to log information pertaining to an error de¬ 
tected by the ECC checker. The syndrome is locked into the CIA_SYN register upon a 
CIA error. Clearing all the error bits in the CIA_ERR register unlocks this register. When 
the register is not locked the contents of this register are not defined. 


1able 7-31 CIA EtiorSyndtome Register(CIA SYN) 


Name 

Bdent 

Access 

Init State 

ECC_SYN DROME 

<7:0> 

RO 

Undefined 

reserved 

<31:8> 

RO 

0 
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CIA Memory Port Status Register0 (MEM ERRO) 

Access: 

Read Only, 87.4000.8400 


Format: 

81 4 3 0 



MEM_PORT_ADDR<31:4> 


Description: 

The low-order address bits of the Memory Port Address bus are locked Into this register 
upon a CIA detected error. The contents are read only. Clearing all the error bits In the 
CIA_ERR register unlocks this register. When the register Is not locked the contents of 
this register are not defined. 


1able 7-32 CIA Memory Port Status RegisterO (MEMERRO) 


Name 

Extent; 

Access, 

Init State 

reserved 

<3:0> 

RO 

undefined 

M E M_PORT_ADDR<31:4> 

<31:4> 

RO 

undefined 


Contains address bits <31:4>of the current address in the 
Memory port when the Cl A detects an error. 
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CIA Memory Port Status Register 1 (MEM ERRl) 

Access: 

Read Only, 87.4000.8440 

Format: 


31 2928 242321 20 19 16 15 12 11 8 7 6 2 1 0 


0 

X 

0 

X 

X 

X 

X 

X 

0 

X 


L MEM_PORT_ADDR<33:32> 

L MEM_PORT_ADDR<39> 

L MEM_PORT_CMD 
L MEM_PORT_MASK 
L SEQ_ST 

L MEM_PORT_SOURCE 
- SET_SEL_ENC 

Description: 

The command, memory mask (INT4_VALID from CPU), Memory sequencer state, the 
source of the command, an encoded Set Select field, and the remaining address field are 
locked Into the MEM_ERR1 register upon a CIA error. Clearing all the error bits In the 
CIA_ERR register unlocks this register. When the register Is not locked, the contents of 
this register are not defined. 


1able 7-33 CIA Memory Port Status Register 1 (MEMERRl) 


Name 

Extent; 

Access; 

Init State 

M E M_PORT_ADDR<33:32> 

<L:0> 

RO 

Undefined 


Contains address bits <33:32>of the current address in the 


Memory port when the CIA detects an error. 

reserved 

<6:2> 

RO 

0 

M E M_PORT_ADDR<39> 

<7> 

RW 

Undefined 


Address bit <39> 

MEM_PORT_CMD 

<L1:8> 

RO 

Undefined 


The memory command when the error occurred. 

MEM_PORT_MASK 

<L5:12> 

RW 

Undefined 


The mask bits when the error occurred. 

SEQ_ST 

<L9:16> 

RW 

Undefined 


The memory sequencer state when the error occurred. 

MEM_PORT_SOURCE 

<20> 

RW 

Undefined 


Sourceof the memory command, 0=CPU , 1=DMA. 

reserved 

<23:21> 

RO 

0 

SET_SEL_ENC 

<28:24> 

RW 

Undefined 


Encoded set select, indicates which memory set was active 


when the error occurred. 


reserved 

<31:29> 

RO 

0 
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Table 7-34 MEM_PORr CMD BKodings 


MBM_POKr SOURCE 

MEM_POKrCMD 

Desription 

0 

OllX 

EV5 Write Block or Write Block Lock 

0 

lOXX 

EV5 Read Miss, Read Miss Modify 

0 

1100 

EV5 BC_Victim 

0 

llix 

EV5 Read Miss Modify 

1 

lOXX 

DMA Read, DMA Read Modify 

1 

OOlX 

DMA Write 

al 1 others are reserved 


1able 7-35 SEQ STEncodings 


SEQ_Sr 

Desription 

0000 

Idle 

0001 

DMA Read or Write 

0010, 0011 

EV5 Read Miss (or Read Miss Modify) with 

Victim 

0100, 0101, 0110 

EV5 Read Miss (or Read Miss Modify) no Victim 

0111, 1000, 1001 

Refresh 

1100 

Idle, waiting for DMA Pending Read 

1110, 1111 

Idle, RAS Precharge 

al 1 others are reserved 
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Table 7-36 SET SEL_ENC Encodings 


SErSEL_B\IC 

Desription 

00000 

Set 0 Selected 

00001 

Set 1 Selected 

00010 

Set 2 Selected 

00011 

Set 3 Selected 

00100 

Set 4 Selected 

00101 

Set 5 Selected 

00110 

Set 6 Selected 

00111 

Set 7 Selected 

01000 

Set 8 Selected 

01001 

Set 9 Selected 

01010 

Set A Selected 

01011 

Set B Selected 

01100 

Set C Selected 

01101 

Set D Selected 

OHIO 

Set E Selected 

01111 

Set F Selected 

10000 

No Set selected 

11111 

Refresh Cycle 

al 1 others are reserved 
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PCI Error Register 0 (PC l_ERRO) 

Access: 

Read Only, 87.4000.8800 

Format: 


31 29 28 27 24 

23 

22 21 

19 16 15 12 11 

8 7 6 

5 

4 

O 

CO 

0 

X 

X 

0 

0 

0 

0 

X 

0 

X 

X 

X 


l-DMA_CMD 

Llock_state 

L DMA_DAC 
L WINDOW 
- MASTER_STATE 
L TARGET_STATE 
L PCLCMD 
- PCI DAC 


Description: 

The PCI_ERR0 register Is used by the CIA to log Information pertaining to the state of the 
PCI Interface when an error condition Is detected by CIA. The CSR Is locked, as are all 
CIA error registers, when the CIA detects an error. And, the CSR Is unlocked when the 
CIA_ERR CSR Is cleared. When the register Is not locked, the contents are unpredict¬ 
able. 

The data In the WINDOW, DMA_DAC, and DMA_CMD fields Is associated with the ad¬ 
dress stored In the PCI_ERR1 register. This group and PCI_ERR1 hold Information re¬ 
lated to the following errors: 

• Errors associated with the memory while the CIA Is handling a DMA 

— Correctable ECC error (CIA_ERR<0>) 

— Uncorrectable ECC error (CIA_ERR<1>) 

— Access to non-existent memory (CIA_ERR<3>) 

— Invalid Page Table entry (CIA_ERR<9>) 

The data In the PCLDAC, PCLCMD, TARGET_STATE, and MASTER_STATE fields Is 
associated with the address stored In the PCI_ERR2 register. This group and the 
PCI_ERR2 register hold Information related to the following error conditions: 

• Errors associated with the PCI bus 

— PCI Data Parity error (CIA_ERR<5>) 

— PCI Address Parity Error (CIA_ERR<6>) 

— PCI Master Abort (CIA_ERR<7>) 

— PCI Target Abort (CIA_ERR<8>) 

— lOA Timeout (CIA_ERR<11>) 

The LOCK_STATE field provides general Information about the current state of CIA not 
specifically associated with either PCI_ERR1 or PCI_ERR2. 
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Table 7-37 PCI BrorRegisberO (PCI_ERRO) 


Name 

Extent Access InitState 

DMA_CMD 

<3:0> RO X 

The PCI command of the current DMA. 

LOCK_STATE 

<4> RO X 

1 f set then the Cl A was locked when the error was detected. 

DMA_DAC 

<5> RO X 

If set then the current DMA is a dual address cycle command. 

reserved 

<7:6> RO 0 

WINDOW 

<L1:8> RO X 

Indicates which window (if any) was selected by the PCI address. 

• 0000 No window active 

• 0001 Window 0 hit 

• 0010 Window 1 hit 

• 0100 Window 2 hit 

• 1000 Window 3 hit 

reserved 

<L5:12> RO 0 

MASTER_STATE 

<L9:16> RO 0 

0:1 die 

1: Drive Bus 

2: Address Step Cycle 

3: Address Cycle 

4: Data Cycle 

5: Last Read Data Cycle 

6: Last Write Data Cycle 

7: Read Stop Cycle 

8: Write Stop Cycle 

9: Read Turnaround Cycle 

A: Write Turnaround Cycle 

B: Reserved 

C: Reserved 

D: Reserved 

E: Reserved 

F: Unknown State 

TARGET_STATE 

<22:20> RO 0 

0:1 die 

1: Busy 

2: Read Data Cycle 

3: Write Data Cycle 

4: Read Stop Cycle 

5: Write Stop Cycle 

6: Read Turnaround Cycle 

7: WriteTurnaround Cycle 

reserved 

<23> RO 0 

PCI_CMD 

<27:24> RO x 

The current PCI command. 

PCI_DAC 

<28> RO X 

If set then the current PCI command is a dual address cycle command. 

reserved 

<31:29> RO 0 
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PCI Error Register 1 (PCI_ERR1) 

Access: 

Read Only, 87.4000.8840 

Format: 

31_0 

X 


'- DMA_ADDRESS<3:0> 

Description: 

The PCI_ERR1 register is used by the CIA to log PCI address <31:0> for the current DMA 
pertaining to an error condition logged in PCI_ERR0. This register is locked whenever the 
CIA detects an error. This register always captures DMA address<31:0>, even for a DMA 
DAC cycle. The most significant DMA address<39:32> can be obtained from the W_DAC 
register; DMA address<63:40> had to be zero for the CIA to hit on the DAC cycle. The 
register is unlocked when the error bits in the CIA_ERR CSR have all been cleared. Con¬ 
tents of this register are unpredictable when not locked. 

The PCI_ERR1 register and some fields in PCI_ERR0 (WINDOW, DMA DAC, and 
DMA_CMD) is associated hold information related to the following errors: 

• Errors associated with the memory while the CIA is handling a DMA 

— Correctable ECC error (CIA_ERR<0>) 

— Uncorrectable ECC error (CIA_ERR<1>) 

— Access to non-existent memory (CIA_ERR<3>) 

— Invalid Page Table entry (CIA_ERR<9>) 


Table 7-38 PCI BrorRegisber 1 (PCI_ERR1) 


Name 

E)ctent Access Init State 

DMA_ADDRESS<31:0> 

<31:0> RO X 

Contains the DMA address <31:0>. 
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PCI Error Register 2 (PCI_ERR2) 

Access: 

Read Only, 87.4000.8880 

Format: 

31_0 

X 


PCI ADDRESS<31:0> 


Description: 

The PCI_ERR2 register Is used by the CIA to log PCI address <31:0> pertaining to an 
error condition logged In PCI_ERR0. This register Is locked whenever the CIA detects an 
error. This register always captures PCI address<31:0>, even for a DMA DAC cycle. The 
most significant PCI address<39:32> can be obtained from the W_DAC register; PCI ad- 
dress<63:40> had to be zero for the CIA to hit on the DAC cycle. The register Is unlocked 
when the error bits In the CIA_ERR CSR have all been cleared. Contents of this register 
are unpredictable when not locked. 

The PCI_ERR2 register and some fields In PCI_ERR0 (PCI_DAC, PCI_CMD, TAR- 
GET_STATE, and MASTER_STATE) hold Information related to the following error condi¬ 
tions: 

• Errors associated with the PCI bus 

— PCI Data Parity error (CIA_ERR<5>) 

— PCI Address Parity Error (CIA_ERR<6>) 

— PCI Master Abort (CIA_ERR<7>) 

— PCI Target Abort (CIA_ERR<8>) 

— lOA Timeout (CIA_ERR<11>) 


Table 7-39 PCI BTornegisber2 (PCI_ERR2) 


Name 

Extent Access InitState 

PCI_ADDRESS<31:0> 

<31:0> RO X 

Contains the PCI address <31:0>. 
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Memoiy Contiol Registers - description 

Memory Configuration Register (MCI^ 

Access: 

ReadAVrite, 87.5000.000 


Format: 


31 30 29 28 27 26 25 23 22 21 20 19 18 17 


8 7 6 4 3 1 0 


0 0 


r 


TMG_R0 
LONG CBR CAS 


DLY_IDLE_BC 
EARLY IDLE BC 


MEM_SIZE 
CACHE_SIZE 
REF_RATE 
REF BURST 


Description: 

The MCR register defines the AiphaStation 600 system and memory configuration. The 
bits within this register are used to configure the CIA memory controller. 
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1able 7-40 Memoty Configuration Register (MCI^ 


Name 

MEM SIZE 


reserved 
CACHE SIZE 


reserved 
REF RATE 


REF BURST 


TMG RO 


LONG_CBR_CAS 


reserved 
DLY IDLE BC 


reserved 

EARLY IDLE BC 


reserved 


Extent Access Init State 

<0> RW 0 

When M E M_SI ZE is set (value=l), the memory port is configured to a 256-bit 
data path and MM BO and MMBl must depopulated identically. If not, an 
illegal configuration is flagged. When MEM_SIZE is clear (value=0), the 
memory port is configured to a 128-bit data path. 

Note: This bit is to beset by firmware and must be 1 for AlphaStation 600. 
<3:1> RO 0 

<6:4> RW 0 

CACHE_SIZE is determined by firmwareusing the CACHE_CNFG register 
and written before any memory cycles are started. For encodings see Table 
7-62. 

<7> RO 0 

<17:8> RW 0 

TheREF_RATE controls the memory refresh rate. An 10-bit free-running 
counter, starting at 0, counts upto the RE F_RATE and resets to zero once the 
REF_RATE value is reached. Memory is refreshed everyti me the RE F_RATE 
value is reached. 

Setting the RE F_RATE tobeO, will disable refreshes. 

<19:18> RW 0 

The refresh state machine can set up to do all or half of the SI M Ms at once and 
to do one or two refreshes when the RE F_RATE counter rolls over. 

• 0 0, ras all SI M Ms at once, single refresh. 

• 01, ras all SI M Ms at once, double refresh (burst). 

• 10, ras half of SI M Ms at once, single refresh. 

• 11, ras half of SI M Ms at once, double refresh (burst). 

<21:20> RW 0 


Controls the row address set-up. 


TMG_RO 

Nominal Row Address 

Set-up 

00 

15 ns 

01 

30 ns 

10 

45 ns 

11 

60 ns 


<22> RW 1 


0: The refresh (CAS-before-RAS) CAS pulse width =60 ns 
1: The refresh (CAS-before-RAS) CAS pulse width =90 ns 

<25:23> RO 0 


<27:26> RW 0 

must be 0 

<28> RO 0 

<29> RW 0 


mu at be 1 


<31:30> RO 0 
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Memory Base Address Registers 0-E (MBAO-E) 

Access: 

RAV, address = 87.5000.0600, 87.5000.0680, 87.5000.0700,... 87.5000.980 

Format: 


31 29 28 27 26 25 


1615 14 


98 


4 3 2 1 0 


0 


0 


0 


0 


I 


SI VALID 


PATTERN 
TMG SEL 


L MASK 


S0_VALID 
ROW TYPE 


Description: 

There are 8 MBA registers (MBA0,2,4,6,8,A,C,E). Each controls two of the 16 (8 in the 
current AlphaStation 600 system) possible banks of memory which the CIA can support. 
The bits within the MBA register provide a PATTERN which is compared with the incom¬ 
ing address to determine the bank being accessed. The minimum bank size for an MBA 
register is 16 Mbytes. 
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1able 7-41 Memoty Base Address Registeis 2,4,6,8^,C,E (MBA0,2A6r8,A,C,E) 


Name 

Extent Access InitSbte 

S0_VALID 

<0> RW 0 


If set, then side 0 for the bank is valid. 


ROW_TYPE «=2:1> RW 0 

ROW_TYPE specifies the row and coiumn configuration of the physical bank 
being referenced. The ROW_TYPE is used in generating the memory address 
map. 


ROWtype 

Row/ Column 

00 

10 row 10 column 

01 

12 row 10 column or 11x11 

10 

13 row 11 column or 12x12 

11 

Reserved 


reserved <3> RO 0 

MASK <8:4> RW 0 

The MASK indicates which bits are used in comparing the MBA[PATTERN] 
with the physicai address (memory address). The mask fieid essentially 
indicates the size of the memory SI M Ms in the bank corresponding to the M BA 
register. For a 256-bit memory data bus, the valid MASK fields are: 


Size of SIMM 

MASK 

(Hex) 

Comment 

4 or 8 M bytes 

00001 

ADDR[24] is not used in the address comparrison 

16 or 32 M bytes 

00111 

ADDR[26:24] are not used in the address 
comparrison 

64 or 128 

Mbytes 

11111 

ADDR[28:24] are not used in the address 
comparrison 


reserved <14:9> RO 0 

S1_VALID <15> RW 0 

If set, then side 1 for the bank is valid. Side 1 can't be valid unless sideO is also 
valid. 

PATTERN <25:16> RW 0 

The PATTERN field is compared with the incoming CPU ADDR[33:24] and then 
ORed with the MASK field to determine if the bank corresponding to this MBA 
is being accessed. The PATTERN basically indicates the base address of the 
memory bank, whiletheMASK indicates the size of the bank. 

reserved <27:26> RO 0 

TMG_SEL <29:28> RW 0 

<29:28 Use IMG Description 

> CSR 

TMGO Used to control memory timing of 50,60 ns 
TMGl SIMMs 

TMG2 Used to control memory timing of 70 ns SI M Ms 

reserved Used to control memory timing of 80 ns SI M Ms 

reserved 

reserved I <31:30> RO 0 


00 

01 

10 

11 


7-42 Control and Status Registers 







Memory liming Registers (IMG0-lMG 2) 

Access: 

RAV, 87.5000.0B00, 87.5000.0B40, 87.5000.0B80 

Format: 

3j_0 

see table below 


Description: 

The TMG GSRs contain the AlphaStatlon 600 memory timing parameters which control 
the memory sequencer. 


1able 7-42 Memory liming F^rameteis, Encoding Vaiues 


Parameter 

Short Desc ription 

Encoded Value 

000 

001 

010 

Oil 

100 

101 

110 

Ill 

TMG_R1 

Read Starting Data Delay 

30 

- 

60 

- 

- 

- 

- 

- 

TMG_R2 

Row Address Hold 

30 

45 

60 

75 

- 

- 

- 

- 

TMG_R3 

Read, cycle time 

60 

- 

90 

- 

- 

- 

- 

- 

TMG_R4 

Read, CAS assertion delay 

30 

45 

60 

75 

- 

- 

- 

- 

TMG_R5 

Read CAS pulse width 

30 

45 

60 

75 

- 

- 

- 

- 

TMG_R6 

Read, Column address hold 

30 

45 

60 

75 

- 

- 

- 

- 

TMG_W1 

Write, data delay 

30 

- 

60 

- 

- 

- 

- 

- 

TMG_W4 

Write CAS assertion delay 

60 

75 

90 

105 

120 

135 

- 

- 

TMG_PRE 

RAS Pre-charge 

0 

30 

- 

- 

- 

- 

- 

- 

TMG_V3 

WrieA/ictim, cycle time 

60 

- 

90 

- 

- 

- 

- 

- 

TMG_V4 

Linked Victim, CAS Assertion delay 

60 

75 

90 

105 

120 

135 

- 

- 

TMG_V5 

Writ^ictim, CAS pulse width 

30 

45 

60 

75 

- 

- 

- 

- 

TMG_V6 

Writ^ictim Column address hold 

30 

45 

60 

75 

- 

- 

- 

- 

TMG_RV 

Delay between a Read and linked Victim 

0 

0 

30 

30 

- 

- 

- 

- 

Delay to M E M_E N assertion after the 
read 

15 

30 

45 

60 





TMG_RD_DLY 

Read data delay info 

0 

15 

30 

45 

- 

- 

- 

- 


a indicates the value is illegal 
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1able 7-43 Memoty liming RegisbetsnMG0-lMG2) 


Name 

Extent Access InitStat 

TMG_R1 

<L:0> RW 0 

read starting, data delay 

TMG_R2 

<3:2> RW 0 

row address hold 

TMG_R3 

<5:4> RW 0 

read, cycle time 

TMG_R4 

<7:6> RW 0 

read, CAS assertion delay 

TMG_R5 

<9:8> RW 0 

read, CAS pulse width 

TMG_R6 

<L1:10> RW 0 

read, column address hold 

TMG_W1 

<L3:12> RW 0 

write, data delay 

TMG_W4 

<L6:14> RW 0 

write, CAS assertion delay 

TMG_PRE 

<L7> RW 0 

RAS, pre-charge delay 

TMG_V3 

<a9:18> RW 0 

write, cycle time 

TMG_V4 

<22:20> RW 0 

linked victim, CAS assertion delay 

reserved 

<23> RO 0 

TMG_V5 

<25:24> RW 0 

victim/write, CAS pulse width 

TMG_V6 

<27:26> RW 0 

victim/write, column address hold 

TMG_RV 

<29:28> RW 0 

read-to-victim start delay 

TMG_RD_DLY 

<31:30> RW 0 

read, data delay (effects DSW) 
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PCI Address-related Registers - Description 

Sc atbei/Gather Translation Buffer Invalidate Register (IBIA) 


Access: 

Format: 

31 


Write, 87.6000.0100 


1 0 


r 


TBIA<1:0> 


Description: 

A write to the TBIA register wiii resuit in the specified group of scatter gather TLB TAGs to 
be marked invaiid and uniocked. 


table 7-44 Scattei/GatherTranslation Buffer Invalidate Register (IBIA) 


Name 

TBIA<1:0> 


Extent Access InitStale 


<L:0> WO 0 

A write to this register will Invalidate the scatter/gather Translation 
Buffers. 


Bit5-O.:0> 

Meaning 

00 

no operati on 

01 

Invalidate and unlock theTLB TAGs that are 

10 

currently locked 

11 

1 nvali date the TLB TAGs that arecurrently unlocked 


1 nvalidateand unlock all of theTLB TAGs entries 


reserved 


<31:2> 


RO 


0 
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V\/indow Base Registers (V\Ac_BASE, x^3) 

Access: 

Read/Write, 87.6000.0400, 87.6000.0500, 87.6000.0600, 87.6000.0700 


Format: 


41_20 19_4 3 2 1 0 


X 

0 

X 

X 

X 

X 



W BASF 





W_EN 

Wx_BASE_SG 
MEMCS_en^le' 
DAC enable^ 


Note: (1) W_BASE[0] only 
(2) W_BASE(3) only 


Description: 

The Window Base register provides the base address for a particuiar target window. 

There are 4 Window Base registers: W_BASE[0], W_BASE[1], W_BASE[2], and 
W_BASE[3]. The W_BASE[x] registers shouid not be modified uniess the software en¬ 
sures that the no PCI traffic is targetted for the window being modified. 

Determining a Hit in the Target Window: 

The incoming PCI address bits <31:20> are compared with the each of the four Window 
Base registers, where the W_MASK register determines which bits are invoived in the 
comparison. 

The Target Window is ’Hit’ when the masked addresses match a vaiid Window Base reg¬ 
ister. 

If MEMCS_enable is set then the "Hit" is further quaiified by the MEMCS input signai - 
this is used if PC compatibiiity hoies are required in the CIA (see Chapter 10, AlphaSta- 
tion 600 PCI-EISA Bridge). 

When DAC_enabie is set in Window 3 then W_DAC base register is used to compare PCI 
address<39:32> of a DAC cycle. 
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1able 7-45 VUIikIow Base Regisbets (VUk EAS^ x^3) 


Name 

Extent Access Init State 

W_EN 

<0> RW X 

WhenW_EN iscleared, the PCI Target Window is disabled and will not be used 
to respond to PCI initiated transfers. WhenW_EN isset, the PCI Target Window 
is enabled and will be used to respond to PCI initiated transfers that hit in the 
address range of the Target Wi ndow. 

Wx_BASE_SG 

<1> RW X 

When the SG bit is cleared, the PCI Target Window uses direct mapping to 
translate a PCI address to a CPU address (Table 7-48) 

When the SG bit is set, the PCI Target Window uses scatter gather mapping to 
translatea PCI address toa physical memory address. (SeeTable 7-49) 

MEMCS_enable 

Only in 
WO_BASE 

<2> RW X 

When the MEMCS_enable bit is set then the MEM CS signal from the PCEB 
(PCI-EISA bridge) is ANDed with the normal window hit. 

DAC_enable 

Only in 
W3_BASE 

<3> RW X 

When the DAC_enable bit is set then the W_DAC register is compared against 

PCI address<39:32>for a PCI DAC cycle. If this compare hit, and the 32-bit 
portion of the PCI address hit, then a DAC cycle hit occurs. 

rese'ved 

<L9:4> RO 0 

W_BASE 

<31:20> RW X 

W_BASE specifies the PCI base address of the PCI Target Window and is used to 
determine a hit in the target window. See M EMCS_enabieand DAC_enablealso. 
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V\/indow Mask Registers (V\Ac_MASK, x^3) 

Access: 

Read/Write, 87.6000.0440, 87.6000.0540, 87.6000.0640, 87.6000.0740 

Format: 

31 2019 0 


X 


W MASK<31:20> 


Description: 

The Window Mask register provides a mask corresponding to bits <31:20> of an incoming 
PCI address. The size of each window can be programmed to be from 1 Mbyte to 4 
Gbytes in powers of two by masking bits of the incoming PCI address via the Window 
Mask register as shown in Tabie 7-46 

There are 4 Window Mask registers: W_MASK[0], W_MASK[1], W_MASK[2], and 
W_MASK[3]. The W_MASK[x] registers shouid not be modified uniess software insures 
that the no PCI traffic is targetted for the window being modified. 

Determining a Hit in the Target Window: 

The incoming PCI address bits <31:20> are compared with the each of the four Window 
Base registers; where the W_MASK register determines which bits are invoived in the 
comparison. The Target Window is ’Hit’ when the masked addresses match a vaiid Win¬ 
dow Base register. 
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1able 7-46 VUIikIow Mask Regisbets (VUk MASK x^3) 


Name 

reserved 

W MASK<31:20> 


Extent; Access; Init State, 

<19:0> RO 0 

<31:20> RW X 

W_MASK specifiesthesizecf thePCI Target Window (see table below) 
and it is also used to mask out address bits not used when determining 
a PCI Target Window "hit". 


W_MASK<31:20> 

Size of Window 

0000 0000 0000 

1 M egabyte 

0000 0000 0001 

2 M egabytes 

0000 0000 0011 

4 M egabytes 

0000 0000 0111 

8 M egabytes 

0000 0000 1111 

16 Megabytes 

0000 0001 1111 

32 M egabytes 

0000 0011 1111 

64 M egabytes 

0000 0111 1111 

128 M egabytes 

0000 1111 1111 

256 M egabytes 

0001 1111 1111 

512 Megabytes 

001111111111 

1 Gigabyte 

01111111 nil 

2 Gigabytes 

nil nil nil 

4 Gigabytes 

otherwise 

Not supported 


Iranslated Base Registers (Ix BASE, x^3) 

Access: 


Format: 

31 


Read/Write, , 87.6000.0480, 87.6000.0580, 87.6000.0680, 87.6000.0780 
_87_0 


X 


0 


T BASE<33:10> 


Description: 

The Translated Base register is used to map PCI addresses into memory. There are 4 
Translated Base registers: TBRO, TBR1, TBR2, and TBR3, one for each window. If the 
Scatter/Gather bit of the Window Base Register is set, then the Translated Base register 
provides the base address of the Scatter/Gather map for this window. If the Scat¬ 
ter/Gather bit is clear, the Translated Base register provides the base physical address of 
this window. 

The TBR registers should not be modified unless the software ensures that no PCI traffic 
is targetted for the window being modified. 
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1able 7-47 Translated Base Regisleis (1x_BAS^ x^3) 


Name 

Bctent Access InitSbte 

reserved 

<7:0> RO 0 

T_BASE<33:10> 

<31:8> RW X 

If Scatter/Gather Mapping is disabled, T_BAS E <33:10> sped ties the 
base CPU address of the translated PCI address for the PCI Target 
Window (refer toTable 7-48). 

If Scatter/Gather Mapping is enabled, T_BASE <33:10>specifies the 
base CPU address for the Scatter/Gather Map Table for the PCI 

Target Window (refer toTable 7-49). 


The field W_MASK<31:20> sets the size of the PCI Target window and the number of 8K 
pages that fall into the window. Every 8K page requires one 8 byte scatter/gather map 
entry. Table 7-49 shows the relationship of W_MASK to the size of the scatter gather 
map in memory. 

(size of the window in bytes) / (8Kbytes) = number of entries required 

(number of entries) * (8 bytes) = size of the scatter/gather table 

The quadword address used to index into the table is formed from concatenating the ap¬ 
propriate T_BASE and PCI address bits based on the size of the scatter/gather map. 

The PCI address forms the index into the table while the T_BASE forms the naturally 
aligned base of the table. 

For example, for a mask of 0000 0000 0000, there are 128 entries in the scatter/gather 
table and the table size is 1 Kbyte. Entries are quadwords so the lower three bits <2:0> of 
the address are always zero. Now, mask off PCI bits <31:20> (because of the W MASK). 
Then use PCI address<19:13> (7 bits, 2 to the power 7 = 128 entries in the table) as the 
table index. Use the T_BASE<33:10> to get the other bits of the 34 bit address. 
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1able 7-48 PCI Addiessliansiation - Scatbei/Gather Mapping Disabled 


W_MASK«31:20> 

Translated Address<33:0> 

Unused Translated Base 
Register Bits 

0000 0000 0000 

T_BASE <33:20>:PCI_AD_H <19:0> 

T_BASE<19:10> 

0000 0000 0001 

T_BASE <33:21>:PCI_AD_H <20:0> 

T_BASE<20:10> 

0000 0000 0011 

T_BASE <33:22>:PCI_AD_H <21:0> 

T_BASE<21:10> 

0000 0000 0111 

T_BASE <33:23>:PCI_AD_H <22:0> 

T_BASE<22:10> 

0000 0000 1111 

T_BASE <33:24>:PCI_AD_H <23:0> 

T_BASE<23:10> 

0000 00011111 

T_BASE <33:25>:PCI_AD_H <24:0> 

T_BASE<24:10> 

0000 00111111 

T_BASE <33:26>:PCI_AD_H <25:0> 

T_BASE<25:10> 

0000 01111111 

T_BASE <33:27>:PCI_AD_H <26:0> 

T_BASE<26:10> 

0000 11111111 

T_BASE <33:28>:PCI_AD_H <27:0> 

T_BASE<27:10> 

000111111111 

T_BASE <33:29>:PCI_AD_H <28:0> 

T_BASE<28:10> 

001111111111 

T_BASE <33:30>:PCI_AD_H <29:0> 

T_BASE<29:10> 

011111111111 

T_BASE <33:31>:PCI_AD_H <30:0> 

T_BASE<30:10> 

nil nil nil 

T_BASE <33:32>:PCI_AD_H <31:0> 

T_BASE<31:10> 

Note: (1) unused Translation Base must be zero for correct operation. 

(2) The AlohaStation 600 system is restricted to 6 GB and thus T BASE<33>=0. 


1able 7-49 PCI Address lianslation - Sc atbei/Gather Mapping Biabled 


W_MASK«31:20 

SG MapTabie 
Size 

Scatter Gather Map Address<33:0> 

(used to index S/C Tabie in memory) 

0000 0000 0000 

1 Kbytes 

T_BASE<33:10>:PCI_AD_H <L9:13>:000 

0000 0000 0001 

2 Kbyte 

T_BASE<33:n>:PCI_AD_H <20:13>:000 

0000 0000 0011 

4 Kbytes 

T_B AS E <33:12>: P C1 _A D_H <21:13>:000 

0000 0000 0111 

8 Kbytes 

T_B AS E <33:13>: P C1 _A D_H <22:13>:000 

0000 0000 nil 

16 Kbytes 

T_B AS E <33:14>: P C1 _A D_H <23:13>:000 

0000 0001 nil 

32 Kbytes 

T_B AS E <33:15>: P C1 _A D_H <24:13>:000 

0000 0011 nil 

64 Kbytes 

T_B AS E <33:16>: P C1 _A D_H <25:13>:000 

0000 0111 nil 

128 K bytes 

T_B AS E <33:17>: P C1 _A D_H <26:13>:000 

0000 nil nil 

256 K bytes 

T_B AS E <33:18>: P C1 _A D_H <27:13>:000 

0001 nil nil 

512 Kbytes 

T_B AS E <33:19>: P C1 _A D_H <28:13>:000 

0011 nil nil 

1 Mbyte 

T_BASE <33:20>:PCI _AD_H <29:13>:000 

0111 nil nil 

2 Mbyte 

T_BASE <33:21>:PCI _AD_H <30:13>:000 

nil nil nil 

4 Mbyte 

T_BASE<33:22>:PCI_AD_H<31:13>:000 
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V\/indow DAC Base Register (W DAC) 

Access: 

Read/Write, 87.6000.07C0 


Format: 

31 7 0 



DAC BASE<7:0> 


Description: 

The Window DAC Base register provides the <7:0> address bits for comparison against 
PCI address <39:32> during a DAC cycie. PCI address <63:40> has to be zero for a PCI 
window hit. The DAC BASE register is used in conjunction with the W_BASE register. For 
more detaiis refer to Chapter 3, AiphaStation 600 Addressing . 

The DAC BASE register is oniy appiicabie to window 3 and oniy if enabied by the 
DAC_enabie bit in W_BASE[3]. 

Determining a Hit in the Target Window: 

The Target Window is a ’Hit’ when the foiiowing is satisfied: 

• The incoming PCI address bits <31:20> matches one of the four Window Base regis¬ 
ters; the W_MASK register determines which bits are invoived in the comparison. 

• PCI address <63:40> is zero. 

• PCI address<39:32> match the DAC BASE<7:0>. 


table 7-50 Window DAC Base Register (W_DAC) 


Name 

Extent 

Access 

Init State 

DAC_BASE<7:0> 

<7:0> 

RW 

X 


DAC_BASE specifies bits <39:32>of the PCI base address used to 


determine a hit in the target window for a DAC cycle. 

reserved 

<31:8> 

RO 

0 
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Scatter/Gather Address Translation Registers 


Lockable Translation Buffer Tag Registers (LTB TAGO - LTB TAGS) 

Access: 


Read/Write, 87.6000.0800, 87.6000.0840, 87.6000.0880, 87.6000.08C0 

Format: 


31 15 14 3 2 1 0 


X 

0 

0 


0 



TB TAG 

i 

n:_ 


VALID 

LOCKED 

DAC 


Description: 

There are four lockable translation buffer tag registers. Software can write to these 
LTB_TAG entries. Furthermore, they can be locked such that the hardware will not evict 
the entry on a SG_TLB miss. 

Determining a Hit in the Transiation Buffer: 

After a PCI address hits one of the window registers with SG true, the incoming PCI ad¬ 
dress bits <31:15> are compared with the each of the eight Translation Buffer Tag Regis¬ 
ters. If there is a match, the corresponding Translation Buffer Page register group is in¬ 
dexed by PCI address bits <14:13>. If the page entry is valid then there is a Translation 
Buffer hit. 

Operation on a SG_TLB miss: 

A scatter/gather TLB miss is handled by hardware using a round-robin algorithm. An entry 
is overwritten if it is not locked. The hardware will write all four PTEs on a miss. 


fable 7-51 Lockable lianslation Buflerfag Registers (LIB IAGO- L1B_1AG3) 


Name 

Bctent Access InitState 

VALID 

<0> RW 0 

If VALID and Cl A_CTLR[SG_TLB_EN ] are set, then this entry will be used for 
address translation. 

LOCKED 

<a> RW 0 

If LOCKED is set the hardware will never evict this entry. 

DAC 

<2> RW 0 

If set then thisTAG entry corresponds to a 64-bit PCI address (DAC cycle); 
otherwise it belongs to a 32-bit PCI address (SAC cycle) 

reserved 

<L4:3> RO 0 

TB_TAG 

<31:15> RW X 

TB_TAG<31:15>is theTAG for each translation buffer entry 
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Iranslation Buffertag Registers (IB IAGO - IB IAGB) 

Access: 

Read/Write, 87.6000.0900, 87.6000.09040, 87.6000.0980, 87.6000.09C0 

Format: 


31_ 

15 14 

2 

1 

_Q 

X 

0 

0 

0 

0 



TB TAG 


n:_ 


VALID 

DAC 


Description: 

There are four Translation Buffer Tag registers which cannot be locked down by the soft¬ 
ware. Software can write to the TB TAG entries, but they cannot be locked down (and 
hence may be evicted by the hardware on a SG TLB miss). 

Determining a Hit in the Transiation Buffer: 

The incoming PCI address bits <31:15> are compared with the each of the eight Transla¬ 
tion Buffer Tag registers. If there is a match, the corresponding Translation Buffer Page 
register group is indexed by PCI address bits <14:13>, and if it is valid then there is a 
Translation Buffer Hit. 

Operation on a SG_TLB miss: 

A scatter/gather TLB miss is handled by hardware using a round-robin algorithm. An entry 
is overwritten if it is not locked. The hardware will write all four PTEs on a miss. 


fable 7-52 Translation Buffer 1AG Registers (IB fAGO - IB fAG3) 


Name 

Extent 

Access 

Init State 

VALID 

<0> 

RW 

0 


If VALID and CIA CTLR[SG TLB E N ] are set, then this entry will be used 


for address translation. 


reserved 

<1> 

RW 

0 

DAC 

<2> 

RW 

0 


If set then this TAG entry corresponds to a 64-bit PCI address (DAC cycle); 


otherwise it belongs to a 32-bit PCI address (SAC cycle) 

reserved 

<14:3> 

RO 

0 

TB_TAG 

<31:15> 

RW 

X 


TB_TAG<31:15>is theTAG for each translation buffer entry 
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Translation Buffer Rage Register ('IB)c_PAG En) 

Access: 

Read/Write, 87.6000.1000 thru 87.6000.17C0 


Format: 


31 22 21 1 0 


0 

X 

X 



[ 



VALID 

PAGE ADDRESS 


Description: 

There are thirty two Translation Buffer Data registers, a group of four for each of the eight 
translation buffer entries. The TBx_PAGEn registers are automatically updated on a TLB 
miss (a group of four at a time) by the CIA hardware. 


1able 7-53 Translation Buffer Data Register (IBx PAGBi) 


Name 

Extent Access Init Stale 

VALID 

<0> RW X 

PAGE_ADDRESS 

<21:1> RW X 

The PAGE_ADDRESS<21:l>forms Physical address<33:13>. 

PCI_AD_H <L2:0>forms physical address<12:0>. For AlphaStation 600 
address<33>must be zero. 

reserved 

<31:22> RO 0 


Determining a Hit in the Transiation Buffer: 

The incoming PCI address bits <31:15> are compared with the each of the eight Transla¬ 
tion Buffer Tag Registers. If there is a match, the corresponding Translation Buffer Page 
register group is index by PCI address bits <14:13> and if it is valid then there is a Trans¬ 
lation Buffer Hit. 

If the Address bits do not match the TAG, or the page entry is invalid then a TLB miss 
occurs. If the PTE fetched by the hardware TLB-miss handler is still invalid then the 
CIA_ERROR interrupt is asserted for a DMA write - see Chapter 8, Hardware Exceptions 
and Interrupts. 


Control and Status Registers 7-55 




GRUASIC - related Registers 

Interrupt Request Register (INT_REQ) 

Access: 

Read only, 87.8000.0000 

Format: 

3j_0 

X 

-INT_REQ 

Description: 

This register is used to read the interrupt request lines from the main interrupt logic (in the 
GRU ASIC). If a bit is set, then it signifies that an interrupt is active. 


Table 7-54 INT REQ Register 


Name 

Extent 

Access 

InitSbte 

INT_REQ 

<31:0> 

RO 

U ndefi ned 


0: no 1 nterrupt asserted 



1: 1 nterrupt asserted 



table 7-55 Main Intemipt Logic IRQ Assignment 


Output 

IRQ 

interrupt 

Usage 

(reference 

designalDr) 

EV5 

0 

int A 

PCI Slot 2-64-bit 

IRQ<L> 

1 

int B 

(J 11) 


2 

int C 



3 

int D 



4 

int A 

PCI Slot 1-64 bit 


5 

int B 

(J 10) 


6 

int C 



7 

int D 



8 

int A 

PCI Slot 0-64 bit 


9 

int B 

(J9) 


10 

int C 



11 

int D 



12 

int A 

PCI Slot 4-32 bit 


13 

int B 

(J 8) 


14 

int C 



15 

int D 



16 

int A 

PCI Slot 3-32 bit 


17 

int B 

(shared PCI/EISA 


18 

int C 

slot) 


19 

int D 

(J7) 


20-30 


reserved 

31 

EISAJNT 

8259 1 NT output 


All unmasked I RQ inputs have equal priority 
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Intenupt Mask Register (INT^MASK) 

Access: 

Read/Write 87.8000.0040 

Format: 

3j_0 

0 


I-INT_MASK 

Description: 

This register is used to access the interrupt mask register which is physicaiiy iocated in 
the main interrupt iogic (in the GRU ASiC). The main interrupt iogic has 32 inputs which 
are aii individuaiiy maskabie. 


Table 7-56 INT MASK Register 


Name 

E>ctBnt Access InitSbte 

iNT_MASK 

<31:0> RW 0 

0: i nterrupt i RQ input disabied 

1: interrupt iRQ input enabied 


Figure 7-1 G RU Intemipt Logic 



CIA_ERROR— 

NMI —±^ 


SYS_MCH_CHKJRQ 
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Intenupt Level/Edge Select Register (INT^EDGE) 

Access: 

Read/write, 87.8000.0080 

Format: 

3j_0 

X 


I-L£VEL_EDG E 

Description: 

This register is used to controi the main interrupt iogic (in the GRU asic). if a bit is set, 
then it signifies that the iRQ iine is an edge-type (actuaiiy a puise); otherwise it is a ievei- 
type (that is, standard PCi). 

The AiphaStation 600 system requires that aii irq iines be set to the ievei-sensitive mode . 
The edge-mode is not used. 


Table 7-57 INT EDGE Regisber 


Name 

E)ctent Access InitStebe 

LEVEL_EDGE 

<31:0> R/W undefined 

0: ievei-sensitive i RQ (PCi type) 

1: edge-sensitive i RQ (i SA type) 


interrupt High/Low seiect Register (iNT_HiLO) 

Access: 

Read/write, 87.8000.00C0 

Format: 

3j_0 

X 


I-HiGH_LOW 

Description: 

This register is used to controi the main interrupt iogic (in the GRU ASiC). if a bit is set, 
then it signifies that the iRQ iine is active high; otherwise it is active iow (that is, standard 
PCi). 

The AiphaStation 600 system requires that aii iRQ iines be set to active iow, except for bit 
<31 > (PCi_EiSA bridge interrupt) which is active high. 


Table 7-58 INT HILO Regisber 


Name 

E>ctent Access InitSbbe 

HiGH_LOW 

<31:0> RW Undefined 

0: Active iow interrupt (PCi type) 

1: Active High interrupt (that is, PCi-EiSA bridge interrupt) 
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Intenupt C lea r Register (INT^C LEAI^ 

Access: 

Read/Write, 87.8000.0100 

Format: 


31 




INT CLEAR<31:0> 


Description: 

This register is used to access the interrupt mask register which is physicaiiy iocated in 
the main interrupt iogic (in the GRU ASiC). The main interrupt iogic has 32 inputs which 
are aii individuaiiy cieared. 

NOTE: if iNT_CLEAR = 1 and an interrupt occurrs, the interrupt wiii be masked. 


Table 7-59 INT C1£AR Register 


Name 

Extent Access InitSbte 

iNT_CLEAR 

<31:0> RW 0 

0: do not dear interrupt 

1: dear interrupt 
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Cache & Memory Configuration Register (CACHE CNPG) 

Access: 


RO, 87.8000.0200 


Format: 


31 2827 2423 20 19 16 15 13 12 11 10 8 7 4 3 0 


0 

0 

0 

0 

0 

0 

0 

0 

0 


L CLOCK_DIVISOR 
L CACHE_SPEED 
_ CACHE_SIZE 
_ MMB0_CONFIG 

_ MMB1 CONFIG 


Description: 


The Cache Configuration Register (CACHE_CNFG) contains the size and speed informa¬ 
tion for each individuai cache SIMM. The information for each SIMM is derived by hard¬ 
ware interrogating presence detect pins. Information from this register is used by firmware 
to configure the BCACHE 
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1able 7-60 MMBand Cache Configuiation Register (CACHE CNPG) 


Name 

E)ctent Access Init State 

reserved 

<3:0> RO 0 

CLOCK_DIVISOR 

<7:4> RO 0 

The clock divisor is driven onto the 1 RQ lines during reset to program the 

EV5 system clock ratio. 

reserved 

<10:8> RO 0 

CACHE_SPEED 

<12:11> RO 0 

CACFIE SPEED specifies the access time for the SRAMs on the lowest-order 
Cache SI MM. See Table 7-61. 

CACHE_SIZE 

<15:13> RO 0 

CACFIE SIZE specifies the sizeoftheSRAMs on theCache SI MM. SeeTable 
7-62. 

MMB0_CNFG 

<19:16> RO 0 

M MB0_CNFG indicates if M MBO is present and what type of MM B it is. 
SeeTable 7-63. 

reserved 

<23:20> RO 0 

MMB1_CNFG 

<27:24> RO 0 

M MB1_CNFG indicates if M MBO is present and what type of MM B it is. 
SeeTable 7-63. 

reserved 

<31:28> RO 0 


table 7-61 Cache S^eed 


SK Speed <L:0> 

Cache RAM speed 

00 

8ns 

01 

10ns 

10 

12ns 

11 

15ns 


table 7-62 Cache Size 


SK_SiZE •a:0> 

Cache RAM Size 

000 

N 0 cache present 

001 

reserved 

010 

128KxX - 2 M Byte complete cache 

oil 

256KxX - 4 M Byte complete cache 

100-111 

reserved 
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1able 7-63 MMBConfiguration 


MMB)(_CNPG <3:0> 

Description 

0000 

MMB NOT oresent 

0001 

MMB is present and contains upto 24 SI M Ms (12 sets) 

0010 

MMB is present and contains upto 8 SI M Ms (4 sets) 

0011 -1111 

reserved 


SETConfiguration Register (SC 

Access: 


RO, 87.8000.0300 


Format: 


31 30 

28 

26 

24 

22 

20 

18 

16 

14 12 

10 

8 

6 

4 

2 

0 

0 

10 

10 

10 

10 

10 

10 

10 

10 

10 

10 

10 

10 

10 

10 

10 


\ 


^_ / \ 

MMB1 
sim selects 


_ / 

I 

MMBO 
sim selects 


Description: 


The SCR register contains all the access rate (speed) information for each individual 
SIMM. The information for each set is derived by hardware interrogating individual 
SIMM’s PD3 and PD4 pins. SSx_MMB0/1, as defined in the following tables, specifies the 
speed of the SIMM. These bits are mapped from the PD3 and PD4 bits coming from this 
particular SIMM. Information from this register is used by the system designer or the firm¬ 
ware to configure the MClx and MCR registers. 

NOTES: Sets 4, 5, 6 and 7 are not populated on the AlphaStation 600 system. 

100ns SIMMs are not supported on the AlphaStation 600 system. 


Table 7-64 SIMM PD S^ieed Select Pins 


PD<1:0> 

SIMM Speed 

00 

not defined 

01 

80 ns 

10 

70 ns 

11 

60 ns 
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1able 7-65 SETConfiguration Register (SCI^ 


Name 

Extent 

Access 

Init State 

SS7_MMB0 

<1:0> 

RO 

10 

SS6_MMB0 

<3:2> 

RO 

10 

SS5_MMB0 

<5:4> 

RO 

10 

SS4_MMB0 

<7:6> 

RO 

10 

SS3_MMB0 

<9:8> 

RO 

10 

SS2_MMB0 

<ai:10> 

RO 

10 

SS1_MMB0 

<L3:12> 

RO 

10 

SS0_MMB0 

<L5:14> 

RO 

10 

SS7_MMB1 

<L7:16> 

RO 

10 

SS6_MMB1 

<L9:18> 

RO 

10 

SS5_MMB1 

<L9:18> 

RO 

10 

SS4_MMB1 

<23:22> 

RO 

10 

SS3_MMB1 

<25:24> 

RO 

10 

SS2_MMB1 

<27:26> 

RO 

10 

SS1_MMB1 

<29:28> 

RO 

10 

SS0_MMB1 

<31:30> 

RO 

10 


LED Register (LED) 

Access: 

Write only, 87.8000.0800 

Format: 

31 


8 7 


X 


LEDs 


Description: 

This register is used to write to the front panel LEDs. This is not used by current Al- 
phaStation 600 systems. The contents of the LEDs CSR is driven onto the GRU_DAT 
bus when the Flash ROMs are tri-stated off the bus. 


1able 7-66 LED Register 


Name 

Extent 

Access 

Init State 

LH3s 

<7:0> 

WO 

X 

reserved 

<31:0> 

RO 

0 
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Reset Register (RESE1) 

Access: 

Write only, 87.8000.0900 

Format: 

3j_0 

X 


I-RESET 

Description: 

This register is used to reset the AlphaStation 600 system under software control. Writing 
the value OOOODEAD^^^ will cause a complete system reset. 


Table 7-67 RESETRegisber 


Name 

Bctent Access InitSbte 

RESET 

<31:0> Write only X 

Writing "OOOODEAD" to this register will induce a system reset. 
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E\/5 Configuration Registers - description 

Scache Control Register, SC_C'IL 

SC_CTL is a read/write register which controis the behavior of the Scache. The oniy bit of 
interest for the AiphaStation 600 system initiaiization is SC_BLK_SIZE. The Scache and 
Bcache must use the same biock size -- the AiphaStation 600 system uses a 64-byte 
biock for the Bcache. 



SC_FHIT 

SC_FLUSH 

SC_TAG_STAT<5:0> 

SC_FP_DP<3:0> 

SC_BLK_SIZE 

SC SET EN<2:0> 


table 7-68 SC_C1LField Descriptions 


Name 

Bctent 

Type 

InitSbIe 

SC_FHIT 

<0> 

RW 

0 

SC_FLUSH 

<1> 

RW 

0 

SC_TAG_STAT<5:0> 

<2> 

RW 

— 

SC_FP_DP<3:0> 

<3> 

RW 

— 

SC_BLK_SIZE 

<12> 

RW 

1 


AiphaStation 600 and itsfamily of systems will have a 64 Byte 
block size so this bit must remain set 

SC_SET_EN<2:0> 

<15:13> 

RW 

1 

reserved 

<63:16> 
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Bcache Contiol Register, BC_COIsnROL 

BC_CONTROL is a write oniy register which controis the behavior of the Bcache. 

Format: 


63 17 

18 17 

16 

15 

14 13 

12 8 

7 

6 

5 

4 

3 2 

1 

0 

MBZ 

0 

0 

1 

0 

TP TCP TV TSTD 

0 

1 

1 

1 

0 

0 

0 


BC_BAD_DAT 
- El DIS ERR 


— TL_PIPE_LATCH 
WAVE PIPING 


BC_ENABLED 
■ EI_OPT_CMD<1:0> 
CORR_FILL_DAT 
VTM_FIRST 
El ECC OR PARITY 


BC_FHIT 

BC TAG STAT<4:0> 


1able 7-69 BC COINTIROLField Descriptions 


Name 

Bctent; lypei Init State 

BC_ENABLED 

<0> W 0 

When set, the external Bcache is enabled. When clear, the Bcache is disabled. 
When the Bcache is disabled, the Bl U will neither do external cache reads nor 
writes. This bit will be cleared on reset. 

The AlohaStation 600 svstem will all have a Bcache so this bit must be 
set before the DEC chip 21164-AA does the first cacheable read or write 
from Bcache or system. 

The AlphaStation 600 system will partially function with the Bcache disabled. 
The AlphaStation 600 system does not check DMA addresses against Write 

Block commands in the CIA's CPU queue. So, if the Bcache is disabled, there is 
a potential for a DMA to get stale data from memory if the block being 
addressed is in the CIA's queue. 

reserved 

<L> W 0 Must be zero. 

EI_OPT_CMDO 

<2> W 0 

When set, the optional commands, LOCK, and SET DIRTY, will be driven to the 
DECchip 21164-AA external interface command pins to be acknowledged by the 
system interface. When clear, these commands will be internally acknowledged 
by DECchip 21164-AA and will not be driven off-chip to the system interface. 

This bit will be cleared on reset. 

The AlphaStation 600 system does not use Lock, or SET Dl RTY so this 
bit must be clear before the DECchip 21164-AA does the first cacheable 
read or write from Bcache or system. 

EI_OPT_CMDl 

<3> W 0 

When set, the optional command, MEMORY BARRIER will be driven to the 
DECchip 21164-AA external interface command pins to be acknowledged by the 
system interface. When clear, this command will be internally acknowledged by 
DECchip 21164-AA and will not be driven off-chip to the system interface. This 
bit will be cleared on reset. 

MBsto the system appear not to be required so this bit can remain 
cleared. 


7-66 Control and Status Registers 





lable 7-69 BC CONlROLField Descriptions (continued) 


Name 

Extent 1Vpe Init State 

CORR_FILL_DAT 

<4> W 1 

Correct fill data from Bcacheor memory, in ECC mode. When this bit is set, 
fiii data from Bcacheor memory will first go through error correction logic 
before being driven to the Scache or Dcache. 1 f the error is correctable, it 
will be transparent to the machine. When this bit is clear, fill data from 
Bcacheor memory will be directly driven to the Dcache before ECC error is 
detected. If the error is correctable, corrected data will bereturned again, 
Dcache will be invalidated, and error trap will betaken. This bit will beset 
on reset. 

This is a performance issue (one saves some fiii iatency). The 
conservative strateqv wouid be to ieavethis bit set (especiaiiv since 
the AiphaStation 600 system does not correct fiii data). 

VTM_FIRST 

<5> W 1 

Set for systems without a victim buffer. On a Bcache miss, DECchip 
21164-AA will first drive out the victimized block's address on the system 
address bus, followed by the read miss address and command. Cl eared for 
systems with a victim buffer. If clear, on a Bcache miss with victim, 

DECchip 21164-AA will first drive out the read miss foil owed by the victim 
address and command. This bit will be set on reset. 

The AiphaStation 600 system does use a Victim buffer so this bit 
must be ciear for maximum performance benefit. 

EI_ECC_OR_PARITY 

<6> W 1 

This bit determines whether to operate the external interface in QW ECC 
or Byte parity mode. When set, DECchip 21164-AA generates/expects QW 
ECC on the data check pins. When clear, DECchip 21164-AA 
generates/expects even byte parity on the data check pins. This bit will be 
set on reset. 

The AiphaStation 600 svstem provides ECC oniv so this bit must be 
set before the DECchip 21164-AA does the first cacheabie read or 
write from Bcacheor system. 

BC_FHIT 

<7> W 0 

Bcache force hit. When this bit is set and the Bcache is enabied, all external 
references i n cached space are forced to hit i n the Bcache, i rrespective of the 
tag status bits. BC_FFIIT bit will be cleared on reset. Software should turn 
off BC_CONTROL<2>to allow clean to dirty transitions without going to 
the System 

This is a diagnosticyself-test feature that is used the same on all systems. 

BC_TAG_STAT 

<12:8> W ? 

This bit field can be only used in BC-FFIIT mode to write any combination 
of tag status and parity bits in the Bcache. The parity bit can be used to 
write bad tag parity. These bits will be undefined on reset. See Table 7-70 
for the encodings. This is a diagnostic7seif-test feature that is used the same 
on al 1 systems. 
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1able 7-69 BC CONIROLField Descriptions (continued) 


Name 

Extent 1ype Init State 

BC_BAD_DAT 

<L4:13> W 0 

When set, this field can be used to write bad data with correctable or 
uncorrectableerror in ECC mode. When bit <13>is set, data bit <0>and <64> 
are inverted. When bit <14>isset, data bit <l>and <65>are inverted. When 
the same QW is read from the Bcache, DECchip 21164-AA will detect 
correctable uncorrectable ECC error on both the QWs based on the value of bits 
<L4:13>used when writing. This field will be cleared on reset. This is a 
diagnostieself-test feature that is used the same on all systems. 

EI_DIS_ERR 

<L5> W 1 

When set, this bit causes the DECchip 21164-AA to ignore any ECC or parity 
error on a fill data received from the Bcache or memory and no machine check is 
taken. It will also ignore any Bcache tag or control parity error. This bit will be 
set on reset. 

The AlphaStation 600 system requires that Bcache and Memory be 
intialized with good ECC before checking is enabled. So, this bit should 
not be cleared until after the Bcache and Memory are intialized 

TL_PIPE_LATCH 

<16> W 0 

When set, this bit causes DECchip 21164-AA to pipe the system control pins 
(ADDR_BUS_REQ_H, CACK_H, and DACK_H) for onecpu cycle. This bit will 
be cleared on reset. 

The AlphaStation 600 system does not take advantage of this feature so 
this bit should remain cleared before the DECchip 21164-AA does the 
first cacheabie read or write from Bcache or system. 

WAVE_PIPING 

<L8:17> W 0 

This field is used to indicate to the BIU the number of cycles of wave pipelining 
that should be used during private reads of the Bcache. Wave piping can be up 
to four CPU cycles. On power-up, this field will be initialized to a value of zero 
CPU cycles. 

The AiphaStation 600 system takes advantage of this feature and wiii 
aiiow up to M nanoseconds of Wave Piping. This must be converted to 
cpu cycies. Thus for the AiphaStation 600 system, the foiiowing 
aigorithm shouid be used:- 

WAVE_PIPING =M/(CPU cycletime) — (truncate to integer) 

M =minimun cache looptime. 


1able 7-70 BC lAG SIATHeld Descriptions 


Bcache lag Status<L2:8> 

Description 

BC_TAG_STAT<L2> 

Parity for Bcache tag 

BC_TAG_STAT<L1> 

Parity for Bcache tag status bits 

BC_TAG_STAT<LO> 

Bcache tag valid bit 

BC_TAG_STAT<9> 

Bcache tag shared bit 

BC_TAG_STAT<8> 

Bcache tag dirty bit 
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Bcache Configuration Register, (BC_CONHG) 

(The Bcache configuration register is write oniy.) 


Table 7-71 BC_CONHG Held Descriptions 


Name 

Extent; 1Vpe, Init State 

BC_SIZE 

<2:0> W 1 

This field is used to indicate the size of the Bcache. On power-up, this field will be initialized to a 
value of 1 MByte Bcache. See table 7-72 for the encodi ngs. 

The AlphaStation 600 system can have any allowable Bcache size. This is determined by 
firmware analyzing the Bcache presence detect register. This field should beset up 
before the Bcache and Memory are intialized 

reserved 

<3> W 0 M ust be zero 

BC_RD_SPD 

<7:4> W 4 

This field is used to indicate to the Bl U the read access time of the Bcache, measured in CPU cy¬ 
cles, from the start of a read until data is valid at the input pins. The Bcache read speed must be 
within four to ten CPU cycles. On power-up, this field will be initialized to a value of four CPU 
cycles. For systems without a Bcache, the read speed must be equal to SYS clock to CPU clock ra¬ 
tio. 

Teh AlphaStation 600 system can have Bcache RAM speeds of 8ns, 10ns, 12ns or 15ns. 
This is also determined by examining the Bcache presence detect register. Seethe Firm¬ 
ware chapter. BC_RD_SPD should be set to:- 

BC_RD_SPEED =(10-I-SRAM Speed)/(CPU Cycletime) 

(Calculate with real numbers and round-up result to integer value. Instead of "real" num¬ 
bers can scale ~ for example, instead of 223.3ns use 220/33). 

This field should be set up before the Bcache and Memory are intialized. 

BC_WR_SPD 

<11:8> W 4 

This field is used to indicate to the Bl U the write time of the Bcache, measured in CPU cycles. The 
Bcache write speed must be within four to ten CPU cycles. On power up, thisfield will be 
initialized to a value of four CPU cycles. For systems without a Bcache, the write speed must be 
equal to SYS clock to CPU clock ratio. 

The AlphaStation 600 system can have Beaches RAM speeds of 8ns, 10ns, 12ns or 15ns. 
This is also determined by examining the Bcache presence detect register. Seethe Firm¬ 
ware chapter. BC_WR_SPD should be set to:- 

BC_WR_SPEED =(10-F SRAM Speed)/(CPU Cycle time) 

(Calculate with real numbers and round-up result to integer value) 

Thisfield should be set up before the Bcache and Memory are intialized 
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1able 7-71 BC CONHG Field Descriptions (continued) 


Name 

Extent 1Vpe Init State 

BC_RD_WR_SPC 

<14:12> W 1 

This field is used to indicate to the BID the number of CPU cycles to wait 
when switching from a private read to a private write Bcache transaction. For 
other data movement commands, such as Read Dirty or Fill from memory, it 
is up to the system to direct system wide data movement in a way that is safe. 
On power- up, this field will be initialized to a read/write spacing of one CPU 
cycle. 

The AlphaStation 600 system needs a minimum of 8 ns to turn off the 
SRAM data before it can be driven by the CPU for a write. Thus 
BC_RD_WR_SPD shouid besetto:- 

BC_RD_WR_SPEED =8/(CPU Cycietime) 

(Caicuiate with reai numbers and round-up resuit to integer vaiue) 

This fieid shouid be set up the DECchip 21164-AA does the first ca- 
cheabie write to Bcache or system. 

reserved 

<15> W 0 Must be zero 

FILL_WE_OFFSET 

<L8:16> W 1 

Bcache write enable pulse offset, from the Sysclock edge, for fills from the 
system. This field does not affect private writes to Bcache. It is used during 
fills from the system, when writing the Bcache to determine the number of 

CPU cycles to wait before driving out the write pulse value as programmed 
in the BC_WE-CTL field. This field is programmed with a vaiue in the range 
of one to seven CPU cycles. 11 must never exceed the sysclock ratio, (for 
example, if the sysclock ratio is 3, this field must not be larger than 3.) On 
power-up, this field is initialized to a write offset value of one CPU cycle. 

The AlphaStation 600 system needsa minimum of 9 ns to ensure the 
address is at the Bcache SRAMs before the write enable can be 
driven by the CPU for a write. Thus FILLWEOFFSET should beset 
to: 

FILL_WE_OFFSET =9/{CPU Cycletime-Fl) 

(Calculate with real numbers and round-up result to integer value) 

This field should be set up the DECchip 21164-AA does the first ca- 
cheabie read from the system. 

reserved 

<19> W 0 Must be zero 
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1able 7-71 BC CONHG Field Descriptions (continued) 


Name 

Extent; 1Vpe Init State 

BC_WE_CTL 

<28:20> W 0 

Bcache write enable control. Thisfield is used to control the timing of the write enable 
during write or fill. Ifthe bit is set the write pulse is asserted. If the bit is clear the 
write pulse is not asserted. Each bit corresponds to a CPU cycle. At the start of a Bcache 
write cycle, the write pulse will always be de-asserted for one CPU cycle. After the first 
cycle, bit <20>of the register is used to assert the write pulse. Each cycle, the next bit 
will be used to assert the write pulse. On power-up, all bits in thisfield will be cleared. 

The AlphaStation 600 system can have Beaches RAMS of 8ns, 10ns, 12ns or 
15ns.. This is aiso determined by examining the Bcache presence detect regis¬ 
ter. See Firmware chapter. The SRAM speed determines the width of the write 
enabie. So this fieid can be determined as foiiows:- 

First asserted bit of BC_WE_CTL =20-H7/(CPU Cycietime) 

For 8ns SRAMs 

Finai asserted bit of BC WE CTL =First -l-4/(CPU Cycietime) 

For 10ns SRAMs 

Finai asserted bit of BC_WE_CTL =First -l-5/(CPU Cycietime) 

For 12ns SRAMs 

Finai asserted bit of BC_WE_CTL =First -l-6/(CPU Cycietime) 

For 15ns SRAMs 

Finai asserted bit of BC_WE_CTL =First -l-8/(CPU Cycietime) 

This fieid shouid beset up before the Bcache and Memory are intiaiized 

reserved 

<33:29> W 0 Must be zero 


1able 7-72 BC SIZE Held Descriptions 


Bcache 

Size<2:0> 

Cache Size 

000 

1 nvalid Bcache size 

001 

1 MByte 

010 

2 MByte 

oil 

4 M Byte^ 

100 

8 MByte^ 

101 

16 MByte 

110 

32 MByte 

111 

64 MByte 


1 


Preferred Bcache size for DECchip 21164-AA verification 
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Hatdwaie Exceptions and Intenupts 


Intioduction 


This chapter focuses on the: 

• The AlphaStation 600 system interrupt iogic 

• The AiphaStation 600 system errors 

• The AiphaStation 600 system machine check iogout frame. 

EV5 detected errors are not discussed in detaii -- (See the EV5 specification) 

Sysbem Intenupts 

The PCi-EiSA bridge chip (ESC) set provides two cascaded 8259s and 14 interrupt iines. 
The PCi interrupt-acknowiedge command is used to read the interrupt request vector out 
of the 8259s, and to fiush the EiSA-to_PCi write buffers in the (E)iSA bridge chip (used to 
ensure coherency between data written to memory, and the ensuing interrupt which sig- 
nais the compietion of the write). 

The ESC chip provides four pins which can be used for routing PCi interrupts to the cas¬ 
caded 8259’s. However, this is insufficient to efficientiy support the 6 EiSA siots (11 inter¬ 
rupts) and the 20 interrupts from the 5 PCi siotsV Consequentiy, the 8259s in the ESC 
chip are used for the (E)iSA interrupts, and separate interrupt iogic is provided (caiied the 
Main interrupt iogic) for the PCi interrupts. This is shown in Figure 8-1. Note that the EiSA 
interrupt signai passes through the Main interrupt iogic biock. 

At the compietion of an (E)iSA interrupt, the software must reset the interrupt iatch, wait at 
ieast 500ns^ before issuing the EOi command to the 8259s. Tabie 8-3 defines the EiSA 
interrupt assignment. 

The Main interrupt iogic is iocated in the GRU ASiC. Software has visibiiity into the inter¬ 
rupt iogic via the iNT_MASK and iNT_REQ registers. Tabie 8-2 defines the interrupt as¬ 
signment for the Main interrupt iogic. 

Tabie 8-1 gives the system interrupt assignment for the EV5 interrupt pins. An interrupt is 
enabied if the current iPL is iess than the target iPL of the device. Aii interrupts are dis- 
abied when the processor is executing in PALmode. 


^Software prefers that the PCI interrupts not be wire-ORed 
This is an EISA spec, requirement and a consequence of the weak puii-ups on the IRQ iines. 
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Hgute 8-1 Ihe AlphaSlation 600 System Inteinipt Sc heme 



table 8-1 EV5 Inteinipt Assignment 


EV5 intemipt pin 

IPL 

Eys suggested 
Usage 

Alpha Stetion 600 Usage 

IRQ<0> 

20 

Corrected system 
error 

Corrected ECC errors detected by Cl A 

IRQ<L> 

21 

Medium priority 

external 

interrupt 

PCI and (E)ISA interrupts 

IRQ<2> 

22 

Timer, 

interprocessor 

interrupt. 

TOY DALLAS 1287 IRQ pin 

IRQ<3> 

23 

High Priority, 

Real time devices 

Reserved 

SYS_MCH_CHKJ RQ 

31 

Serious System 
error 

PCI/EISA NMI, Most CIA detected errors 
(CIA_ERROR signal) 

MCH_HLTJRQ 

-- 


Halt button 


RESET changes the meaning of the seven EV5 *IRQ inputs, and is described in the EV5 
specification and the AiphaStation 600 Reset specification. 
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1able 8-2 Main Intemipt Logic IRQ Pin Assignment 


output 

iiq 

inteifupt 

Usage 

(lefeience 

designator) 

EV5 

0 

int A 

PCI Slot 2- 64-bit 

IRQ<L> 

1 

int B 

(J9) 


2 

int C 



3 

int D 



4 

int A 

PCI Slotl- 64 bit 


5 

int B 

(J 10) 


6 

int C 



7 

int D 



8 

int A 

PCI SlotO- 64 bit 


9 

int B 

(J 11) 


10 

int C 



11 

int D 



12 

int A 

PCI Slot 4- 32 bit 


13 

int B 

(shared PCI/EISA 


14 

int C 

slot) 


15 

int D 

(J7) 


16 

int A 

PCI Slots- 32 bit 


17 

int B 

(J 8) 


18 

int C 



19 

int D 



23-20 


J umpers 

27-24 


ModuleREV 

30-28 


Reserved 

31 

EISAJNT 

8259 1 NT output 


All unmasked irq inputs have equal priority 



The above schematic is simp lifted; formone information neferto the 
interrupt section in the CSRchapter. 

Each of the irq linesare individually masked by the 
Mask register. The interrupt output is the OR of the 
masked interrupts. 

The Mask isaccessed via the INT_MASK register. The 
incoming IRQ s a re sampled before the mask logic 
and are visible bya read ofthe INT_REQ register(a 
synchronizer is provided to ensure no metastabiiity 
problems when reading the asynchronous PC I 
interrupts). 

I umpers 


Irq 

J umper 

20 

21 

22 

23 

Alternate console 
Secure console 
Reserved 

Reserved 


Module Revision 
Systemboard revision: 

• RevisionsA and Bare encoded asOOOO 

• RevisionsC and D are encoded asOOOl 
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1able 8-3 BSA InteiniptAssignment 


niority 

Label 

Conboll 

er 

Int/external 

Intenupt Source 

1 

IRQO 

1 

1 nternal 

1 nternal Timer 1 counter 0 out. 

2 

IRQ 1 


External 

Keyboard 

3-10 

IRQ 2 


1 nternal 

1 nterrupt from controller 2 

3 

IRQ 8# 

2 

External 

Reserved (normally Real Time Clock) 

4 

IRQ 9 



EISA bus pin B04 

5 

IRQ 10 



EISA bus pin DOS 

6 

IRQ 11 



EISA bus pin D04 

7 

IRQ 12 



EISA bus pin DOS, Mouse interrupt (ABFULL) 

8 

IRQ 13 



Reserved (normally 487 coprocessor error) 

9 

IRQ 14 



EISA bus pin D07 

10 

IRQ 15 



EISA bus pin D06 

11 

IRQ 3 

1 


EISA bus pin B25 

12 

IRQ 4 



EISA bus pin B24 

13 

IRQ 5 



EISA bus pin B23 

14 

IRQ 6 



EISA bus pin B22 

15 

IRQ 7 



W EISA bus pin B21 


SYS_MCH_CHK_IRQ 

The AlphaStation 600 system logically-ORs two signals to generate the 
SYS_MCH_CHK_IRQ interrupt: the NMI signal from the PCI_EISA bridge chip (ESC) and 
the CIA_ERROR from the CIA. Hence, all the "serious" system errors (EISA bus time-out, 
DMA parity error) generate an IPL 31 interrupt. 

Table 8-4 defines the hardware and software events which generate the ESC NMI signal^ 
All the NMI sources can be separately enabled/disabled in the ESC chip; and the NMI it¬ 
self can be enabled/disabled. SERR# and PERR# must be disabled. 


^This is the standard EISA NMI signal. 
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1able 8-4 ESC NMI Generation 


NMI source 

I/O pOittD 
Enable/disable 

Alpha Station 
600 Usage 

PCI PERR# 

PCI data parity error 

Port 0061h, 
bit<2> 

DISABLE 

PCI SERR# 

PCI address parity error and other system errors. 

Port 0040h, 
bit<3> 

DISABLE 

lOCHK# 

EISA add-in board parity error or some other catastrophic error. 

Port 0061h, 
bit<3> 

Allowed 

F ai l-safe ti mer ti me-out. 

This timer generates an NMI at regular intervals, prevent!ng the 
system from being tied up in a tight loop. The operating system 
should reset timer 2 counter 0 at regular intervals to prevent it 
from causing an NMI under normal operating conditions. 

Port 0461h, 
bit<2> 

Allowed 

EISA BUS time-out. 

Set when a bus master uses the bus longer than 8 microseconds. 

Port 0461h, 
bit<3> 

Allowed 

Software generated NMI 

Write to I/O port 0462h. 

Port 0461h, 
bit<l> 

Allowed 


The conditions which generate the CIA_Error are the majority of the error conditions de¬ 
tected by the CIA, and are covered iater in this chapter. 

The PAL code handier for SYS_MCH_CHK_IRQ requires some care. The PCI specifica¬ 
tion insists that PERR# is aiways signaied back to the master of the transaction, aiiowing 
the originator of the request, at the hardware or software ievei, the prerogative of recov¬ 
ery. Thus, when the CIA interrupts the EV5 because of a PERR#, it is possibie that the 
originating PCI master has also set its own interrupt or flag, signaling to its device driver to 
handle the parity error gracefully. 

HaH/ Reset StAiHc hes 

Depressing the Reset button will induce a complete hardware reset of the system (just like 
a power cycle). 

The halt button is debounced and presented to the EV5 MCH_HLT_IRQ. This interrupt is 
not masked by an IPL level, but is masked if the EV5 is in PAL mode. How the 
MCH_HLT_IRQ is handled depends on the operating system and is handled uniquely by 
the 0/S specific PALcode. If a "halt" is required then the handler will save information on 
the stack, and then start running console code. If a "reset" is required\ then the handler 
should simply write the value "xxxxDEADh" to the RESET CSR; this will have the same 
effect as a depressing the reset button. 


^this "reset" functionality is provided in case some future AlphaStation 600 system packaging variant does 
not provide a Reset button. 
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E\/5 Enor Handling 

Please refer to the Error Handling chapter of the EV5 specification for more details. Table 
8-5 summarizes the EV5 features. 

1abie 8-5 EV5 Enor Detection Featuies 


Region/feult 

Description 

M emory/Bcache/uncache 
d access 

ECC checked. A maskable, corrected ECC error interrupt is provided at 
IPL 31 

B cache Tags 

Parity checked. 

I box -No progress 
ti me-out 

This is intended to prevent a hang. For the AlphaStation 600 system 
this should be programmed to the largest time-out period. 

One possible cause for thistrap isa (bad) PCI device that has held a 
memory lock for a long, long time, and the lock has stalled theEVS. 

Outgoing Bcache data 

EV5 does not check outgoing Bcachedata. Neither does the Data 

Switch check this data (for example, no ECC checking on Bcache 
victims) 

Address/cmd from system 

Odd Parity checked. 


PCI EitorHandling 

The PCI specification allows for parity error detection on both the address and data cy¬ 
cles. The parity check encompasses the complete AD<31:0> field, the byte enables as 
well as the 64-bit PCI extension. All PCI options must generate parity, and nearly all PCI 
options check parity (the exceptions are devices, such as video frame buffers, which can¬ 
not create system integrity problems in the event of undetected errors). 

Two PCI signals are provided for error notification: 

• PERR# - used to report DATA parity errors (except for the Special cycle since these 
are broadcast writes and PCI devices are not required to listen to special cycles). The 
master reports read parity errors; and the targets reports write parity errors. 

• SERR# - typically used to report ADDRESS parity errors and Special cycle DATA 
parity errors. However, SERR# is also used to report catastrophic system errors (such 
as certain master^ or target aborts). SERR# is asynchronous with respect to a PCI 
transaction. SERR# is a one clock cycle pulse; but it may linger for a few cycles be¬ 
cause of the modest pull-up. 

A selected agent that detects an address parity error will do one of the following: 

(1) claim the cycle and terminate cleanly as though the address was correct; 

(2) claim the cycle and terminate with a target abort; or 

(3) not claim the cycle and let it terminate with a master abort. 

For both PERR# and SERR#, the PCI specification suggests that the transaction 
should complete gracefully, preserving normal PCI operation. 


^ Not all Master Aborts are catastrophic - for Instance a special cycle always enjoys a master abort. 
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PERI^ Implic ations 

A PCI device detecting a PERR# is expected to gracefuiiy compiete the transaction and to 
inform the device driver by posting an interrupt (or setting a fiag). Any PCI-PCI bridge wiii 
transparentiy, propagate bad parity to the target/master, aiiowing the receiving device to 
act accordingiy by posting interrupts, etc. 

Probiems arise with the Intei PCI-EISA bridge which does not propagate bad parity; it sim- 
piy asserts PERR# and expects the system hardware (that is, the CIA) to notify the driver. 
Consequentiy, the CIA is compeiied to aiwavs sampie the PERR# iine^ and assert 
CIA_ERROR anytime PERR# is asserted. The ramification of this is that occasionaiiy two 
interrupts may be generated; tabie 8-6 shows this couid occur if two PCI devices are com¬ 
municating on the PCI bus and a data parity error is observed (in this case the CIA will 
post a SYS_MCH_CHK_IRQ and the PCI device will probably assert an interrupt). 


1able 8-6 AlphaSlation 600 Handling of PCI Data Ferity Enois 


Data Rarity ertorscenario 

Device 
detecting 
parity error 

interrupt by 
PCI-device? 

SYS_MCH_CHK_IRQ 

PCI-device Write to PCI-EISA 
bridge 

PCI-EISA 

No 

Yes 

PCI-device Write to CIA 

CIA 

No 

Yes 

CIA Read of any PCI -device 

CIA 

No 

Yes 

PCI-EISA bridge Read of any PCI 
device 

PCI-EISA 

No 

Yes 

P CI -devi ce Read of P CI -devi ce 
(excluding PCI-EISA bridge) 

PCI device & 
CIA 

Probable 

Yes 


SERI^ implic ations 

CIA Target Abort: 

Should the CIA receive a target abort for its own PCI transaction then it will assert 
SERR#, and it will assert CIA_ERROR which in turn will assert the SYS_MCH_CHK_IRQ 
input. 

PCI Address Parity Error - CIA Master: 

As a master device, the CIA will become aware of an address parity error either via a 
master abort, target abort or SERR#. In all three cases CIA_ERROR will result. 

However, since the PCI-EISA bridge subtractively decodes the PCI address space, and 
thus absorbs all unclaimed addresses, it is clearly the most-likely target for a bad PCI ad¬ 
dress. Unfortunately, the PCI-EISA Bridge chip does not report address parity errors; and 
consequently, the ma|oritv of PCI memory address parity errors will not be detected (and 
instead will access/corrupt some EISA/ISA device). 

PCI Address Parity Error - CIA Target: 

There are three possible options: 

• If the (erroneous) address hits in one of the four PCI Windows in the CIA then the CIA 
will claim the cycle. This is because the CIA hardware is optimized to accept a PCI 
transfer (that is, DEVSEL) as soon as possible, and requiring DEVSEL to be qualified 
by an address parity check would delay the acceptance by one cycle. 

^and not just when the CIA is the target/master of a transaction. 
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There are two scenarios to consider: 


— DMA Read case: The CIA wiii have aiready set the wheeis in motion to fetch the 
read data before the address parity error is detected. In this case the fetched data 
is discarded; but note that this error can quite easiiy spawn off numerous other er¬ 
rors, inciuding: invaiid-TLB-entry error; ECC error on the fetched data (or TLB 
miss); or a non-existent memory access. For these secondary errors, the 
CIA_ERR register wiii aiready be iocked by the address parity error, and thus the 
CIA_ERR<LOST> bit wiii be set. 

The CIA is now ieft with two means of terminating this PCI transaction: either it 
couid disconnect, or it couid Target Abort. A disconnect is not reaiiy a viabie option 
- it wiii resuit in the PCI master resuming the transaction after a few cycies\ and 
causing perhaps another address parity error; and thus hogging the PCI-bus ad 
infinitum. The CIA will Target Abort the offending PCI transfer, and assert SERR# 
and CIA_ERROR. 

— DMA Write case: By the time that the CIA had detected the address parity error it 
could have already accepted a Dword of data, and the PCI master may no longer 
be on the bus (for example, a one word DMA). If the DMA is still active, the CIA 
will continue accepting the data (and discarding it) until the DMA write completes. 
No data will be written to memory. As before, numerous secondary errors are 
possible (invalid TLB entry, non-existent memory, ECC error, etc.), which would 
result in the CIA_ERR<LOST> flag being set. The CIA will assert CIA_ERROR. 

— DMA Write/Read complication: The PCI specification states that any agent can 
check and signal address parity errors on SERR#, regardless of intended master 
and target. Consequently, it is possible (but probably, very unlikely) that while the 
CIA has detected the address parity error, some other PCI agent will signal 
SERR# for this same address parity error. Unfortunately, the assertion of SERR# 
has no timing relation to any PCI transaction, and thus this PCI agent can assert 
SERR# at some indeterminate, future time, which may or may not coincide with 
the CIA’s detection of the address parity error. If the PCI agent is very late is send¬ 
ing the SERR# then a second CIA_ERROR is possible. 

• The address does not hit in any of the four PCI windows in the CIA, but it does hit in 
some other PCI devices window. In this case, the other PCI device will claim the cycle 
and generate a SERR#. The CIA will induce SYS_MCH_CHK_IRQ on detecting 
SERR#. 

• The address does not hit in any of the four PCI windows in the CIA, and nor does any 
other PCI device claim the cycle^. In this case the originator will Master Abort and 
again a SERR# will be generated, and CIA will induce SYS_MCH_CHK_IRQ. 

Address Parity Error and LOCK Bit Set. 

This scenario can only occur if the master which holds the lock has an address parity er¬ 
ror which fortuitously hits in one of the CIA PCI-address windows. It has to be the lock- 
master since all other PCI transactions will be retried (that is, the PCI lock protocol). In 
this case the PCI lock will be cleared (or not set if this is the start of a lock sequence) and 
the CIA lock-register will be invalidated. Otherwise the behavior is as for a standard ad¬ 
dress parity error as described above. 


^Assuming that the device does not listen toSERR#(which istrueof thePCI-EISA bridge for example). 

■y 

Only possible for addresses which are not subtractively-decode by the PCI-EISA bridge (that is PCI 1/0- 
address exceeding 64-K Bytes). 
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DAC Cycle Address Parity Error: 

The handling for this case is the same as for a standard (SAC) PCI address parity error, 
as described above. The main difference is that the PCI_ERRx registers will contain a 
DAC indication, the least-significant 32 address bits, and the command field for the subse¬ 
quent command (of the DAC pair). The MS bits of the address can be inferred by reading 
the PCI DAC BASE register in the CIA. 

Special Cycle Data Parity Error: 

The CIA will not detect this error. The handling of this error is as follows: 

When a special cycle is issued there are two situations to consider. First, all the PCI de¬ 
vices are deaf to the special cycle, in which case a parity error is immaterial; and second, 
if a device is listening for the special cycle then it will almost certainly report the data 
parity error as a SERR#. The CIA will intercept the SERR# and report it to the EV5 via the 
CIA ERROR. 
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Alpha station 600 Ertor Handling 

The CIA ASIC together with the EV5 processor detect the vast majority of AiphaStation 
600 system errors; the remaining few errors are detected by the PCI-EISA bridge chip-set 
and by the PCI option devices (SERR# and PERR#). 

When an error is detected, information about the faiiure is iatched and the faiiing com¬ 
mand is compieted or terminated as gracefuiiy as possibie. The error condition is signaied 
to the EV5 via an interrupt which wakes the AiphaStation 600 system-specific PAL code 
handier. This handier reads the error information and initiates the appropriate action. 


Hgute 8-2 AiphaStation 600 Bror Logic 



Figure 8-2 shows the AiphaStation 600 system biock diagram with the major error detec¬ 
tion/generation iogic. 

• Memory: ECC protected. 

• Bcache: data is ECC protected; tag is parity protected. 

• Data Switch ASICs: no ECC or parity iogic. Data from memory is passed un-modified 
to the EV5/Bcache or the CIA ASIC. 

• lOD bus: ECC checked/generated. Data from either the EV5/Bcache or memory is 
ECC protected, and is checked/corrected by the CIA; data from the CIA to the Data 
Switch (for exampie, PCI DMA write data or an internai CIA CSR) has ECC generated 
for it by the CIA. 

• Address/command bus: parity checked at both the EV5 and the CIA. 
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• PCI bus: parity protected. PERR# (Data parity error) and SERR# (address parity and 
system error) are detected by the CIA. 

• (E)ISA bus: Parity for I/O board memory and other catastrophic errors via the ISA 
lOCHK signal. 

• Scatter/gather TLB in the CIA: No checking. 

• Flash ROM: No parity/ECC checking. Checksum if implemented by software. 

• Lemmon Bus: no checking. 

Figure 8-3 shows the three classes of transactions (CPU memory, CPU I/O and DMA) 
and their possible errors - for example a DMA read can suffer either a memory or 
Bcache ECC error. 


Figure 8-3 Possible Enois 


CPU-mem write 
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CIA ASIC Error Registers 

Table 8-7 describes the CIA error registers. More details are to be found in the CSR chap¬ 
ter. Most of the error registers preserve the address and command of the offending trans¬ 
action. 


1able 8-7 C lA Enor Registeis 


Description 

CIA enoriegister 


Details 

Error indication 

CIA Error register 

CIA_ERR 

This registers is the most useful in that it 
indicates which error occurred: 

• Bcach^memory ECC error 

• S/G map invalid entry 

• etc. 

CIA status 

CIA status register 

CIA_STAT 

What the CIA was doing at the time of the error. 
However, sincetheCIA can do numerous 
concurrent operations then the status may have 
nothing to do with the error condition. 

EV5 1 nterface 

error 

EV5 1 nterface-error Register 0 

EV5 1 nterface-error Register 1 

CPU_ERR0 

CPU_ERR1 

Address and Command field for: 

• 1 nterface parity error 

• E V5 read/write to non-existent memory 

ECC syndrome 

ECC error syndrome Register 

CIA_SYN 

ECC syndrome 

Memory Port 
errors 

Memory Port Status reg 0 
Memory Port Status reg 1 

Memory Port Status reg 2 

MEM_ERR0 

MEM_ERR1 

MEM_ERR2 

Address, command and memory timing 
parameters when error occurred for following 
reasons: 

• E V5 read/write to non-existent memory 

PCI detected 

errors 

PCI Error Register 0 

PCI Error Register 1 

PCI Error Register 2 

PCI_ERR0 

PCI_ERR1 

PCI_ERR2 

PCI Address and Command pertaining to error. 
Also indicates if the CIA was the master or 
target of the PCI transaction. 

Error Mask 

CIA Error Mask Register 

ERR_MASK 

Mask the detection and reporting of CIA errors 


All the error registers are frozen (locked) on the first detection of an error condition, thus 
preserving the error state until the error handler clears the CIA_ERR register. If subse¬ 
quent error conditions occur (for example, a PCI address parity error can induce a non¬ 
existent memory error) then the "lost" fields in the error registers are set. 

Not all the error registers contain valid information for all errors: for instance, the PCI error 
registers are irrelevant for a CPU memory fill error. To help determine the valid error reg¬ 
isters the error-analyzing code should first direct its attention to the CIA_ERR register. 

Table 8-8 summarizes the CIA_ERR definitions. Bits <11:0> define the error condition 
when bit 31 is set; the remaining bits indicate what other errors occurred in the shadow of 
this first error condition. The fourth column of this table indicates which operation could 
have suffered the error condition. For example, bit 6 is set when a PCI agent attempts a 
DMA read/write of memory and the CIA detects an address parity error; this is the only 
way that this bit can be set. However, most of the bits are set for a number of reasons. 
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1able 8-8 CIA ERR Register 


Extent 

Mnemonic 

Description 

Possible Cause 

Valid Registers 

<0> 

C0R_ERR 

Corrected single bit 
ECC error. 

This error cannot occur for a 
CPU-to-memory read/write (CPU-mem 
reads are checked by the E V5 and 

CPU-mem writes are not checked by 
AlphaStation 600 system). This error is 
applicable to: 

• DMA read/write data ECC error 

• S/G TLB miss PTE ECC error 

• ECC error on CPU-10 write data 
from EV5 

CIA_SYN 

(PCI_ERR0,1,2) 

<1> 

UN_C0R_ERR 

Uncorrectable ECC 
error 


<2> 

CPU_PE 

EVStoCIA 
addr/command bus 
parity error 

• CPU-10 read/write 

• CPU-mem read/write 

CPU_ERR0,1 

<3> 

MEM_NEM 

Non-existent 

memory 

• DMA read/write - bad address 
mapping from PCI to memory; bad 
PTE 

• CPU-MEM read/write to bad 
address. 

MEM_ERR0,1 

(PCI_ERR0,1,2) 

<4> 

PCI_SERR 

PCI SERR line 
asserted 

• CPU-10 write address parity error 

• PCI device detected internal 
problem 

PCI_ERR0,1,2 

<5> 

PCI_PERR 

PCI PERR line 
asserted 

• DMA read/write data parity error 

• CPU-10 write/read data parity error 


<6> 

PCI_ADDR_PE 

PCI address parity 
error. 

• DMA read/write address parity error 


<7> 

RCVD_MAS_ABT 

CIA received a PCI 

M aster abort error 

• CPU-10 read/write address parity 
error (special cycle master abort is 
not an error) 


<8> 

RCVD_TAR_ABT 

CIA received a PCI 

Target abort error 

• CPU-10 read/write address parity 
error 


<9> 

PA_PTEJNV 

Scatter/gather TLB 
invalid entry 

• DMA read/write 


<10> 

FROM_WRT_ERR 

Flash ROM write 
error 

• CPU write attempted while Flash 
ROM write is disabled 
(FROM_WR_EN is not enabled) 

None 

<11> 

I0A_TIME0UT 

PCI 10 timeout 
occurred 

• CPU-10 read/write 

(PCI_ERR0,1,2) 

<15:12> 


Reserved 



00 

V V V V 

Lost COR ERR 

Lost UN COR ERR 

Lost CPU PE 
Lost_MEM_NEM 

These lost errors occur in the shadow of a prior error, and 
correspond to errors normally logged in bits <3:0>of this 
register 


<20> 


Reserved 



<21> 

<22> 

<23> 

<24> 

<25> 

<26> 

<27> 

Lost PCI PERR 

Lost PCI ADDR PE 

Lost RCVD MAS ABT 
Lost RCVD TAR ABT 
Lost PA PTE INV 

Lost FROM WRT ERR 
LostJ OA_TIMEOUT 

These lost errors occur in the shadow of a prior error, and 
correspond to errors normally logged in bits <ll:5>of this 
register 


<30:28> 


Reserved 



<31> 

ERR_VALID 

Error occurred 
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The last column of table 8-8 shows which error registers are applicable to the various er¬ 
ror condition. When a register Is enclosed In parentheses (for example- (PCI_ERR0,1,2)), 
then this register may have valid Information; to determine If It does contain valid data 
then the CIA_STAT register must be analyzed In conjunction with the status Information In 
PCLERR0,1. 

The CIA_STAT register Is frozen at the time of an error, and provides Information on what 
the CIA was fetching from the DSW asic at the time of the error. Whenever, this register 
Indicates (via the DM_ST field) that a DMA or I/O operation was In effect, and the 
PCI_ERR0 register (command field) Indicates the same operation, then the PCI_ERR0 
and PCI_ERR1 registers are valid. The "MEM_SOURCE" bit of CIA_STAT Is also useful 
to differentiate between a CPU and a DMA operation (for example, to help determine If a 
DMA or CPU operation suffered an ECC error when CIA_ERR<0> Is set). 

Note that the CIA can perform multiple transactions (for example, a CPU fill concurrently 
with a CPU-l/0 write). Thus It Is possible for the CIA_STAT to reflect the status of an op¬ 
eration which has no relevance to the error condition (for example, the CIA_STAT could 
reflect a DMA which was ongoing while an EV5-CIA Interface error occurred). Conse¬ 
quently, the CIA_STAT Is not an Infallible Indicator of the error condition. 

Table 8-9 Is an extension of table 8-8 and shows the most likely cause of a hardware er¬ 
ror. Once the systemboard Is suspected of causing the error then the AlphaStatlon 600 
system Is effectively useless and recovery Is Impossible. If the memory or PCI option card 
are suspected, then diagnostics should be run to help further Isolate the problem. 


1able 8-9 C lA ERR Register Fault Indication 


Bctent 

Mnemonic 

Possible Cause 

Possible Faulty haidwaie 
(in order of likelihood) 

<0> 

<a> 

COR ERR 
UN_COR_ERR 

DMA Read/write data ECC error 

(1) Memory 

(2) Systemboard (lOD-bus, 

Memory-buses, DSW, CIA) 

S/G TLB miss PTE ECC error 

ECC error on CPU-10 write data from 

EV5 

(1) Systemboard (EV5-data bus, lOD-bus, 
DSW, CIA) 

<2> 

CPU_PE 

CPU-10 read/write 

(1) Systemboard (EV5-addr/command 
bus, CIA) 

CPU-mem read/write 

<3> 

M E M_N E M 

DMA read/write - bad address mapping 
from PCI to memory; bad PTE 

(1) Software problem (for example, bad 
PTE) 

(2) Systemboard (CIA, address bus to 
memory) 

CPU-MEM read/write to bad address. 

<4> 

PCI_SERR 

CPU-10 write address parity error 

(1) PCI option failure 

(2) Systemboard (PCI bus, CIA) 

PCI device detected internal problem 

(1) PCI option failure 

<5> 

PCI_PERR 

DMA read/write data parity error 

(1) Systemboard (PCI bus, CIA) 

(2) PCI option failure 

CPU-10 write/read data parity error 

<6> 

PCI_ADDR_PE 

DMA read/write address parity error 

<7> 

RCVD_MAS_ABT 

CPU-10 read/write address parity error 

<8> 

RCVD_TAR_ABT 

CPU-10 read/write address parity error 

<9> 

PA_PTEJNV 

DMA read/write 

(1) Software problem with PCI window 
CSRsor PTEs 

(2) Systemboard (CIA) 

<L0> 

FROM_WRT_ERR 

CPU write attempted while Flash ROM 
write is disabled (FROM_WR_EN is not 
enabled) 

<L1> 

IOA_THV|EOUT 

CPU-10 read/write 

(1) PCI option failure 
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C lA Error Mask Register 

This register is used to disabie the detection and reporting of certain errors. Most of the 
CiA detected errors can be disabied (see Tabie 8-10). This is mainiy a debug feature to 
heip isoiate fauity error detection iogic. The defauit on power-up is for error iogging and 
reporting to be off. 


table 8-10 CIA Bror Mask Register 


Extent 

Enor Mnemonic 

Enabled enor 

<0> 

COR_ERR 

Corrected singie bit ECC error. 

<1> 

UN_COR_ERR 

Un-corrected ECC error 

<2> 

CPU_PE 

EV5 to CiA address/command bus parity error 

<3> 

MEM_NEM 

Non-existent memory 

<4> 

PCi_SERR 

PCi SERR iineasserted 

<5> 

PCi_PERR 

PCi PE RR iine asserted 

<6> 

PCi_ADDR_PE 

PCi address parity error. 

<7> 

RCVD_MAS_ABT 

M aster abort error 

<8> 

RCVD_TAR_ABT 

Target abort error 

<9> 

PA_PTEJNV 

Scatter/gather TLB invaiid entry 

<10> 

FROM_WRT_ERR 

Fiash ROM write error 

<11> 

iOA_TiMEOUT 

CPU-i 0 operation timeout on the PCi. 

<32:12> 


Reserved 


The error iogic is disabied when the mask bit is cieared - in which case it is as if the error 
never existed (no iogging or reporting of the error). 
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CIA Error Reporting 

Table 8-11 lists the three ways the AlphaStation 600 system reports errors to the EV5. 
Most of the errors detected by the CIA fall into the Class 2 category. 


1able 8-11 Eiror Reporting to EV5 


Error 

EV5 input signal 

Comments 

Class 1 

IRQ<0> 

Low Priority. 

Examples: CorrectableECC Errors. 

Class 2 

SYS_MCH_CHKJ RQ 

High priority, fatal errors. 

Can be masked at 1 PL 31, in PALmode, and by CIA MASK 
CSR. 

Examples: Uncorrectable ECC errors, 1 nvalid S/G map, 
time-out. Target and Master abort, PCI parity error, 

1 nvalid address. Parity error on the address/command bus 
from the E V5 to the Cl A. 

Class 3 

FILL_ERROR_H 

The EV5 takes a PALcodetrap tothe MCH K entry point. 

Examples: Any error associated with a CPU read must be 
reported this way in order to un-stall the CPU. Examples 
are: reads to non-existent memory (physical or PCI) or to 
non-existent CSRs. 


CIA Detected Errors 

The following tables tabulate the error conditions associated with an operation. These ta¬ 
bles assume a single error occurred. This is consistent with the error registers which only 
log the information for the first error detected. There is a small possibility that multiple un¬ 
related errors (for example, DMA read and CPU read errors) occur concurrently; this situ¬ 
ation is not covered. 

The following tables are to a large extent the same as table 8-8 just re-arranged in a dif¬ 
ferent format with more detail. Tables 8-8 and 8-9 are better suited for the software error- 
handler, whereas the following tables are better suited for the hardware group (to help en¬ 
sure that the hardware has covered all the possible error cases, and secondly to help iso¬ 
late which functional verification tests are needed). Finally, note that Tables 8-8 and 8-9 
do not include class 3 errors. 
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1able 8-12 DMA Read Associated Enots 


Eifortype 

CIA_ERRbitset 

Releva ntCIA 
Enor Registeis 

VUhat 
Detected 
the Enor 

Action 

(see table 8-11) 

Corrected ECC errors: 

• DMA data from memory 

• DMA data from cache 

• S/G TLB miss from memory 

• S/G TLB miss from cache 

COR_ERR 

CIA_SYN 

PCI_ERR0,1 
if status bits 
indicate that 
DMA Read 
operation in 
progress. 

CIA 

Class 1 

Uncorrectable ECC errors: 

• DMA data from memory 

• DMA data from cache 

• S/G TLB miss from memory 

• S/G TLB miss from cache 

UN_COR_ERR 

Class 2 

The PCI agent which instigated 
the DMA read has the transact! on 
Target aborted by the CIA. 

S/G TLB invalid entrv 
(Notel) 

PA_PTEJNV 

PCI_ERR0,1 

Non-existent memorv access: 

• DMA tries to access NEM 

• PTE access to NEM 

MEM_NEM 

MEM_ERR0,1 

PCI_ERR0,1 if 
doing DMA 

PCI address bad parity 

(PCI parity encompasses the 
address and command fields) 

PCI_ADDR_PE 

PCI_ERR0,1,2 

CIA and 
possibly a 
PCI device 

Class 2 

The PCI agent which instigated 
the DMA read has the transact! on 
Target aborted by the CIA. 

It is possible for some PCI agent to 
concurrently detect the address 
parity error and then assert 

SERR# The Cl A does not capture 
this as a lost bit. 

PCI data bad parity 

PERR 

PCI device 

Class 2 

The PCI agent which instigated 
the DMA read will detect the data 
parity error, and will assert 
PERR#and possibly post an 
interrupt. 

Address/cmd bad oaritv 
-usedfor READ/FLUSH 

Not applicable. 

See EV5 spec. 

EV5 

Machine check trap 

Bcachetag bad parity 


Notes: 

1 The scatter/gather TLB is assumed to be coherent with memory - whenever software change a PTE they 
must fiush the S/G TLB. The hardware reports an invaiid entry when it is servicing a TLB miss and fetches 
an invaiid entry from memory. 
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1able 8-13 DMA VUHte Associated Enots 


Eifortype 

ClABVlbitset 

Releva ntCIA 
Enor 

Registers 

VUhat 
Detected 
the Bttor 

Action 

(see table 8-11) 

Corrected ECC errors: 

• DMA data to memory 

• DMA data to cache 

• S/G TLB miss from memory 

• S/G TLB miss from cache 

COR_ERR 

CIA_SYN 

PCI_ERR0,1 
if status bits 
indicate that 

CIA 

Class 1 

Uncorrectable ECC errors: 

UN_COR_ERR 

DMA write 
operation in 
progress. 


Class 2 

• DMA data to memory 

• DMA data to cache 

• S/G TLB miss from memory 

• S/G TLB miss from cache 



The PCI agent which instigated the 
DMA write is allowed to complete 
normally, except that the write data 
is not written to memory. The CIA 
does NOT issue a Target abort. 

Non-existent memory access: 

• DMA tries to access NEM 

• PTE access to NEM 

MEM_NEM 

MEM ERRO, 

1 

PCI_ERR0,1 
if doing DMA 


S/G TLB invalid entrv 
(Notel) 

PA_PTEJNV 

PCI_ERR0,1 


As above, but note following: 

For a long DMA write (many 
blocks), the Cl A will take the first 
block of data and disconnect the 

DMA write (because of a TLB miss 
-invalid TLB entries always start 
with aTLB miss). TheCIA will 
discard the data in its write buffer, 
andtheCIAwill accept the next 

PCI transaction. The retried (bad) 

D M A wri te may get i n agai n the 
whole procedure repeats, on a 
block-by-block basis. Thus, the 
interrupt handler should be aware 
that a bad DMA device may still be 
active when servicing the error 
condition. 

PCI address bad parity 
(PCI parity encompasses the 
address and command fields) 

PCI_ADDR_PE 


CIA and 
possibly a 
PCI device 

Class 2 

The PCI agent which instigated the 
DMA write is allowed to complete 
normally, except that the write data 
is not written to memory. TheCIA 
does NOT issue a Target abort. 

PCI data bad parity 

PERR 


CIA 

Class 2 





The PCI agent which instigated the 
DMA write is allowed to complete 
normally, but the write data is 
discarded by the Cl A. 

Address/cmd bad naritv 
-usedfor READ/FLUSH 

Not applicable. 

See EV5 spec. 

EV5 

Machine check trap 

Bcachetag bad parity 






Notes: 

1 The scatter/gather TLB is assumed to be coherent with memory -- whenever software change a PTE they must flush 
the S/G TLB. The hardware reports an invalid entry when it is servicing a TLB miss and fetches an invalid entry from 
memory. 
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1able 8-14 I/O VUHte and Special Cycle Brots 


Eiior detec ted 

ClABtRbitset 

Releva ntCIA 
Enor 

Registers 

VUhat 
Detected 
the Enor 

Action 

(see table 8-11) 

Corrected ECC errors: 

EV5 I/O write data had ECC 
error 

COR_ERR 

CIA_SYN 

PCI_ERR0,2 
if status bits 
indicate that 
10 operation 
in progress. 

CIA 

Class 1 

Uncorrectable ECC errors: 

EV5 I/O write data had ECC 
error 

UN_COR_ERR 

CIA 

Class 2 

The CIA cleanly terminates the PCI 
transaction when it detects bad 

CPU-10 write data. The PCI agent 
does not receive any bad data. 

Bad PCI address 

No PCI device responds (see 
Note 1) 

RCVD_MAS_ABT 

PCI_ERR0,2 

CIA 

Class 2 

This isa No-DEVSEL error - 
software has somehow generated a 
bad address. 

EV5 Svstem 1 nterface bad 
parity 

CPU_PE 

CPU_ERR0,1 

CIA 

Class 2 

No PCI transaction will occur. 

PCI address bad oaritv - 1 

CIA received a PCI target 
abort 

RCVD_TAR_ABT 

PCI_ERR0,2 

CIA and 
PCI 
device 
possi bly 

Class 2 

The PCI agent detected the address 

PE and terminated the transaction 
with a target abort. 

PCI address bad oaritv -2 

PCI device asserted SERR# 

PCI_SERR 


PCI 
device 
and CIA 
(via the 
SERR#i 

Class 2 

The PCI agent allowed the CPU-10 
write to complete cleanly, and 
asserted SERR. 

PCI address bad oaritv - 3 

CIA received a PCI master 
abort (see note 1) 

RCVD_MAS_ABT 


CIA 

Class 2 

No PCI agent responded. 

PCI data bad parity 

PERR 


PCI 

device 

Class 2 

PCI device will detect the data PE 
and assert PERR^ and also the PCI 
device may set iots own interrupt. 

10 timeout 

IOA_THV|EOUT 

PCI_ERR0,2 

if this reg 

status 

indicates 

CPU-10 

operation 

CIA 

Class 2 

The CIA has an I/O timeout register 
to detect fatal PCI bus hangs. 







Notes: 


1 This will only occur for a PCI I/O address which accesses beyond 64 KB. The PCI-EISA bridge will claim all 
other unclaimed addresses (that is, subtractive decode). Any problems on the EISA bus will result in a PCI- 
EISA NMI (for example, bus timeout). Note that the PCI-EISA Bridge chip does not detect address parity 
errors. 
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1able 8-15 CPU I/O Read and PCI Intemipt-ACKEnDis 


Enor detected 

ClABVlbitset 

Releva ntCIA 
Enor 

Registeis 

VUhat 
Detected 
the Enor 

Action 

(see table 8-11) 

I nvalid PCI address 

No PCI device responds 

RCVD_MAS_ABT 

PCI_ERR0,2 

CIA 

Class 2 

This is a No-DEVSEL error - 
software has somehow generated 
a bad address. 

EV5 System I nterface bad 
parity 

CPU_PE 

CPU_ERR0,1 

CIA 

Class 2 

No PCI transaction will occur. 

PCI address bad naritv - 1 

CIA received a PCI target 
abort 

RCVD_TAR_ABT 

PCI_ERR0,2 

CIA and 
PCI 
device 
possi bly 

Class 2 

The PCI agent detected the 
address PE and terminated the 
transaction with a target abort. 

PCI address bad naritv - 2 

CIA received a PCI master 
abort (see note 1) 

RCVD_MAS_ABT 


CIA 

Class 2 

No PCI agent responded. 

PCI data parity error 

PERR 


CIA 

Class 2 

CIA detects data PE and asserts 
PERR#line 

10 read ti meout 

IOA_TI MEOUT 

PCI_ERR0,2 

if this reg 

status 

indicates 

CPU-10 

operation 

CIA 

Class 2 

The CIA has an I/O timeout 
register to detect fatal PCI bus 
hangs. 

EV5 detects ECC data error 

Not applicable 

EV5 

Machine Check 







Notes: 


1 This will only occur for a PCI I/O address which accesses beyond 64 KB -- the PCI-EISA bridge will claim all other 
unclaimed addresses (that is, subtractive decode). Any problems on the EISA bus will result in a PCI-EISA NMI (for 
example, bus timeout). Note that the PCI-EISA Bridge chip does not detect address parity errors. 
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1able 8-16 CPU/Memoiy Read Associated Enots 


Error detected 

ClABtRbitset 

Releva ntCIA 
Eiror Registers 

VUhat 
Detected 
the Error 

Action 

(see table 8-11) 

ECC corrected fill error 

Not applicable. 

EV5 

System MCHK interrupt 
(maskable) 

ECC uncorrected fill error 




Machine check 

Non-existent memory 
address 

NEM 

MEM_ERR0,1 

CIA 

Class 3 

Garbage data with good ECC is 
returned to the EV5 

EV5 Address/cmd bad parity 

CPU_PE 

CPU_ERR0,1 

CIA 


1able 8-17 CPU/Memoiy Victim/VUHte Associated Enots 


Bror detected 

CIA_ERRbitset 

Releva ntCIA 
error registers 

VUho 

detected 

error 

Action 

(see table 8-11) 

Non-existent memory 
address 

NEM 

MEM_ERR0,1 

CIA 

Class 2 

Data is not written to memory 

EV5 Address/cmd bad parity 

CPU_PE 

CPU_ERR0,1 

CIA 


Enor Insertion 


In general there will be two mechanisms for inserting errors: 

Force Error Registers 

The CIA contains a CSR that contains force error bits. If the bit in the register is asserted 
then a parity error will be forced on the next transaction, the bit will be cleared and a 
forced error bit will be set in a status register. 

The CIA will contain force error bits for: 

• The EV5 to CIA address/command interface 

• CIA to PCI (drive bad parity -- check the PCI-EISA bridge parity detect logic) 

Accessing Main Memory Via CPULhKached Space 

The AlphaStation 600 system can be configured to do a "bounce around" path which con¬ 
verts a CPU 10 read/write to a pseudo-DMA read/write into memory. 

The trick here is to configure the PCI window to a certain address space, and then to per¬ 
form CPU uncached 10 read/writes to the same address space. The CPU 10 read/write 
will be sent out on the PCI bus by the CIA ASIC, and will also be accepted by the CIA 
since the transaction will hit in the PCI window. The CPU 10 read/write will thus be trans¬ 
ferred to a PCI memory space read/write (that is, a DMA read/write). 

V\/Hting Bad ECC Into Memory 

The CIA_DIAG CSR can be used instead of the ECC generation logic in the CIA to load 
bad ECC into memory. Thus diagnostics can load bad ECC into memory using the 
"bounce-around" path described above. This bad ECC can be accessed via a CPU fill or 
via a pseudo-DMA using the "bounce-around" path. 
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With the "bounce-around" path, the complete DMA path inside the CIA and DSW is 
tested. Moreover, Read and Flush operations to the EV5/Bcache are always performed 
(since the width of a CPU uncached operation is less than a cache block in size); and the 
scatter/gather or direct addressing scheme can be used. 

Machine CheckbDgoutData Sbucture 

The Machine check logout data structure consists of: 

• A Correctable Error (small) logout frame 

— This is used to log correctable errors such as Single bit ECC errors. 

— These errors can be detected by either the processor or the system (the CIA ASIC 
in the case of AlphaStation 600 system ). 

• An Uncorrectable Error (large) logout frame 

— This is used to log uncorrectable errors such a double bit ECC errors 

— These errors can also be detected by either the processor or the system 

The PALcode will fill in these data structures when it handles the interrupt generated by 
either a correctable or uncorrectable error. The system software will have a handler that 
will read the information in these logs and save the data into their appropriate error log 
area. 

EV5 generated machine checks, such as single bit or double bit ECC errors, will be vec¬ 
tored to the machine check entry point (0x400 off of the current PAL_Base) in the current 
PALcode. 

System generated machine checks will assert the SYS_MCFI_CFIK_IRQ line on the EV5. 
These interrupts will occur at IPL level 31, thus they can be masked out when running at 
EV5 internal IPL = 31. 
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Correctable Error Logout Rame 

The figure below shows the format of a correctable Error Logout Frame on the AlphaSta- 
tion 600 system. 

Hgute 8-4 Collectable Bior Machine Check Logout Ftame 


63 0 


FLAGS 

0000 


OFFSETS 

0008 




MACHINE CHECK CODE 

0010 


ELADDR 

0018 


FILL_SYN 

0020 


ELSTAT 

0028 


ISR 

0030 


CIA_SYN 

0038 


MEM_ERR0 

0040 


MEM_ERR1 

0048 


CIA_ERR_STAT 

0050 


CIA_ERR 

0058 




The description of the fields in the correctable machine check logout frame are as follows: 

• FLAGS 

— This quadword is broken up into two longword fields. The low longword will contain 
the size of the frame in bytes, while the high longword is used for flags where: 

* bit 64 = 1 for retryable error 

* bit 63 = 1 for second error occurred 

• OFFSETS 

— This quadword is broken up into two longword fields: 

* longword 0 contains the byte offset to the EV5 specific information. 

* longword 1 contains the byte offset to the System (AlphaStation 600) Specific 
information. The offset to the AlphaStation 600 system specific information 
begins at offset 38h. 

• MACHINE CHECK CODE 

— This is the type of machine check that has caused the interrupt to occur. These fall 
into two classes, processor detected and system detected. The following table lists 
all possible correctable machine check codes on the AlphaStation 600 system. 

1able 8-18 Collectable Machine Check EnorCodes 


Description 

Code 

EV5 detected Correctable ECC Error 

0x86 

Cl A detected Correctable ECC Error 

0x201 
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• ELADDR 

— This is the contents of the EV5 Ei_ADDR register at the time of the faiiure. The 
contents of this fieid is meaningfui for processor detected correctabie errors 

• FiLL_SYN 

— This is the contents of the EV5 FiLL_SYN register at the time of the faiiure. The 
contents of this fieid is meaningfui when the error is a processor detected singie bit 
ECC error. The vaiue in this register wiii isoiate the faiiure to a data bit or check bit 
within the faiiing quadword. 

NOTE: 

This is the register that wiii contain the faiiing syndrome for processor de¬ 
tected singie bit ECC errors. The data iocated in the CiA CiA_SYN register 
shouid NOT be used to isoiate the faiiing bit. 

• Ei_STAT 

— This is the contents of the EV5 Ei_STAT register at the time of the faiiure. Where, 

* bit 31 = 1 on a processor detected singie bit error 

* bit 30 = 0 if the source of the error came from the B-Cache 

= 1 if the source of the error came from the memory 

* bit 34 = 0 if the error occurred during a D-stream fiii 

= 1 if the error occurred during an i-stream fiii 

• iSR 

— This is the contents of the EV5 iSR register at the time of the faiiure. This register 
wiii teii you what interrupts were pending. The bits of interest for correctabie errors 
are the MCK bit (bit 21) and the CRD bit (bit 30). if you see the CRD bit set then, 
the machine check was probabiy caused by a processor detected correctabie er¬ 
ror. if the CRD bit is ciear and the MCK bit is set then , the machine check was 
probabiy caused by a system detected correctabie error, if it was a system correct¬ 
abie error then, the CiA CSR’s that foiiow wiii be of interest. 

• CiA_SYN 

— This is the contents of the CiA Error syndrome register. This wiii isoiate the faiiing 
bit in a quadword for system detected correctabie errors. 

NOTE: 

This register wiii contain the faiiing ECC syndrome for system detected ECC 
errors. The data iocated in the EV5 FiLL SYN register shouid NOT be used 
to isoiate the singie bit error. 

• MEM_ERR0 

— This is the contents of the CiA Memory Port Status Register 0. This wiii teii you 
iow order address bits for the iocation in memory that contained the singie bit er¬ 
ror. 

• MEM_ERR1 

— This is the contents of the CiA Memory Port Status Register 1. This wiii contain 
the high order address bits, the current command, and the current iNT4_VALiD 
mask. 

• CiA_ERR_STAT 

— This is the contents of the CiA Error status register. This wiii contain status infor¬ 
mation such as the transaction type, current state of the CiA queues, etc 
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• CIA_ERR 

— This is the contents of the CiA Error register. This register wiii have bit 0 set to a 1 
on a system detected correctabie error. The PALcode wiii dismiss the error by writ¬ 
ing a 1 to bitO of this register after it has iogged aii the appropriate information. 
This wiii uniock the CiA error registers so they can be updated on a future error. 

Deciphering a Collectable Error Machine Check Logout Ra me 

if you want to decipher the cause of a correctabie singie bit ECC error, You shouid per¬ 
form the foiiowing steps. 

• Check the machine check code type 

• iF the machine check code == 0x86 THEN (processor detected) 

— FiLL_SYN register contains the faiiing syndrome 

— Ei_ADDR register contains the physicai address where faiiure occurred 

— Ei_STAT register contains the foiiowing information 

* bit 31 = 1 for correctabie ECC error 

* bit 30 = 0 if data came from the BCache 
bit 30 = 1 if data came from Memory 

* bit 34 = 1 if error occurred during iCache fiii 
bit 34 = 0 if error occurred during DCache fiii 

• ELSE iF the machine check code = 0x201 THEN (System detected) 

— CiA_SYN register contains the faiiing syndrome. 

— CiA ERR register bit <0> = 1 for correctabie ECC error. 

— MEM_ST0,1 contains NO appiicabie information. 

— To determine if the cause of the error was a DMA, Scatter/gather TLB miss or a 
CPU iO write then CiA_STAT must be anaiyzed as foiiows: 


C lA SIAIUS register 
CIA_S1AT 

DMA Read 

DMAVUKte 

IO writB 

ILBmiss 

No IIB miss 

HBmiss 

No HB miss 

PCi_STATUS<l:0> 

1 

1 

1 

1 

X 

TLB_iV|iSS 

1 

0 

1 

0 

0 

DiV|_ST<3:0> 

6 

6 

6 

7 

2, 3, 8 

PA_CPU_RES<1:0> 

01: Memory data 

10: Scache data 

11: BCache data 

Not reievant 

MEM SOURCE 
iOA VALiD<3:0> 
CPU QUEUE<2:0> 

Not reievant 


* For a DMA read/write (no TLB miss), the PCi address is saved in PCi_ERR1. 
PCi_ERR0 shouid indicate an active target state (that is, MAS- 
TER_STATE=0 and TARGET_STATE <> 0). PCLERR0<WiNDOW> wiii in¬ 
dicate which PCi window hit the PCi address, aiiowing software to access the 
appropriate T_BASE CSR, and thus determine the physicai memory address 
which suffered the ECC error. The PCi_ERR0<CMD> wiii indicate if the PCi 
command was a READ or a WRiTE. The CiA_STAT<PA_CPU_RES> wiii in¬ 
dicate if the DMA data originated from memory or the EV5 caches. 

* For a Scatter/Gather TLB miss, the PCi address is saved in PCi_ERR1. 
PCi_ERR0 shouid indicate an active target state (that is, MAS- 
TER_STATE=0 and TARGET_STATE <> 0). PCLERR0<WiNDOW> wiii in- 
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dicate which PCI window hit the PCI address, allowing software to access the 
appropriate T_BASE CSR, and thus determine the physical memory address 
which suffered the ECC error. The selected PCI window must be a scat¬ 
ter/gather window. The PCI_ERRO<CMD> will indicate if the PCI command 
was a READ or a WRITE. The CIA_STAT<PA_CPU_RES> will indicate if 
the DMA data originated from memory or the EV5 caches. 

* If the error was a CPU-10 write then the offending address is NOT saved in 
any register. However, this bug is a serious systemboard problem indicating a 
failure of either: (1) the EV5-DSW data bus; (2) the lOD bus; (3) or the CIA 
or the DSW ASIC. 

• Once the physical address is obtained, using a show memory command from the con¬ 
sole with a MAP of the SIMMS you can isolate the failing FRU. If the bad data came 
from cache you will have to use a different map to isolate to the Cache SIMM. These 
maps will be available at a later date. 

• An uncorrectable ECC error is deciphered in a similar manner. 
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ECC ^ndromes for Single-Bit Errors 

The following table lists the Syndromes for any single bit error whether it is detected by 
the CIA or the EV5. This data was taken from the DECchip 21164-AA (EV5 CPU) Specifi¬ 
cation, Revision 1.9. 


table 8-19 EV5 Single Bit Etior Syndromes 


Data Bit 

Syndiome 

Data Bit 

Syndrome 

Check Bit 

Syndiome 

00 

OxCE 

32 

0x4F 

00 

0x01 

01 

OxCB 

33 

0x4A 

01 

0x02 

02 

0xD3 

34 

0x52 

02 

0x04 

03 

0xD5 

35 

0x54 

03 

0x08 

04 

0xD6 

36 

0x57 

04 

0x10 

05 

0xD9 

37 

0x58 

05 

0x20 

06 

OxDA 

38 

0x5B 

06 

0x40 

07 

OxDC 

39 

0x5D 

07 

0x80 

08 

0x23 

40 

0xA2 



09 

0x25 

41 

0xA4 



10 

0x26 

42 

0xA7 



11 

0x29 

43 

0xA8 



12 

0x2A 

44 

OxAB 



13 

0x2C 

45 

OxAD 



14 

0x31 

46 




15 

0x34 

47 




16 

OxOE 

48 

0x8F 



17 

OxOB 

49 

0x8A 



18 

0x13 

50 

0x92 



19 

0x15 

51 

0x94 



20 

0x16 

52 

0x97 



21 

0x19 

53 

0x98 



22 

OxlA 

54 

0x9B 



23 

OxlC 

55 

0x9D 



24 

0xE3 

56 

0x62 



25 

0xE5 

57 

0x64 



26 

0xE6 

58 

0x67 



27 

0xE9 

59 

0x68 



28 

OxEA 

60 

0x6B 



29 

OxEC 

61 

0x6D 



30 

OxFl 

62 

0x70 



31 

0xF4 

63 

0x75 
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Uncorrectable ErrorLDgoutRame 

The figure below shows the format of a uncorrectable Error Logout Frame 




FLAGS 

0000 

OFFSETS 

0008 

MACHINE CHECK CODE 

0010 

SHADOW REGISTERS 8-14, 25 

0018 

PALTEMP REGISTERS 0-23 

0058 

EXC_ADDR 

0118 

EXC_SUM 

0120 

EXC_MASK 

0128 

PAL_BASE 

0130 

ISR 

0138 

ICSR 

0140 

IC_PERR_STAT 

0148 

DC_PERR_STAT 

0150 

VA 

0158 

MM_STAT 

0160 

SC_ADDR 

0168 

SC_STAT 

0170 

BC_TAG_ADDR 

0178 

EI_ADDR 

0180 

FILL_SYN 

0188 

EI_STAT 

0190 

LD_LOCK 

0198 

For spcific error information, refer to Table 8-20 

01 AO 
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The figure below shows the AlphaStation 600 system’s specific error information in the 
Uncorrectable Error Log frame. 

Hgute 8-5 AlphaStation 600 Specific Enor Infbimation 





CPU_ERR0 

1A0 


CPU_ERR1 

1A8 


CIA_ERR 

1B0 


CIA_ERR_STAT 

1B8 


CIA_ERR_MASK 

ICO 


CIA_SYN 

1C8 


MEM_ERR0 

IDO 


MEM_ERR1 

1D8 


PCLERRO 

1E0 


PCI_ERR1 

1E8 


NMIJNFO 

1F0 


PCI_ERR2 

1F8 
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The description of the fieids in the uncorrectabie error machine check iog are as foiiows: 

• FLAGS 

— This quadword consists of two iongword fieids where: 

* Longword 0 is the size of the iogout frame in bytes 

* Longword 1 contains the foiiowing fiags 

X bit 63 = 1 means the error is retryabie 

X bit 62 = 1 means a second error has occurred 

• OFFSETS 

— This quadword consists of two iongword fieids where: 

* Longword 0 is the offset in bytes to the EV5 specific information 

* Longword 1 is the offset in bytes to the System (AiphaStation 600 system ) 

specific information 

• MACHINE CHECK CODE 

— This wiii teii you the type of error that has caused the uncorrectabie error. 


1able 8-20 Unconectable Machine Check EnorCodes 


Description 

BtorCode 

* Tag Parity Error 

0x80 

* Tag Control Parity Error 

0x82 

* Generic Hard Error 

0x84 

* Processor Detected Uncorrectabie ECC error 

0x88 

* Bugcheck generated by OS specific PALcode 

0x8A 

* Bugcheck generated by PALcode 

0x90 

* I -Cache Read retryabie E rror 

0x96 

* Processor Detected Hard error 

0x98 

System Detected Uncorrectabie ECC error 

0x203 

Parity error detected by CIA 

0x205 

N on-exi stent M emory E rror 

0x207 

PCI SE RR detected 

0x209 

PCI Data Parity Error detected 

0x20b 

PCI Address Parity Error detected 

0x20d 

PCI Master Abort error 

0x20f 

PCI Target Abort error 

0x211 

Scatter/Gather PTE invalid error 

0x213 

Flash ROM Write Error 

0x215 

IOA Ti meout detected 

0x217 

IOCHEISA add-in board parity error or other catastrophic 

0x219 

EISA F ai I -safe ti mer ti me-out 

0x21b 

EISA Bus time-out 

0x21d 

EISA Software generated N MI 

0x21f 

Unexpected EV5 I R0[3] interrupt 

0x221 


8-30 Hardware Exceptionsand Interrupts 






This table is subject to change as new PALcode is released. All the errors 
marked by a are included in the current generic EV5 PALcode. 

You should also note that all errors that enter PALcode as an 
interrupt have the low bit set while errors that enter that PALcode 
as a hardware machine check have the low bit clear. This is done to 
comply with the standard set by the EV5 PALcode released by 
Hudson 

Shadow Registers 8-14, 25 

— This area in the logout frame contains the state of the Shadow registers at the time 
of error. The EV5 has 8 shadow registers that are available only when in PAL¬ 
mode. These will be used rather than the user’s registers to reduce the amount of 
registers that the PALcode needs to save before handling a PALcode entry. 

PALTemp 0 - 23 

— This area in the logout frame contains the contents of PTO -PT23 at the time of the 
error. 

EXC_ADDR 

— This has the contents of the EV5 EXC_ADDR register at the time of the error. This 
will tell you where you were executing from at the time of the error. Refer to the 
DEC Chip 21164-AA specification for details. 

EXC_SUM 

— This has the contents of the EV5 EXC_SUM register at the time of error. This will 
tell you the type of arithmetic trap occurred. This will be valid on a machine check 
due to a arithmetic Trap. Refer to the DEC Chip 21164-AA specification for details. 

EXC_MASK 

— This has the contents of the EV5 EXC_MASK register at the time of error. This 
register will log the destination register of an operation that has caused a arithme¬ 
tic trap. This will be valid on a machine check due to a arithmetic Trap. Refer to 
the DEC Chip 21164-AA specification for details. 

PAL_BASE 

— This has the contents of the EV5 PAL_BASE register at the time of error. Refer to 
the DEC Chip 21164-AA specification for details. 

ISR 

— This has the contents of the EV5 ISR register at the time of error. This register will 
give you a summary of all pending interrupts at the time of error. Refer to the DEC 
Chip 21164-AA specification for details. In the case of a uncorrectable machine 
check, bit 31 will equal a 1 when it is a system detected uncorrectable error. This 
bit contains the state of the SYS_MCH_CHK_IRQ_H at the time of the error. In the 
AlphaStation 600 system, the CIA ASIC will drive this signal on system detected 
uncorrectable errors. 

ICSR 

— This has the contents of the EV5 ICSR register at the time of error. This register 
will give you the current setup of the EV5’s IBOX. Refer to the DEC Chip 21164- 
AA specification for details. 
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• IC_PERR_STAT 

— This has the contents of the EV5 IC_PERR_STAT register at the time of error. 

This register wiii have: 

* bit 11 set to a 1 on a i-cache data parity error 

* bit 12 set to a 1 on a i-cache tag parity error 

* bit 13 set to a 1 on a Timeout reset error or CFAiL_H/no CACK_H error oc¬ 

curred 

• DC_PERR_STAT 

— This has the contents of the EV5 DC_PERR_STAT register at the time of error. 
This register wiii have: 

* bit 0 set to a 1 if a second error has occurred in a cycie after the register was 
iocked 

* bit 1 set to a 1 once the error bits 2:5 are iocked into this register, if this bit is 
ciear then the state of bits 2:5 are meaningiess. 

* bit 2 set to a 1 on a data parity error in D-cache bank 0 

* bit 3 set to a 1 on a data parity error in D-cache bank 1 

* bit 4 set to a 1 on a tag parity error in D-cache bank 0 

* bit 5 set to a 1 on a tag parity error in D-cache bank 1 

• VA 

— This has the contents of the EV5 VA register at the time of error. This wiii contain 
the effective virtuai address associated with D-stream fauits, DTB misses, or D- 
cache parity errors. 

• MM_STAT 

— This has the contents of the EV5 MM_STAT register at the time of error. This reg¬ 
ister wiii heip determine the reason for a D-stream Fauit or D-Cache parity error. 
This register wiii have: 

* bit 0 set to a 1 if the faiiing reference was a write 

* bit 1 set to a 1 if the reference caused an Access vioiation 

* bit 2 set to a 1 if the reference was a read and the PTE’s Fauit on Read bit 

was set 

* bit 3 set to a 1 if the reference was a write and the PTE’s Fauit of Write bit 
was set 

* bit 4 set to a 1 if the reference resuited in a DTB Miss 

* bit 5 set to a 1 if the reference had a bad virtuai address 

* bits 10:6 contain the Ra fieid of the fauiting instruction 

* bits 16:11 contain the Opcode fieid of the faiiing instruction 

• SC_ADDR 

— This has the Address that was being accessed when a faiiure was detected in the 
EV5’s Secondary cache. 
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sc STAT 


— This has the contents of the EV5 SC_STAT register at the time of error. This regis¬ 
ter wiii heip determine whether the error was caused by a tag or data parity error in 
the secondary cache. This register contains the foiiowing: 

* bits 2:0 wiii contain a 1 in the bit corresponding to the set that was being 
probed when a Scache Tag parity error occurred 

* bits 10:3 wiii teii which iongword within the two octawords in a SCache biock 
has an error... bit 3 denotes Longword 0, bit 4 denotes Longword 1 and so 
on. 

* bits 15:11 indicates the SCache transaction which caused the error, where: 

X 1x110 means Set Shared from system 

X 1x101 means Read Dirty from system 
X 1 x100 means invaiidate from system 
X 1x001 means SCache victim 

X 00001 means SCache i-Read 

X 01001 means SCache D-Read 

X 01011 means SCache D-Write 

* bit 16 wiii be set to a 1 if another error occurs after this register is iocked. 
BC_TAG_ADDR 

— This has the contents of the EV5 BC_TAG_ADDR register at the time of error. 

This register contains the foiiowing: 

* bit 12 is set to a 1 on a BCache hit 

* bit 13 contains the Tag Controi parity 

* bit 14 contains the Tag Controi dirty bit 

* bit 15 contains the Tag Controi shared bit 

* bit 16 contains the Tag Controi vaiid bit 

* bit 17 contains the Tag parity 

* bits 38:20 contain the BCache Tag 
ELADDR 

— This has the contents of the EV5 Ei_ADDR register at the time of error. This wiii 
contain the physicai address of any transfer that is iogged in the EV5 Ei_STAT 
register. This register contains the foiiowing data: 

* bits 3:0 are aiways read as a one 

* bits 39:4 contain bits 39:4 of the faiiing address 
FiLL_SYN 

— This has the contents of the EV5 FiLL_SYN register at the time of error. This reg¬ 
ister shouid not contain a syndrome for a singie bit error in a iarge frame, due to 
the fact that oniy doubie bit errors shouid be iogged in a uncorrectabie error iogout 
frame. 
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• ELSTAT 

— This has the contents of the EV5 EI_STAT register at the time of error. This wiii 
heip identify the reason for any type of processor detected uncorrectabie errors at 
its externai interface. This register wiii contain the foiiowing: 

* bits 27:0 are aiways read as a one 

* bit 28 is set to a 1 on a BCache Tag parity error 

* bit 29 is set to a 1 on a BCache Tag controi parity error 

* bit 30 = 1 means the error source is the memory subsystem 

= 0 means the error source is the BCache subsystem 

* bit 31 is set to a 1 on a Correctabie ECC error. This should not be set in a 

uncorrectabie machine check logout frame unless a single bit error is 
detected at the same time as a uncorrectabie error occurs 

* bit 32 is set to a 1 on a Uncorrectabie ECC error. 

* bit 33 is set to a 1 when an address or command received by the EV5 has a 

parity error. 

* bit 34 = 1 when the error occurred during an iCache fiii 

= 0 when the error occurred during a DCache fiii 

* bit 35 is set to a 1 if an second error occurs after this register has been 
iocked because of a previous error. 

• LD_LOCK 

— This has the contents of the EV5 LD_LOCK register at the time of error. 

• CPU_ERR0 

— This has the contents of the CiA ASiC’s CPU_ERR0 register at the time of error. 
This wiii contain the iow order address bits (EV5 ADDR_H <31:4>) at the time of 
error. 

• CPU_ERR1 

— This has the contents of the CiA ASiC’s CPU_ERR1 register at the time of error. 
This wiii contain the high address bits (EV5 ADDR_H <39:32>) at the time of error 
as weii as other information. Refer to the chapter on Controi Registers for detaiis. 

• CiA_ERR 

— This has the contents of the CiA ASiC’s CiA_ERR register at the time of error. Re¬ 
fer to the chapter on Controi Registers for detaiis. 

• CiA_ERR_STAT 

— This has the contents of the CiA ASiC’s CiA_ERR_STAT register at the time of 
error. Refer to the chapter on Controi Registers for detaiis. 

• CiA_ERR_MASK 

— This has the contents of the CiA ASiC’s CiA_ERR_MASK register at the time of 
error. Refer to the chapter on Controi Registers for detaiis. 

• CiA_SYN 

— This has the contents of the CiA ASiC’s CiA_SYN register at the time of error. Re¬ 
fer to the chapter on Controi Registers for detaiis. 
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• MEM_ERRO 

— This has the contents of the CIA ASIC’s CIA_MEM0 register at the time of error. 
This will contain the low address bits (MEM_ADDR_H<31:4>) at the time of error. 
Refer to the chapter on Control Registers for details. 

• MEM_ERR1 

— This has the contents of the CIA ASIC’s CIA_MEM1 register at the time of error. 
Refer to the chapter on Control Registers for details. 

• PCLERRO 

— This has the contents of the CIA ASIC’s PCI_ERR0 register at the time of error. 
Refer to the chapter on Control Registers for details. 

• PCLERR1 

— This has the contents of the CIA ASIC’s PCI_ERR1 register at the time of error. 
Refer to the chapter on Control Registers for details. 

• NMI INFO 

— This has the contents of the EISA bridge NMI status and control register (61 h) in 
the low longword and the contents of the EISA bridge NMI Extended status and 
control register (461 h) in the high longword. 

Deciphering an Lhicoirec table Error Logout Ra me 

If you want to determine the cause of an uncorrectable error logout frame , you should 
use the following flow. 

• Get the Machine Check Error Code 

• IF the Error code > 0x201 THEN (system detected uncorrectable error) 

— Use the Section called "CIA detected errors" in this chapter to help isolate the 
failure. It contains the information needed to help isolate the error such as: 

* Which bits should be set in the CIA_ERR register for the particular error 

* What the relevant CIA error registers corresponding the the error 

* Who Detected the Error? 

* How the error is reported to the CPU? 

• ELSE IF the Error code < 0x200 THEN (Processor detected uncorrectable error) 

— Use the machine check code to determine the type of error that has occurred. 

— The following are the internal registers that are used to determine the type of error. 

* The EI_STAT register contains bits for: 

X B-Cache Tag Parity Error 

X B-Cache Tag Control Parity Error 

X External interface source , used to isolate ECC errors between B-cache 
and memory 

X Uncorrectable ECC error 
X External Interface parity error 

X FILL IRD bit that is used to determine whether the ECC error was de¬ 
tected on an l-stream or D-stream fill 

X Second Error Occurred bit 

* The EI_ADDR register contains the physical address associated with errors 
reported in the EI_STAT register 
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* The SC_STAT register contains bits that wiii aiiow you to: 

X isoiate the set on a S-cache Tag parity error 

X isoiate the faiiing iongword on a S-Cache Data Parity Error 
X iog the S-Cache transaction at the time of error 

* The SC_ADDR wiii contain the physicai address associated with errors re¬ 
ported in the SC_STAT register. 

* The IC_PERR_STAT contains information about an l-Cache parity error 

* The DC_PERR_STAT contains information about a D-cache parity error. 

Piease Refer to the PALcode/IPR and Error Handiing chapters in the DEC chip 21164-AA 
Specification for more detaiis on the using the EV5 registers that are iogged in the ma¬ 
chine check iogout frame. 


8-36 Hardware Exceptionsand Interrupts 



9 

Alpha Station 600 System Initialization 


Inboduction 


This chapter will describe the initialization performed by the system firmware at power-up. 
The firmware will be split between two types of ROMS. A serial ROM that interfaces di¬ 
rectly with the EV5 CPU and One Megabyte of Flash ROM that resides in the GRU 
ASIC’s CSR space. The One Megabyte of flash ROM is split up so 512 Kbytes are used 
for the SRM Console and 512 Kbytes are used for the ARC console. This chapter dis¬ 
cusses the initialization performed by the Serial ROM and the SRM console. 

This chapter is broken up into two sections: 

• Serial ROM performed initialization 

• System ROM (Flash ROM) performed initialization 


Serial ROM Peribmied Initialization 


The Serial ROM firmware is responsible for the following initialization steps: 

• Initialize the EV5 CPU 

• Test the interface to the EISA Bridge chipset 

— The Serial ROM code will test the interface to the EISA Bridge chipset by first de¬ 
termining that the device has been found. Then, a datapath test will be performed 
by longword writes and reads using PCI Configuration address space. 

• Test and Initialize to the OCP device 

• Size and Configure the Third Level Cache 

— The Serial ROM code will handle any supported third level cache size. This will 
provide a single Serial ROM image that supports many different system vari¬ 
ations.. 

— The Serial ROM code will configure a third level cache size equal to 0, if it finds 
Cache SIMMS of different sizes. 

• Size and Configure the MMB types 

— The Serial ROM code will handle any supported MMB type. The MMB type is 
needed so the SROM code can determine the data path width to memory 
(128/256 bit). This flexibility will allow the AlphaStation 600 system to work with 
either: 

* One 128 bit MMB (128 bit data path) 

* Two 128 bit MMB (256 bit data path) 
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* Two 64 bit MMB (128 bit data path) 

• Size and Configure the Main Memory 

— The Seriai ROM code wiii handie any combination of memory sizes and speeds as 
iong as a SIMM is present in aii siots within a bank. 

— The Seriai ROM code wiii use the smaiiest SIMM size and the siowest speed to 
determine memory size and the speed of the memory for the bank. 

— A normaiiy configured bank shouid have aii SIMMS of equal size and speed, but 
we are building this flexibility in to allow for a better chance of having a fail-safe 
power-up. 

• Test and Initialize Cache and Memory 

— The Serial ROM code will initialize and test 32 megabytes of memory. 

— The Serial ROM code will initialize the memory tested with O’s 

• Determine which console has to be loaded by reading the console type variable from 

the TOY/NVR chip. 

• Test the interface to the system Flash ROMS 

— The Serial ROM code will test the interface to the System Flash ROMS by trying to 
read the manufacturing header data from the ROMs. 

• Load the Desired Console firmware from Flash ROM to RAM 

— The code will be loaded to address 0x100000 

— The Serial ROM will then program the CIA_CTRL register to disable the capability 
to write to the Flash ROM. This will be done to protect the flash ROM from any 
inadvertent writes to its address space that may corrupt its contents. 

The Serial ROM code will not initialize any hardware that resides off the PCI interface on 

the CIA ASIC other than the PCI/EISA bridge chipset and the datapath to the OCP device. 

PCI initialization will be performed by the Console firmware. The following table is a sum¬ 
mary of the EV5 registers and the AlphaStation 600 system CSR’s that are initialized by 

the Serial ROM code. 


9-2 AlphaStation 600 System Initialization 



1able 9-1 Summaiy of SROM Initialization 


Name 

Value 

Description 

IBOX CSR 
(EV5) 


EV5 IBOX CSR ...SROM code will disable 
floating point, enable PAL shadow registers, 
and allow PALRES instructions to be issued 
from kernel mode 

HWINT CLR 
(EV5) 

0x0 

clear the edge sensitive interrupts for 
performance counters,serial line, and CRD's 

DC MODE 
(EV5) 

0x1 

Enablethe D-Cache with parity checking 
enabled. 

SC_CTL (EV5) 

OxFOOO 

Set the secondary cache block size to 64 bytes 
and enable all three sets in the second level 
cache. 

BC CONTROL 
(EV5) 

0x61 

TheThird level cache will be enabled (if 
found), ECC mode selected, no Victim buffer 
enabled, and machine checks enabled 

BC CONFIG 
(EV5) 

Config Specific 

The state of this register is totally dependent 
on the size and speed of the cache found. 

M BA Registers 
0-15 (CIA) 

Config Specific 

The Serial ROM code will program in the 
base address of the equivalent bank. The 
banks with larger SI MM sizes will be placed 
in low memory. If no memory is found in that 
bank a value of 0 will be written to the 
register to make that bank invalid. 

Timing 

Registers 0-2 
(CIA) 

Config Specific 

The Serial ROM code will program these 
register so they correspond with the slow, 
medium and fast timing. 

MCR Register 
(CIA) 

Config Specific 

The Serial ROM code will program this 
register to the appropriate data path size, 
third level cache size, and refresh state. The 
Serial ROM code will set the 1NVALID MEM 
bits if it finds any mismatched SI MMS within 
a set. 


System Rrmware Performed Inrtialization 

The code that resides in the Fiash ROMS consist of: 

• PALcode 

• SRM consoie code, which consists of: 

— a Kernei 

— Consoie Terminai drivers 
— Consoie Boot drivers 
— Various Port drivers 

— ALPFIA SRM compiiant consoie functionaiity 
— Minimai Power-up Seif Test 

• X86 Emuiator 
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This code will perform most of the initialization and device configuration for devices that sit 
off the PCI bus on the AlphaStation 600 system. The initialization is broken up into the 
following tasks: 

• Sizing the PCI bus 

• Configuring the PCI bus 

• Initialization of the following devices ... 

— PCI / EISA Bridge Chipset 

— 87312 devices 

* COM1 port (ISA) 

* COM2 port (ISA) 

* Centronix Parallel Port (ISA) 

* Floppy controller (ISA) 

— 8242 Keyboard/Mouse chip (ISA) 

— 1225 Battery Backed-up SRAM chip (ISA) 

— 1287 TOY clock chip (ISA) 

— Any NCR 53C810 SCSI chips (PCI) 

— Any OLOGIC ISP1020 SCSI Chips (PCI) 

— Any Tulip Ethernet chips (PCI) 

— Graphics device used for Console (PCI) 

— Any other Device that has a dynamically linked-in driver present 

— Initialization of any option with X86 code, if it is being used as a console device or 
a boot device. 

Overview of Sizing the PC I Bus 

The PCI bus will be sized by the PCI bus driver’s initialize function. This driver will be one 
of the first driver’s started up on console entry. This has to be done before we start any of 
the port driver’s on the PCI or EISA bus. The most important results of the configuration 
are : 

• a PCI-EISA bridge chip at ID 0 

— It is a Fatal error, if we don’t find this chip. Our console input device lives on the 
other side of this chip on an ISA controller. 

• at least one I/O Subsystem board in one of the remaining PCI ID’s 

— It is a Fatal error, if we don’t find one of these modules. We can still attempt to 
bring up the console program, but we will not be able to perform any boots through 
the embedded NCR 53C810, QLOGIC ISP1020 or TULIP device drivers. 

• Display device(s). Base Class 03, in one or more PCI slots 

— A base class 3 device is a display device, the lack of a display device on the PCI, 
as well as the EISA, will cause the console to use the COM1 port as the console 
device. 
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Sizing/Configuring the PCI Bus 

The following work will be performed by the PCI bus driver initialization code: 

• Size the primary bus 

— This is done by performing Type 0 configuration cycles to ID 0-5 on the primary 

bus. 

— If a PCI to PCI bridge chip is found, its appropriate secondary bus is sized-down 

before proceeding to the next ID on the primary bus. 

* This will be done by performing Type 1 configuration cycles with the bus 
equal to the secondary bus number corresponding to the bridge. 

* If a subsequent bridge chip is found on the secondary bus, it its secondary 
bus is sized-down before we proceed down the initial secondary bus. The 
PCI-PCI bridge chip that is being used on the AlphaStation 600 system will 
support, at most, two levels of bridging. 

— The following activities must be performed on all devices that have been found: 

* Read and save vendor ID 

* Read and save device ID 

* Read and save version ID 

* Set up any associated I/O mapped Base addresses with current Free I/O 
mapped address 

* Update current free I/O mapped address to allow for enough address space 
for this device 

* Set up any associated Memory mapped Base addresses with current Free 
Memory mapped address 

* Update current free Memory mapped Base address with current Free Mem¬ 
ory mapped address 

Accessing PCI Bus Configuration 

The result of this PCI sizing will be a configured PCI bus. 

The current configuration can be determined by reading the current setup of the configu¬ 
ration registers for each device on the bus. This is similar to the mechanism used on other 

platforms. 


PCI-PCI Bridge Configuration 

The PCI bus driver will configure any PCI-PCI bridge found in the following way: 
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1able 9-2 PCI-PCI Bridge Initialization 


Name 

Value 

Description 

cachejine_size 

4 

number of 32 bit cache entities in a cache line 

latency_timer 


Controls time-out of P_FRAME_L signal 

Primary Bus 

0 

U sed to al I ow TY P E 1 confi gu rati on cycl es 
initiated by the secondary bus 

Secondary bus 

X 

The bus number of the secondary bus on this 
bridge 

Subordinate bus 

y 

This is used in case there are PCI -bridge chips 
behind this bridge chip where y is the highest 
bus number that resides behind this bridge 

Secondary M LT 


M aster Latency value for the secondary bus 

Memory Base 
Address 


Low address in memory space that this bridge 
will decode. Value must be 1 M B aligned,. This 
value is totally dependent on what devices are 
i n the system. 

Memory Limit 
Address 


High Address in Memory space that this bridge 
will decode. Value must be 1 M B aligned. This 
value is totally dependent on what devices are 
i n the system. 

I/O base Address 


Low address in I/O space that this bridge will 
decode. This value is totally dependent on what 
devices are in the system. 

I/O Limit 

Address 


High Address in I/O space that this bridge will 
decode. This value is totally dependent on the 
devices that are in the system. 


Driver Initiated PCI Configuration 

Once the PCI bus sizing and configuration is compiete, the device drivers for the known 
PCI, EISA and ISA devices,as weii as the EISA bus driver, can be started. It will be up to 
each driver to determine if one or more applicable device(s) exist in the current system 
configuration. 

NOTE: 

This will allow us to support up to 5 PCI I/O boards in the system at the same time using 
the same set of drivers. 

The console will support this driver based sizing by providing routines to scan the system 
configuration table for specific device and vendor ids. 

The device drivers will have the ability to fill in the non-Base Address portion of the PCI 
configuration space. The system firmware will contain at least the following PCI drivers 
that will configure their respective controllers. 


• TULIP DRIVER 

— This will not need to do any initialization above what is done by the PCI bus driver. 
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• NCR 53C810 DRIVER 


— This will initialize any non-standard field in the NCR810 configuration register 
space 

• QLOGIC ISP1020 DRIVER 

— This will initialize any non-standard field in the ISP1020’s configuration register 
space 

• VGA DRIVER 

— This will initialize any non-standard field in a VGA type device’s configuration 
space. 

• Dynamically linked-in PCI drivers 

— These drivers need to initialize their respective configuration registers with the ap¬ 
propriate data. 

PCI-BS/V Bridge Configuration 

The PCI-EISA Bridge chip will be configured by the AlphaStation 600 system initialization 

code. It will be initialized as shown in Table 9-3. 


table 9-3 PC I-BSA Bridge Chip Initialization 


Name 

Value 

Description 

Mode Select 

0x40 

SE RR enabled, 8 E1SA masters, 
Configuration RAM access enabled 

BIOS Chip 

Select 

0x0000 

Disable Access to motherboard BIOS 

Peripheral Chip 
Select A 

0x07 

Enable RTC decode. Keyboard Controller 
decode, and Floppy Disk decode 

Peripheral Chip 
Select B 

0xc4 

CRAM decode. Port 92 enabled, COMl at 
3f8-F, COM2 at 2f8-f, LPT at 3bc-f 

EISA 

M otherboard I D 


The AlphaStation 600 system value for 

E1 SA motherboard 1D 

General Purpose 
Chip Select 0 

0x530 

Set up 11C controllers to live at address 

530h 

General Purpose 
Chip Select 
MaskO 

0x1 

Select address 530-lh as legal addresses for 
the 11C controller 

General Purpose 
X-bus Control 

0x1 

General Purpose Chip select 0 is enabled, 
GPCS 1-2 aredisabl^ 

N MI status and 
control register 

0x4 

Clear any system board N M1 errors 

PCEB Master 
LAntency Timer 

0xf8 

Sets up M LT to be a its maxi mi um count 
value. This corresponds to 248 PCI clocks 

PCEB EISA to 
Mem attributes 

0x1 

Sets memory region 1 to be buffered 

EISA-PCI 
MEMORY 
region 1 

OxfffTOOOO 

Setup memory region 1 to map to full 4 
Gigabyte PCI memory space 

1 nternal 8259's 


Setup up to enable 1RQ 0, 1, 2, 5, 9 and 14. 
The two control lers are cascaded together 
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COMl (87312) Device Initialization 

The device driver wiii put the COM1 port in the foiiowing state: 

• 9600 baud 

• 8 bit character,1 stop bit, No parity 

• Initiaiize the modem bits 

COM2 (87312) Device Initialization 

The device driver wiii put the COM1 port in the foiiowing state: 

• 9600 baud 

• 8 bit character,1 stop bit. No parity 

• Initiaiize the modem bits 

Parallel Port(87312) Device Initialization 

The device driver wiii put this port in the foiiowing state: 

• Line printer wiii be reset 

• Printer wiii be put on-iine with iine feed at end of iine enabied 

Poppy Controller (87312) Device Initialization 

The device driver wiii perform the foiiowing initiaiization, if the device is opened for ac¬ 
cess: 

• Initiaiizes the Fioppy controiier 

• Sets up the data rate 

• Spins up the fioppy device 

• Recaiibrate the drive to track 0 

• Attempts to read sector 0 

• IF a successful read is performed THEN 

— a unit block for this device is initialized and put onto the queue 

• ELSE 

— The floppy is spun down 

If the floppy device is not opened, then No initialization is performed. 

Keyboard/Mouse Device Initialization 

The Device driver will perform the following initialization: 

• Flush the input buffer 

• Select PS/2 mode 

• Enable and test the keyboard interface chip 

• Determine whether a 84 key or 101 key keyboard is present 

Battery Backed SRAM Device Initialization 

The Device driver will perform the following initialization. 

• Update any changes that are necessary to ARC configuration tree. This will only need 
to be done if the configuration has changed since the last power-up. 
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The battery backed up SRAM will be used for: 

• Environment variables (2Kbyte) 

— The AlphaStation 600 system will use the same utilization as the MORGAN con¬ 
sole 

• the ARC configuration tree (6Kbyte) 

10Y Driver Device Initialization 

The Device Driver will perform the following initialization: 

• Initialize CSRA to: 

— Time Divisor base = 32.768Khz 

— Rate Select = 976.562 us 

• Initialize CSRB to: 

— 24 hour mode enabled 

— Periodic Interrupts enabled 

— DM bit enabled 


NCR810 Driver Device Initialization 

The Device Driver will perform the following initialization: 

• TBD. 

lUUP Driver Device Initialization 

The Device Driver will perform the following initialization: 

• Read and check the station address ROM 

• Initialize Transmit Descriptors 

• Initialize Receive Descriptors 

• Initialize Setup,which consists of: 

— Building a perfect filter 

— Starting up a Transmit process 
— Send out the startup frame 

• Start up a Receive Process (packets can now be received off the wire) 

1GA Driver Device Initialization 

The Device Driver will perform the following initialization: 

• TBD. 

VGA Driver Device Initialization 

The Device Driver will perform the following initialization: 

• TBD. 
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Memory Initialization 

The Console program will start up a task that runs in the background process to initialize 
the system memory. This process will be stopped once control is passed to the loaded 
code or the initialization is complete (If you are auto-booting, you cannot depend on all of 
memory to be initialized). 

• All memory will be initialized to 0. 
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Figure 9-1 is a memory map after the consoie is started up. 

Hgute 9-1 AlphaStation 600 Memoty Map After Initialization 

0x0000 

0x1 COO 

0x2000 

0x5000 

0x6000 

OxCOOO 


0x2000000 

Top of Memory 


Unused 


SROM Maiibox 


HWRPB 


PAL Impure Area 


Machine Check Logout Frame(s) 


Fiash ROM based code 


Rest of Tested memory 


Initiaiized /Untested Memory 


Miscellaneous CIA Related Initialization 

The consoie program wiii initiaiize misceiianeous CSR’s in the CIA during the initiai entry 
into consoie that were not initiaiized by the seriai ROM. The seriai ROM wiii mainiy initiai¬ 
ize the Memory controiier registers whiie the consoie code is initiaiizing the rest of the 
CIA’s CSR’s. The following table lists the CSR’s that are initialized by the Flash ROM- 
based code as a result of a powerup or a "init" command. 
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1able 9-4 CIA Main C SR Register Initialization 


Name 

Value 

Description 

SG_TBI 

0x3 

1 nvalidate the Scatter Gather Translation buffers 

PCI_CNFG 

0x0 

Force next PCI configuration access to be a type 0 access 

HAE_MEM 

0x2028 

All three PCI memory regions will be contiguous to each 
other 

HAEJO 

0x2000000 

The two PCI I/O regions will be contiguous to each 
other, so that the 1st address of region b follows the last 
address of region a 


1able 9-5 CIA Memory C SR initialization 


Name 

Value 

Description 

MCR 

Not written 

Relies on value written by theSROM 

MBA 0-15 

Not written 

Relies on value written by theSROM 

MEM_TMG 0-2 

Not written 

Relies on value written by theSROM 


1able 9-6 C lA Physical Add less lianslation C SR Initialization 


Name 

Value 

Description 

Window Base Register 0 

0x800000 

Window 0 enabled with a base address of 0x800000 
and scatter/gather enabled. This window will be 
used by an 1SA device so it can access all of 
configured memory. 

Window Base Register 1 

0x40000000 

Window 1 enabled with a base address Of 

0x40000000 (1 gigabyte) scatter/gather disabled. 

This window can be used by EISA and PCI devices to 
DMA into memory 

Window Base Register 2-3 

0x0 

The windows will be disabled 

Window Mask Register 0 

0x700000 

This will set up a 8 Mbyte DMA window that can 
be used for I SA devices 

Window Mask Register 1 

0x3ff00000 

This will setup a window size of 1 Gigabyte 

Window Mask Register 2-3 

0x0 

These registers will not be used si nee they are 
disabled 

Translation Base register 0 

OxaOOO 

This will map window O's Scatter/Gather table into 
address OxAOOO. This is in consoie space... This 
might need to be moved if this is an issue 

Translation Base register 1 

0x0 

This will map PCI Window 1 to start at address 0 
in memory and it will continue up to address 1 
gigabyte. 

Translation Base register 2-3 

0x0 

These registers will not be used si nee they are 
disabled 
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1able 9-7 CIA EtrorC SR initialization 


Name 

Value 

Description 

CIA_ERR 

Oxffff 

This will dismiss any pending Error as well as 
unlock all the error registers in the CIA 

ERR_MASK 

Oxffff 

All Error logicwill beENABLED 


Address Map 

Beyond any ISA devices that reside on the EISA bus, there are no fixed addresses that 
are assigned on a per ID basis. The consoie configuration must be used to determine: 

• The type of devices in the system 

• The iocation of devices in the system 

Certain addresses couid possibiy be assigned for each ID, but this is not recommended. It 
could become unsupportable, with the possibility of bridges and devices that take an un¬ 
specified amount of I/O and memory space behind the bridge. 

The location of a device in the CPU’s address space is also a function of the type of ac¬ 
cess that you want to make to that device. Please refer to Chapter 3, AlphaStation 600 
Addressing, for a complete description. 


ISA Devices Address Map 

Table 9-8 describes where some of the I/O devices will reside in PCI Sparse I/O Space 
region A. These are the address that you would use to do byte accesses to these regis¬ 
ters. 

1able 9-8 ISA device Address Map (Sparse lO Space) 


Name 

ISA Address 

PCI Address 

Description 

PRI 

0x3f0-0x3f7 

0x85.80007e00- 

0x85.80007ee0 

Primary Floppy Device 

COMl 

0x3f8-0x3ff 

0x85.80007f00- 

0x85.80007fe0 

Serial Port #1 

COM2 

0x2f8-0x2ff 

0x85.80005f00- 

0x85.80005fe0 

Serial Port ^ 

LPTl 

0x3bc-0x3b8 

0x85.80007780- 

0x85.800077e0 

Parallel Port 

KBD DATA 
KBD_CMD/STAT 

0x60 

0x64 

0x85.80000c00 

0x85.80000c80 

Keyboard/M ouse control ler 

RTC OFFSET, 
RTC_DATA 

0x70 

0x71 

0x85.80000e00 

0x85.80000e20 

Real Time Clock Chip 
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The following algorithm was used to convert the ISA address into the correct EV5 gener¬ 
ated address for byte accesses to PCI sparse 10 space. 

#define pci_sparse_io_rega_byte(x) (0x8580000000 | (x«5)) 

The address is basically shifted left by 5 bits and OR’d with the base address of PCI 
sparse memory space. See the Chapter 3, AlphaStation 600 Addressing, for a complete 
description on address mapping. 

SofbA/are Considerations 

The following conditions need to be considered due to the flexibility of the placement of 
PCI addresses 

• If software modifies any of the configuration base addresses set up by the console, 
this will cause the console callbacks as well as the console program itself to have un¬ 
predictable results. This is due to the fact that the console software expects to find the 
particular controllers where they were last left. 

• The powerup initialization code is used to give the hardware to the operating systems 
in a known/friendly state. This does not mean that the Operating System Driver’s don’t 
need to initialize the hardware. It means that you can expect to get the hardware in a 
controlled state. The Operating system code should not be written in such a way 
where it assumes: 

— specifics on how the controller is initialized after leaving console, that is. If a par¬ 
ticular bug exists in the hardware ,we may have to run the controller in a special 
way on early hardware. This will be changed once the hardware works as ex¬ 
pected. 

— memory is initialized to a particular value. 
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AlphaStation 600 PCI-BSA Bridge 


Intioduction 


The PCI-EISA chip bridge set consists of the PCI to EISA bridge chip, the PCEB 
(82375EB); and the EISA system controller, the ESC (82374EB). These chips are essen¬ 
tially a collection of peripheral chip designs (such as interrupt logic, timers, DMA control, 
arbiters, etc.) coerced into two packages. The objective of this chapter is to define which 
of these component parts the AlphaStation 600 system design uses, and to provide sug¬ 
gestions and requirements in the programming of the internal registers. 

Figure 10-1 shows the AlphaStation 600 system standard I/O busses and devices, and in¬ 
dicates how the PCI-EISA bridge is used and what devices are attached to the X-bus. Ta¬ 
bles 10-2 and 10-3 tabulate the functional components of the two chips and define 
whether this logic is used in the AlphaStation 600 system. 

Related Documentation 

For more detailed information on the PCI-EISA bridge chips, the following specifications 
are mandatory. 

1able 10-1 Documentation 


Documentation 

82420/82430 PCI set ISA and EISA Bridges 

1 ntel 

1993 

82375EB(PCEB) A-2 and 82374EB (ESC) A-2 Stepping 1 nfo. Rev 2.0 

This document describes changes and bug fixes. 

1 ntel 

J an 31, 
1994 
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1able 10-2 ESC chip — AlphaSlation 600System Requirements 


PC EB lunctiona IHy 

Associated signal pins 

AlphaStation 600 usage 

PCI Bus interface 

PCICLK 

PCI dock 

Yes 


PERR# 

PCI parity 
and system 
error 

No. 

See Chapter 8, AlphaStation 600 Flardware 
Exceptions and Interrupts, for more 
information 


SERR# 


RESET# 

PCI reset 

Yes 

ESC-PCEB interface 

EISAHOLD 

EISAHLDA 

PEREQ# 

NMFLUSH 

SDCPYEN 

SDCPYUP 

SDOE# 

SOLE# 

INTCHPIO 

Private 
i nterface 

Yes 

Timers 

SPKR 

Speaker 

Yes 


SLOWH# 

Slow CPU 

No -- 486 signal 

1 nterrupt Controller 

IRQ'S 

E1SA 1 RQ's 

Yes. 


INT 

Interrupt out 

See Chapter 8, AlphaStation 600 Flardware 


NMI 

NMI 

Exceptions and Interrupts, for more 
information 

EISA bus interface 

BCLKOUT, 

BCLK 

LA[31:2] 

BE [3:0]# 
M/IO# 

W/R 

EX32# 

EX 16# 

START# 

CMD# 

EXRDY 

SLBURST# 

MSBURST# 

MASTER 16# 

SD[7:0] 

Standard 

E1 SA bus 
signals 

Yes 

ISA bus interface 

BALE 

SA[1:0] 

SBHE# 

M16# 

1016# 

MRDC# 

MWTC# 

SMRDC# 

SMWTC# 

lORC# 

lOWC# 

CHRDY 

lOCHK# 

NOWS# 

OSC 

RFRESH# 

RSTDRV 

AEN# 

Standard 1SA 
bus signals 

Yes 
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Table 10-2 ESC chip — AlphaStation 600 Requirements (continued) 


PC S liinclionality 

Associated signal pins 

AlphaStation 600 usage 

EISA arbiter 

MREQ[7:0] 

MACK[3:0] 

EMACK[3:0] 

Master Req. 

M aster Ack 
Encoded Ack 

Yes 

The AlphaStation 600 system supports 4 

EISA slots 

DMA controller 

DREQ[7:5,3:0] 

DACK[7:5,3:0] 

EOP 

DMA request 
DMA ack 

End of Process 

Yes 

This is standard EISA 

E1SA address buffer 
control 

SALE# 

LASAOE# 

SALAOE# 

SA iatch en. 

LA to SA en. 

SA to LA en. 

Yes 

This is standard E1 SA 

Coprocessor interface 

FERR# 

IGNNE# 

Coproc. err 

1 gnore err 

No 

This is for thex86 CPU. 

B1 OS i nterface 

LBIOSCS# 

Latched BIOS 
Chip select 

No 

The AiphaStation 600 system does not 
support a Flash RAM on theX-bus. Instead, it 
is on the Lemmon bus. 

Keyboard Controiler 

KYBDCS# 

Kybd chipsel. 

Yes 

The AlphaStation 600 keyboard controller 
(8242) is on the system board. 

ALTRST# 

ALTA20 

Alternate reset 
Alternate A20 

No 

This is for thex86 CPU. 

ABFULL 

Aux Buffer full 

No 

This signal indicates that the 8242 Mouse 
buffer is full. In the AlphaStation 600 system, 
the mouse interrupt is connected to 1 RQ<12> 
externally 

(software must clear reg. 4Dh bit 4). 

Real Time Clock 

RTCALE 

RTCRD# 

RTCWR# 

RTC addr E N. 
RTC read 

RTC write 

Yes 

The AlphaStation 600 TOY (Dallas DS1287) 
is on the system board. 

Floppy Disk 
control ier 

FDCCS# 

DSKCHG 

DLIGHT 

Floppy chipsel 
Disk change 

Disk act. light 

No 

The AlphaStation 600 floppy disk controller is 
on the SI 0 chip 

Configuration RAM 

CRAMRD# 

CRAMWR# 

Conf. RAM read 
and write 

Yes 

AlphaStation 600 system supports the E1 SA 
non-volatile configuration RAM ontheX-bus. 

Xbus controi 

XBUSTR# 

XBUSOE# 

transmit/receive 
Data output en. 

Yes 

The AlphaStation 600 system uses theX-bus 

General purpose chip 
seiect 

GPCS[2:0]# 

Gen. Purpose 
chip select 

Yes (GPCS[0}only). 

The Operator Controi panel chip is selected by 
GPCS[0]. 

Test 

TEST 

Chip test 

No 
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1able 10-3 PCEBchip - AlphaStation 600 Requinements 


PC EB lunctiona IHy 

Associated signal pins 

AlphaStation 600 usage 

PCI bus Interface 

PCICLK 

PCIRST# 

AD[31:0] 

C/BE [3:0]# 

FRAME# 

TRDY# 

IRDY# 

STOP# 

PLOCK# 

IDSEL 

DEVSEL# 

PAR 

PERR# 

Standard 

PCI bus 
signals 

Yes 

ESC-PCEB interface 

EISAHOLD 

EISAHLDA 

PEREQ# 

NMFLUSH 

SDCPYEN 

SDCPYUP 

SDOE# 

SOLE# 

INTCHPIO 

Private 

interface 

Yes 

PCI Address Decode 

MEMCS# 

PIODEC# 

Mem chip sel 
PCI 10 space 

Yes Used by theCIA for PC holedecode 

No 

PCI Arbiter 

CPUREQ# 

CPUGNT# 

REQ[3:0]# 

GNT[3:0]# 

CPU req 

CPU ack 

Slot request 
Slot ack 

Yes 

The PCEB does NOT support an external 

PCI arbiter. Si nee the AlphaStation 600 
sytem has one more PCI slot than the 

PCEB can handle, a sub-arbiter is provided 
on the systemboard. 

FLSHREQ# 

MEMACK# 

Flush req 

M em ackn 

Yes See the Coherency section of 

Yes this chapter for more details. 

No 

MEMREQ# 

Mem request 

(E)ISA interface 

BCLK 

START 

CMD# 

M/IO# 

W/R 

EX 32# 

EX 16# 

SLBURST# 

MSBURST# 

LOCK# 

BE[3:0]# 

LA[31:2] 

REFRESH# 

SD[7:0] 

1016# 

Standard 

E1SA bus 
signals 

Yes 

Test 

TEST 


No 
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ESC Rjnctionality 

The stepping (revision) of the chip which the AiphaStation 600 system wiii use at power- 
up is A-2. The AiphaStation 600 system’s use of the ESC chip is aimost a standard impie- 
mentation. Some of the AiphaStation 600 system’s specific detaiis/features are: 

• Keyboard controller: This is based on the standard 8242. The mouse interrupt (the 
so caiied ABFULL# signai) is not wired to the ABFULL# input. Software shouid dis- 
abie its path to IRQ<12> via the ESC register CLKDIV bit<4>. 

• SERR and PERR: Software must NOT enabie these inputs to the NMI iogic in the 
ESC. 

• Interrupt logic: This iogic is used for the EISA interrupts. The ESC shouid disabie the 
connection of ABFULL to IRQ<12>. The Reai Time Ciock is not wired to this interrupt 
iogic; instead it is wired directiy to an EV5 interrupt pin. See Chapter 8, Hardware Ex¬ 
ceptions and Interrupts, for more details. 

• TOY - Real time clock: This is based on the Dallas 1287 and is wired to the X-bus in 
the conventional manner. 

• Configuration RAM: 8 KB of non-volatile RAM is provided on the X-bus for the EISA 
configuration space. 

• BIOS: There is NO BIOS ROM on the X-bus. Instead, the AiphaStation 600 system 
provides Flash ROM on the Lemmon bus. The Lemmon bus is "closer" to the CPU 
and thus a preferred location for this RAM (that is, serial-ROM code need check less 
of the system before accessing the Flash RAM code). 

• Speaker: This is provided in addition to the Audio card for two reasons: first, some 
0/S may not support the Audio card; and second, the user may have headphones 
connected to the audio card, which are not currently being worn. 

• General Purpose device. The Operator Control Panel interface chip (PCD8584) is 
wired to GPCS[0] - the GPCS[0] signal is gated with CMD_L to allow consecutive 
access of the PCD8584 - that is, software does not need to do anything special. 


ESC Registeis 

Table 10-4 lists the ESC registers and, where applicable, describes the AiphaStation 600 
system programming requirement. 
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1able 10-4 ESC Registeis 


Categoiy 

ESC iBgister 

Alpha Station 600 icquirements 

ESC 

Configuration 

Registers 

ESCID 

ESC Identity 

Nospecial AlphaStation 600 system requirement 

RID 

Revision 1D 

MS 

Mode select 

Bit 

Value 

Alpha Stetion 600 lequirement 


1:0 

11 

8 E1SA masters (AE N encoded) 

(AE N unencoded does not work - 
undocumented bug in ESC chip) 

2 

1 

PI RO mapped to M REO (new 
encoding) 

3 

0 

SE RR#disabled 

4 

0 

GPCS pins enabled 

5 

1 

Config. RAM enabled 

6 

1 

MREO enabled (new encoding) 

7 


Reserved 



BIOSCSA 

BIOS chip sel 
registers 

Set both registers =0 

AlphaStation 600 does not support BIOS. 

BIOSCSB 

CLKDIV 

Clk divisor 

Bit 

Value 

Alpha Stetion 600 requirement 


2:0 

0 

Clock Divisor =4(33.3 MHz) 

3 

0 

KBFULL 

4 

0 

ABFULL 

5 

0 

Coprocessor Error disabied 

7:6 


Reserved 



PCSA 

Peripheral Chip 
select 

Bit 

Value 

Alpha Stetion 600 requirement 


0 

1 

RTC enabled 

1 

1 

Keyboard enabled 

5:2 

0 

Floppy and 1DE disabled (Floppy is 
on the SI 0 chip) 

6 

0 

Keyboard on X-bus (new encoding) 

7 


Reserved 



PCSB 

Bit 

Value 

Alpha Stetion 600 requirement 


6:0 

0 

Serial and Parallel Port disabled 
(this logic is on the SI 0 chip) 

7 

1 

Configuration RAM enabled 



EISAID 

EISA ID 

Nospecial AlphaStation 600 requirement 

SGRBA 

Scatter/gather 
base address 

PIRQ[3:0] 

PCI Irq route 

Bit <7> =0 (disable). The PI RO bits are not used by 
AlphaStation 600 

GPCSLA[2:0] 

GPCSHA[2:0] 

GPCSM[2:0] 

Gen Purp chip 
select Low High 
Address & Mask 

GPCS[0] is used in the AlphaStation 600 system for the 
Operator Control Panel interface chip. GPSCS[2:1] are 
not used. 


The correct procedure for changing a configuration register value is to first read the register, change only the 
required bits (do not modify the reserved bits) and write the new value out to the register. 
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table 10-4 ESC Regisbeis (continued) 


Category 

ESC legisber 

AlphaStation 600 lequirements 

ESC DMA 
Registers 

See ESC spec for details 

No special AlphaStation 600 hardware requirements 

ESC 

TIMER 

registers 



No special AlphaStation 600 hardware requirements 

Interrupt 

Controller 

Registers 



The AlphaStation 600 system uses this ESC interrupt 
logic. Seethe Hardware Exceptions and Interrupt 
chapter for the irq assignment. 

The standard cascaded scheme is used. 

NMI 

status & 

control 

registers 

NMI status 
and 

Control 


Bit 

Value 

Alpha Stetion 600 lequiiement 


0 


Software can use as they choose 

1 

1 

Speaker enabled 

2 

0 

PERR#disabled 

7:3 


Software can use as they choose 



NMI Cntrl and 
RTC address 

N M1 ext Status 
& cntrl reg 

Software N M1 

No special AlphaStation 600 hardware requirements 

EISA 
Config. 
Floppy, 
and Port 

92 

Configuration 
RAM register 


The AlphaStation 600 system provides the 

Configuration RAM. All Page address bits are used. 

Digital output 
Register 


Since there is no floppy on the AlphaStation 600 X-bus 
then bit<3>should beO. 

Port 92 Reg 


Bit 

Value 

Alpha Stetion 600 lequiiement 


0 

0 

ALTRST#not used by AlphaStation 
600 

1 

0 

ALT20 not used by AlphaStation 

600 

2 


Reserved 

3 


RTL Password protection 

Software can use as the/choose 

4 

0 

Not used 

5 


Reserved 

7:6 

0 

Fixed Disk activity Light not used 
by AlphaStation 600 




PC EB Rjnc tiona lity 

The AlphaStation 600 system’s use of the PCEB is fairly standard. The following sections 
highlight specific AlphaStation 600 system requirements. 
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PCI-to-BSA Address Decode 


This section is concerned with PCi-to-EiSA transactions. Subtractive decode must be 
used for the PCEB (negative decode does not work). 

PC Compatibility Addressing and Holes 

This section is concerned with EiSA-to-PCi transactions. 

Software note: Although PC compatibility holes are required in the PCI-EISA bridge to 
support certain memory-mapped ISA devices; it is hard to imagine of any useful scenario 
where this memory-mapped ISA device is directly accessed by a PCI device. Conse¬ 
quently, the CIA will probably never need to support any PC compatibility holes (that is, 
the MEMCS# logic will not be enabled in the CIA). Since the "cost" of this logic to the CIA 
is only one pin and a few gates, the functionality is provided "just in case". 

The PC architecture aiiows certain (E)iSA devices to respond to hardwired memory ad¬ 
dresses: an exampie is a VGA graphics devices which has its frame buffer iocated in 
memory address region AOOOO-BFFFF. Main memory must be made inaccessibie for 
such memory-mapped regions, and this inaccessibie region is caiied a PC compatibiiity 
hoie (or "hoie" for short). 

The EiSA-PCi bridge provides access for (E)iSA devices to main memory (which is nor- 
maiiy behind a HOST-PCi bridge) via positive address decode. The iower 512 MB of EiSA 
address range is partitioned into many sub-segments which can be enabied by the MCS- 
TOM, MCSTOH, MCSBOH, EADC1, EADC2 registers. These registers aiiow main mem¬ 
ory "hoies" to be created. The right-hand-side of figure 10-2 shows an access path from 
an EiSA device through to main memory. 


Figure 10-2 BSA Access to PCI and Memoiy 



With this address-hoie iogic, a PCi-EiSA bridge chip can be configured to aiiow EiSA-to- 
EiSA operations as weii as EiSA-to-memory transfers. For exampie, if a VGA graphics 
device resides on the EiSA bus, then other EiSA device can access the VGA frame-buffer 
directiy (eg a muitimedia video device) without having the access go incorrectiy to main 
memory. 

A hoie is not a bi-directionai biockage: for exampie, a PCi-EiSA bridge can have a hoie 
preventing access by EiSA devices to main memory; but a PCi device can happiiy reach 
through the "hoie" to the memory-mapped EiSA device. 
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The PCI-EISA bridge chip can aiso direct EISA addresses to a PCI device using the 
MEMREGN registers. This path is shown on the ieft-hand-side of Figure 10-2. This path is 
not intended for access to main memory via a Host-bridge device (that is, the CIA) on the 
PCI bus; but with care^ main memory access is possibie. 

Note that accesses to the PCI devices and access to main memory must be mutuaiiy ex- 
ciusive^ - thus access to a PCI device occurs either above the main-memory window or in 
a main-memory hoie (See A in Figure 2). 

Figure 10-3 shows the relationship between the PCEB registers and the EISA access to 
main memory or to a PCI device. 

Figure 10-3 PCI-BSA Bridge: BSA Address Decode 



Once EISA-to PCI or PCI-to-EISA access is allowed then "holes" are required in the CIA 
to block the PCI transfer from incorrectly accessing main memory. Although, the PCI win¬ 
dow BASE and MASK registers in the CIA provide a means for controlling access to main 
memory; their granularity and resolution is poor. EISA access to the PCI devices is 
through Base and Limit registers with a 64 KB resolution; the CIA’s BASE and MASK reg¬ 
isters only provide a 1 MB resolution. 

Now, a typical PCI device has no better resolution than the CIA. Thus transfers from a 
EISA device to a "typical" PCI device are easily controlled with the ClAs and the PCI de¬ 
vices window logic. However, the transfer in the opposite direction (PCI to EISA) requires 
much finer 64 KB resolution (ie EISA devices are memory-mapped on 64 KB segments). 
This is depicted in Figure 10-4. 


^1 n this path, the MEMOS# is not asserted. Hence PCI window 0 in the CIA will not accept the transact! on 
if the MEMOS path is enabled. However, other windows can be configured to accept this command. 

2 

that is, EISA transactions can only go to one place. This is also the PCI requirement of non-overlapping 
windows (note that main memory is behind a PCI device (the host bridge).). 
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Hgune 10-4 PCI-BSA and CIA Hole Example 


Main 

Memory 


CIA Address 
Window 


PCI-EISA bridge 
Address Window 



PCI 

device 


I \ 


/ ^ 


Memory 

Hoie 


X. J- 


PCI 
Window 


IFo^cIfld 


Memory 

Hoie 


EISA 

VGA 

device 


EISA 

device 


4Tv.,7yv 

^ . . 
.-X'kfld ; 


MEMOS# 



A memory hole does 
not block the PCI to 
EISA access. 


The exampie in Figure 10-4 is as foiiows: An ISA VGA graphics device resides on the 
(E)ISA bus, and a muiti-media device resides on the PCI bus. The frame-buffer is 
mapped in the ISA memory space. If other (E)ISA devices require access to the ISA 
frame buffer, then a "hole" is required in the PCI-EISA bridge’s window to main memory 
(but at this point, no corresponding hole is required in the CIA’s PCI-address window - 
the need for this is explained next). Note that for the EISA devices to access main mem¬ 
ory, a PCI window is required in the CIA to allow the EISA devices a path through to 
memory. 

Suppose the PCI device wishes to write to the VGA frame-buffer. Without a "hole" in the 
CIA, the PCI access to the ISA frame buffer would instead go to main memory (that is, the 
access would "hit" in the CIA window — and the PCI-EISA bridge would ignore the trans¬ 
action for it subtractively decodes the PCI addresses). Hence, a "hole" is required in the 
CIA’s PCI window, and this hole is located in the same address region as the hole in the 
PCI-EISA bridge. 

The PCEB chip provides an address decoder which takes into account memory holes 
and asserts a signal, MEMCS#, whenever a PCI or EISA device wishes to access main 
memory. The CIA qualifies its PCI window hit logic with MEMCS#, thus preventing the 
CIA from accepting any transactions which fall into a hole. 

The CIA is NOT always required to match every hole in the PCI-EISA bridge (although 
there is no harm in doing so). The CIA must have "holes" punched into its PCI window 
only if PCI traffic is directed to an EISA memory-mapped device which is within the ad¬ 
dress space of a PCI window. 

MEMCS# Details 

The PCEB chip of the PCI-EISA bridge provides address decode logic with considerable 
attributes and features (eg read only, write only, VGA frame buffer, memory holes, BIOS 
shadowing) to help manage the EISA memory map and PC compatibility holes. This is 
known as main memory decoding in the PCEB chip, and results in the generation of the 
MEMCS# (MEMory Chip Select) signal. The CIA uses MEMCS# if it is enabled in the PCI 
BASE register for window 0. 


AlphaStation 600 PCI-EIS4 Bridge IQ-11 














Hgute 10-5 MEMCS#Decode Area 


4GB 



512 MB Max 

- i 

MCSTOM 

16 MB 





^— MCSTOH 

M — MCSBOH 


Main Memory Hole 



1MB 



1MB-64 KB 


^— MCSCON 

BIOS area 

^— MARI,2,3 

VGA memoiy 

(AOOOO-BFFFF) 



512 KB 


^ _ MCSCON 


^— MCSCON 

Note: Shaded area represents main memory decode region for MEMOS# 


In Figure 10-5, the MEMOS# range is shown shaded lightiy; the two main hoies are 

shown shaded darkiy. This range is subdivided into numerous portions (for exampie, 

BIOS areas) which are individuaiiy enabied/disabied using various registers: 

• MCSTOM (top of memory) register. This has a 2 MB granuiarity and can be pro¬ 
grammed to seiect the regions from 1 MB up to 512 MBs. 

• MCSTOH (top of hoie) and MCSBOH (bottom of hoie) registers define a memory hoie 
region where MEMOS# is not seiected. The granuiarity of the hoie is 64 KB. 

• MARI ,2,3 registers. These enabie various BIOS regions. 

• MOSOON (control) register. This register enables the MEMOS# decode logic, and in 
addition selects a number of regions (eg 0-512 KB). 

• The VGA memory hole region never asserts MEMOS#. 

For more detail, please refer to the Intel 82375EB specification. 


POI window 0 in the OIA can be enabled to accept the MEMOS# signal as the POI mem¬ 
ory decode signal. With this path enabled, the POI window hit logic simply uses the 
MEMOS# signal (ie if MEMOS# is asserted then a POI window 0 hit occurs and the POI 
DEVSEL signal is asserted). 


Figure 10-6 MEMCS#Logic 



Oonsequently, the POI BASE address must be large enough to encompass the MEMOS 
region programmed into the POI-EISA bridge. The remaining window attributes are still 
applicable/required: 

• The SG bit in the POI BASE determines if scatter/gather or direct-mapping is applica¬ 
ble 
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• The MASK register size information must match the MEMOS# size (in order for the 
S/G and direct mapping aigorithms to correctiy use the Transiated Base register). 

• The MEMOS Enabie bit in the W BASE 0 CSR takes precedence over the PCI win¬ 
dow enabie bit fi.e.. W BASE<W EN>) . 

Note: The ClAs does "typical" DEVSEL except when the MEMOS#path is enabled, in 
which case it runs in "slow mode". This is done automatically by the hardware. However, 
software must configure the PCI-EISA bridge chips to "slow-mode" by writing to the ap¬ 
propriate CSRs. 

PC I Arbitaation 

The PCEB does not aiiow the use of an externai arbiter; the internai PCI arbiter must be 
used. The AiphaStation 600 system has one PCI slot more than the PCEB can handle. 
This problem is solved by providing a sub-arbiter on the system module for the 32 bit 
sllots in conjunction with the PCEBs arbiter. 

PC I Arbitaation - Power-up 

The PCEB arbiter is itiialized to provide round-robin arbitration but parks the host bridge 
(CIA) on the PCI. This means that the CIA is driving AD[31:0], C/BE[3:0] and PAR. The 
remaining 64-bit PCI signals are pulled-up by resistors and need not be driven. 
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1able 10-5 Round-Robin PC I Aibibation 


Cuitent Least Recently Used State 

Highest 

Priority 

Next Lea St Recently Used State 

Bank 2 

BankO 

Banks 

Bank 1 

Sub-arb 

Bank 2 

BankO 

Banks 

Bank 1 

Sub-arb 

Bank 0 

X 

Slot 1 

X 

X 

Slots 

Bank 3 

same 

Slot 2 

same 

same 

Bank 0 

X 

Slot 2 

X 

X 

Slot 1 

Bank 3 

same 

Slots 

same 

same 

Bank 3 

X 

X 

Sub-arb 

X 

CPU 

Bank 1 

same 

same 

CPU 

same 

Bank 3 

X 

X 

CPU 

Slots 

Slot 4 

Bank 1 

same 

same 

Sub-arb 

Slot 4 

Bank 3 

X 

X 

CPU 

Slot 4 

Slots 

Bank 1 

same 

same 

Sub-arb 

Slots 

Bank 1 

PCEB 

X 

X 

X 

SlotO 

Bank 0 

SlotO 

same 

same 

same 

Bank 1 

SlotO 

X 

X 

X 

PCEB 

Bank 0 

PCEB 

same 

same 

same 


If a bank or slot is not requesting, the priority is passed on to the next slot or bank that is 
requesting. 

Potential fbrPCI-BSA Bridge Starvation 

Extract from the PCEB stepping information: If two or more PCI masters have higher pri¬ 
ority than the PCEB in a fixed arbitration mode (modes 4,5,6,7,8,9,A,B) then there is the 
possibility that the PCEB will never grant itself the bus due to heavy PCI traffic by two or 
more PCI masters, and the PCEB may starve itself. 

The current recommended arbitration scheme is mode 2. 
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Coherency Implications 

Once an EISA Bus owner begins a cycle on the EISA bus, the cycle cannot be backed-off. 
It can only be held in wait states via EXRDY. In order to know the destination of an EISA 
bus request, the request must be granted and the cycle needs to begin. Once a cycle is 
started, no other device can intervene and gain ownership of the EISA bus until the com¬ 
mitted cycle completes. 

The above EISA constraint, coupled with the write buffering and the need for strict 
read/write ordering can lead to a deadlock. Consider Figure 10-8 and the following sce¬ 
nario: 

The EISA device wakes-up the PCI device by a write to its start_flag; this induces the PCI 
to dump data over to the EISA device. The EISA device polls the finish_flag w'\\.h'\n the PCI 
device to determine when the data dump has completed^’^. 

Figure 10-8 BSA Deadlock Example 



The problem arises when the PCI to EISA data is stored temporarily in a Posted Write 
Buffer inside the PCI-EISA bridge chip (see Figure 10-8). Once the EISA device samples 
the Finish_flag sei in the PCI device, then, in accordance with strict write-ordering, it be¬ 
lieves that the PCI device has completed the data dump, and that the data is in the EISA 
device (that is, it does not expect any of the data to be in the Posted Write Buffer in the 
Bridge chip). 

To ensure this strict-ordering constraint, the Bridge chip must flush the Posted Write Buff¬ 
ers when it detects an EISA master wishing to read a PCI device. However, this would 
lead to a deadlock: the flush cannot proceed because the bus is now committed to an¬ 
other EISA master, (which cannot back-off); and yet, the bridge cannot proceed with the 
EISA transaction as this would violate the strict-ordering rules. 

The solution adopted by Intel is drastic - the PCI-to-EISA write buffer must be perma¬ 
nently disabled. 


^This is effectively Litmus test 7 of the Alpha SRM (section 5.6.2.7), except now there are no explicit MB 
instructions: they are implicit in the I ntel architecture. This is important because the I ntel architecture is 
the implicit model behind thePCI specification, and is the one most PCI drivers will be based on. 

y 

The flags could be in either PCI memory or PCI l/O-space. 
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Coherency: Posted V\Aite Bufferinthe PCI Device 

The above deadlock scenario is still applicable if a PCI device contains a posted write 
buffer. In this case, the PCI write buffer must be flushed before the EISA device is granted 
the bus. The PCEB chip provides a signal called FLSHREQ# to achieve this objective. 

How all this is achieved^ in the PCI-EISA bridge chip is somewhat more convoluted: 

• When the ESC chip detects an EISA request, it first makes the PCEB perform the 
following tasks: 

1: Check to see if it itself is locked as a PCI resource. If so, wait until the lock is 
cleared. 

2: Stop accepting PCI requests (that is, all PCI requests to the PCEB are retried). 

3: Hand the EISA bus to the ESC (but note that the EISA bus is still owned by the 
PCI-EISA bridge). 

Note that no PCI write buffers have yet been flushed since the FLSHREQ# signal has 
not yet been asserted. 

• EISA arbitration is "frozen" - that is, no more EISA requests are accepted and the 
highest priority request is determined (BUT not granted - the PCI-EISA bridge still 
owns the EISA bus). 

• If the EISA request is either an EISA-master, ISA-master or DMA, then FLSHREQ# is 
asserted. All PCI write buffers pointing towards the PCI-bus (and thus possibly des¬ 
tined for the EISA bus) are flushed and disabled. 

The PCEB directs any PCI flushed-writes requests which it receives to the EISA bus 
- remember, the PCI-EISA bridge is still master of the EISA bus. Note, that since the 
PCI-to-EISA write buffers are (always) disconnected, and the PCI bandwidth exceeds 
the EISA bandwidth, then the PCEB will disconnect after every Dword. 

• Once all the system write buffers have been flushed, then the system asserts ME- 
MACK#. 

• Only now does the PCI-EISA bridge relinquish the EISA-bus and pass control over to 
the requesting (E)ISA-master or DMA. 


The problem with FLSHREQ# is that it is not a PCI signal - it is a sideband signal. This 
means that the signal is not available on a PCI slot-connector. Consequently, there is no 
way of informing the PCI options to flush their buffers. Most, if not all PCI posted write- 
buffers adhere to strict-ordering rules and would force a flush of their write buffer for a 
read transaction. Since software cannot rely on the hardware FLSHREQ# signal then it 
must handle deadlock avoidance itself . Here are a number of options: 

• Disable all Posted Write Buffers on the PCI option card. If the option card has a PCI- 
PCI bridge then the write buffers in this bridge will need to be disabled. This is a poor 
solution as it will seriously impact performance. 

• After the PCI device dumps its data to the EISA bus, it must read back the last item 
written before asserting the finish_fla^. 

• Instead of going directly from the PCI device to the EISA device, send the data via 
memory: viz, the PCI device writes the data to system memory, and the EISA then 
copies from memory. The start_flag and finish_flag can still be on the PCI device. The 
reason this works is because the EISA-devices read of the finish_flag will cause the 
PCI device to flush its write buffers; and since this flush is directed towards main 

^Actually, no I ntel documentation is fuiiy expiicit on this. But, based on I ntei's track record with the PCI- 
EISA bridge it is quite iikeiy that there are bugs yet to be found in their impiementation of FLUSH REQ# 

y 

I n generai, this works because most PCI write buffers preserve write order (at ieast for Dwords) 
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memory, and not the EISA device, then deadlock cannot occur (that is, there is no re¬ 
source on the path to memory which cannot be backed-off). 

• Place the finish_flag in main memory: the PCI device will write to a location in main 
memory when it has completed the transfer, and the EISA device reads this memory 
location. This works for all PCI write-buffers which maintain write-ordering (that is, if 
the write of the flag to main memory occurred, then all prior writes from the PCI device 
to the EISA device must also have completed). 

• Locate the finish_flag in the EISA device. 

• etc. 


PCI Deadlock Avoidance Rule 


If a PCI option device can write directly to any EISA device, and the PCI device has a 
posted write buffer, then no EISA device must ever read directly (or indirectly - see next 
paragraph) from that same PCI device. Otherwise, a deadlock is possible. 


Hgute 10-9 Interacting Deadlock Example 



Note that interacting events could yield a deadlock. For instance, two PCI devices labeled 
A and B both have write buffers. If PCI device A contains write data destined for device B, 
and device B has write data destined for EISA, then a read from an EISA device to device 
A will create a deadlock. 

Coherency: CIA and FLSHREQ# 

The issue is what to do with the FLSHREQ signal and the one-and-only posted-write 
buffer (the I/O write buffer) inside the CIA. If one observes that the CPU-CIA entity is re¬ 
ally a PCI device, then the example discussed earlier is applicable; and since the CIA is 
on the system module then it can access the FLSHREQ# signal. The obvious answer is to 
flush and disable the CIA posted write buffer on the assertion of FLSHREQ#; especially 
since EISA-to-CIA and ClA-to-EISA transactions are common. Unfortunately, it is not 
quite that "obvious". 

What makes the solution less "obvious" is that the data-coherency that is being preserved 
is really an uncommon, almost trite case - and it has to do with preserving ordering be¬ 
tween CPU l/Q writes and DMA memory accesses. 

The only posted write buffer in the CIA is for l/Q writes. Furthermore, the AlphaStation 600 
system uses a posted write and run approach for l/Q writes: that is, the CIA does not pre¬ 
serve ordering between CPU memory writes and l/Q writes. Applying this information to 
the afore-described deadlock example results in the following scenario between the CPU 
and the EISA device: 

• The EISA device "wakes-up" the CPU by an interrupt (this is equivalent to setting a 
start_flag in main memory). 

• The CPU copies memory data to the EISA device. Notice that this is done via unca¬ 
ched (viz CPU l/Q space) writes. When completed the CPU sets the finish_flag in 
main memory (and this is why this example is so artificial and unlikely^ - in "real" life 
the finish_flag would be an l/Q write and there would be no ordering problems). 

^It transpires that graphics devices use programmed I/O for frame-buffer writes and couid use memory 
fiags for fiow-control. This is not quite the same situation, but who knows what tricks are being pianned 
by bizarre minds. 
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• The EISA device polls the finish_flag in main memory. Once it has successfully read 
the flag, then it believes that the data transferred by the CPU is in the EISA device 
(and not in any write buffers in the CIA, PCI-EISA bridge, etc). 

As before, the FLSHREQ# signal can be used to make this scenario work; however, this 
will entail flushing the I/O write buffers (and stalling the CPU from writing to these buffers) 
for every (non-refresh) EISA transaction - that is, including EISA transactions which are 
not destined for main memory - and furthermore, the CPU will be stalled for the duration 
of the EISA transfer. 

Consequently, the default AlphaStation 600 system approach is to not bother flushing the 
Posted write buffer (the I/O write buffer) for a FLSHREO#; although we do allow the op¬ 
tion of software enabling the flushing via the CIA_CTRL CSR. 

Software requirement: The AlphaStation 600 system I/O write buffers are intended to be 
used in a post-and-run manners Software must ensure data coherency with respect to a 
PCI or EISA device by software techniques, such as: 

• The I/O write buffer is flushed by performing an 10 read (reading a CIA CSR is suffi¬ 
cient and fast). 

• Completing the I/O write sequence by a I/O write to a finish_flag on the PCI/EISA de¬ 
vice. 

• etc. 

Guaranteed Access lime Mode 

EISA and ISA cycles can be extended (that is, wait states) with the EXRDY and CHRDY 
signals. However, the wait states are not indefinite, and 2.1 uS is the longest delay possi¬ 
ble which will satisfy both bus constraints. 

The PCI-EISA bridge set can be configured into a mode called Guaranteed Access Time 
(GAT) mode, where the bridge issues MEMREO# when it wishes an unimpeded path to 
system memory; and the system responds with MEMACK# once it has completed the 
preparation to guarantee a 2.1 uS maximum latency. The AlphaStation 600 system is de¬ 
signed to run with GAT mode enabled . 

The simplest approach for the system is to "crow-bar" the path to memory - that is, stall 
the CPU and keep the CPU stalled until the EISA device has completed its transaction 
(note that the CPU is not just stalled for EISA-to-PCI transactions, but also for EISA-to- 
EISA transfers since the PCEB asserts MEMREQ# for any non-Refresh EISA cycle). Ta¬ 
ble 10-6 itemizes the total delay for an ISA memory read. 


^1 ntel architecture (and thus PCI architecture) aiso assumes a pcet-and-run 10 write design. 
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1able 10-6 AlphaSlation 600 GAT Latency Delay 


Operation 

Delay 

Delay 


VUHh Scatter/Gather 

No Scatter/Gather 


& CPU stalled 

CPU not stalled 

MBVIREQ received: 



— Hush I/O write buffers (optional) 

200ns 

200ns 

— schedule memory relief 

(refresh occurs in parallel 

(refresh occurs in parallel 

MBV|ACK#sent 

with issuing MEMAC IQ 

with issuing MBVIACIQ 

ISA bus delay -1 cycle 

120 nS 

120 nS 

PCI_EISA bridge-2 PCI cycles 

60 nS 

60 nS 

PCI transaction - 4 cycles 

240 nS 

240 nS 

CIA pipe delay - 2 cycles 

60 nS 

60 nS 

CPU memory read with victim 

— 

400 nS 

Scatter/Gather miss (-I-PCI retry) 

400 nS 

- 

M emory read for E1SA data -I- C1A pi pe del ay 

270 nS 

270 nS 

PCI transfer 

30 nS 

30 nS 

PCI-EISA bridge- 2 PCI cycles 

60 nS 

60 nS 

Align to ISA clock 

90 nS 

90 nS 

ISA bus -1 cycle 

120 nS 

120 nS 

Total GAT delay 

1.650 uS 

1.650 uS 

Note: the figures in this table are only a quick estimate. This table remains to be refined 


Table 10-6 tabulates two variants. The first delay column represents the "crow-bar" ap¬ 
proach where the CPU has been stalled. There Is sufficient time In this case to allow scat¬ 
ter/gather to be enabled for the PCI-EISA transactions. The last column, represents the 
case where scatter/gather Is disabled (that Is, direct mapping), or the TLB entry has been 
locked. Now there Is sufficient time to allow the CPU to perform memory transactions: In 
this case the EISA transaction may have to wait as long as 400ns for a CPU memory fill 
with victim to complete. 

Gat-Mode Sofivuare Notes 

Table 10-6 assumes only one scatter/gather miss. There Is not enough time to support 
two misses and provide a reasonable margin of error In the calculation. Hence, If It Is pos¬ 
sible for an EISA transfer to cross a 32 KB-alIgned PCI address boundary (each scat¬ 
ter/gather TLB entry Is 4 consecutive 8 KB PTEs), then scatter/gather mapping should not 
be used If GAT mode Is required, unless the appropriate TLB entries are locked. 

Software can enable or disable the stalling of the CPU during EISA transactions via the 
CIA_CTRL CSR. If the CPU Is In the non-stalled mode then the AlphaStatlon 600 system 
will allow CPU to memory operations to proceed (but not I/O transactions) while In GAT 
mode. Clearly, for performance reasons It Is preferable to avoid stalling the CPU. How¬ 
ever, this will mean that scatter/gather must be disabled for the EISA transfers; or that the 
TLB entry has been locked. Otherwise, the CPU will be stalled for the duration of most 
EISA transactions. 

The AlphaStatlon 600 hardware Is designed to run In GAT mode. In this mode FL- 
SHREQ# and MEMREQ# are synonyms. Hence, the AlphaStatlon 600 system will only 
use one of these signals (probably FLSHREQ#). Software needs to consider the Implica¬ 
tions of this If they choose to run with GAT-mode disabled. 

Data Buflering in the PCEB 

The AlphaStatlon 600 system expects that the Line Buffer Is enabled In the PCEB chip. 
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The latest errata from Intel requires that the PCEB Posted Write Buffer Is disabled. This 
means that a PCI master requesting a PCI-to-EISA transfer Is retried until the PCEB owns 
the EISA bus. Each PCI-to-EISA transfer must complete all the way to the EISA destina¬ 
tion before the next transfer may begin. In other words, performance through to EISA will 
be abysmal (and the fewer EISA options Installed the better). 
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^shem Coheiency 


Intioduction 

This chapter defines the ruies that wiii insure that data coherency is maintained across the 
AiphaStation 600 system. Aii types of data movement are considered, inciuding i/0 reads 
and writes, DMA transfers and peer to peer transfers and their reiationships to interrupts. 
This chapter aiso describes how the AiphaStation 600 system maintains coherency if the 
ruies are foiiowed. 

Referenced Documents 

Alpha Astern Reference Manual 

Software must observe aii requirements of the iatest version of the Alpha System Refer¬ 
ence Manual, and the AiphaStation 600 system conforms to it. Chapter 5 is of particuiar 
interest, in regard to Chapter 8, aii of the i/0 system buiit into the AiphaStation 600 sys¬ 
tem is "Locai i/0 Space." The AiphaStation 600 system contains no "Remote i/0 Space". 

PCI Lx>cal Bus Specification 

The i/0 bus system in the AiphaStation 600 system begins with a 64 bit PCi emerging 
from the CiA chip. Software must compiy with requirements in the iatest version (Rev 2.0 
or iater) of the PCI Local Bus Specification, Production Version, as pubiished by the 
PCI Special Interest Group, 5200 N.E. Elam Young Parkway, Hillsboro, Oregon 97124. 

NCR53C820 

At least initially, the internal Fast Wide SCSI bus and the external Fast Wide SCSI bus will 
both be generated with NCR 53C820 chips. These parts appear on a PCI option module 
that will be standard in AiphaStation 600 systems. This does, however, make it easy, from 
a hardware prospective, to change this to a different chip type if and when that becomes 
desirable. In operations with the SCSI busses and devices on the SCSI busses, software 
must observe the requirements of the NCR 53C820 data book. 

Other Devices 

See data books or specifications for requirements for operating other devices. 

Coherency Summary 

The AiphaStation 600 chip set treats an MB as a NOP, and the AiphaStation 600 system 
should be configured so that MBs do not leave the EV5 chip. A recent ECO to the Alpha 
SRM allows "posted" or "buffered" writes to I/O devices. This ECO allows designs to 
buffer writes from the CPU to a PCI device, and allows reads from the same PCI-devices 
to main memory to complete while writes to this same device are buffered. The ECO 
states that the usual way for a programmer to be sure the write data has reached the de¬ 
vice is to read a register on the same device. This is explained in more detail in this chap¬ 
ter. 


System Coherency 11-1 



The following AlphaStation 600 hardware features are required for the ECO: 


• Before a read of an I/O location is processed, all preceding writes by the EV5 to de¬ 
vices are flushed out of the buffers. 

• Before a read by a PCI-device to main memory is processed, all preceding writes by 
the device to main memory are flushed out of their write buffers. 


Classification of Coherency Situations 

Generic Eventlypes in the AlphaStation 600 Astern 

The possible generic events in the AlphaStation 600 system are: 

1. A Read 

2. A Write 

3. An Interrupt 

4. I/O Page Table Modification 

1. The possible things that can go wrong with a read are: 

A. Fails to return the latest written data 

B. Data changed before read 
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2. The possible things that can go wrong with a write are: 

A. Data fails to make it to a later read (same as 1 A) 

B. Data overwrites some later write 

C. Data is overwritten by some earlier write (same as 2B) 

D. Data is overwritten before readers are finished with it (same as 1B) 

E. Data fails to make it to destination when needed to cause some side effect 

F. Side Effects Happen out of order 


3. The possible things that can go wrong with an interrupt are: 

A. Preceding reads or writes are not completed when interrupt is recognized 
(these failures should all show up under 1 or 2 above) 


4. The possible things that can go wrong with the I/O page table modification are: 

A. Failure to use the latest Page Table State 

B. Page Table changed before use of it is completed 


I conclude from above that all failures can be accounted for under items 2 or 4, that is all 
failures may be considered to be either Write failures or I/O page table modification fail¬ 
ures. Further It can be seen that 2B and 20 are the same thing. 

The complete list of possible failures may be restated: 

1. The possible things that can go wrong with a write are: 

A. Data fails to make it to a later read 

B. Data overwrites some later write 

C. Data is overwritten before readers are finished with it 

D. Data fails to make it to destination when needed to cause some side effect 

E. Side Effects Happen out of order 

2. The possible things that can go wrong with the I/O page table modification are: 

A. Failure to use the latest Page Table State 

B. Page Table changed before use of it is completed 
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Possible V\Aite - Read and V\Aite - V\AitB interactions 

To aid in this study we construct exhaustive decompositions: 

* A Read is either: 

EV5 initiated 
device initiated 

* An EV5 initiated read is either: 

A memory read 
An I/O read 

* An EV5 initiated I/O read is either: 

An AiphaStation 600 system CSR read 
A device read 

* A device initiated read is either: 

A memory read 
A peer device read 

* A Write is either: 

EV5 initiated 
device initiated 

* An EV5 initiated write is either: 

A memory write 
An I/O write 

* An EV5 initiated I/O write is either: 

An AiphaStation 600 system CSR write 
A device write 

* A device initiated write is either: 

A memory write 
A peer device write 

It will be noted that a complete decomposition of reads above yields an exhaustive list of 5 
different types of reads. An exhaustive decomposition of writes above yields an exhaus¬ 
tive list of 5 different writes. The two lists are the same. 

If one considers the data interactions under item 1, then either for write-read interactions 
or for write-write interactions, the cartesian product yields 25 different cases, in principle. 
However, in most of the 25 cases there can be no data interaction. You cannot have a 
problem with a read to one place not returning data that was written to a different device. 
Nor can you have data written to one device overwrite data written to another device. The 
following table gives all significant cases: 
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TRANSACTION 1 


TRANSACTION 2 


EV5 to memory 
EV5 to memory 

EV5 I/O to AlphaStation 600 CSR 

EV5 I/O to device 

EV5 I/O to device 

device to memory 

device to memory 

device peer 

device peer 


EV5 to memory 

device to memory 

EV5 I/O to AlphaStation 600 CSR 

EV5 I/O to device 

device peer 

EV5 to memory 

device to memory 

EV5 I/O to device 

device peer 


There are therefore 9 different significant cases of interaction of Writes with Reads or 
Writes with Writes. 

The issue now is to describe the software rules for each situation and then to demonstrate 
that if the rules are followed, there can be no failure in an AlphaStation 600 system. 


Basic Properties of the AlphaStation 600 S/stem 


We will use a few facts about the AlphaStation 600 system design: 

1. The DRAM memory does only one thing at a time. 

2. A read or a write to memory is atomic. I am particularly interested here in writes that 
actually require read modify write cycles in the DRAM. No other use of the DRAM can get 
between the read and write of the read modify write. This being so, we can ignore the fact 
that some writes require read modify write. All other accesses to DRAM occurred either 
completely before a write (whether or not it was a read modify write), or completely after 
the write. 

3. The memory sequence for an EV5 cache miss with victim is atomic in the memory. A 
cache miss with victim first does a read in memory for the block required for the cache 
miss, and then it writes the victim data to memory. No other access to memory can come 
between the read and the write. 

4. When a transaction has won arbitration for the memory it is said to "own memory." 

Once a transaction owns memory, there will be no memory access for any other transac¬ 
tion until this transaction has completed all of its memory activity. 

5. In the event of an I/O TLB miss, a Read command is given to the EV5 for the data for 
the TLB entry and a memory access is also made for this data. The Read command is not 
issued to EV5 until memory is owned for this access. 

6. When a device read to memory is processed, a Read Command is issued to EV5 for 
the required data and also a memory access is made for the required data. The Read 
command is not issued to EV5 until memory is owned for the memory cycle. 

7. When a device write to memory is processed, a Flush Command is issued to EV5 for 
the required data. A memory access is also made. This memory access serves to write 
data obtained from EV5 in response to the Flush Command to memory and also serves to 
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write the data from the device to memory. The Fiush Command is not issued to EV5 untii 
memory is owned for the memory write. 

8. We can conciude that the two-step sequences described in Basic Properties 5, 6, and 7 
above are aii mutuaiiy atomic. In each case the two-step sequence is a probe of EV5 and 
a memory cycie. For any pair of sequences of the types described in 5, 6, and 7, both 
steps of one of the sequences happened entireiy before either of the two steps of the 
other sequence. 


Analysis of Interactions with V\iHtes 

Data fails to make itto a later read 

The possibie decomposed cases are: 

1. Write, EV5 to memory; Read, EV5 to memory 

SOFTWARE RULES 

For an EV5 memory read to a iocation that was previousiy modified with an EV5 memory 
write to work correctiy the foiiowing sequence must be used: 

STORE 

LOAD 

WHY IT WORKS IN the AlphaStation 600 system 

We assume EV5 internally does the right thing. The only time the AlphaStation 600 sys¬ 
tem is involved is if the written location became a victim and was written to memory, or 
was evicted from cache with a Flush Command and then it was read back in a miss. 

First consider the case in which the data was a victim. EV5 will issue the cash miss with 
victim command first and then the cache miss to the victim address. The AlphaStation 600 
system processes EV5 commands in order. The cache miss with victim will own the mem¬ 
ory first and do both the read and the write of the victim. The read write sequence for a 
miss with victim is atomic in the memory (Basic Property 3). The memory access for the 
cache miss will be after the victim write. 

Next consider evicting data with a Flush and then an EV5 cache miss hits that data. If the 
miss is on the EV5 pins after the Flush Command went to EV5, then the memory is al¬ 
ready owned to write the Flush Data to memory (Basic Property 7) before the miss com¬ 
mand is issued by EV5. The memory cycle for the miss is after the flushed data goes to 
memory. 


2. Write, EV5 to memory; Read, device to memory 

SOFTWARE RULES 

In order to insure that a device will correctly access data written to memory by EV5, soft¬ 
ware must use the following sequence: 

EV5 STORE TO MEMORY 

WEAK MEMORY BARRIER OR MEMORY BARRIER 
EV5 SIGNALS DEVICE 
DEVICE RECEIVES SIGNAL 
DEVICE READS MEMORY 
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The EV5 can signal the device only by writing something to memory or by writing some¬ 
thing to a device or by reading a device. In the case of signaling by reading a device, 
Memory Barrier must be used, Weak Memory Barrier is not enough. 


WHY IT WORKS IN the AlphaStation 600 system 

Under these conditions, by the time the SIGNAL leaves the EV5 chip, a condition will 
have been established in which either EV5 will supply the data in response to a Read or a 
Flush, or the data has been sent to memory in a miss with victim or in response to a previ¬ 
ous flush. 

Data from EV5 in a flush buffer or en route to a flush buffer is as good as in memory, 
relative to a device read by Basic Property 8. If the device read sequence is before the 
flush sequence then it will get the data from the Read command to EV5 on its behalf. If 
the device read sequence is after the flush sequence, then it will get the data from mem¬ 
ory. 

Data in the victim buffer is as good as in memory. A device read to memory could be for 
the block that is in the victim buffer or is en route to the victim buffer and that such a de¬ 
vice read must get the value that is in the victim buffer or en route to the victim buffer. The 
details are as follows: the EV5 retains (and still owns) the victim data, even though a copy 
may currently reside in the victim buffer, until the EV5 memory read is completed. Hence 
a device read will obtain the correct data from the EV5 if the EV5 read has not yet com¬ 
pleted; and if the read has completed, then the data is in memory since the AlphaStation 
600 system ensures that the victim write is atomic with the associated EV5 read fill. 


3. Write, EV5 I/O to the AlphaStation 600 CSR; Read, EV5 I/O to the AlphaStation 
600 CSR 

SOFTWARE RULES 

To insure that a read from a location, a CSR in this case, will return the result of a previ¬ 
ous write to that location, software must use the following sequence: 

EV5 STORE TO the AlphaStation 600 CSR 

EV5 READ TO the AlphaStation 600 CSR 

WHY IT WORKS IN the AlphaStation 600 system 

Due to fact that the read and write addresses match, and the read and write are to non 
cached space, EV5 will emit the write first before the read. The AlphaStation 600 system 
will do only one operation on any given CSR at a time and in the order in which the EV5 
emitted them. 


4. Write, EV5 I/O to device; Read, EV5 I/O to device 

SOFTWARE RULES 

To insure that a read from a location, a device register in this case, will return the result of 
a previous write to that location, software must use the following sequence: 

EV5 STORE I/O TO DEVICE 

EV5 LOAD I/O TO DEVICE 
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WHY IT WORKS IN the AlphaStation 600 system 

Due to the fact that addresses for the store and load match and the store and load are to 
noncached space, EV5 will emit the write first before the read. I/O commands from EV5 
go to the PCI strictly in the order in which they are emitted by the EV5. PCI transactions 
from EV5 to any given target stay strictly in order through bridges and what have you. 


5. Write, EV5 I/O to device; Read, device peer 

SOFTWARE RULES 

To insure that device B, doing a peer to peer read of device A will get the result of an EV5 
write to device A, software must use the following sequence: 

EV5 STORE I/O TO DEVICE A 

MEMORY barrier'' 

EV5 LOAD I/O TO DEVICE A 

MEMORY BARRIER 

EV5 SIGNALS DEVICE B 

DEVICE B RECEIVES SIGNAL 

DEVICE B READ PEER DEVICE A 


The only possibilities for the signal are EV5 writes memory, EV5 writes to device B, or 
EV5 reads to device B. 

EV5 Load I/O to device A need not be to any particular register or location. It can be to 
anything in device A. The general principle is that the one and only mechanism that EV5 
has to determine that an I/O write has arrived at a device is to read something (anything) 
from that same device. EV5 cannot signal device B that the data is at device A until it 
knows itself that the data is at device A. 

WHY IT WORKS IN the AlphaStation 600 system 

Due to the first Memory Barrier^, the EV5 write and read to device A will be emitted in 
order. They will go to the PCI in order and arrive at device A in order. Hence we do not 
get past the second memory barrier until the EV5 write to device A has actually reached 
the device. Hence device B could not receive the signal, no matter what it is, until after the 
EV5 write to device A has reached device A. The device B read to device A then certainly 
reaches device A after the EV5 write to device A does. After that it is up to device A to do 
the right thing. 

SPECIAL CASE: 

In the special case that the signal is either EV5 writes to device B, or EV5 reads to device 
B, but specifically excluding the use of memory to signal, the following sequence works: 


^this MB is not required if the EV5 store to the Device A and the EV5 load to device A are to the same 
address -- see 4 above. 

■y 

this MB is not required if the EV5 store to the Device A and the EV5 load to device A are to the same 
address -- see 4 above. 
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EV5 STORE I/O TO DEVICE A 


MEMORY BARRIER OR WEAK MEMORY BARRIER 
EV5 SIGNALS DEVICE B 
DEVICE B RECEIVES SIGNAL 
DEVICE B READ PEER DEVICE A 


The signal must be EV5 writes to device B, or EV5 reads to device B. If the signal is EV5 
reads to device B then Memory Barrier must be used; Weak Memory Barrier is not 
enough. 


WHY IT WORKS IN the AlphaStation 600 system 

Because of the Memory Barrier (or Weak Memory Barrier in the case of two I/O writes) 
EV5 emits the write to device A before the I/O reference that constitutes the signal. The 
AlphaStation 600 system processes the two EV5 I/O references in order so the write to 
device A goes on the PCI before the signal. 

By the Triangle Inequality for I/O busses, the write to device A arrives at device A before 
the read command from device B arrives at device A, that read command being in re¬ 
sponse to the signal arriving at device B. 


6. Write, device to memory; Read, EV5 to memory 

SOFTWARE RULES 

To insure that an EV5 read to memory will obtain the data written to memory by a device, 
software must use the following sequence: 

DEVICE WRITES TO MEMORY 

DEVICE SIGNALS EV5 

EV5 RECEIVES SIGNAL 

MEMORY BARRIER 

EV5 LOADS FROM MEMORY 


The device may signal EV5 by interrupting, writing a location in memory, or by EV5 read¬ 
ing to the device. 

In the case that the device signals EV5 by interrupting, WE REOUIRE THAT EV5 READS 
A REGISTER IN THE DEVICE to "receive the signal". This device register read can be a 
read to verify the source of an interrupt or to determine the cause of the interrupt or the 
device status. If none of these things are necessary, then EV5 must read any register in 
the device anyway. 

The device read will most likely be performed by the low-level interrupt handler: (1) for an 
EISA interrupt, the PCI Int-Ack command will be issued to read the EISA interrupt vector 
out of the PCI-EISA bridge chip. This Int-Ack cycle implicitly flushes the the EISA-to-PCI 
line buffers in the bridge chip; (2) For a PCI interrupt then the device must be read if it 
contains posted write buffers (or if it is located behind a PCI-to-PCI bridge). The interrupt 
handler may do this read when determining the source of the interrupt (in case the inter¬ 
rupts are wire-ORed). 
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For the purposes of this analysis, this makes the case of the device signaling by means of 
interrupting the same as the case of signaling by means of EV5 reading a register. That 
is, for purposes of analysis, it makes no difference if EV5 read a register because of an 
interrupt or for any other reason. 


WHY IT WORKS IN the AlphaStation 600 system 

First consider signaling by EV5 reading a register in the device, including the case of sig¬ 
naling with an interrupt. 

The device will not signal until the device memory write has finished on the Bus segment 
connected to the device. This means that the write data is at least buffered in the first 
bridge, if it is not any further. Here a bridge could be the EISA to PCI bridge or the PCI to 
PCI bridge. With either type of bridge, the write data from the device and the read return 
data following it stay in order. Either bridge will retry a read if the write buffers are not 
empty, thereby keeping the order without causing a deadlock. 

We can therefore be sure that the device write to memory will arrive at the CIA in an ear¬ 
lier PCI cycle than the returning data to complete the signal to the EV5. 

Since the device write to memory has arrived at the CIA before the read return data, the 
device write to memory will be processed first. This means that the device write to mem¬ 
ory will cause an EV5 flush command and it will own memory before the read return data 
is returned to EV5 (Basic Properties 7). This means it is also before EV5 can complete the 
Memory Barrier Instruction and hence before EV5 can probe its cache for the following 
memory read, or issue a miss for that memory read. 

Any EV5 miss after the Flush will get the result of this device write since memory was 
owned for the device write before the Flush command was issued to EV5. 

Next consider the device signaling EV5 by writing a location in memory. In this case the 
device does two writes to memory. These two writes will stay in order through PCI’s and 
bridges and the AlphaStation 600 logic, all the way to memory. EV5 flushes will be in or¬ 
der. In fact EV5 will get the first Flush, then the first memory write will happen atomically, 
then EV5 will get the second flush, then the second memory write will happen atomically 
(Basic Properties 7). 


7. Write, device to memory; Read, device to memory 

FROM SAME DEVICE 

The write and the read from the same device to memory stay in order through the whole 
system. So this works for any single device. 

FROM DIFFERENT DEVICES 

SOFTWARE RULES 

For one device to correctly read data from memory that was written to memory by another 
device, software must use the following sequence: 

DEVICE A WRITES TO MEMORY 

DEVICE A SIGNALS DEVICE B 

DEVICE B RECEIVES SIGNAL 

DEVICE B READS MEMORY 


We consider here only the case in which the signal is device A writing memory, or device 
A doing a peer to peer read or write to device B through the AlphaStation 600 I/O system. 
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The case that is NOT considered is that there might be some private interconnect, not 
part of the AiphaStation 600 design, between the devices. If there is such a thing, then 
coherency is the responsibiiity of the provider of such private interconnect. 

Of course there is aiso the case in which device A signais a 3rd party, and the 3rd party 
signais device B. The case where the 3rd party is EV5 is the most important such case 
but not the oniy possibie case. This works provided EV5 (or other device) receives the 
signai in a manner that wouid aiiow it itseif to read the data from device A, and then sig¬ 
nais device B in a manner that wouid work if it itseif had written the data. 


WHY IT WORKS IN the AiphaStation 600 system 

In the case of signaling through memory, this works because two writes to memory from 
the same device stay in order. 

Signaling via peer reads or peer writes works because of the Triangle Inequality for I/O 
busses (see Appendix A). 

Suppose device A writes memory, then device A writes device B to signal it and then de¬ 
vice B reads memory. By the triangle inequality device A write to memory arrives at the 
CIA before the read command from B induced by the message from A can get to the CIA. 
The memory commands at the CIA are processed in order, so the read gets the right 
data. 

Now suppose device A writes memory, then device B reads device A and determines that 
the write was done, then device B reads memory. By the triangle inequality, the device A’s 
write to memory arrives at the CIA before the read command from B where that read was 
a result of read return data from A to B. Memory commands arriving at the CIA are proc¬ 
essed in order so you get the right result. 


8. Write, device peer; Read, EV5 i/0 to device 

SOFTWARE RULES 

For EV5 to read data from device B that was written to device B by device A, the following 
sequence must be used: 

DEVICE A WRITES TO DEVICE B 

DEVICE A SIGNALS EV5 

EV5 RECEIVES SIGNAL 

MEMORY BARRIER^ 

EV5 READS DEVICE B 

Device A may signal EV5 with an interrupt, by writing a location in memory, or by EV5 
reading device A. In the event that an interrupt is the signal WE REOUIRE THAT EV5 
READS A REGISTER IN DEVICE A for EV5 to "receive the signal". This read may be to 
determine the source of the interrupt or the reason for the interrupt or to get status. If none 
of these things are necessary then EV5 must read some register in device A anyway. This 
makes signaling via interrupt and signaling via EV5 reading device A essentially the 
same. 


is required to keep the EV5 read for the "EV5 receives signai" and the "EV5 reads Device B" ordered. 
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WHY IT WORKS IN the AlphaStation 600 system 

This works because of the Triangle Inequality for I/O busses. 

Assume the signal is EV5 reading device A (this includes interrupt). By the triangle in¬ 
equality device A’s write to B arrives at B before the EV5 read command arrives at B, the 
EV5 read command being in response to read return data from A to EV5. 

Assume the signal is writing a location in memory. By the triangle inequality, device A’s 
write arrives at B before EV5’s read, that read being in response to write data arriving at 
CIA from device A. 


9. Write, device peer; Read, device peer 

SAME DEVICE 

If device A writes device B and then device A reads back from B, this works because only 
one command goes on the bus at a time and the bus system maintains ordering. 

DIFFERENT DEVICES 

SOFTWARE RULES 

To insure that device C correctly reads data from device B that was written to device B by 
device A, the following sequence must be used: 

DEVICE A WRITES TO DEVICE B 

DEVICE A SIGNALS DEVICE C 

DEVICE C RECEIVES SIGNAL 

DEVICE C READS DEVICE B 


We consider the case of signaling by writing a location in memory or through reads or 
writes on the AlphaStation 600 I/O system. 

The case that we do not deal with is that there could be a private interconnect, not part of 
the AlphaStation 600 I/O system, between devices A and C. The signal could go on this 
private interconnect. If this is the case then coherency is the responsibility of the provider 
of such interconnect. 


WHY IT WORKS IN the AlphaStation 600 system 

This can be shown to work by using the Triangle Inequality for I/O busses. Examples of 
this appear above. 


Data overwrites some later write. 

The possible decomposed cases are: 

1. Write, EV5 to memory; Write, EV5 to memory (same iocation) 

SOFTWARE RULES 

In order to insure that writes to memory stay in order, the following sequence must be 
used: 

EV5 STORE TO MEMORY 
EV5 STORE TO MEMORY 


11-12 System Coherency 



WHY IT WORKS IN the AlphaStation 600 system 

We assume internally EV5 does the right thing. The AlphaStation 600 system gets in¬ 
volved only if the block goes to memory as a victim, or is extracted with a Flush Com¬ 
mand. the only interesting case is where that happens between the two stores. In this 
case EV5 must get the block back again with a miss in order to update it for the second 
write. The issue becomes simply, can the AlphaStation 600 system correctly process a 
miss with victim and a following miss requesting that victim data. This was dealt with un¬ 
der 1. in the write - read interactions. 


2. Write, EV5 to memory; Write, device to memory (same iocation) 

SOFTWARE RULES 

In order to insure that a device will correctly overwrite data written to memory by EV5, 
software must use the following sequence: 

EV5 STORE TO MEMORY 

WEAK MEMORY BARRIER OR MEMORY BARRIER 
EV5 SIGNALS DEVICE 
DEVICE RECEIVES SIGNAL 
DEVICE WRITES MEMORY 


The EV5 can signal the device only by writing something to memory or by writing some¬ 
thing to a device or by reading a device. In the case of signaling by reading a device. 
Memory Barrier must be used. Weak Memory Barrier is not enough. 


WHY IT WORKS IN the AlphaStation 600 system 

Under these conditions, by the time the signal leaves the EV5 chip, the write is completed. 
The result of the write is either in the cache and will be extracted by a Flush command, or 
the data has been sent to memory in a miss with victim or in response to a previous flush. 

Data from EV5 in a flush buffer or en route to a flush buffer is as good as in memory, 
relative to another device write. Two device write sequences are mutually atomic (Basic 
Properties 8). If the device write in question is before another device write sequence, then 
its Flush command will extract the result of the EV5 write from EV5 and the device data 
will merge on top of it. If it is after another device write sequence, the result of the EV5 
write will be obtained from memory and the device data will be merged on top of it. 

Data in the victim buffer is as good as in memory. A device write to memory could be for 
the block that is in the victim buffer or is en route to the victim buffer and that such a de¬ 
vice write must merge on top of the value that is in the victim buffer or en route to the 
victim buffer. The details are as follows: the EV5 retains (and still owns) the victim data, 
even though a copy may currently reside in the victim buffer, until the EV5 memory read is 
completed. Hence a device write will FLUSH the data out of the EV5 if the EV5 read has 
not yet completed, and the data in the victim buffer will be invalidated; and if the EV5 read 
has completed, then the victim data is in memory since the AlphaStation 600 system en¬ 
sures that the victim write is atomic with the associated EV5 read fill. 

It is ,however, NOT true that data in the victim buffer is as good as in memory. A device 
write to memory could be for the block that is in the victim buffer or is en route to the vic¬ 
tim buffer and that such a device write must merge on top of the value that is in the victim 
buffer or en route to the victim buffer. 
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3. Write, EV5 I/O to the AlphaStation 600 CSR; Write, EV5 I/O to AlphaStation 600 
CSR 

SOFTWARE RULES 

To correctly sequence two writes to the same AlphaStation 600 CSR, software must use 
the following sequence: 

EV5 STORE I/O TO CSR 

EV5 STORE I/O TO CSR 


Due to the fact that the addresses of the two stores match, EV5 will either correctly merge 
them into a single write block or else EV5 will emit the writes in order. The AlphaStation 
600 system will do only 1 operation on any given CSR at a time and in the order in which 
the EV5 emitted them. 


4. Write, EV5 I/O to device; Write, EV5 I/O to device 

SOFTWARE RULES 

In order to correctly sequence two writes to the same device register, software must use 
the following sequence: 

EV5 STORE I/O TO DEVICE 

EV5 STORE I/O TO DEVICE 


Due to the fact that the addresses of the two stores match, EV5 will either correctly merge 
them into the same write block or else EV5 will emit the writes in order. I/O commands 
from EV5 go to the PCI strictly in the order in which they are emitted by the EV5. PCI 
transactions from EV5 to any given target stay strictly in order through bridges and what 
have you. 


5. Write, EV5 I/O to device; Write, device peer 

SOFTWARE RULES 

To insure that an EV5 write to a device is properly sequenced with a write to that device 
by a peer, the following sequence must be used: 

EV5 STORE I/O TO DEVICE A 

MEMORY BARRIER^ 

EV5 LOAD I/O TO DEVICE A 

MEMORY BARRIER 

EV5 SIGNALS DEVICE B 

DEVICE B RECEIVES SIGNAL 

DEVICE B WRITES DEVICE A 


The only possibilities for the signal are EV5 writes memory, EV5 writes to device B, or 
EV5 reads to device B. 

^this MB is not required if the EV5 store to the Device A and the EV5 ioad to device A are to the same 
address. 
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EV5 Load I/O to device A need not be to any particular register or location. It can be to 
anything in device A. The general principle is that the one and only mechanism that EV5 
has to determine that an I/O write has arrived at a device is to read something (anything) 
from that same device. EV5 cannot signal device B that the data is at device A until it 
knows itself that the data is at device A. 


WHY IT WORKS IN the AlphaStation 600 system 

The EV5 write and read to device A will be emitted in the order shown by EV5 because of 
the Memory Barrier between them. They will go to the PCI in order and arrive at device A 
in order. Hence we do not get past the second memory barrier until the EV5 write to de¬ 
vice A has actually reached the device. Hence device B could not receive the signal, no 
matter what it is, until after the EV5 write to device A has reached device A. The device B 
write to device A then certainly reaches device A after the EV5 write to device A does. 
After that it is up to device A to do the right thing. 


SPECIAL CASES: 

SOFTWARE RULES 

In the special case that the signal is either EV5 writes to device B, or EV5 reads to device 
B, but specifically excluding the use of memory to signal, the following sequence works: 

EV5 STORE I/O TO DEVICE A 

MEMORY BARRIER OR WEAK MEMORY BARRIER 

EV5 SIGNALS DEVICE B 

DEVICE B RECEIVES SIGNAL 

DEVICE B WRITES DEVICE A 


The signal must be EV5 writes to device B, or EV5 reads to device B. If the signal is EV5 
reads to device B then Memory Barrier must be used; Weak Memory Barrier is not 
enough. 


WHY IT WORKS IN the AlphaStation 600 system 

Because of the Memory Barrier (or Weak Memory Barrier in the case of two I/O writes) 
EV5 emits the write to device A before the I/O reference that constitutes the signal. The 
AlphaStation 600 system processes the two EV5 I/O references in order so the write to 
device A goes on the PCI before the signal. 

By the Triangle Inequality for I/O busses, the write to device A arrives at device A before 
the write command from device B arrives at device A, the write from B being in response 
to the signal arriving at device B. 
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6. Write, device to memory; Write, EV5 to memory 

SOFTWARE RULES 

To insure the correct sequencing of a device writing to memory and EV5 writing to the 
same iocation the foiiowing sequence must be used: 

DEVICE WRITES MEMORY 

DEVICE SIGNALS EV5 

EV5 RECEIVES SIGNAL 

MEMORY BARRIER 

EV5 WRITES MEMORY 


The device may signai EV5 by interrupting, writing a iocation in memory, or by EV5 read¬ 
ing to the device. 

In the case that the signal is an interrupt WE REOUIRE THAT EV5 READS A REGISTER 
IN THE DEVICE to "receive the signal". This device register read can be a read to verify 
the source of an interrupt or to determine the cause of the interrupt or the device status. If 
none of these things are necessary, then EV5 must read any register in the device any¬ 
way. 

For the purposes of this analysis, this means that the case of signaling with an interrupt is 
the same as the as the case of signaling by EV5 reading the device. For this analysis it 
makes no difference if EV5 read the device in response to an interrupt or for any other 
reason. 


WHY IT WORKS IN the AlphaStation 600 system 

First, consider the case of signaling by EV5 reading the device, including the interrupt 
case. 

The device will not signal until the device memory write has finished on the Bus segment 
connected to the device. This means that the write data is at least buffered in the first 
bridge, if it is not any further. Here a bridge could be the EISA to PCI bridge or the PCI to 
PCI bridge. The read return data from a device cannot get ahead of write data from the 
device that started ahead of it, with either bridge. Either bridge will retry a read if the write 
buffers are not empty, thereby keeping the order without causing a deadlock. 

We can therefore be sure that the device write to memory will arrive at the CIA in an ear¬ 
lier PCI cycle than the returning data to complete the signal to the EV5. 

Since the device write to memory has arrived at the CIA before the read return data, the 
device write to memory will be processed first. This means that the device write to mem¬ 
ory will cause an EV5 flush command and it will own memory before the read return data 
is returned to EV5. This means it is also before EV5 can complete the Memory Barrier 
Instruction and hence before EV5 can execute its write to memory. 


Next consider the device signaling EV5 by writing a location in memory. 

In this case the device does two writes to memory. These two writes will stay in order 
through PCI’s and bridges and the AlphaStation 600 system logic, all the way to memory. 
EV5 flushes will be in order. In fact EV5 will get the first Flush, then the first memory write 
will happen atomically, then EV5 will get the second flush, then the second memory write 
will happen atomically. 
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7. Write, device to memory; Write, device to memory 

SAME DEVICE 

Two writes from the same device to memory stay in order through the whoie system. So 
this works for any singie device. 

DIFFERENT DEVICES 

SOFTWARE RULES 

To insure proper sequencing of two devices writing to the same iocation in memory, the 
foiiowing sequence must be used: 

DEVICE A WRITES MEMORY 

DEVICE A SIGNALS DEVICE B 

DEVICE B RECEIVES SIGNAL 

DEVICE B WRITES MEMORY 


We will consider only the case where the signaling mechanism is another write to memory 
or a peer read or write through the AlphaStation 600 I/O system. 

There is also the possibility that device A signals a 3rd party and then the 3rd party sig¬ 
nals device B. The most important case of this is when the 3rd party is EV5, but this is not 
the only such case. This works if EV5 (or other device) receives the signal in such a way 
that it could itself properly write over the data, and then signals in such a way that device 
B could correctly overwrite the data if it itself had written it. 

The case we will NOT consider is that there might be some private interconnect, not part 
of the AlphaStation 600 design, between the devices. If there is such a thing, then coher¬ 
ency is the responsibility of the provider of such private interconnect. 

WHY IT WORKS IN the AlphaStation 600 system 

In the case of signaling through memory, this works because two writes to memory from 
the same device stay in order. 

Signaling via peer reads or peer writes works because of the Triangle Inequality for I/O 
busses. 

Suppose device A writes memory, then device A writes device B to signal it and then de¬ 
vice B writes memory. By the triangle inequality device A write to memory arrives at the 
CIA before the write command from B induced by the message from A can get to the CIA. 
The memory commands at the CIA are processed in order. 

Now suppose device A writes memory, then device B reads device A and determines that 
the write was done, then device B writes memory. By the triangle inequality, the device 
A’s write to memory arrives at the CIA before the write from B where B’s write was a result 
of read return data from A to B. Memory commands arriving at the CIA are processed in 
order so you get the right result. 
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8. Write, device peer; Write, EV5 i/0 to device 

SOFTWARE RULES 

To insure correct sequencing of device A write to device B and EV5 write to device B, the 
foiiowing sequence must be used: 

DEVICE A WRITES TO DEVICE B 

DEVICE A SIGNALS EV5 

EV5 RECEIVES SIGNAL 

MEMORY BARRIER 

EV5 WRITES DEVICE B 


Device A may signai EV5 with an interrupt, by writing a iocation in memory, or by EV5 
reading device A. In the event that an interrupt is the signai WE REOUIRE THAT EV5 
READS A REGISTER IN DEVICE A for EV5 to "receive the signai". This read may be to 
determine the source of the interrupt or the reason for the interrupt or to get status. If none 
of these things are necessary then EV5 must read some register in device A anyway. This 
makes signaiing via interrupt and signaiing via EV5 reading device A essentiaiiy the 
same. 


WHY IT WORKS IN the AlphaStation 600 system 

This works because of the Triangie Inequaiity for I/O busses. 

Assume the signal is EV5 reading device A (this includes interrupt). By the triangle in¬ 
equality device A’s write to B arrives at B before the EV5 write arrives at B, the EV5 write 
being in response to read return data from A to EV5. 

Assume the signal is writing a location in memory. By the triangle inequality, device A’s 
write arrives at B before EV5’s write, EV5’s write being in response to write data arriving 
at CIA from device A. 


9. Write, device peer; Write, device peer 

SAME DEVICE 

If device A writes device B and then device A writes device B again, this works because 
only one command goes on the bus at a time and the bus system maintains ordering. 

DIFFERENT DEVICES 

SOFTWARE RULES 

To insure that writes from two different devices are sequenced properly at device B, the 
following sequence must be used: 

DEVICE A WRITES DEVICE B 

DEVICE A SIGNALS DEVICE C 

DEVICE C RECEIVES SIGNAL 

DEVICE C WRITES DEVICE B 
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We consider only cases where the signaling mechanism is writing a location in memory or 
through reads or writes on the AlphaStation 600 I/O system. 

There is also the possibility that device A signals a 3rd party and then the 3rd party sig¬ 
nals device C. The most important case of this is when the 3rd party is EV5, but this is not 
the only such case. This works if EV5 (or other device) receives the signal in such a way 
that it could itself properly write over the data, and then signals in such a way that device 
B could correctly overwrite the data if it itself had written it. 

The case that we do not deal with is that there could be a private interconnect, not part of 
the AlphaStation 600 I/O system, between devices A and C. The signal could go on this 
private interconnect. If this is the case then coherency is the responsibility of the provider 
of such interconnect. 


WHY IT WORKS IN the AlphaStation 600 system 

This can be shown to work by using the Triangle Inequality for I/O busses. Examples of 
this appear above. 


Data is overwritten before readers are finished with it 

Here we have a situation in which a reader signals when he is done with some memory 
data and then a writer gets the signal and then writes the location. Assuming the reader 
does not signal until it actually has all the data it wants, it is pretty obvious that this will 
work regardless of the design details. The only tiny detail is, if EV5 is the reader, to be 
sure the EV5 actually has the data before signalling. A Memory Barrier between the last 
load and the signal will always do it. There may well be cases when the Memory Barrier 
is not needed. 


Data fails to make itto destination 

SOFTWARE RULES 

In the AlphaStation 600 System^, the only way for a program to determine that an I/O 
write has made it to a device, is for the program to read a register in that device. The 
following sequence may be used: 

EV5 STORE I/O TO DEVICE ADDRESS A 

EV5 LOAD I/O FROM DEVICE ADDRESS A 

the program can now be certain the write has reached device A 

Here the store and the load must be to the same address. 

The following sequence may also be used: 

EV5 STORE I/O TO DEVICE A 

MEMORY BARRIER 

EV5 LOAD I/O FROM DEVICE A 

the program can now be certain the write has reached device A 


^and any PCI-based system for that matter 
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It is NOT necessary to read the same register that was written but it is required that a 
register in the same DEVICE be read. This brings up the issue of what is a device? 

The AiphaStation 600 ASIC chipset is considered one device for these purposes. This 
chipset consists of 4 DSW chips and one CIA chip. These chips contain certain CSRs. If 
any CSR in the chipset is written, the oniy way to be sure that the write is effective is to 
do one of the above sequences. In particular, if you write a CSR with a side effect of 
interacting with following read or write I/O’s, (the HAE register which affects addressing of 
following I/O references is an example) you can neither be sure that it will be effective nor 
be sure that it won’t be effective on an I/O reference until after a read is done to some 
CSR in the AiphaStation 600 chipset. 

Normally, one need not follow every write by a read; the read can terminate a long se¬ 
quence of CSR writes, since all write are kept in order by the AiphaStation 600 system, 
and a read for the last write will ensure that all prior writes completed. For an example of 
when an 10 read is required see the section "Failure to use latest 10 page table state" a 
few pages forward. 

Each PCI to PCI bridge is considered a device, for these purposes. This includes any 
bridges on the system board and also any bridges that are on PCI option modules. Cur¬ 
rently the plan is to have an SCSI-Ethernet PCI option module that will appear on most 
AiphaStation 600 units. This module has a PCI to PCI bridge followed by SCSI adapters 
and an Ethernet adapter. The bridge on this PCI option is considered a device by itself. 

The PCI to EISA/ISA bridge is considered a device, for these purposes. 

Each load on a PCI or EISA bus is considered a device. 

There is some flexibility in what is defined to be a device but you get what you deserve. 

An example is in order and the AiphaStation 600 SCSI-Ethernet PCI module is ideal for 
an example. 

This module contains three independent PCI to SCSI adapters, each one being a sepa¬ 
rate chip, and one Tulip ethernet chip, behind a PCI to PCI bridge. If you want to, you 
may define that the entire module is one device. According to the rules, you write a CSR 
in one of the chips, for example, in the Tulip chip. Then, after a Memory Barrier you read 
any CSR anywhere on the module to verify delivery of the write data. The result of doing 
this is that your read only insures that the write data was delivered to what you defined as 
the device, in this case the whole module. You can be sure that your write data reached 
the module, but you cannot be sure it has reached the Tulip chip in particular. If you want 
the write data to reach the Tulip chip specifically, you must read some register in the Tulip 
chip. This effectively means you are defining the Tulip chip to be the device. 

To a large extent, for the purposes of this discussion, you may define what ever you want 
to be devices. Then the rule that to insure delivery of write data to the device, read any 
register in the device will work exactly as you define it. If you define something to be the 
device then you cannot distinguish features inside the device. 


WHY IT WORKS IN the AiphaStation 600 system 

In the first case, the store and the load are emitted in order by EV5 because their ad¬ 
dresses match and they are in non cached space. In the second case, the store and the 
load are emitted by EV5 because of the Memory Barrier between them. Commands go 
through the I/O system in order. By the time the Read reaches a device, the Write has 
already arrived first. 
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Sde Effects happen out of order 

1. Read and write induced side effects 

For Read and Write induced side effects, keeping side effects in order comes down to 
making sure the reads and writes arrive at the device in order. This is the same probiem 
that was extensiveiy treated by the preceding anaiysis of write - read and write - write in¬ 
teractions. 


2. EV5 Writes I/O to a device, then writes memory as a signai. 

There is, however, the case of a write to a device that is signaied via a write to memory, 
iater examined by the device. This can be thought of as a strange case of two side effects 
interacting, in that both events do not fit the memory modei of oniy worrying that some¬ 
thing that was written can be correctiy retrieved. Had this fit the memory modei this case 
wouid have showed up among the previousiy presented memory modei cases. 

Signaiing with reads or writes to the device is not interesting because this again simpiy 
reduces to keeping reads and writes in order. Oniy signaiing through memory is new. 


SOFTWARE RULES 

To insure that write data is at a device when the signai that it is there arrives, when that 
signai is through memory, one of the two foiiowing sequence must be used. Sequence 1: 

EV5 STORE I/O TO DEVICE ADDRESS A of DATA X 

EV5 LOAD I/O FROM DEVICE ADDRESS A 

MEMORY BARRIER 

EV5 WRITES MEMORY 

DEVICE READS MEMORY 

DEVICE REOUIRES PRESENCE OF WRITTEN DATA X 


In this case the store and ioad must be to the same address. 
Sequence 2: 


EV5 STORE I/O TO DEVICE of DATA X 

MEMORY BARRIER 

EV5 LOAD I/O FROM DEVICE 

MEMORY BARRIER 

EV5 WRITES MEMORY 

DEVICE READS MEMORY 

DEVICE REOUIRES PRESENCE OF WRITTEN DATA X. 


This foiiows the generai principie that the oniy way EV5 can be sure that write data has 
reached the device is to read back a register in the same device. It is not necessary to 
read the same register that was written. The read can be to any register in the same de¬ 
vice. EV5 cannot signai the device that the data is present untii it itseif knows this. 


Syste m C 0 he re nc y 11-21 



WHY THIS WORKS IN the AlphaStation 600 system 

EV5 emits the store and the load in order, either because their addresses match and they 
are in noncached space, or because of the Memory Barrier between them. By the time the 
Memory Barrier after the load completes, the write data will be at the device. EV5 write to 
memory is after this memory barrier. 


Analysis of I/O Rage lable Modification Interactions 

Failure to use the latest I/O Rage lable Slate 

SOFTWARE RULES 

The required sequence to ensure that new I/O page table state is used is: 

EV5 STORE TO I/O PAGE TABLE 
WEAK MEMORY BARRIER 
EV5 STORE TO I/O TBIA 
MEMORY BARRIER 

EV5 LOAD FROM ANY AlphaStation 600 CSR 

MEMORY BARRIER 

SIGNAL DEVICE 

DEVICE RECEIVES SIGNAL 

DEVICE DOES READ OR WRITE TO MEMORY USING NEW PAGE TABLE STATE 

WHY IT WORKS IN the AlphaStation 600 system 

By the time the write to TBIA has been emitted from EV5, a condition has been estab¬ 
lished in which either the new page table data will be obtained in any Flush or READ com¬ 
mand to EV5, or else the new page table data has already moved out of EV5 in a miss 
with victim or in response to a previous Flush. 

Any TB miss occurring after the Write to TBIA has been emitted from EV5 will do a Read 
to EV5 after the Write to TBIA was emitted. Either the Read to EV5 will obtain the new 
page table data or that data is in memory or that data is in a flush buffer or that data is in 
the victim buffer. 

If the data is in memory the TB miss memory cycle will get it. 

Data in a Flush buffer is as good as in memory, relative to the TB miss. The two-step TB 
miss sequence and the two-step Flush sequence are mutually atomic by Basic property 8. 
Either the TB miss sequence will be entirely before the flush sequence, in which case the 
data will come from the Read Command to EV5, or the TB miss sequence will be entirely 
after the Flush sequence, in which case the data will come from memory. 

As explained in earlier section, data in the victim buffer is as good as in memory. A TLB 
miss will obtain the correct value, even if the data is in the victim buffer. 

At this point we have shown that a TB miss occurring after the write to TBIA was emitted 
from EV5 will retrieve the new page table state. There is still the issue of will a TB miss 
happen when appropriate? 
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The write to TBIA invalidates the TB but a TB miss can result in validating an entry again, 
depending on the page table state that was found. It must be shown that it is not possible 
that a TB entry gets validated again after a TBIA without getting the new page table state 
written to it. 

In a TB miss, I/O writes will not be processed from the Read command going to EV5 for 
the page table data until after the new state is put in the page table entry and the page 
table entry is marked valid. Hence any write to TBIA is processed before the TB miss is¬ 
sues a Read command to EV5 (so that new page table state will be obtained), or else it 
is after the TB entry has been set valid so that the TB entry will be left invalid. 

There is then a Memory Barrier and a read to an AlphaStation 600 CSR, and a following 
Memory Barrier. This sequence insures that by the time the last Memory Barrier com¬ 
pletes, the TB has been invalidated. Hence, whatever the signal is, by the time the signal 
is emitted from EV5, the TB has been invalidated and any device memory reference will 
either hit an invalid TB entry or the new page table state in that entry. 


SPECIAL CASES: 

SOFTWARE RULES 

In the special case that the signal to the device is an EV5 Read I/O to the device or an 
EV5 Write I/O to the device, but specifically excluding the use of memory to signal, the 
following faster sequence can be used: 

EV5 STORE TO I/O PAGE TABLE 

WEAK MEMORY BARRIER 

EV5 STORE TO I/O TBIA 

MEMORY BARRIER OR WEAK MEMORY BARRIER 
EV5 SIGNALS DEVICE 
DEVICE RECEIVES SIGNAL 

DEVICE DOES READ OR WRITE TO MEMORY USING NEW PAGE TABLE STATE 


The signal must be EV5 reds or writes to the device. If the signal is a read to the device 
then Memory Barrier must be used; Weak Memory Barrier is not enough. 


WHY IT WORKS IN the AlphaStation 600 system 

The argument that the TB will get invalidated and conditions will be such that if the TB 
entry becomes valid again, then it will represent the new page table state is the same as 
in the general case above, the difference here is that we must show that if the device ref¬ 
erences memory in response to the signal, then it will effectively see the new page table 
state. 

The signal is an EV5 I/O read or write to the device. The AlphaStation 600 system proc¬ 
esses EV5 I/O reads and writes in the order received from the EV5, which will be Write to 
TBIA and then Signal Device because of the Weak (or full) Memory Barrier between them 
By the time the PCI transaction to do the signal completes, the TB has been invalidated. 
Since there is only one PCI transaction to the CIA at a time, the device read or write to 
memory follows the signal PCI transaction. 


Syste mCoherency 11-23 



I/O Rage 1able Changed V\lhile In Use 

SOFTWARE RULES 

To insure that an I/O page table entry is no longer being used when its state is changed, 
one of the following two sequences must be used. Sequence 1: 

DEVICE SIGNALS COMPLETION OF USE OF A PAGE TABLE ENTRY 

EV5 RECEIVES SIGNAL 

MEMORY BARRIER 

EV5 STORE TO I/O PAGE TABLE ENTRY 


The signal may be an interrupt, a device write to memory, or EV5 reading the device. In 
the event that the signal is an interrupt, WE REOUIRE THAT EV5 READS A REGISTER 
IN THE DEVICE to "receive the signal". Hence the case of an interrupt and of signaling by 
EV5 reading the device are the same. 

WHY IT WORKS IN the AlphaStation 600 system 

Assume the signal was EV5 reading the device (including interrupt). Then any PCI trans¬ 
action using the page table entry would have gone on the PCI before the read data to 
EV5. Hence it would have arrived at the CIA before any read data to EV5. The device 
read or write to memory would be processed first because it arrived first. The device read 
or write to memory would go through the TB before it does the Read or Flush to EV5. If 
there is a TB miss this will be resolved before the Read or Flush to EV5. The read return 
data to EV5 will be after the Read or Flush for the device read or write to memory. All TB 
activity is therefore complete before the Memory Barrier can complete. 

Assume the signal is that the device writes to memory. EV5 must read the signal from 
memory to receive the signal. We now have two device memory references, the device 
read or write using the page table entry, and the device write to memory constituting the 
signal. Each of these memory references is a two-step sequence in which the EV5 is 
probed and a memory cycle happens. They are atomic relative to each other (Basic Prop¬ 
erty 8). 

The device references are processed in order so the device memory reference sequence 
will be entirely before the device write to memory for the signal sequence. 

Therefore the preceding memory references will have gone through the TB and be in 
memory before the signal reference either Flushes EV5 or writes memory. Hence before 
EV5 could receive the signal and before the following Memory Barrier could finish, so be¬ 
fore the page table is modified. 

Note that the signal write itself might use the page table entry that is about to be changed. 
The signal write will go through the TB and this will be resolved before the signal write 
does a Flush to EV5 or writes memory. As above, this must be before the page table is 
modified. 
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SOFTWARE RULES 
Sequence 2: 

EV5 STORE I/O TO DEVICE TO DISABLE USE OF PAGE TABLE ENTRY 

MEMORY BARRIER 

EV5 LOAD I/O FROM DEVICE 

MEMORY BARRIER 

EV5 STORE TO THE PAGE TABLE ENTRY 


The device spec must say that the device wiii not do a PCI transaction referencing the 
interesting virtuai address foiiowing the PCI transaction that wrote a disabiing state to it. 


WHY IT WORKS IN the AlphaStation 600 system 

As has already been argued above, by the time the second Memory Barrier completes, 
the EV5 write to the device has been delivered. By the assumed device properties there 
will be no following memory reference using the interesting page table entry. Any device 
memory reference preceding delivery of the EV5 write to the device will arrive at the CIA 
before the read return data to EV5. Hence it will be processed first. It will pass the TB and 
any TB miss will be fully resolved before the read return data is given to EV5. This is be¬ 
fore the second Memory Barrier could finish and so before the page table entry is modi¬ 
fied. 


Triangle Inequality for I/O Busses 

We assume here that we have a set of PCI and EISA busses connected by two port 
bridges. The net is acyclic; that is, there are no closed loops. This implies that there is a 
single direct path from any device to any other device. A direct path is a path that does 
not go on any single bus more than once, or through any given bridge more than once. 

Define a message from X to Y to be any command, read or write, initiated by X with Y as 
target, and in addition, if Y initiates a read from X as a target, the read return data from X 
to Y is considered a message. 

We assume each bridge has the property that messages flowing through it in a given di¬ 
rection are kept strictly in order. This is in fact true of the PCI to PCI bridge being devel¬ 
oped in DEC. This is only partially true in the EISA/ISA bridge: for writes greater than a 
Dword in size the writes are ordered; all smaller writes may get merged together (merging 
will only occur if the Dword in which the data will merge is still in the buffer, and has not 
been expelled by some other system/chip event). 

Let A, B and C be any three devices where each device connects to one and only one 
bus. A, B, and C can connect to any busses in the net. 

Suppose device A sends a message to device C, and after that device A sends a mes¬ 
sage to device B. After device B receives the message from A it sends a message to de¬ 
vice C. Then, exactly as you might expect, device C receives the message directly from A 
before it receives the message from B from A. 

Proof: 

There is a single direct path from A to C. This is the path that the direct message from A 
to C takes. This direct path starts with the bus A is on and goes through 0 or more bridges 
and winds up with the bus C is on. Let the sequence of bridges be B1, B2, B3, ... 
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Considering the combined path of the messages from A to B and then to C, on one ieg or 
the other, this path must go through the same bridges B1, B2, B3, ... This path might how¬ 
ever contain a ciosed ioop; That is, part of the path from A to B to C might start at a bridge 
z and eventuaiiy get back to bridge z. If there are any such ciosed ioops, remove them, so 
no bridge appears more than once. The remaining sequence not oniy goes through B1, 

B2, B3,..., but in fact goes through these bridges in the same order as the direct path. 

Observe that the path from A to B to C must be fuiiy connected, of course. If a loop start¬ 
ing at Bz and ending at Bz is removed, leaving just the single visitation of bridge Bz then 
the path is still connected. Now however the path is a direct path because it doesn’t hit the 
same bridge twice. And it goes from A to C. But there is only one unique direct path from 
A to C, so this must be it. 

Hence the message from A to B to C must follow the exact same path B1, B2, B3, ... that 
the direct path from A to C followed, except that there may have been some circular side 
trips inserted somewhere. 

The direct message from A to C must get to bridge B1 before the indirect message does. 
The reason is that it goes on the bus first so in fact gets to B1 before the indirect message 
even gets on the bus to go anywhere. 
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A 

CIA - DSWCommand Helds (CMC and IOC) 


Inboduction 

The DSW is relatively simple and only reacts to commands from the CIA. This approach 
helped keep the complexity in one chip. There are two independent command fields that 
control DSW. 

• IOC<6:0> - this bus mostly controls data movement on the lOD bus. 

• CMC<8:0> - this bus mostly controls the data moving between EV5 and DSW and 
Memory and DSW. 

IOC<6:0> - lOD control bus. The CIA uses IOC to control the data buffers in the DSW 
and the direction of data flow between CIA and DSW. The encoding of the IOC<6:0> bits 
are as follows: 


IOC [6:4] 

IOC<3> 

IOC<2> 

IOC<l> 

IOC<0> 

EXPIANAHON 

000 

Buffer n 

X 

X 

X 

Clear valid bits in PCI buffer n 

001 

X 

X 

X 

X 

NOP 

010 

Buffer n 

Addr m2 

Addr ml 

Addr mO 

Write PCI buffer n, addr m 

oil 

Masks 

Masks 

Maskl 

MaskO 

Write 1 OR (Q\N mask) 

100 

Buffer n 

Addr m2 

Addr ml 

Addr mO 

Read DMA buffer n, addr m 

101 

Buffer nl 

Buffer nO 

Addr ml 

Addr mO 

Read 1OW buffer n, addr m 

110 

X 

X 

X 

X 

Reserved 

111 

Masks 

Masks 

Maskl 

MaskO 

Start 1 OW (buffer mask) 


IOC[6] is used by the Data Switch to control the tri-state drivers on the lOD bus. When 
IOC[6] = 1, the CIA is driving the lOD bus (or the bus may be tri-state). When IOC[6] = 0, 
the DSW is driving the lOD bus. 

When idle, the CIA drives the command Read lOW buffer n, onto the IOC bus. 
CMC<8:0> - The CMC is used to control data movement between EV5 DSW and Memory. 

Each of the CMC Commands is described below: 

• Clear. CMC[8:5] = 0000. The Clear command is used to start, stop, or clear buffers 
when no data movement is required. The variable specifies the action to be taken. 
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— CMC[4:31 specify optional actions as follows: 


CMC [4:3] 

Action 

00 

None 

01 

Start the victim buffer 

10 

Start flush buffer 0 and Clear PCI buffer 0 

11 

Start flush buffer 1 and Clear PCI buffer 1 


— CMC[2:01 specify optional actions as follows: 


Var<2:0> 

Action 

000 

None 

001 

Stop Victim 

010 

Stop Flush Buffer 0 

oil 

Stop Flush Buffer 1 

100 

Stop 1OW 0 

101 

Stop low 1 

110 

Stop low 2 

111 

Stop 1 OW 3 


• Fill from Memory. CMC[8:5] = 0010. The Fill from Memory command instructs the 
DSW to latch data on the memory bus and drive it onto the CPU data bus. 

— CMCfSI is used to indicate which half of the 256-bit memory data bus onto the 128 
bit CPU data bus. It reflects the wrap order (address A4) of the Read Miss com¬ 
mand from the CPU. 


CMC [3] 

Action 

0 

drive MEM_DAT[127:0] followed by MEM_DAT[256:128] next cycle 

1 

drive MEM_DAT[256:128] followed by MEM_DAT[127:0] next cycle 


— CMC[21 is used to indicate whether the memory data should be loaded in DSW on 
the rising of the SYS CLK or delayed by 1/2 SYS CLK cycle. If CMC[2] = 0, the 
memory data is loaded on the rising edge of SYS CLK. Otherwise, DSW delays 
loading the data for 1/2 SYS CLK cycle. 

— CMCri:01 specify optional actions as follows: 


CMC [1:0] 

Action 

00 

None 

01 

Stop Victim buffer 

10 

Stop Flush buffer 0 

11 

Stop Flush buffer 1 
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• Fill from lOR. CMC[8:5] = 0011. The Fill from lOR command instructs the DSW to 
drive the CPU data bus with data from the I/O Read buffer. 

— CMC[31 is used to indicate whether to send quadwords 0,1 or 2,3 first. It reflects 
the wrap order (address A4) of the Read Miss command from the CPU. 


CMC [3] 

Action 

0 

drive quadwords 0,1 first, then quadwords 2,3 next cycle 

1 

drive quadwords 2,3 first, then quadwords 0,1 next cycle 


— CMC[21 is not used. 

— CMCfl :01 specify optional actions as follows: 


CMC [1:0] 

Action 

00 

None 

01 

Stop Victim buffer 

10 

Stop Flush buffer 0 

11 

Stop Flush buffer 1 


• DMA Read 0. CMC[8:5] = 0100. The DMA Read 0 command is used to move mem¬ 
ory data into memory buffer 0. 

— CMC[4:31 are used to specify which buffer location(s) to begin loading the memory 
data into. 

— CMC[21 is used to indicate whether the memory data should be loaded in DSW on 
the rising of the SYS CLK or delayed by 1/2 SYS CLK cycle. If CMC[2] = 0, the 
memory data is loaded on the rising edge of SYS CLK. Otherwise, DSW delays 
loading the data for 1/2 SYS CLK cycle. 

— CMCfl :01 specify optional actions as follows: 


CMC [1:0] 

Action 

00 

None 

01 

Stop Victim buffer 

10 

Stop Flush buffer 0 

11 

Stop Flush buffer 1 


• DMA Read 1. CMC[8:5] = 0101. The DMA Read 1 command is used to move mem¬ 
ory data into memory buffer 1. The variable field (CMC[4:0]) behave the same as the 
DMA Read 0 command above. 

• DMA Read 0 and Stop low. CMC[8:5] = 0110. This command is similar to the DMA 
Read 0 command. The difference being that CMC[1:0] specify which lOW buffer to 
stop. 
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— CMC[1:01 specify which lOW buffer to stop: 


CMC [1:0] 

Action 

00 

Stop 1OW buffer 0 

01 

Stop 1 OW buffer 1 

10 

Stop 1 OW buffer 2 

11 

Stop 1 OW buffer 3 


• DMA Read 1 and Stop low. CMC[8:5] = 0111. This command is simiiar to the 
DMA Read 0 and Stop lOW command. The difference being that data is ioaded into 
memory buffer 1. 

• Write Victim. CMC[8:5] = 1000. This command is used to move the Victim buffer 
contents to memory. 

— CMC[4:31 are used to specify which buffer location to begin loading the memory 
from. It reflects the wrap order (address[5:4]) of the Read Miss with Victim com¬ 
mand from the CPU. 

— CMC[2:01 specify optional actions as follows: 


Var<2:0> 

Action 

000 

None 

001 

Stop Victim 

010 

Stop Flush Buffer 0 

oil 

Stop Flush Buffer 1 

100 

Stop 1 OW 0 

101 

Stop 1 OW 1 

110 

Stop 1 OW 2 

111 

Stop 1 OW 3 


• DMA Write 0. CMC[8:5] = 1010. DMA Write 0 instructs the DSW to drive the memory 
data bus with data from buffer 0. The DSW will pick the correct data from either the 
Flush, PCI, or Memory buffer based on the valid bits set in those buffers. 

— CMC[4:31 specify the data to be written as follows: 


CMC [4:3] 

Action 

00 

Write quadwords 0,1,2,3 to memory 

01 

reserved for 128-bit memory systems 

10 

Write quadwords 4,5,6,7 to memory 

11 

reserved for 128-bit memory systems 


— CMC[2:01 have the same encodings as the Write Victim command above. 

• DMA Write 1 . CMC[8:5] = 1011. DMA Write 1 instructs the DSW to drive the memory 
data bus with data from buffer 1. The DSW will pick the correct data from either the 
Flush, PCI, or Memory buffer based on the valid bits set in those buffers. 

— CMC[4:01 have the same encodings as the DMA Write 0 command. 
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